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You can easily find our complete and up-to-date spare
parts program at our web-catalogue at:

www. hc-cargo.com




Your Expert in Parts

Our Product Range
- Your Customer Satisfaction

In this catalogue we offer you an overview of selected
parts and accessories for agricultural machineries.
We offer a broad range in many ways. Therefore

you will find all the electrical parts you need to
repair agricultural applications. From spare parts for
starters and alternators to the units themselves, A/C
compressors, lighting products and many other auto-
electrical spare parts.

With the HC-CARGO program you have an one-stop-
supplier opportunity regarding electrical parts.

New classification - Starters and
Alternators

In the present edition the starters and alternators you
find in the first part of the catalogue.

They are divided after vehicle manufacturers, so you
easily can find the units suitable for the specific vehicle
you need to repair.

The second part is dedicated to spare parts, A/C
compressors, lighting etc.

High Quality Guarantee

Via thorough tests in our quality department our
engineers test units, components, parts etc. in terms
of interaction, perfect fit and easy installation before
the products are approved and released for sale. This
procedure ensures that we keep the high quality that
you can promise to your customers.

Our Spare Parts for Starters and
Alternators - All You Need

Most spare part dealers offer only specialized programs.
We have decided to have a broad product range to meet

the demands of workshops in the best possible way.
We cover virtually all you require to get your vehicle
running. You will find all you need in:

e Rotors

e Stators

e Regulators

o Rectifiers

e Brush Sets

e Pulleys

e Drives/Clutches
e Solenoids

e Armatures

o Etc.

The above spare parts you will find in our starter and
alternator components catalogues.

For full program overview
and online-shop visit
www. hc-cargo.com
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AGRIFULL

110899 Various Models 0120300569, Voltage: 14

0120300568, Ampere: 33
D+ 0120300559, B+: Plug
0120300558, Pulley: P

B+ 0120300529, Grooves: 1

0120300528, 63362006, Fan: EF
63362004, 63362003, A: 48.45
63300506 B: 24.00
C: 74.00
Regulator: HC-
CARGO 130675.

111662 Various Models 0120339536, Voltage: 14
0120339521, AAG1341, Ampere: 33
AAG1340, AAG1338, B+: M6
AAG1314, 11.201.507, Terminal: W
11.201.502, Pulley: w/o
11.201.500, Fan: EF

11.201.115, 9513053 B: 56.00

ALLIS CHALMERS
- [HccARcOl wodel | Replcing | _nformation |

110639# 300 310, 340, 350 DM91134, DM1132, Voltage: 14
DM1130 Ampere: 36

B+: M6
Pulley: P
Grooves: 1
Fan: EF
A: 91.00
B: 60.75
Regulator: HC-
CARGO 130017.

111419 FD,FL Various Models 0120469890, Voltage: 28
(FD 3,5,7,9,10), 0120469634, Ampere: 55
Various Models (FL 0120469549, AAK4507, B+: M8
4,7,8,9,10,14,20)  11.201.555, 2541423 Terminal: W
Pulley: DP
Grooves: 2
Fan: EF
A: 50.00
B: 17.45
C: 63.00

110611 FL Various Models (FL  A124N, 3370000, Voltage: 14
4,7,8,9,10,14,20)  ALB40-86, ALB40-68, Ampere: 44
63304800, 63303500, B+: M6
63303192, 63303191, Pulley: P
63303150, 63303140, Grooves: 1
63303130, 63303120, Fan: EF
63303110, 63303100, A: 46.00
19025037 B: 17.00
C: 61.00
Regulator: HC-
CARGO 130613.

112097 FL Various Models (FL 0120489796, Voltage: 28
4,7,8,9,10,14,20) 0120489795, Ampere: 30
0120489794, B+: M6
0120489793, Pulley: P
0120489792, Grooves: 1
0120489639, Fan: w/o
0120489638, A: 45.00
0120489612 B: 17.00
C: 63.00
111713 Various Models 321-667, 1105609, Voltage: 14
1105579, 1105560, Ampere: 105
1105540, 1105539, B+: M6
1105538, 1105536, Pulley: P
1105535, 1105418, Grooves: 1
1102551 Fan: EF
A: 77.00
B: 50.70
Replacing: 15SI.
8 AGRICULTURAL MACHINERY - Alternators
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ALLIS CHALMERS

CASE

o)
©/

112260*

111843

111888

113552

110641

110077

110508

111713

Various Models

100 Series

100 Series

100 Series, Various
Models

300 Series, 400
Series, 1000 Series

300 Series, 400
Series, 500 Series

400 Series

400 Series

110, 120, 135

110, 120, 135

170 CBX

321, 421, 1000

321, 431, 531, 554

485

485

321-603, 1105470,
1105469, 1105467,
1105465, 1105464,
1105463, 1105462,
1105460, 1102553,
1101289

Voltage: 14
Ampere: 80

B+: M5

Pulley: w/o

Fan: w/o

B: 12.60

C: 103.45
Replacing: 27SI.
Negative grounding.

FO05A00024, 9120060041, Voltage: 14
6033G2019B, 0120484218, Ampere: 95
0120484050, 0120484026, B+: M8

0120484018, 0120484011,

AAK5304, AAK5165,
AAK4831, AAK4307,

AAK1815, AAG5118, 11.204.
396, 11.203.660, 11.203.
268, 9515180, 9513160

FOO5A00023,
0120489475,
0120488293,

0120488205, AAK3330,

AAK1363, 11.201.935,
11.201.595, 9515170

9515122, 9515112

0120339552, 0120339531,
0120339514, 0120300514,

AAG1328, AAG1315,
AAG1311, AAG1301,

11.201.501, 11.201.372,
11.201.096, 11.201.027,
24171, 9515311, 9515310

0120339525,
0120339524,
0120300531,
0120300530, 860150,
858885, 510-249,
2927990

321-1015, 1979859,
1979858, 1979857,
1105708, 1105707,
1105706, 1105705,
1105704, 1105703,
1105692

321-667, 1105609,
1105579, 1105560,
1105540, 1105539,
1105538, 1105536,
1105535, 1105418,
1102551

Terminal: W
Pulley: w/o
Fan: w/o0

B: 51.00

B- M8.

Voltage: 14
Ampere: 65
B+: M8
Terminal: W
Pulley: SP
Grooves: 8
Fan: EF

A: 81.00

B: 50.60

Voltage: 14
Ampere: 120
B+: M8
Terminal: W
Pulley: DP
Grooves: 2
Fan: EF

A: 77.00

B: 50.80

Voltage: 14
Ampere: 33
B+: M6
Terminal: W
Pulley: P
Grooves: 1
Fan: EF

A: 76.30

B: 56.00

Voltage: 14
Ampere: 50
B+: M6
Pulley: P
Grooves: 1
Fan: EF

A: 78.50

B: 56.00

Voltage: 14
Ampere: 78
B+: M6

Pulley: P
Grooves: 1
Fan: EF

A: 77.00

B: 50.50
Replacing: 12SI.

Voltage: 14
Ampere: 105
B+: M6

Pulley: P
Grooves: 1
Fan: EF

A: 77.00

B: 50.70
Replacing: 15SI.

AGRICULTURAL MACHINERY - Alternators

0.E.M. names and numbers are used for reference purposes only.




CASE

112170 400 Series, 1000 455, 1150, 1150 (E) 0120489481, Voltage: 28
Series 0120489071, Ampere: 45
0120488294, B+: M8
0120488206, AAK3336, Terminal: W
AAK1387, 11.201.941,  Pulley: w/o
11.201.759 Fan: EF
B: 51.00
Dust proof.
111662 400 Series, 500 433, 533 0120339536, Voltage: 14
Series 0120339521, AAG1341, Ampere: 33
AAG1340, AAG1338, B+: M6
AAG1314, 11.201.507, Terminal: W
11.201.502, Pulley: w/o
11.201.500, Fan: EF
11.201.115, 9513053 B: 56.00
110952 500 Series, 600 580 (C,D), 680, 1105537, 1105510, Voltage: 28
Series, 1000 Series 1450 1103123, 1103031, Ampere: 40
1102919, 1102918, B+: M5
1101204 Terminal: W
Pulley: P
Grooves: 1
Fan: EF
A: 75.55
B: 50.70
Replacing: 10SI.
111035 600 Series 650 HD (Yumbo) 0120489188, 0120489187, \Voltage: 14
0120489186, 0120489126, Ampere: 65
AAK3538, AAK3529, B+: M6
AAK1175, AAK1172, Terminal: W
AAK1171, AAK1163, Pulley: P
AAK1123, AAG0403, Grooves: 1
11.201.432, 11.201.405, (o0 EF
54022240, 54022171, A: 51.25
24214A, 24214, 24213A, B: 22'00
24213, 24203, 63505101, _° -°°
63321154, 63321005,  C* 73-00
63321003, 63320130,
63320056, 63320028,
63320004, 63307431,
63307401, 9516714,
A2T32171, A002T32171,
19025789, 19025787,
19025051, A13E26, A13E25,
2541236, 2541235
110427 800 Series, 1000 850, 1150, 1450 ANB7004, ANB7003, Voltage: 28
Series ANB7002, ANB7001, Ampere: 22
ANB6004, ANB6002, B+: M12
ANB6001, 51-212, Pulley: DP
51-178 Grooves: 2
Fan: w/o0
A: 83.30
B: 15.50
C: 102.19
112493 800 Series, W 821B, W20E 0120468147, Voltage: 28
0120468054, 860568 Ampere: 65
B+: M12
Terminal: W
Pulley: w/o
Fan: EF
B: 14.00
C: 100.00
112098 900 Series, 1000 956 (XL), 1056 0120489711, 0120489710, Voltage: 14
Series 0120489294, 0120489022, Ampere: 65
0120488233, 0120488138, B+: M6
0120488134, 0120400845, Terminal: W
AAK4351, AAK4313, Pulley: P
AAK3547, AAK1370, Grooves: 1
AAK1182, 11.203.415,  Ean: EF
11.203.301, 11.201.499, - 77.00
11.201.444, 9516693, .
9515010, 9513031, B: 56.00
443113516693,
443113516690
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CASE

@D |

110178 1000 Series 1210, 1212, 1410

110179 1000 Series 1290, 1390, 1690
110968 1000 Series 1394, 1494, 1594
111185 1000 Series 1190, 1194, 1290
111204 1000 Series 1394, 1494, 1594

9120331913, 9120331901,
9120331502, 0120389503,
0120389502, 0120339510,
0120339509, 0120339506,
516011, ALT12N-39,
ALT12N-14, ALT12N-11,
ALP12N-2,
77FB10300FB,
77FB10300FA,
76BB10300ED,
76BB10300EA,
74DB10436A,
69EB10346AD, 5003897,
1537179, AAKA4116,
AAG1111, 11.201.272,
11.201.067, 54022165,
54022083, 54022032,
54022017, 54022006,
54021993, 54021918,
54021917, 54021898,
54021868, AH2140B14,
9AR2916F, 9AR2916,
9AR2915F, 510-105,
510-104, 2541194,
29409930, 2523234

86BB10300DB,
86AB10300DA,
54022084, 54022011,
54021985, 54021845,
54021810, 54021493,
24180, 24153, 24141,
24133, 24108, 9AR5019,
9AR2877, 9AR2603G,
9AR2603F, 9AR2603,
8HA2009KA

858787, ALT2N-14,
ALT12N-2, ALT12N-13,
ALF12-18, AAK1333,
AAK1133, 11.201.470,
NAB300, 66021113,
60921030, 60921029,
60210167, 60210165,
60210164, 60210163,
60210158, 60021066,
AH2040C4, 9AR5060,
9AR2960F, 9AR2841,
9AR2705G, 9AR2705,
9AR2699G, 9AR2683G,
9AR2683, 9AR2654G,
9AR2650D, 9AR2699

54021350, 26921046,
26021235, 24185,
24181A, 24134A,
24134, 24099A, 24099,
24082, 24065A, 24065,
9AR2918G, 9AR2918

NAB905, 24166, 24017,
24016, 24014, 23999,
23991, 23986A, 23986

Voltage: 14
Ampere: 36
B+: 9.40
Pulley: w/o
Fan: EF
B: 10.00
C: 87.00

Voltage: 14
Ampere: 36

B+: 9.40

Pulley: w/o

Fan: EF

B: 9.75

C: 88.00

For pulley w/
17.00 mm bore use
bushing: HC-CARGO
134894.

Voltage: 14
Ampere: 70
B+: M6
Pulley: P
Grooves: 1
Fan: EF

A: 34-43

B: 11.00

C: 82.00

Voltage: 14
Ampere: 43

Pulley: w/o

Fan: IF

B: 9.80

C: 81.00

As HC-CARGO 114796,
but w/o pulley

Voltage: 14
Ampere: 70

B+: M6

Pulley: P

Grooves: 1

Fan: EF

A: 54.15

B: 27.00

w/ mounting
bearing bracket for
left and right engine
side.

AGRICULTURAL MACHINERY - Alternators

0.E.M. names and numbers are used for reference purposes only.
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113574 1000 Series

113999 2000 Series

112773 2000 Series

111289 4000 Series

114384 Farm

1394, 1494, 1594 0120489959,
0120489958,
81DB10300BB,
81DB10300BA, 6173461,
AAK4118, 11.201.276,
24049B, 24049A, 24049,
23680, 9AR2963L,
9AR2963, 9AR2919P,
9AR2919, NAOG6

2144, 2155, 2166  AAN8151, AAN5771,
AAN5701, AAN5502,
AAN5318, AAN5155,
AAN5138, 11.204.239,

11.204.159, 11.203.870

2144 120468055

4200 9120331872, 9120331864,
9120331854, 0120489957,
0120489896, 0120489895,
0120489889, 0120489844,
ALS12N-75, ALS12N-72,
ALS12N-51, R72GB10346NA,
89AX10300HA, 89AX10300EA,
89AB10300HA, 89AB10300GB,
89AB10300GA, 89AB10300EB,
AAK4524, AAK4A520,
AAK4519, AAK4513,
AAK4135, AAK3590,
AAK1358, AAK1114,
11.201.676, 11.201.579,
61920314, 61920311,
54022620, 54022572,
54022243, 54022147,
54021921, 54021919,
24318, 24199, 24181,
943358010, 943356639,
943356633, 63358020,
63358010, 9516742,
9516740, 9516709,
9515734, A5T31774,
A5T31773, A5T31772,
A5T31372, AO05T31774,
AO05T31773, AO05T31772,
A005T31372, 9AR5092K,
9AR5022G, 9AR5022,
9AR2978, 9AR2843G,
9AR2707G, 9AR2703,
9AR2701, 9AR2700G,
9AR2700, 2950220,
2940981, 2929780,
2927070

JX70U, JX80U, 63321744

JX90U, JX100U

Voltage: 14
Ampere: 65
B+: Plug
Terminal: W
Pulley: P
Grooves: 1
Fan: EF

A: 36.85

B: 10.40

C: 83.00

Voltage: 14
Ampere: 150

B+: M8

Terminal: W
Pulley: w/o

Fan: IF

Not Insulated return
B: 13.87

C: 103.27

w/o pulley.

Voltage: 14
Ampere: 135
B+: 7/16” UNC
Terminal: W
Pulley: w/o
Fan: EF

B: 14.22

C: 100.00

Voltage: 14
Ampere: 70
B+: 9.40
Terminal: W
Pulley: P
Grooves: 1
Fan: EF

A: 35.00

B: 12.50

C: 80.00

Voltage: 14
Ampere: 85
B+: M6
Terminal: W
Pulley: w/o
Fan: IF

B: 17.00

C: 63.40

AGRICULTURAL MACHINERY - Alternators

0.E.M. names and numbers are used for reference purposes only.



CASE

114469 Magnum

114450* Tractors Farmall

NEW PRODUCT

www.hc-cargo.com

110300 Various Models

110504 Various Models

112260% Various Models

114191 Various Models

LIGP

114518 Various Models

AAN5702, 11.203.720,
11.203.191

AAKA4314, AAK1832,
11.204.484,
11.204.327,

11.203.714, 11.203.302

321-654, 1105476,
1105475, 1105474,
1100274, 1100211,
1100093, 1100077,
10463160

1105073, 1102875,
1100589

321-603, 1105470,
1105469, 1105467,
1105465, 1105464,
1105463, 1105462,
1105460, 1102553,
1101289

102211-9090

101211-2951, 101211-
2950

Voltage: 14
Ampere: 175
B+: M8x1.25
Pulley: w/o
Fan: IF

B: 13.00

C: 101.00
Dust proof.

Voltage: 14
Ampere: 120
Pulley: SP
Grooves: 8
Fan: EF

Voltage: 28
Ampere: 65
B+: M6
Terminal: W
Pulley: w/o
Fan: EF

B: 11.90

C: 103.00
Replacing: 27SI.
Shaft dia. 22.00 mm.
Fan: HC-CARGO

131854.
Voltage: 14
Ampere: 90
B+: M6
Terminal: W
Pulley: w/o
Fan: EF

B: 51.00

Same as HC-CARGO
110505 (75 A).

Voltage: 14
Ampere: 80

B+: M5

Pulley: w/o

Fan: w/o

B: 12.60

C: 103.45
Replacing: 27SI.
Negative grounding.

Voltage: 14
Ampere: 90
B+: M8x1.25
Pulley: SP
Grooves: 8
Fan: EF

A: 74.80

B: 51.00

Voltage: 14
Ampere: 55
B+: M6
Pulley: P
Grooves: 1
Fan: IF

A: 43.00

B: 21.00

AGRICULTURAL MACHINERY - Alternators

0.E.M. names and numbers are used for reference purposes only.
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CATERPILLAR

LIGP

LIGP

CHANG FENG (LIEBAO)

CLAAS

Q.Q

o/

114218 Backhoe Loaders

112996 Farm

114683 \Various Agriculture

Vehicles

114188 Various Models

114271 Various Models

111978 Combines

416C, 426C

Farm 35, Farm 45,
Farm 55

3320

101211-2310, 101211-
2240

321-687, 19010207,

19010196, 19010191,
19010188, 19010187,
19010170, 19010150,
19010147, 19010145

101211-8271, 101211-
8270

101211-9020, 101211-
9010

19011206, 19011205,
19011191, 10459599

9516653, 9516650,
443113516653,
443113516650,
334113516653

6033GB2009,
0120484021,

0120484015, AKK4322,

11.203.333

Voltage: 14
Ampere: 55
B+: M6
Pulley: DP
Grooves: 2
Fan: IF

A: 95.00

B: 57.00

Voltage: 14
Ampere: 115

B+: M8

Pulley: w/o

Fan: EF

B: 14.55

C: 100.50
Replacing: 21SI.
Negative grounding.
One wire system. B+
1/74”.

Voltage: 28
Ampere: 80

B+: M8

Pulley: w/o

Fan: EF

B: 13.70

C: 103.00

Voltage: 14
Ampere: 90
B+: M6
Pulley: DP
Grooves: 2
Fan: IF

A: 97.00

B: 58.10

Voltage: 28
Ampere: 75

B+: M6

Terminal: W
Pulley: w/o

Fan: EF

Not Insulated return
B: 14.20

C: 100.00
Replacing: 34Sl.

HC-CARGO

110621 3300 Series

Voltage: 14
Ampere: 55
B+: M6
Pulley: w/o
Fan: w/o
B: 27.00

C: 65.85

O

Combines

Voltage: 14
Ampere: 120
B+: M8
Terminal: W
Pulley: w/o
Fan: EF

B: 56.00

14
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CLAAS

111649 Dominator

Dominator

112098

113611 Dominator, Jaguar

113949 Jaguar

114000 Various Models

114513 Various Models

114735 Various Models

105

106, 675, 680,

685 SL

850

0120400775, 0120339545,
0120339544,
0120339543, 0120339513,

0120339512, 0120339511,

0120300562, AAG1343,
11.201.784

0120489711, 0120489710,
0120489294, 0120489022,
0120488233, 0120488138,
0120488134, 0120400845,

AAK4351, AAK4313,
AAK3547, AAK1370,
AAK1182, 11.203.415,

11.203.301, 11.201.499,

11.201.444, 9516693,
9515010, 9513031,
443113516693,
443113516690

0120469895,
0120469687,
0120469540,
0120469526,
0120469506,
0120469013

0124525147,
0123515503,
0123515501,
0123515500,

AAN8166, AAN5122,
AAN5120, 11.204.254,
11.203.065, 11.203.051

AAK5533, 11.203.281

AAK5125, 11.201.738

0123520015, AAN5308

Voltage: 14
Ampere: 33
B+: M6
Pulley: P
Grooves: 1
Fan: EF

A: 76.00

B: 56.00

Voltage: 14
Ampere: 65
B+: M6
Terminal: W
Pulley: P
Grooves: 1
Fan: EF

A: 77.00

B: 56.00

Voltage: 14
Ampere: 90
B+: M8
Terminal: W
Pulley: w/o
Fan: EF

B: 81.30

Voltage: 14
Ampere: 150
B+: M8
Terminal: W
Pulley: w/o
Fan: IF

B: 56.00

Voltage: 14
Ampere: 120
B+: M8
Terminal: W
Pulley: SP
Grooves: 8
Fan: IF

A: 83.00

B: 56.00

Voltage: 14
Ampere: 95
B+: M8
Terminal: W
Pulley: SP
Grooves: 8
Fan: IF

A: 83.00

B: 56.00

Voltage: 14
Ampere: 150
B+: M8
Terminal: W
Pulley: w/o
Fan: IF

B: 56.00

AGRICULTURAL MACHINERY - Alternators
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CuUB CADET

112492 7000 Series 7000, 7200, 7205  A7T02077C, A7T02077A, Voltage: 14

E‘ R A7T02077, A7T02071C, Ampere: 50
L A7T02071A, A7T02071, B+: M5
A007T02077C, Pulley: P
A007T02077A Grooves: 1
Q Fan: IF
‘ A: 43.50
g B: 21.10
114079 7000 Series 7305 A7TA0171B, A7TA0171, \Voltage: 14
R AO07TA0171B, Ampere: 40
@ L A007TA0171, 30A68- B+: M5
00801, 30A68-00800 Pulley: P
Grooves: 1
Fan: IF
A: 43.00
B: 16.00
C: 41.60

DAEDONG KIOTI
i T B

114219 DK35 Series, DK40  DK35 Series, DK40  TAOO0A58101 Voltage: 14

Series Series Ampere: 50
B+: M6
Terminal: W
Pulley: P
Grooves: 1
Fan: IF
A: 43.00
B: 15.00
C: 66.00

HC-CARGO

114192 Agrotron Various Models AAN5511, AAN5346, Voltage: 14
11.204.187, 11.203.389 Ampere: 200
B+: M8
Terminal: W
Pulley: w/o
Fan: IF
B: 56.00

112389 Antares, Dorado 110, 130,

60DT/2RM

AAK5115, 11.201.667 Voltage: 14
Ampere: 85
B+: M6
Terminal: W
Pulley: w/o
Fan: IF

B: 55.90

110761 AX Various Models

0120489944, Voltage: 28
0120488271, AAK3557, Ampere: 35
AAK1134, 11.201.635 B+: M6
Terminal: W
Pulley: w/o
Fan: w/o
B: 80.00
Fan: HC-CARGO
133875.

110766 AX

Various Models

0120489730, 0120489707,
0120489023, 0120488224,
0120400805, 0120400791,

Voltage: 28
Ampere: 27
B+: M6

0120400790, 0120400760, Terminal: W

AAK4509, AAK1352,
AAK1204, AAK1167,
AAK1115, AAK1113,
AAK1109, 11.201.574,

11.201.557, 11.201.186,

A0924, 9AR6015K,
2960150, 2523162

Pulley: w/o
Fan: EF
B: 56.00

16
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DEUTZ-FAHR

112747 AX various Models 0120469772, 0120469585, Voltage: 28
0120469521, 0120469520, Ampere: 55
0120469519, 0120469102, B+: M8
0120469030, 0120469008, Terminal: W
83DB10346AA, 1620918, Pulley: w/0
AAK5734, AAK3318, Fan: EF
11.203.655, 11.201.903 B: 56.00

110360 D Series D 2807, D 3607, D 9120080139, 9120080120, Voltage: 14
6807 9120080089, 9120080056, Ampere: 45

0120489965, 0120489964, B+: 9.40
0120489961, 0120489960, puylley: w/o
AAK3501, AAK1139, Fan: w/o
AAK1105, 11.201.601, - 56.00
9AR2896G, 9AR2883G,
9AR2883, 9AR2835G,
9AR2835, 9AR2756F,
9AR2528F

110881 D Series D 2807, D 3607, 0120489309, 0120489296, Voltage: 14
Various Models 0120489286, 0120489183, Ampere: 55

0120489070, 0120489069, B+: M6
0120488258, 0120488257, Terminal: W
AAKA4349, AAK3579, Pulley: DP
AAK1189, 11.203.405,  Grooves: 2
11.201.512, 11.201.511, Fan: EF
11.201.478, 11.201.226, A: 88.00
943356826, 8515220  B: 56.00

114191 D Series D 3607 102211-9090 Voltage: 14
Ampere: 90
B+: M8x1.25
Pulley: SP
Grooves: 8
Fan: EF
A: 74.80
B: 51.00

112046 DX DX 6.31, DX 6.50, 0120484001, AAK4320, Voltage: 14
DX 7.10 AAK3822, AAK1811, Ampere: 95

AAK1312, 11.204.054, B+: M8
11.203.656, Terminal: W

11.203.331, 11.201.991 Pulley: SP
Grooves: 8

Fan: EF
A: 84.00
B: 56.00

112736 DX DX7 - Various 0120489756, AAK1378, Voltage: 14
Models, Intrac 6.30 11.201.570, 9515230 Ampere: 65

B+: M6
Terminal: W
Pulley: P
Grooves: 1
Fan: EF
A: 76.50
B: 56.10

114110 Various Models AAN8189, AAN5121, Voltage: 28
AAN5116, 11.204.280, Ampere: 80
11.203.064, 11.203.043 B+: M8
Terminal: W
Pulley: w/o
Fan: IF
B: 56.00

114470 Various Models AAK3380, 11.203.151 Voltage: 14
Ampere: 120
B+: M8
Pulley: w/o
Fan: EF
B: 56.00

AGRICULTURAL MACHINERY - Alternators 17
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DEUTZ-FAHR

NEW PRODUCT

Www.hc-cargo.com

DRONNINGBORG

D+
B+
B+

)

/

EICHER

115309 Various Models

114365 Various Models

111289 7000 Series 7000

111355 7800, 8000 Series

111649 300, 3000

7800, 8700 Jumbo

AAK4343, 11.203.391

120689553

9120331872, 9120331864,
9120331854, 0120489957,
0120489896, 0120489895,
0120489889, 0120489844,
ALS12N-75, ALS12N-72,
ALS12N-51, R72GB10346NA,
89AX10300HA, 89AX10300EA,
89AB10300HA, 89AB10300GB,
89AB10300GA, 89AB10300EB,
AAK4524, AAKA520,
AAK4519, AAK4513,
AAK4135, AAK3590,
AAK1358, AAK1114, 11.201.
676, 11.201.579, 61920314,
61920311, 54022620,
54022572, 54022243,
54022147, 54021921,
54021919, 24318, 24199,
24181, 943358010,
943356639, 943356633,
63358020, 63358010,
9516742, 9516740,
9516709, 9515734,
A5T31774, AST31773,
A5T31772, A5T31372,
AO05T31774, AOO5T31773,
A005T31772, A005T31372,
9AR5092K, 9AR5022G,
9AR5022, 9AR2978,
9AR2843G, 9AR2707G,
9AR2703, 9AR2701,
9AR2700G, 9AR2700,
2950220, 2940981,
2929780, 2927070

0120489385, 0120489384,
0120489293, 858776,
AAK4598, AAK4523,
AAK3369, AAK3312,
11.203.097, 11.201.876,
11.201.810, 11.201.578,
54022752, 54022647,
54022642, 54022639,
54022579, 54022428,
54022408, 54022382,
54022200, 54022176,
63324387, 63324294,
63324245, 54208288,
2541400, 2541290

0120339544, 0120339543,
0120339513, 0120339512,
0120339511, 0120300562,
AAG1343, 11.201.784

Voltage: 28
Ampere: 35
B+: M8
Terminal: W
Pulley: w/o
Fan: EF

B: 56.00

Voltage: 28
Ampere: 140
B+: M8
Terminal: W
Pulley: w/o
Fan: EF

B: 15.00

C: 180.00

Voltage: 14
Ampere: 70
B+: 9.40
Terminal: W
Pulley: P
Grooves: 1
Fan: EF

A: 35.00

B: 12.50

C: 80.00

Voltage: 14
Ampere: 65
B+: M6-6.30
Terminal: W
Pulley: P
Grooves: 1
Fan: EF

A: 37.00

B: 11.50

C: 81.00

e caReo

330, 3026, 3257, S 0120400775, 0120339545,

Voltage: 14
Ampere: 33
B+: M6
Pulley: P
Grooves: 1
Fan: EF

A: 76.00

B: 56.00

18
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FAHR

112097 M Series M1000 Series 0120489796, 0120489795, Voltage: 28
0120489794, 0120489793, Ampere: 30
0120489792, 0120489639, B+: M6
0120489638, 0120489612, Pulley: P

FERRARI
HC-CARGO Model Replacing Information

111168 40 40 WDT 0120489952, 0120489951, Voltage: 14
0120489950, 0120489948, Ampere: 55
0120489947, 0120489125, B+: M6
0120489124, 0120489123, Terminal: W
AAK4133, AAK3129, 11.201. Pulley: P
927, 11.201.299, 9516761, Grooves: 1
9516760, 9516716, Fan: EF
443113516761, 719, A: 84.00
619, 3493719, 3493619, B: 56.00
3472208, 3472066,

3472051, 208, 066, 051,
A13N214, 2541341

Q 2998230, AAK3564, Grooves: 1
AAK1209, AAK1110, 11.201. Fan: w/o
. 468, 11.201.075, 11.201. A: 45.00
@ 055, LRA2378, A0828,  B: 17.00
61920271, 943320025, C: 63.00
63321163, 63321161,
63321115, 63321104,
63321063, 63321055,
63321052, 63321050,
63321049, 9AR3952G,
9AR3952, 9AL3955G,
860141, 19025057,
19025044, 2939520
FENDT
 [HCCARGO|  Model | Replaoing | information |
112196 Farmer 300 SERIES, 600, 0124615053, Voltage: 14
610, 611 0123510075, Ampere: 143
0123510074, B+: M8
0123510060 Pulley: w/o
Fan: IF
B: 56.00
Bosch Type.
114192 Vario Various Models AAN5511, AAN5346, Voltage: 14
11.204.187, 11.203.389 Ampere: 200
B+: M8
Terminal: W
Pulley: w/o
Fan: IF
B: 56.00
111978 Various Models 6033GB2009, Voltage: 14
0120484021, Ampere: 120
0120484015, AKK4322, B+: M8
11.203.333 Terminal: W
Pulley: w/o
Fan: EF
B: 56.00
114735 Various Models 0123520015, AAN5308  Voltage: 14
Ampere: 150
B+: M8
Terminal: W
Pulley: w/o
Fan: IF
B: 56.00

AGRICULTURAL MACHINERY - Alternators
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FIAT

111686 100, 110, 115, 130 100.90, 110.90,

FIAT-ALLIS

B+
B+

111180 400, 500

110504 Various Models

110801 Various Models

110912 Various Models

115.90, 130.90

420, 5008, 540, DT

0120489338, 0120489219,
0120489212, 0120489153,
0120489152, 0120489136,
0120489018, 0120488251,
AAK4543, AAK4176,
AAK4155, AAK4154,
AAK1228, 11.201.662,
11.201.514, 11.201.357,
11.201.329, 943321019,
943320049, 63321146,
63321099, 63321031,
63321022, 63321021,
63321020, 63321019,
9515080, 9AR2951L,
9AR2951, 19025060,
2929510, 2565995, 2565994

0120339528, 0120339527,
0120339516, 0120339515,
AAG1130, AAG1104,
AAG0402, 11.201.783,
11.201.037, 943356274,
63300931, 63300921,
63300920, 63300901,
63300900, 63300802,
63300521, 30680274,
9AR5006G, 19025063,
19025042

1102945, 1102944,
1102370, 1100951,
1100944, 1100943,
1100939, 1100933,
1100932, 1100931,
1100921

1105073, 1102875,
1100589

0122469003,
0122469001, 100211~
0860, A0012303JB,
2303JB, 321-665, 321-
660, 1117655, 1117650,
1117647, 1117645,
1117644, 1117643,
1117642, 1117640,
1117623, A13R182

9120144239, 9120144238,
9120144202, 9120144201,
0120489753, 0120489752,
0120489743, 0120489742,
63321493, 63321197,
63321172, 63321080,
63321071, 63321061,
63321010, 63321008,
63320141, 63320128,
19025067, 19025056,
19025049, A13E23,
2541234, 2541233

Voltage: 14
Ampere: 65
B+: M6
Pulley: P
Grooves: 1
Fan: EF

A: 49.50

B: 17.00

C: 64.50

Voltage: 14
Ampere: 33
B+: 9.40
Pulley: P
Grooves: 1
Fan: EF

A: 49.00

B: 25.00

C: 74.00

110075 Various Models

Voltage: 14
Ampere: 60

B+: M6

Pulley: P
Grooves: 1

Fan: EF

A: 75.00

B: 51.00

As HC-CARGO 110215
(90 A). Regulator:
HC-CARGO 130505.

Voltage: 14
Ampere: 90

B+: M6

Terminal: W
Pulley: w/o

Fan: EF

B: 51.00

Same as HC-CARGO
110505 (75 A).

Voltage: 28
Ampere: 45
B+: 1/4” UNF
Terminal: W
Pulley: w/o
Fan: EF

B: 14.80

C: 100.00

Voltage: 14
Ampere: 55
B+: M6
Pulley: P
Grooves: 1
Fan: EF

A: 44.50

B: 16.40

C: 66.00
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112992 Various Models

113562 1000 Series

111289 2000 Series 2000

111363 2000 Series, 3000 2600, 3600, 3610

Series

111739 2000 Series, 3000 2600, 3600, 3610

Series

1117915

_ HC-CARGO

1320, 1520, 1530

SBA185046320,
A7T03877, AOO7TAL777,
A007T03877

9120331872, 9120331864,
9120331854, 0120489957,
0120489896, 0120489895,
0120489889, 0120489844,

ALS12N-75, ALS12N-72,

ALSI2N-51, R72GB10346NA,

89AX10300HA,
89AX10300EA,
89AB10300HA,
89AB10300GB,
89AB10300GA,
89AB10300EB, AAK4524,
AAK4520, AAK4519,
AAKA4513, AAK4135,
AAK3590, AAK1358,
AAK1114, 11.201.676,
11.201.579, 61920314,
61920311, 54022620,
54022572, 54022243,
54022147, 54021921,
54021919, 24318,

24199, 24181, 943358010,

943356639, 943356633,
63358020, 63358010,
9516742, 9516740,
9516709, 9515734,
A5T31774, AST31773,
A5T31772, A5T31372,

AQ05T31774, AOO5T31773,
A005T31772, AO05T31372,

9AR5092K, 9AR5022G,
9AR5022, 9AR2978,
9AR2843G, 9AR2707G,
9AR2703, 9AR2701,
9AR2700G, 9AR2700,
2950220, 2940981,
2929780, 2927070

54022481, 54022310,
54022292, 24327A,
24256C, 24256A,
24256, 24246A, 24246,
63325256, 63324327

FONN10B376AB,
54022336, 24273A,
24273, 63324273

Voltage: 28
Ampere: 70

B+: M8

Pulley: w/o

Fan: EF

B: 15.75

C: 101.55

Replacing: 20SI. Nega-
tive grounding. One
wire system. B+ 5/16”.

Voltage: 14
Ampere: 40
B+: M6
Pulley: P
Grooves: 1
Fan: IF

A: 42.00

B: 12.90

C: 81.50

Voltage: 14
Ampere: 70
B+: 9.40
Terminal: W
Pulley: P
Grooves: 1
Fan: EF

A: 35.00

B: 12.50

C: 80.00

Voltage: 14
Ampere: 45
B+: M6
Terminal: W
Pulley: P
Grooves: 1
Fan: EF

A: 36.70

B: 11.00

C: 83.00

Voltage: 14
Ampere: 55

B+: M6

Terminal: BS/W
Pulley: w/o

Fan: EF

B: 11.40

C: 82.30

w/ battery sensor
terminal.

AGRICULTURAL MACHINERY - Alternators
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111740 2000 Series, 3000
Series, 4000 Series

112718 5000 Series, 6000
Series, 7000 Series

113623 5000 Series, 6000
Series, 7000 Series

110170 8000 Series, TW

112768 50, 3000

112773 50, 3000

2600, 3600, 4100

5640, 6640, 7740

5640, 6640, 7740

8210, TW 15, TW
20, TW 25

55 B, 3050, 3070

55 B, 3070

Zaxis 200 Forester

E7NN10B376BB,
E7NN10B376BA,
E7NN10B376AB,
E7NN10B376AA,
E4NN10B376AB,
AAK1344, AAK1343,

11.201.504, 11.201.503,

54022337, 24448,
24400, 24274A, 24274,

24250, 24186B, 24186A,

24186, 63324274

F2NN10B376AA,
FONN10B376CA,
FONN10B376BB,
AAK5326, 11.203.042,
54022527, 54022443,
63321346, 63321285

F2NN10B376CA,
F2NN10B376BA,
FONN10B376AA,
54022626, 54022525,
54022397, 24415, 24414,
24385, 24384, 24295B,

24295A, 24295, 63324385,

63324384, 63324295

D7NN103008,
8MA2014PA, 8MA2014P,
8MA2010PA, 8MA2010P

0120489457, 0120489402,
0120489019, 0120488195,
0120488194, 451013,

AAK4518, AAKA138, AAK1117,
11.201.600, 11.201.571,
11.201.304, 11.201.071,

943356316, 943321095,
63321095, 63320037,
63305120, 30680316

120468055

A4TUS486, A4TU5485,
A004TU5486

Voltage: 14
Ampere: 70
B+: M6
Terminal: BS/W
Pulley: P
Grooves: 1
Fan: EF

A: 35.50

B: 11.30

C: 82.70

w/ battery sensor
terminal.

Voltage: 14
Ampere: 100
B+: M6
Terminal: W
Pulley: SP
Grooves: 6
Fan: IF

A: 32.00

B: 14.00

C: 83.80

Voltage: 14
Ampere: 70
B+: M6
Terminal: W
Pulley: w/o
Fan: w/o

B: 12.00

C: 82.60

Voltage: 14
Ampere: 72
B+: M6

Pulley: P
Grooves: 1
Fan: EF

A: 74.75

B: 51.25
Regulator: HC-
CARGO 131175.

_ HC-CARGO

Voltage: 14
Ampere: 55
B+: M6
Terminal: W
Pulley: P
Grooves: 1
Fan: EF

A: 45.00

B: 17.00

C: 70.00

Voltage: 14
Ampere: 135
B+: 7/16” UNC
Terminal: W
Pulley: w/o
Fan: EF

B: 14.22

C: 100.00

113886 Excavators

Voltage: 28
Ampere: 50
B+: M6
Pulley: SP
Grooves: 3
Fan: EF

A: 60.00

B: 13.00

C: 70.00
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INTER HARV.

112160 CM-Serie 1455 A 0-35000-0480, 0-35000- Voltage: 28
0471, 0-35000-0461, Ampere: 75
. 0-35000-0460, B+: M6
0-35000-0392, 0-35000- i
©/ 0391, 0-35000-0300,  PoneY: W/
19020391, 19020383, :
19020382, 19020376, ~ B: 14.25
19020346, 19020307, ~ C: 101.50
19011192, 19010200,  Replacing: 21Sl. One
19010199, 19010195 wire system.
ISEKI
L
111042 200 234, 235, 244, 245, 021000-6980, Voltage: 14
el 11N 254 MD017645, MD017635, Ampere: 35
AH2035M4, AH2035M,  B+: M6
FLITA AH2025M4, A1T22074,  Pulley: P
A1T11574, AO01T22074, E;go‘ée; 1
Q‘ A001T11574 A- 42 50
B: 12.10
w C: 66.90
113699 300 325 101211-1200 Voltage: 14
IEIG Ampere: 40
L B+: M6
Pulley: P
Grooves: 1
Fan: IF
A: 41.50
B: 24.00
111048 500 530 101211-2480, 101211-  Voltage: 14
G 1230, 101211-1180, Ampere: 40
E‘ F L 101211-1040, 100211-  B+: M6
4690, 100211-4680, Pulley: P
100211-4670 Grooves: 1
Q Fan: IF
‘ A: 43.00
o B: 24.00
113921 500 530 101211-1361, 101211-  Voltage: 14
1360, 100211-4771, Ampere: 40
@'E 100211-4770, 100211-  B+: M6
4740, 100211-4650, Pulley: P
100211-4610 Grooves: 1
Q Fan: IF
. A: 43.50
9 B: 24.00
114190 Various Models 101211-2040 Voltage: 14
Ampere: 60
ﬁ'ﬁ B+: M6
Pulley: P
Grooves: 1
Fan: IF
A: 43.50
B: 21.50
JCB
S,
. 114772 Various Models AAK5807, AAK5758, Voltage: 14
Ve AAK5583, 11.204.467,  Ampere: 95
11.204.115, B+: M8
11.203.812, 11.203.440 Pulley: SP
Grooves: 8
Fan: IF
A: 30.50
B: 14.10
C: 80.75
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110105 1000 Series

111215 1000 Series

113531 1000 Series

113632 1000 Series

113742 3000 Series

110445 4000 Series

112062 6000 Series

112529 6000 Series

1032, 1042, 1052

1065, 1068, 1072

1065, 1068, 1072

1065, 1068, 1072

3120, 3320, 3520

4450, 4455

6110, 6320, 6420 S

6020, 6120, 6220

0120489704, 0120489703,
0120488290, 0120488267,
0120488218, 0120300545,

0120300535, 0120300516,

AAK3328, AAK1362,
AAK1330, 11.201.929,

11.201.665, 11.201.592,

11.201.453, 9AR2968K,
9AR2968, 510-384

100211-6051, 100211-
6050, 100211-6031,
100211-6030

FOO5A00025,
9120060042,
0120484019,
0120484017,
0120484012, AAK4321,
11.204.405, 11.203.332

012060040, 0120489317,

0120489156, 0120488217,
0120484020, 0120484016,
0120484003, 0120484002,

AAK5197, AAK4829,
AAK3329, 11.204.391,

11.201.989, 11.201.934,

9515361, 9515102,
9513170, 9513071

101211-1380, 101211-
1170

100211-5800, 100211-
0790, 100211-0292,
100211-0291, 100211-
0290, 100211-0281,
100211-0280,
8MR2035T, 110-244,
110-238

0124515126,
0123512500, AAN5156,
11.203.204

0123335003, 0123320061,
0123320045, 0123320010,

0123315501, AAK5391,
AAK5382, AAK5306,

11.203.186, 11.203.167,

11.203.005, LRA1860,
A13VI99, A13VI197,
A13VI175, A13VI134,
2541959, 25419198,
2541919, 2541838A,
2541838, 2541775B

Voltage: 14
Ampere: 55
B+: M6
Pulley: P
Grooves: 1
Fan: EF

A: 83.30

B: 56.00

Voltage: 14
Ampere: 120
B+: M8
Pulley: DP
Grooves: 2
Fan: IF

A: 94.60

B: 57.65

Voltage: 14
Ampere: 120
B+: M8
Terminal: W
Pulley: w/o
Fan: w/o

B: 56.20

Voltage: 14
Ampere: 85
B+: M8
Terminal: W
Pulley: w/o
Fan: IF

B: 56.10

Voltage: 14
Ampere: 40
B+: M6
Pulley: P
Grooves: 1
Fan: IF

A: 43.00

B: 21.00

Voltage: 14
Ampere: 90
B+: M6
Pulley: w/o
Fan: EF

B: 51.00

Voltage: 14
Ampere: 115

B+: M8

Pulley: w/o

Fan: IF

B: 56.00

SP/FW 235718 can
be used.

Voltage: 14
Ampere: 90
B+: M8
Terminal: W
Pulley: SP
Grooves: 6
Fan: IF

A: 92.00

B: 56.10
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JOHN DEERE

113949 6000 Series

6000 Series

114681

111830 7000 Series

7000 Series

113707

113899 8000 Series

114211* 9630, Various
Models

NEW PRODUCT

www.hc-cargo.com

114864 Farm

NEW PRODUCT

WWW. hc-cargo.com

115435 Mowers

i
L
NEW PRODUCT

www. hc-cargo.com

6120, 6220

6230, 6330, 6430

7710, 7800, 7810

7430, 7530

8120, 8220, 8320

9630

Various models
(Tractor)

Various Models

0124525147, 0123515503, Voltage: 14
0123515501, 0123515500, Ampere: 150

AANB166, AAN5122,
AAN5120, 11.204.254,

11.203.065, 11.203.051

124325166

100211-6420

0124625031, AAN5840,

11.204.424

0124615029,
0123515502

0124625030,
0124625029

8600479, 8600050,
19011195, 19011189,
10459353

101211-2201, 101211-
2200

B+: M8
Terminal: W
Pulley: w/o
Fan: IF

B: 56.00

Voltage: 14
Ampere: 90

B+: M8

Pulley: w/o

Fan: IF

Not Insulated return
B: 56.00

Voltage: 14
Ampere: 140
B+: M8
Pulley: SP
Grooves: 8
Fan: IF

A: 90.50

B: 58.00

Voltage: 14
Ampere: 200
B+: M8
Pulley: w/o
Fan: IF

B: 56.00

Voltage: 14
Ampere: 150
B+: M8
Terminal: W
Pulley: SP
Grooves: 8
Fan: IF

A: 87.00

B: 56.00

Voltage: 14
Ampere: 200
B+: M8
Pulley: w/o
Fan: IF

B: 56.00

Voltage: 28
Ampere: 75
B+: 1/4” UNC
Insulated return
B: 14.2

C: 102.0

Voltage: 14
Ampere: 50
B+: M6
Pulley: P
Grooves: 1
Fan: IF

A: 50.00

B: 21.00

AGRICULTURAL MACHINERY - Alternators
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113975 Sprayers

111647 Various Models

112160 Various Models

113401 Various Models

113542 Various Models

113543 Various Models

114263 Various Models

114379 Various Models

Various models

104210-3921, 104210-
3920

390087, 2191166,
21EA00050

0-35000-0480, 0-35000-
0471, 0-35000-0461,
0-35000-0460,
0-35000-0392, 0-35000-
0391, 0-35000-0390,
19020391, 19020383,
19020382, 19020376,
19020346, 19020307,
19011192, 19010200,
19010199, 19010195

LR140-727, LR140-723B,

LR140-721E, LR140-
721D, LR140-721C,

LR140-721B, LR140-721,

LR140-719

9516765, 9515765,
443113515765

LRA02116,
9516241, 9515241,
443113516241,
443113515241

101211-3410

0124615043, AAN5869,
11.204.502

Voltage: 14
Ampere: 150
B+: M6
Pulley: SP
Grooves: 8
Fan: IF

B: 58.00

C: 0.00

Voltage: 28
Ampere: 60
B+: M6
Pulley: w/o
Fan: EF

B: 15.00

C: 102.00

Voltage: 28
Ampere: 75

B+: M6

Pulley: w/o

Fan: EF

B: 14.25

C: 101.50
Replacing: 21SI. One
wire system.

Voltage: 14
Ampere: 40
B+: M6
Terminal: W
Pulley: P
Grooves: 1
Fan: IF

A: 41.50

B: 12.00

C: 67.20

Voltage: 14
Ampere: 55
B+: M6
Terminal: W
Pulley: P
Grooves: 1
Fan: EF

A: 84.00

B: 56.00

Voltage: 14
Ampere: 55
B+: M6
Terminal: W
Pulley: SP
Grooves: 8
Fan: EF

A: 77.40

B: 50.75

Voltage: 14
Ampere: 50

B+: M6

Pulley: SP
Grooves: 1

Fan: IF

Not Insulated return
A: 44.00

B: 21.10

Voltage: 14
Ampere: 150

B+: M8

Pulley: w/o

Fan: IF

Not Insulated return
B: 56.30
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JOHN DEERE

114518 Various Models 101211-2951, 101211-  Voltage: 14
2950 Ampere: 55
B+: M6
Pulley: P
Grooves: 1
Fan: IF
A: 43.00
B: 21.00

LIGP

KHD
- [HC.CARGO

115309 Various Models AAK4343, 11.203.391 Voltage: 28
Ampere: 35
B+: M8

NEW PRODUCT Terminal: W

h Pulley: w/o
WWW.NCc-cargo.com Fan: EF

B: 56.00

KUBOTA

HC-CARGO Model Replacing Information
114657 Compact Tractor B2620 6A830-59250 Voltage: 14
Ampere: 14
Pulley: P
Grooves: 1
A: 62.0
B: 16.0
114515 M, Tractors M7580DT, M8580DT, 100211-6780 Voltage: 14
@IG Various models Ampere: 45
L B+: M6
Pulley: DP
Grooves: 2
Fan: IF
A: 42.50
B: 24.00
114807 Series-M 6800, 8200, 9000  A1TA3677, ALTAL777, Voltage: 14
IG AOOL1TAL1777 Ampere: 60
ﬁ L B+: M6
NEW PRODUCT Pulley: P
www.hc-cargo.com Grooves: 1
Fan: IF
A: 63.00
B: 29.00
114516 Tractors Various Models 15531-64017, 15531- Voltage: 14
64016, 15531-64013 Ampere: 14
Grooves: 1
A: 64.00
B: 16.00
LAMBORGHINI
-~ [HCOARGO| Mol | Replacing | Information |
110882 1100 Series, 1300 1106 (2RM), 0120489765, 0120489762, Voltage: 14
a Various Models, 0120489761, 0120489145, Ampere: 45
1306 (DT) 0120489106, 021000- B+: M6
' 0320, AAK4162, Pulley: P
g AAK3197, 11.209.443, Grooves: 1

11.201.336, 11.201.070, Fan: w/o
61920270, 943356305,  A: 47.00
943321044, 943320021, B- 16.25
943305226, 63321037, (- 63.00
63321036, 63321035,
63320021, 63307256
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LAMBORGHINI

110890 1100 Series, 1300  Various Models 9120331881, 0120489838, Voltage: 14
Series 0120489770, 0120489763, Ampere: 55
Q) 0120489151, 0120489147, B+: M6
) i e e
AAK1135, 11.201.457, gargo‘\’:/so !
o/ 11.201.306, 11.201.242, "'
11.201.112, 61920269, A: 49.00
943356353, 943320023, B: 17.00
63321180, 63321041,  C: 63.00
63320100, 63320023,
63307841, 63307536,
63307526, 9AL5050K,
19025046, 2950500
LANDINI
0
113474 60, 80, 5000, 60, 80, 100, 5860 9124476014, AAK3320, \Voltage: 14
Altantis AAK1324, 11.201.913, Ampere: 65
11.201.396, 54022007, B+: Plug
54022001, 24090, Terminal: W

24067, 24034, 24015, ~ Pulley: P
24013, 23996, 23943, ~ Grooves: 1
23938, 23937, 23902, ~ ~an: EF

A: 35.90
23862 B: 11.00
C: 82.55
MAHINDRA
HC-CARGO
Q 113683 Various Models 40001C01, 26921168A, Voltage: 14
‘ 26921168, 26021278, Ampere: 36
26021276, 004001C01  Pulley: P
v Grooves: 1
Fan: EF
A: 90.60
B: 56.00

113469 D D 100, D 135, D 0120339526, AAG1307, Voltage: 14
150, D 642 11.201.062 Ampere: 33
B+: 9.40
Pulley: P
Grooves: 1
Fan: EF
A: 75.50
B: 55.90
Dust proof.

HC-CARGO

110770 MF 100, MF 1000 184, 1014, 1114 873F10300BA, 86VB10300AA, Voltage: 14

86VB10300A2A, 86VB10300A2, Ampere: 55
AAKA574, AAK4568, 11.201. B+: M6

728, 11.201.707, 54022686, Terminal: W
54022625, 54022623, Pulley: w/o
54022621, 54022616, Fan: w/o
54022590, 54022554, B: 11.20
54022536, 54022483, C: 82.00
54022458, 63324157 T

111948 MF 100, MF 200 152, 194, 240 AAK4554, 11.201.693,  Voltage: 14
24123A, 24123, 24087D, Ampere: 70
240878, 24087A, 24087, g+ plug
24022A, 24022, 24019A, L
24019, 23880, 23865A, ;iﬁ';”favlv' /\(’)V
23865, 9AR5070K, ey:
9AR5040K, 9AR2944K,  Fan: EF
9AR2862K, 9AR2862, B: 29.00
9AR2861K, 9AR2856K,
9AR2856, 9AR2853K,
9AR2853, 9AR2786,
9AR2566, 2950700,

2940772, 2928610,
2541148, 2541131,
2541130, 2518051
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MASSEY FERGUSON

110970 MF 200

111355 MF300

112722 MF 3000

112989 MF 4000

110107 MF 500, MF 2000,
MF 3000

111736% MF 500, MF 800

113961 MF 6000

240, 245, 254

350

3085, 3645, 3655

Various Models

550, 2640, 3650

550, 850, 860

6110, 6120, 6130

AAG1310, 11.201.095,
NAB302, 9AR2549F,
9AR2549, 9AR2548K,
9AR2548, 9AR2547F,
9AR2547, 510-56, 510-
39, 510-38

0120489385, 0120489384,

0120489293, 858776,
AAK4598, AAK4523,
AAK3369, AAK3312,

11.203.097, 11.201.876,
11.201.810, 11.201.578,

54022752, 54022647,
54022642, 54022639,
54022579, 54022428,
54022408, 54022382,
54022200, 54022176,
63324387, 63324294,
63324245, 54208288,
2541400, 2541290

54022751, 54022746,
54022656, 54022580,
54022561, 54022560,
54022532, 54022530,
54022529, 54022528,
63324407

321-666, 1117641,
1117628, 1117621,
1117620, 1117618,
1117613, 1117612,
1117611, 10459200,
10459020

LR150-191, LR150-190,
24204, 24124, 24033A,
24033, 9AR5083G,
9AR5010F, 9AR2888,
9AR2887, 9AR2725F,

510-501, 510-492, 510-

456, 510-368, 510-320,
9AR2725

8MR2033T, 110-252

A13VI243, 2542300A,
2542300

Voltage: 14
Ampere: 65
B+: M6
Pulley: P
Grooves: 1
Fan: EF

A: 58.00

B: 27.10

Voltage: 14
Ampere: 65
B+: M6-6.30
Terminal: W
Pulley: P
Grooves: 1
Fan: EF

A: 37.00

B: 11.50

C: 81.00

Voltage: 14
Ampere: 70
B+: M6
Terminal: W
Pulley: w/o
Fan: EF

B: 10.50

C: 83.50

Voltage: 14
Ampere: 60

B+: M8
Terminal: W
Pulley: w/o
Fan: IF

B: 14.85

C: 101.65
Replacing: 20SI.
Negative ground-
ing. One wire
system. B+ 1/4”.

Voltage: 14
Ampere: 55
B+: 6.30
Pulley: w/o
Fan: w/o
B: 27.00

Voltage: 14
Ampere: 90
B+: 1/4” UNC
Pulley: w/o
Fan: EF

B: 51.00

Voltage: 14
Ampere: 120
B+: M6
Terminal: W
Pulley: DP
Grooves: 2
Fan: IF

A: 29.00

B: 14.30

C: 83.00
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MASSEY FERGUSON

114049 MF 6000

114671 MF 6000

111184 Various Models

114360 Various Models

MERCEDES-BENZ

111141 1000, 1100, 1300

111832 Various Models

HC-CARGO
113529 8000

6235, 6245, 6255

MF 6485, MF 6490

1000, 1100, 1300

Various Models
(Tractors)

Model

8000 Series, 8260,

8360

AAK5562, AAK5323,
AAK5194, AAK5193,

AAK5189, 11.203.388,

11.203.365,

11.203.033, 11.201.976

AAK5599, AAK5577,

AAK5560, 11.203.523,
11.203.423, 11.203.383

5010556, 61920289,
61920287, 61920107,
54021987, 54021873,
54021764, 54021551,
54021351, 26024243,
24237A

AAK1301, AAK1130,

11.201.685, 11.201.102,

11.201.097, 2940793,
523159, 523158,
2325158

A0T25373, A0T25371,
A0T25271, AOT25171,
A000T25373

Replacing

AAK5592, AAK5355,
AAK5354, 11.203.494,
11.203.088,
11.203.087, 63321753

Voltage: 14
Ampere: 120

B+: M8

Terminal: W
Pulley: w/o

Fan: IF

Not Insulated return
B: 14.23

C: 82.50

Voltage: 14
Ampere: 120
B+: M8
Terminal: W
Pulley: w/o
Fan: IF

B: 56.00

Voltage: 14
Ampere: 43
Pulley: w/o

Fan: IF

B: 9.85

C: 87.00

For pulley w/
17.00 mm bore use
bushing: HC-CARGO
134894.

Voltage: 14
Ampere: 70
B+: M6
Terminal: W
Pulley: w/o
Fan: w/o

B: 11.50

C: 83.00

_ HC-CARGO

0120489757, 0120489726,
0120489725, 0120489315,
0120489032, 0120488282,
0120400700, AAK4549,

Voltage: 14
Ampere: 55
B+: M6
Terminal: W
Pulley: w/o
Fan: w/o

B: 80.00

MM438844, MM435752,
MM435081, MM432804,

Voltage: 14
Ampere: 40
B+: M5
Pulley: P
Grooves: 1
Fan: IF

A: 42.00

B: 16.75

C: 41.00

Information

Voltage: 14
Ampere: 120
B+: M6
Terminal: W
Pulley: SP
Grooves: 8
Fan: IF

A: 32.00

B: 14.10

C: 83.30
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NEW HOLLAND

.

NEW PRODUCT

WWW.hC-CﬂI’gO.COIT]

RENAULT AGRICULTURE

113898 CX800

114759 TC TC Various Models

114669 TL TL Series

113621 Various Models

114450* Various Models

114513 Ares 610 (RX,RZ)

114514 Ares

710, 725, 735

113432 Various Models

85C2023Z, 85C2282VG, Voltage: 14

110-565

ATTALTT7

63321503, 63321502,
63321458, 63321424,
63320137, 63320124

4170444, 1C1T103008BB,

AAK5759, AAK5746,
11.203.822,

11.203.730, 63321817,

63321743

AAK4314, AAK1832,
11.204.484,
11.204.327,

11.203.714, 11.203.302

_ HC-CARGO

AAK5125, 11.201.738

AAK5157, 11.201.830

321-688, 19010156,
1117952, 1117948,

1117933, 1117924,

1117916, 10459051,
10459050

Ampere: 185
B+: M8
Terminal: W
Pulley: w/o
Fan: EF

B: 14.75

C: 101.70

Voltage: 14
Ampere: 55
B+: M6
Terminal: W
Pulley: P
Grooves: 1
Fan: IF

A: 41.00

B: 13.00

C: 82.50

Voltage: 14
Ampere: 65
B+: M6
Terminal: W
Pulley: w/o
Fan: w/o

B: 17.00

C: 65.00

Voltage: 14
Ampere: 115
B+: M6
Pulley: SP
Grooves: 6
Fan: IF

A: 33.55

B: 14.10

C: 83.35

Voltage: 14
Ampere: 120
Pulley: SP
Grooves: 8
Fan: EF

Voltage: 14
Ampere: 95
B+: M8
Terminal: W
Pulley: SP
Grooves: 8
Fan: IF

A: 83.00

B: 56.00

Voltage: 14
Ampere: 95
B+: M8
Terminal: W
Pulley: SP
Grooves: 8
Fan: IF

A: 77.10

B: 50.00

Voltage: 14
Ampere: 145

B+: M6

Terminal: W
Pulley: w/o

Fan: EF

B: 14.30

C: 101.20

Replacing: 21Sl. Nega-
tive grounding. One
wire system. B+ 1/4”.
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SAME

VALTRA
___________[HC.CARGO

STEINER

112556 Titan Titan 160, Titan

190
HC-CARGO Model
113856 200 230

111362 300 Series, 400 355, 455

Series
112742 2000 Series 2005, 2105
112556 8000 Series 8050
113610 S, T $230, S260, T120,

T130, T140

AAK5363, AAK5315,
AAK5118, AAK5114,
11.203.098,
11.203.016,
11.201.675, 11.201.666

Replacing
100211-4730

0120489345, 0120489290,

R86AX10300AB,
87BB10300BA,
86AX10300DB,
86AX10300AB,
86AX10300AAA,
86AB10300EB,

86AB10300EA, AAK1329,

AAK1325, 11.201.415,

11.201.400, 11.201.399,

54022803, 54022740,
54022695, 54022668,
54022598, 54022335,
54022241, 54022211,
54022182, 54022160,
443113516701,

443113516700, 9AR2630K,

2940080, 2926300

0120469749,
0120469522,
0120469507

AAK5363, AAK5315,
AAK5118, AAK5114,
11.203.098,
11.203.016,
11.201.675, 11.201.666

AAK5364, AAK5181,
11.203.099, 11.201.925

Voltage: 14
Ampere: 95
B+: M6
Terminal: W
Pulley: w/o
Fan: IF

B: 56.00
Dust proof.

Information

Voltage: 14
Ampere: 40
B+: M6
Pulley: w/o
Fan: IF

B: 24.20

Voltage: 14
Ampere: 55
B+: Plug
Terminal: W
Pulley: P
Grooves: 1
Fan: EF

A: 34.50

B: 11.00

C: 81.00

Voltage: 14
Ampere: 90
B+: M8
Terminal: W
Pulley: DP
Grooves: 2
Fan: w/o0

A: 72.50

B: 51.00

Voltage: 14
Ampere: 95
B+: M6
Terminal: W
Pulley: w/o
Fan: IF

B: 56.00
Dust proof.

Voltage: 14
Ampere: 120

B+: M8x1.25/14.00
Terminal: W
Pulley: w/o

Fan: IF

B: 56.00
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ARIOUS AGRICULTURE VEHICLES

- 110117
110448
R
giigt
Q
©
110497
D+
B+ E
B+
29
©
110505
L S
Q
©/
A 110591
©/
110620
g
L
Q
©
110969

0120489731, 100211-
4201, 100211-4200,
AAK1854, 11.209.447,
9AR6012G, 9AR6012,
510-427, 2960120

LR220-24, LR220-23,

A1T70783, AO0O1T70783

9120690170, NAB90O,
66921126, 66021155,
66021070

1105686, 1105645,
1105619, 1105584,
1105574, 1105573,
1105559, 1105558,
1105556, 1105522,
1105520

321-697, 321-655,
19010024, 19010008,
19010002, 19010000,
1117648, 1117256,
1117249, 1117238

100211-4701, 100211-
4700, 100211-4531,
100211-4530, 100211-
1662, 100211-1661,
100211-1660

ALP12N-1, NAB301,
60921031, 60921028,
60210160, 60210159,
60021065, 60021061,
60021041, 60021015,
60021012, 9AR2913,
9AR2878, 9AR2803F,
9AR2706G, 9AR2706,
9AR2704F, 9AR2684P,
9AR2655G, 9AR2653F,
9AR2653

Voltage: 28
Ampere: 35
B+: M6
Pulley: w/o
Fan: EF

B: 56.00

Voltage: 28
Ampere: 20
B+: M5
Pulley: P
Grooves: 1
Fan: EF

A: 44.50

B: 13.50

C: 81.30

Voltage: 14
Ampere: 70

B+: 9.40

Terminal: W
Pulley: P

Grooves: 1

Fan: EF

A: 42.50

B: 10.50

C: 84.00

w/ mounting bear-
ing bracket for left
and right engine side.,

Voltage: 14
Ampere: 75

B+: M6

Terminal: W

Pulley: w/o

Fan: w/o

B: 50.50

Replacing: CS130. As
HC-CARGO 110504
(90 A).

Voltage: 28
Ampere: 75

B+: 7/16” UNC
Pulley: w/o

Fan: EF

B: 14.10

C: 101.50

Replacing: 25SI. One
wire system. B+ 7/16”.

Voltage: 14
Ampere: 35
B+: M6
Pulley: P
Grooves: 1
Fan: IF

A: 44.00

B: 23.50

Voltage: 14
Ampere: 65
B+: M6
Pulley: P
Grooves: 1
Fan: EF

A: 38.00

B: 11.00

C: 82.00
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VARIOUS AGRICULTURE VEHICLES

110971# 0120489708, 7530, Voltage: 14
AAK4503, AAK4192, Ampere: 65
11.201.544, B+: Plug
11.201.390, NAB303 Terminal: W
Pulley: P
Grooves: 1
Fan: EF
A: 85.00
B: 56.00
110972 0120489124, Voltage: 14
0120489123, Ampere: 65
0120489121, NAB304, B+: Plug
66021101, 60021056, Pulley: P
60021055, 60021054, Grooves: 1
3472068, 3472067, Fan: EF
3472052, 3472050, A: 87.90
3471214, 068, 067, 052, B: 56.00
050
110975 0120489999, 0120489975, Voltage: 14
0120489789, 0120489569, Ampere: 65
0120489551, 0120489058, B+: M6
0120400670, 0120300584, Terminal: W
NAB307, 60021068, Pulley: P
60021067, 60021063, Grooves: 1
60021026, 54021649, Fan: EF
9AR2529F, 9AR2529, A: 82.85
510-146, 510-123, B: 56.25
2541263, 9FB2LD2A05
111296 A5524/49, A5524/39, Voltage: 28
858619, 857645, Ampere: 55
857623, 857601 B+: M6
Terminal: W
Pulley: w/o
Fan: w/o0
Insulated return
B: 76.00
111356 0120488189, Voltage: 14
R89FX10300GB, Ampere: 55
89FF10300GB, B+: 9.40
89FF10300GA, Terminal: W
89FF10300AB, Grooves: 3
89FF10300AA, 6181359, Ean: gF
AAK4532, 11.201.587,  A- 4300
54022595, 54022581, B: 10.80
54022418, 54022410, C: 81.00
54022389, 54022342,
54022313, 54022291,
54022285, 54022234
111369 9123369044, 0123335007, Voltage: 14
0123335006, 0123335002, Ampere: 90
0123320044, AAK5501, B+: M8
AAK5305, 11.209.001, Terminal: W
11.203.004, A13VI220,  pulley: SP
A13VI198, A13VI176, Grooves: 6
A13VI170, A13VI169, Ean: IE
A13VI135, A13VI100, A: 92.00
2541992B, 2541992, B: 56.00
2541960
111620 0120489824, 0120489823, \Voltage: 14
Q 0120489319, 0120489318, Ampere: 65
0120489307, 0120489273, B+: M6
‘ 0120489272, 0120488254, Pulley: SP
G AAK4562, AAK4158, Grooves: 5
11.201.701, 943321086, Fan: EF
943321084, 943321017, A: 47.75
63321153, 63321152, B: 16.30
63321096, 63321086, C: 63.00
63321084, 63321072
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VARIOUS AGRICULTURE VEHICLES

111833 0120689587, 0120689574, Voltage: 28
0120689571, 0120689535, Ampere: 140
0120689530, 1277670, B+: M8

AAT1339, AAT1338, ;eglmir]alzlw
AAT1321, AAT1308, an_eé-FW o
AAT1306, AAT1302, B: 15.70

11.203.241, 11.203.240, C: 182.00

11.203.139, 19025330  B- M8. Shaft 30 mm.
Heavy duty type:
HC-CARGO 113589.
180 A.

112038 0120468066, 54022663, Voltage: 28
54022646, 54022591, Ampere: 100
54022552, 54022510, B+: M8
54022393, 54022268, Terminal: W
54022267, 54022256, Pulley: w/o
54022220, 63324242, Fan: w/o

9515040 B: 56.00
112183 AAK2306, AAK2301, Voltage: 14
11.203.106, 11.201.292, Ampere: 60
A13N255, A13N165, B+: M6
2541659, 2541133 Terminal: W
Pulley: w/o
Fan: w/o0
112194 0123545004, 0123540004, Voltage: 14

0123540003, 0123540002, Ampere: 120
0123510023, 0123510002, B+: M8 _
0123500001, 0120465015, lerminal: W

Pulley: SP
AAN5127, 11.203.110 Grooves: 6

Fan: IF
A: 82.20
B: 56.00

113457 390049, 219055 Voltage: 28
Ampere: 60
B+: M6
Terminal: W
Pulley: DP
Grooves: 2
Fan: EF
A: 65.75
B: 15.00
C: 101.00

113458 390050, 219051 Voltage: 28
Ampere: 60
B+: M6
Terminal: W
Pulley: DP
Grooves: 2
Fan: EF
A: 45.25
B: 15.00
C: 101.00

113738 AAK5565, AAK5376, Voltage: 28
11.204.040, Ampere: 55
11.203.396, 11.203.155 B+: M8
Terminal: W
Pulley: w/o
Fan: IF
B: 56.00
Dust proof.

113763 102211-8181, 102211-  Voltage: 14
8180, 102211-8171, Ampere: 85
102211-8170, 102211-  B+: M6
8161, 102211-8160, Terminal: W
54022606, 54022524,  pylley: w/o
54022469, 54022466,  an: |F
24480, 24479, 63377462, (. g5 0
63377461, 63377460,
63321466, 63320349
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VARIOUS AGRICULTURE VEHICLES

113895 6033GB3045 Voltage: 28
7 . - Ampere: 80
B+: M8
Terminal: W
Pulley: w/o
Fan: EF
B: 56.00

)

114004 AAN5136, AAN5125, Voltage: 14
11.203.119, 11.203.103 Ampere: 150
B+: M8
Terminal: W
NEW PRODUCT Pulley: SP
www. hc-cargo.com Grooves: 7
Fan: IF
A: 81.67
B: 56.00
Iskra type

114256 102211-5700, 102211-  Voltage: 14
1440, 101211-4280, Ampere: 70
101211-0690 B+: M6
Pulley: P
Grooves: 1
Fan: IF
A: 92.60
B: 58.30

LIGP

114355 9120060033 Voltage: 28
Ampere: 55
B+: M8
Terminal: W
Pulley: DP
Grooves: 2
Fan: EF
A: 50.00
B: 20.00

114464 AAK5568, AAK5334, Voltage: 28
11.203.399, 11.203.061 Ampere: 55
Terminal: W
Pulley: w/o
Fan: IF
B: 55.00

114466 124120001 Voltage: 14
Ampere: 55
B+: M6
Pulley: DP
Grooves: 2
Fan: IF
A: 42.50
B: 18.00
C: 67.50

LIN-2

114471* AAN5513, 11.204.160  Voltage: 28
Ampere: 80
Pulley: w/o

NEW PRODUCT Fan: IF

Insulated return
www.hc-cargo.com Dust proof.

114679 101211-1242, 101211-  Voltage: 14
1240, 100211-4710 Ampere: 35
B+: M6
Pulley: P
Grooves: 1
Fan: IF
A: 40.00
B: 24.00

IG
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VARIOUS AGRICULTURE VEHICLES

NEW PRODUCT

www.hc-cargo.com

LIGP

NEW PRODUCT

www.hc-cargo.com

NEW PRODUCT

WWW.hC-C&rgO.COI‘n

NEW PRODUCT

www. hc-cargo.com

NEW PRODUCT

WWW. hc-cargo .com

NEW PRODUCT

www. hc-cargo.com

114751*

114767

114770

114784*

114785*

114787*

114813

114825*

101211-3781, 101211-
3780

AAN8170, AANB167,
AAN8156, AANS806,
AAN5597, AANS595,
AAN5546, AAN5124,
11.204.337, 11.204.258

102211-9050, 32A68-
04722

AAG5119, 11.203.767

AAN5848, 11.204.443!

AAK1890, 11.203.911

101211-8140

124615041

W

Voltage: 14
Ampere: 45
Pulley: P
Grooves: 1
Fan: IF

Voltage: 28
Ampere: 100
B+: M8
Terminal: W
Pulley: w/o
Fan: IF

B: 55.00

Voltage: 14
Ampere: 80
B+: M6
Pulley: w/o
Fan: IF

B: 58.50

Voltage: 14
Ampere: 75
Pulley: P
Grooves: 1
Fan: EF

Voltage: 14

Ampere: 175
Pulley: w/o

Fan: IF

Voltage: 14
Ampere: 100
Pulley: SP
Grooves: 4
Fan: EF

Voltage: 28
Ampere: 65
B+: 5/16” UNC
Pulley: w/o
Fan: EF

B: 13.00

C: 102.00

Voltage: 14
Ampere: 150
Fan: IF
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VARIOUS AGRICULTURE VEHICLES

NEW PRODUCT

www.hc-cargo.com

&)

13 NEW PRODUCT

www.hc-cargo.com

LGP NEW PRODUCT

www.hc-cargo.com

114834*

114860*

114868

114902*

115319

115321

115381

115386

124615030

228000-8161, 228000~
8160

AAK4363, AAKA334,
AAK4330, AAK1888,
11.203.905,
11.203.462,

11.203.368, 11.203.350

102211-9010, 102211-
1830, 32868-03201

825577, 101211-8680

101211-8620

AANB152, AAN5167,

11.204.240, 11.203.250

BLD3314GH, BLD3314C,

BLD3314

Voltage: 14

Ampere: 150
Pulley: w/o

Fan: IF

Voltage: 12
kw: 1.1
Mount. holes: 2 (0)

Voltage: 14
Ampere: 75
B+: M8x1.25
Terminal: W
Pulley: SP
Grooves: 8
Fan: EF
Insulated return
A: 78.20

B: 51.00

Voltage: 14
Ampere: 90

B+: M8

Pulley: DP
Grooves: 2

Fan: IF

Not Insulated return
A: 95.50

B: 58.00

Voltage: 14
Ampere: 45
B+: M6
Pulley: w/o
Fan: IF

B: 21.00

Voltage: 14
Ampere: 60
B+: M6
Pulley: w/o
Fan: IF

B: 24.00

Voltage: 28
Ampere: 80
B+: M8
Terminal: W
Pulley: w/o
Fan: IF
Insulated return
B: 56.00

Voltage: 28
Ampere: 140
B+: 5/16” UNF
Pulley: w/o
Fan: EF

B: 14.00

C: 102.00
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VARIOUS AGRICULTURE VEHICLES

115436* AAG5135, AAG5104, Voltage: 14
AAG5103, 11.204.098,  Ampere: 50
11.203.476, 11.203.452 Pulley: w/o

NEW PRODUCT Fan: 17

WWW. hc-cargo.com

115463* GP9165, 129150-77202 Voltage: 14
Ampere: 20
Pulley: P

NEW PRODUCT Grooves: 1

www.hc-cargo.com

115608* AAK5581, 11.203.434  Voltage: 14
Ampere: 120
Pulley: SP
Grooves: 8

NEW PRODUCT Fan: IF

www. hc-cargo.com

VOLVO BM
______________[HC.CARGO

112742 2600 2650 0120469749, Voltage: 14
0120469522, Ampere: 90
0120469507 B+: M8
Terminal: W
Pulley: DP
Grooves: 2
Fan: w/o
A: 72.50
B: 51.00

111528 L L 160 0120469523, AAK3332, Voltage: 28
AAK1369, 11.201.937, Ampere: 55
11.201.710, 2180620,  B+: M8
2105473B Terminal: W
Pulley: w/o
Fan: EF
B: 51.50

113477 L L70,L90,L120, AAK3334, AAK1383, Voltage: 28
L 160 11.201.939, Ampere: 55

11.201.746, 2940060, B+: M6
A14N81IM, A14ANATM, Terminal: W
A14N137M, A14N119M, Pulley: w/o
A14N112M, A14N100M, Fan: EF
A14N100, 2541168, Insulated return
2181991C, 2181991 B: 50.80

112310 T T800, T810, T814 0120489533, AAK1193, \Voltage: 14
AAK1151, 11.201.230, Ampere: 55
11.201.146, 9AR2715F B+: M6
Pulley: P
Grooves: 1
Fan: EF
A: 74.00
B: 50.70
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VOLVO BM

ZETOR

114465 Various Tractors

114465 \Various Tractors

110621 3000 Series, 10000 3320, 10540
Series

112035 3000 Series, 10000 3321, 3341, 10540
Series

AAK3339, 11.201.945

AAK3339, 11.201.945

9516653, 9516650,
443113516653,
443113516650,
334113516653

9516673,
443113516673,
443113516670

Voltage: 14
Ampere: 70
B+: M8
Pulley: P
Grooves: 1
Fan: EF

A: 76.00

B: 51.00
Dust proof.

Voltage: 14
Ampere: 70
B+: M8
Pulley: P
Grooves: 1
Fan: EF

A: 76.00

B: 51.00
Dust proof.

_ HC-CARGO

Voltage: 14
Ampere: 55
B+: M6
Pulley: w/o
Fan: w/o
B: 27.00

C: 65.85

Voltage: 14
Ampere: 70
B+: M6
Terminal: W
Pulley: w/o
Fan: EF

B: 27.10

C: 66.00
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ALLIS CHALMERS

110483 Various Models

110484 Various Models

CASE

HC-CARGO
110483

1000 Series

110482 1000 Series, 300

110484

Series

113143 Various Models

CUB CADET

HC-CARGO
113142 Various Models

113143 Various Models

1000 Series, 3000

Model
1210, 1212

354, 1210, 3434

Series, 3000 Series

1200, 3800

Model

DNL12E-42, NDB101,
26021104, 22791,
22788, 22780, 22733J,

22733E, 22733, 22719,

22719H, 22719, 22708,
22703M

22792, 22783, 22769,
22764, 22762E, 22762,
22761, 22758, 22756,
534054D

Replacing

DNL12E-42, NDB101,
26021104, 22791,
22788, 22780, 22733,

22733E, 22733, 22719,

22719H, 22719, 22708,
22703M

DNL12-22,
69EB10002CA,

69EB10002C1, 1516986,

NDB100, 26021103,
22789, 22785, 22775,
22767, 22765B, 22765,
22754, 22748, 22747,
22742, 22725

22792, 22783, 22769,
22764, 22762E, 22762,
22761, 22758, 22756,
534054D

1101432

Replacing

1101998, 1101986,
1101951

1101432

Voltage: 12
Ampere: 11
Length: 226.00

Voltage: 12
Ampere: 22
Pulley: w/o
Length: 238.00

Information

Voltage: 12
Ampere: 11
Length: 226.00

Voltage: 12
Ampere: 22
Pulley: w/o
Length: 230.00

Voltage: 12
Ampere: 22
Pulley: w/o
Length: 238.00

Voltage: 12
Ampere: 25
Pulley: w/o
Length: 265.00
Nut: HC-CARGO
132346.

Information

Voltage: 12
Ampere: 15

Pulley: w/o
Length: 262.00
Regulator: HC-CARGO
233623, 233624.
Solenoid: HC-CARGO
132939. Nut: HC-
CARGO 132346.

Voltage: 12
Ampere: 25
Pulley: w/o
Length: 265.00
Nut: HC-CARGO
132346.

42

AGRICULTURAL MACHINERY - Generators

0.E.M. names and numbers are used for reference purposes only.




Hc

CAR GO

A\
Starters

A: Mounting flange, B: Drive distance

B
Al

Edition 2015/2016

1S0 9001 N )

BUREAU VERITAS

Certification




AGCO ALLIS
110615 8000 8745, 8765, 8775 9004475035, AZJ3369, \Voltage: 12
10

AZJ3151, 11.131.070, kW: 2.8
11.130.526, NSB524, B+: M8

NSB522, 27628, 27625, Total length: 312.25
27621, 27609, 27607, Drive type: Steel
27603, 27596, 27592,  Gear type: DD
27588, 27585, 27570B, Mount. holes: 3 (0)
943226366, 63296357, A: 89.00

63227596, 63227588, B: 28.60

63227585, 63227520,

63227518, 63227486,

63227478, 54293284,

9142728, 9142723,

443115142723
AGCO WHITE
113452 6000 Series 6124, 6125, 6144  0-23000-2260, Voltage: 12

10479617, 10461466 kW: 2.5

B+: M10
15a: M5
Total length: 338.50

10 Drive type: Steel
Gear type: GR
Clutch type: Wet
Mount. holes: 3 (0)
Oil sealed

A: 88.80

B: 45.00

Replacing: 28MT.

HC-CARGO

110529 Various Models 0001367082, 0001367028, Voltage: 12
0001367023, 0001359102, kW: 3.0
0001359021, 2998200, B+: M10
R11W, R11.07, AZJ3582, Total length: 340.50
AZJ3535, AZJ3517, Drive type: Steel
AZJ3116, AZJ3110, 11.130. Gear type: DD
410, 11.130.403, 11.130. Mount. holes: 3 (0)
322, 11.130.199, MT68VB, A: 110.00
MT68MA, MTE8AD, MT68AC, B: 30.00
MT68AB, MT68AA, MT68A,

MT62BA, M125M3-29(3/12),
M125-3/12, 63224600,
9144744, 19024272,
19024230, DM2138

110813 Various Models 0001362105, 0001362039, Voltage: 12
0001362032, 0001223504, kW: 2.7
0001223503, AZJ3538, B+: M10

AZJ3458, AZE6531, Total length: 294.00
ﬁ 11.139.452, 11.131.603, Drive type: Steel

11.130.203, S0850, Gear type: DD

9 LRS01976, 61924066, Mount. holes: 3 (0)
61924015, 26390E, A: 110.00
26390B, 26390A, 26390, B: 27.00
26290, MT71AC, MT71AB,
MT71AA, MT71A,

63522235, 63217126,
63217125, 63217101,
30380319, 9144745

HC-CARGO

AGRIFULL

)

9,10

ALLIS CHALMERS

110640 300 310, 340, 360 0001367014, Voltage: 12
0001359091, kWw: 3.0
ﬁ 2 AZJ3534, AZJ3516, B+: M10
9 AZJ3115, 11.130.409,  Total length: 310.00
11.130.198, Drive type: Steel
11.130.127, 274408, Gear type: DD
27440A, 27440, 26394, Mount. holes: 3 (0)
DM2134, DM2130, A: 110.00
DM2120, 2130 B: 26.00
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ALLIS CHALMERS

110491 Various Models

110604 Various Models

110813 Various Models

112268 Various Models

1998274, 1109098,
1108505, 1107209

0-23000-1890, 0-23000-
1880, 1998409,
1998394, 1998378,
1998338, 1998334,
1113280, 1113279,
1109272, 1107587,
1107567, 10465048

0001362105, 0001362039,
0001362032, 0001223504,
0001223503, AZJ3538,
AZJ3458, AZE6531,
11.139.452, 11.131.603,
11.130.203, S0850,
LRS01976, 61924066,
61924015, 26390E,
263908B, 26390A, 26390,
26290, MT71AC, MT71AB,
MT71AA, MT71A,
63522235, 63217126,
63217125, 63217101,
30380319, 9144745

0-23000-2140, 0-23000-
2010, 0-23000-1850,
1998484, 1998468,
1998373, 1998357,
1998350, 1998340,
1113597, 1113290,
1113274, 1107540,
10479607

112171 200, 300, 600, 700 270, 303, 603, 701, 0001107024, AZE2617,
735 11.131.002
112034 300, 600, 700 303, 622, 745 0001214002,
0001115042,
0001110033,

0001109029, AZE2636,
11.131.157, 63221435,
63221405

Voltage: 12

kw: 1.4

B+: M10

Total length: 305.00
Drive type: Steel
Gear type: DD
Clutch type: Dry
Mount. holes: 3 (0)
Oil sealed

A: 88.00

B: 45.00

Replacing: 10MT.

Voltage: 12

kw: 2.8

B+: M10

Total length: 340.00
Drive type: Steel
Gear type: GR
Clutch type: Dry
Mount. holes: 3 (0)
Oil sealed

A: 88.75

B: 46.45

Replacing: 22MT,
27MT, 28MT.

Voltage: 12

kw: 2.7

B+: M10

Total length: 294.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 110.00

B: 27.00

Voltage: 12

kw: 2.8

B+: M10

Total length: 340.00
Drive type: Steel
Gear type: GR
Clutch type: Dry
Mount. holes: 3 (0)
Oil sealed

A: 89.00

B: 46.00

Replacing: 28MT.

Voltage: 12

kw: 1.1

B+: M8

Total length: 220.00
Drive type: Steel
Gear type: GR
Clutch type: Dry
Mount. holes: 2 (0)
A: 76.00

B: 28.00

Voltage: 12

kw: 1.7

B+: M8

Total length: 233.30
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)
A: 76.00

B: 27.00
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BELARUS

10

113431% 400 Series 400, 420, 425 24173708000, AZJ3229, Voltage: 12
11.130.685 kW: 3.0
B+: M10

Total length: 338.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)

A: 101.00
B: 30.00
111350% 500 500, 505, 520, 525 24.3708, AZJ3124, Voltage: 12
AZAJ3124, 11.130.436, kW: 3.2
2407-3708000, 2406- B+: M10
3708000, 9142980, Total length: 337.45
10 ST230P-3700800 Drive type: Steel

Gear type: DD
Clutch type: Dry
Mount. holes: 3 (0)

A: 99.70
B: 32.50
112488 MTZ Series MTZ 100, MTZ 142, 9142780, 443115142780 Voltage: 12
MTZ 145 kW: 2.7
B+: M10

)

10

Total length: 238.50
Drive type: Steel
Gear type: GR
Clutch type: Wet
Mount. holes: 3 (0)

A: 100.00
B: 32.00
113356 MTZ Series MTZ 1221, MTZ AZJ3223, 11.130.676,  Voltage: 24
1522, MTZ 890, 9172780, 9172702 kw: 3.5
MTZ 1221, MTZ B+: M10
1522, MTZ 890 Total length: 235.00

Drive type: Steel
Gear type: GR
Mount. holes: 3 (0)
A: 99.90

B: 32.00

HC-CARGO

113269 Various Models 0001359094, 9144702, Voltage: 12

9142709, 9142702, kW: 3.0
446115144702, B+: M10
444115144702, Total length: 234.50
443115144702, Drive type: Steel
443115142709, Gear type: GR
443115142702, Mount. holes: 3 (0)
D11E146, D11E118 A: 88.80

B: 31.50

BUHRER

HC-CARGO

110439 Various Models 9000143400, 0001362008, Voltage: 12
6232, 6127, S12-87, S12- kW: 2.0
85, AZK5111, AZJ3544,  B+: M8

AZJ3531, AZJ3248, Total length: 309.50
AZJ3114, AZJ0404. Drive type: Steel
11.130.711, 11.130.408, Geqr type: DD
11.130.194, NSB509, e
27488, 27480, 274748, '\A"F’ggtboh("es' 30
27474A, 2747, 274708, o 05" U

27470A, 27470, 27469A,
27469, 27459A, 27459,
D11E84, D11E155, D11E141
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BUHRER

110462 Various Models

CASE

111752 100 Series, 1000 100 (B), 125 (B),

@ Series 1046
| i

110818 1000 Series 1200, 1210, 1212

113429 1000 Series 1620, 1640, 1644
110438 200 Series, 400 250, 275, 276, 414
Series

110536 3000 Series Various Models

9007044014, 0001362067,
538501, DONN11000AA,
D8NN11000CE,
D8NN11000CB,
D8NN11000CA,
D7NN11000B, D4NN11000B,
D2NN11000B, DINN11000A,
S13-61A, S13-61,
AZJ3198, AZJ3182,
11.130.624, 11.130.579,
NSB520, 27614, 27569A,
27569, 27515A, 275007,
27500A, 27500, 27426,
269251558, 26925155A,
26925, 63227569,
9144965, 9142765

HC-CARGO

0001369016, 0001367001,
0001362300, 0001362063,
0001359074, 0001359014,
0001354080, 0001354073,
AZJ)3314, AZJ3242,

11.130.889, 11.130.704,
9142805, 19024257

0001362084, 0001362060,
AZJ3347, AZJ3204,
11.130.972, 11.130.630,
54523, NSB513, NSB415,
27463D, 27463A, 27463,
27423A, 27423, 27413D,
27413A, 27413, 26917,
26278, 63227528,
63227413, 63226845,
9142764, D11E59,
D11E35

228000-6391, 228000~
5621, 228000-5620,
228000-5603, 228000~
5601, 228000-5600,
128000-9801, AZF4611,
AZFA4577, 11.131.300,
11.131.117, 10465537,
10461645

274208, 27420A, 27420,
26925188D, 26925188A,
26288F, 26288E,
26288A, 26288, 26193

26025155A, 0001367004,
0001362313, 0001362311,
0001362305, 0001362091,
0001362034, 0001362016,
R11K, R11.12, AZJ3508,
AZJ3170, AZJ3169,
AZJ3128, AZJ0402,
11.130.552, 11.130.551,
11.130.484, 11.130.117,
61924050, MT74G,
MT68T, 943252071010,
9142803, 9142802,
19024824, 19024252,
19024235, 19024224

Voltage: 12

kw: 2.8

B+: M8

Total length: 319.45
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 92.00

B: 20.00

Voltage: 12

kw: 2.7

B+: M10

Total length: 342.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 89.00

B: 47.00

Voltage: 12

kw: 2.1

B+: M8

15a: 6.30

Total length: 309.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 92.00

B: 24.60

Voltage: 12

kW: 4.2

B+: M10

Total length: 326.00
Drive type: Steel
Gear type: GR
Mount. holes: 3 (0)
A: 91.90

B: 47.50

Voltage: 12

kwW: 2.1

B+: M8

Total length: 309.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 89.00

B: 19.50

Voltage: 12

kw: 2.7

B+: M10

Total length: 234.00
Drive type: Steel
Gear type: GR
Mount. holes: 3 (0)
A: 89.00

B: 28.00
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CASE

112660 400 Series 454, 474, 485 0001367042, 0001362310, Voltage: 12
0001359069, 0001359045, kW: 2.8
AZJ3364, AZE4217, B+: M10
11.132.010, 11.131.038, Total length: 333.00
529965EX, 27604, 27586, Drive type: Steel
27575, 27556, 27508D, Gear type: DD
27508B, 27508A, 27508, Mount. holes: 3 (0)

26925262B, 26433, A: 88.80
26428A, 63227508, B: 48.00
1107867, 1107862

113269 400 Series 421 0001359094, 9144702, Voltage: 12
9142709, 9142702, kW: 3.0
446115144702, B+: M10
444115144702, Total length: 234.50
443115144702, Drive type: Steel
443115142709, Gear type: GR
443115142702, Mount. holes: 3 (0)
D11E146, D11E118 A: 88.80

B: 31.50

114002 400 Series 420CT 0001262022, Voltage: 12
0001230021, AZF4591, kW: 4.2
11.131.352 B+: M10

Total length: 316.00
Drive type: Steel
Gear type: GR
Mount. holes: 3 (0)
A: 89.00

B: 27.00

110627 400 Series, 500 450 (C), 480 (CK), 228000-8410, 028000-  \Voltage: 12

Series 580 5884, 028000-5883, kw: 2.5
028000-5882, 028000-  B+: M8
5881, 028000-5880 Total length: 291.00

Drive type: Steel
Gear type: GR
Mount. holes: 3 (0)

A: 89.00
B: 47.60
112135 400 Series, 500 433, 533, 833, 833 0001369018, Voltage: 12
Series, 800 Series  (A) 0001362301, kw: 3.1
0001362064, B+: M10
0001359075, Total length: 315.50
0001359019, Drive type: Steel
0001354074, AZJ3317, Gear type: DD
AZJ3243, 11.130.895,  Clutch type: Dry
11.130.705 Mount. holes: 3 (0)
A: 88.80
B: 22.00
113725 500 Series, 1000 580, 1840, 1845 (C) 428000-1860, 428000-  Voltage: 12
Series 1850, 228000-9100, kw: 2.5
228000-6981, 228000-  B+: M10
6980, 228000-4671, Total length: 300.00
228000-4670, Drive type: Steel
11.131.275, 10465540  Gear type: DD
Mount. holes: 2 (0)
A: 88.60
B: 49.00
111885 5000 Series 5130 (Maxxum), 0001369025, Voltage: 12
5140 (Maxxum), 0001369019, kw: 3.1
5150 (Maxxum) 0001369007, B+: M10
0001367072, Total length: 332.50
0001367019, AZJ3236, Drive type: Steel
AZJ3216, 11.130.695,  Gear type: DD
11.130.664 Mount. holes: 3 (0)
A: 89.00
B: 48.00
Oil and waterproof.
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CASE

114449 5000 Series 5130, 5140 228000-6872, 228000-  Voltage: 12
6871, 228000-6870 kW: 4.0
B+: M10

Total length: 318.00
Drive type: Steel
Gear type: GR
Mount. holes: 3 (0)

A: 89.00
B: 47.50
112169 800 Series, Various 880 1993954, 1993903, Voltage: 24
Models 10479108 kW: 4.5
B+: 3/8” UNF

Total length: 401.00
Drive type: Steel

Gear type: DD

Mount. holes: 3 (0)

Oil sealed

A: 89.00

B: 46.00

Replacing: 37MT.

112089 9000 Series 9150, 9180, 9250  228000-1211, 228000-  Voltage: 12

1210, 128000-1340, B+: M12
SA768A, EBHZ11002HA, B-: M12
E8HZ11002A, 15a: M5
ESHT11001AA, Total length: 500.00
E6HZ11002D, E6HZ11002C, Drive type: Steel
E6HT11001CA, Gear type: DD
C6TZ11002E, 323-871, Clutch type: Wet
1993977, 1993856, Mount. holes: 3 (0)
1993816, 1993813, Insulated return
1993807, 1993803, Oil sealed
1990495, 1990490, A: 92.00
1990483, 1990478 B: 46.00

Replacing: 42MT.

114050 Puma Various Models 0001230022, Voltage: 12

AZFA535, AZF4135, kw: 4.2

AZF4122, 11.131.520,  B+: M10
11.131.464, 11.130.999 30h: M10
Total length: 317.00
Gear type: GR
Mount. holes: 3 (0)
A: 89.00
B: 27.50

110523 Various Models 0001368088, 0001368007, Voltage: 24
0001368001, 0001360035, kW: 4.8
0001360030, 0001360014, B+: M10
0001360012, 0001360003, Drive type: Steel
LNS4524/17, 859539, Gear type: DD
R10.08, 6090000, Mount. holes: 3 (0)
AZJ3518, AZJ3132, A: 89.00
11.130.491, 11.130.172, B: 27.50
11.130.141, 11.130.075,

61924051, 26025117A,
9174602, 9124310,
443115174602, 19024813,
19024234, 19024226

110999 Various Models 0001420013, 0001420009, Voltage: 24
0001420005, 0001420004, B+: M12
0001420003, 0001420001, B-: M12
228000-0070, 128000-  Total length: 499.50
7520, 128000-7510, Drive type: Steel
M7T03777, M7TO3774,  Gear type: DD
MO07T03777, MOO7TO3774, Mount. holes: 3 (0)
MFY6601K, MFY6601l,  |nsulated return
MFY6401L, MFY6401K,  (j| sealed
MFY6201K, MFY6201l,  a- 92.00
1993945, 1993833, B: 46.50
1993815, 1993814, Replacing: 42MT.
1993808, 1993804,

1993797, 1993796,
1993704, 1990809,
1990497, 9G4338
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CASE

111259 Various Models 1998305, 1109568, Voltage: 12
kw: 1.3

1109430, 1108511

B+: M10

@ 15a: M5
Total length: 305.00

9 Drive type: Steel

Gear type: DD
Clutch type: Dry
Mount. holes: 3 (0)
A: 88.70

B: 19.00
Replacing: 10MT.

111260 Various Models 1998313, 1109446, Voltage: 12

1107681, 1107655 kw: 1.4
B+: M10
15a: M4
Total length: 277.50
Drive type: Steel
Gear type: DD
Mount. holes: 2 (0)

A: 82.35
B: 17.75
Replacing: 10MT.
111760 Various Models 0-23000-2470, 0-23000- Voltage: 24
2270, 0-23000-2040, kW: 4.5
0-23000-2031, B+: M10

0-23000-2030, 1998488, E‘;.ta' 'f”gt_hgt33si-°°
1113594, 1113294, Ge'(;’ft)}g’;'GRee
1113291, 1113277, Clutch type: Wet
10479656, 10479623,  Mount. holes: 3 (0)

10479622, 10479616, Qil sealed

10461486 A: 89.00

B: 45.00

Replacing: 7MT, 28MT.

112243 Various Models 1993910, 1993909, Voltage: 24
1993902, 1993901, B+: 1/2” UNC
1993732, 1993729, 15a: 1/4” UNC
1993707, 1990332, BOFa' 'tengthis t401|-50
rive type: Stee

1990330, 1113541, Gear type: DD
1113536 Clutch type: Dry

Mount. holes: 3 (0)

Oil sealed

A: 92.00

B: 48.00

Replacing: 37MT.

112256% Various Models 1993986, 1993741, Voltage: 24

1993701, 1990499 kW: 7.0

B+: 1/2” UNC

15a: M5

30h: 1/4” UNC

Total length: 402.00
Drive type: Steel
Gear type: DD
Clutch type: Wet
Mount. holes: 3 (0)
Oil sealed

A: 89.00

B: 47.45

Replacing: 37MT.

114196 Various Models 0001263020, Voltage: 24
0001263019, kW: 4.0
0001231027, B+: M10
0001231026, AZF4295, Total length: 317.00
11.132.094 Gear type: GR
Mount. holes: 3 (0)
A: 89.00
B: 27.60

114399 Various Models 428000-3140 Voltage: 12
kW: 2.7
B+: M10
Total length: 296.00
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)
A: 89.00
B: 26.50
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CASE

O 113184 Various Models
| ‘

CATERPILLAR

CHANG FENG (LIEBAO)

110449 B Series

113695 Farm

114280 Various Models

110545 3300 Series

114254 3300 Series

1368069

HC-CARGO

Various Models

870644, Z1320F515,

S115A12-1, CA45H12-2,

CA45G12-51A,

CA45G12-51, CA45G12-

2M, CA45G12-2,

CA45F12-Y81, AZK5133,
11.139.038, 11.130.320

0001371001, 1993918,
1993831, 10478960,
10478811, 10461405,
10461402

ME108364, ME108080,

M8T80472A, M8T80472,
M8T80471A, M8T80471,

MOO8T80472A,
M008T80472,
MOO8T80471A

HC-CARGO

0001367067, 0001367032,
0001359124, 0001359047,

R11IN, R11F R11A,

R11.10, R11.06, R11.01,

AZJ3599, AZJ3525,
AZJ3319, AZJ3234,
AZJ3119, 11.130.897,

11.130.692, 11.130.414,

11.130.376, NSB523,

LRS926, 27587, 27512D,

27512A, 27512, 26432,

26342K, 26342D, 26342A,

26342, 26284E, 26284,
63227512, 91455722,
9144722, 9142741,
443115144729,
443115144620,
443115144420,
44311514442

AZJ3405, AZJ3247,
11.131.249,
11.130.710, 9142722,
443115144722

Voltage: 24

kW: 4.0

B+: M10

Total length: 340.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 88.70

B: 48.00

Voltage: 12

kW: 3.6

B+: M8

Total length: 370.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 88.90

B: 48.75

Voltage: 24

kW: 6.0

B+: M12

Total length: 433.50
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
Oil sealed

A: 89.00

B: 47.00

Replacing: 37MT.

Voltage: 24

kw: 3.2

B+: M8

Total length: 241.00
Gear type: GR
Mount. holes: 2 (0)
A: 77.00

B: 10.40

Voltage: 12

kw: 3.0

B+: M10

Total length: 335.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 89.00

B: 48.00

Voltage: 12

kwW: 2.7

B+: 9.70

Total length: 237.00
Gear type: GR
Mount. holes: 3 (0)
A: 89.00

B: 49.40
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CLAAS

113268 Dominator 0001314016, Voltage: 12
0001307035, kW: 1.6
0001109012 B+: M8

Total length: 255.50
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)
A: 82.40

B: 22.00

110539 Dominator, Jaguar 106, 680, 685 SL 0001418014, Voltage: 12

0001413017, 19024008 kW: 3.6
B+: M10
B-: M10
Total length: 384.50
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)

A: 92.00
B: 47.00

110525 Dominator, Various 85 9007044002, 9000083054, Voltage: 12
Models 9000083028, 0001367303, kW: 3.0

0001367301, 0001367300, B+: M10
0001367059, 0001367034, Total length: 341.00
860130, 860109, 2998000, Drive type: Steel

AZJ3548, AZJ3118, Gear type: DD
11.130.412, 11.130.229, Mount. holes: 3 (0)
26417, 9142746, A: 89.00

443115144726, 35259380, B: 48.00
19024223, 19024205

110206 Jaguar 690 0001416079, 0001416078, Voltage: 24
0001416023, 0001416002, KW: 5.4
0001415027, 0001415001, p+: M12
0001410088, 0001410002, g_." y110
860508, 857470, : .
S115HD24-1, 2998011, 1otal length: 390.00
1403000, R23.08, Drive type: Steel
6080000, AZK5545, Gear type: DD
AZK5401, 11.139.506, Mount. holes: 3 (0)
11.130.041, 9125330,  A: 92.00

9125260, 9125220, B: 47.50
19024109, 19024025,
19024010

110536 Various Models 26025155A, 0001367004, Voltage: 12

0001362313, 0001362311, KW: 2.7
0001362305, 0001362091, B+: M10
0001362084, 0001362016, Toal length: 234.00
RLIK, R11.12, AZJ3508, oo~ e
AZJ3170, AZJ3169, Ype:
AZJ3128, AZJ0402. Gear type: GR
11.130.552, 11.130.551, Mount. holes: 3 (0)
11.130.484, 11.130.117, A: 89.00

61924050, MT74G, B: 28.00

MT68T, 943252071010,

9142803, 9142802,

19024824, 19024252,

19024235, 19024224

110775 Various Models 0001362038, Voltage: 12
0001362028, kw: 1.8
0001362027, B+: M10
0001362004, Total length: 288.00
0001362003 Drive type: Steel

Gear type: DD
Clutch type: Wet
Mount. holes: 2 (0)
A: 83.00

B: 20.00

115326 Various Models 428000-3630 Voltage: 12
kW: 5.0
B+: 1/2” UNC
M NEW PRODUCT Cear . GR
www.hc-cargo.com Mount. holes: 3 (0)
Insulated return
A: 92.00
B: 45.50
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@D |

CuB CADET

Series

112831 2000 Series

115425 5000 Series

NEW PRODUCT

www. hc-cargo.com

113015 Garden

10

114075 Zero Turn

10

114823 Zero Turn

m 112150 1000 Series
13
112546 1000 Series
113853 1000 Series, 1600

Garden 1340, Lawn SM56670, SM52784,

1315 SM52397,
6734620MO30SM,
5667040MO30SM,
5667040-M030SM,
5278440MO30SM

Garden 1863,
Garden 1864

228000-2640, 128000-
7480, 10455516,
10455513, 5174740

Compact 1170,
Compact 1600

693551

Garden 2072,
Garden 2082

SM56664, SM52132,
SM21349,
56666420MO30SM,
5666440MO30SM,
5666440-MO30SM,
5666420MO03SM

5264 825222, 228000-5722,
228000-5721

982, 1912, 1914 SM43790, SM43672,
4379040MO30SM,
4379040-M030SM,
4367240MO30SM,

4367240-M030SM

32-098-04, 32-098-03,
32-098-01

Zero Turn 128000-5500

Voltage: 12

B+: 1/4” UNC

Total length: 202.00
Drive type: Steel
Gear type: DD
Mount. holes: 2 (0)
B: 17.00

Voltage: 12

kw: 0.6

B+: M8

Total length: 205.60
Drive type: Steel
Gear type: DD
Clutch type: Wet
Mount. holes: 2 (0)
A: 63.00

B: 16.90

Voltage: 12

B+: 1/4” UNC

Total length: 170.00
Drive type: Bronze
Gear type: PMDD
Mount. holes: 3 (0)
B: 13.00

Voltage: 12

kW: 0.6

B+: M6

Total length: 246.50
Drive type: Steel
Gear type: DD
Clutch type: Dry
Mount. holes: 2 (0)
A: 63.50

B: 41.40

Voltage: 12

kWw: 1.3

B+: M8

Gear type: GR
Mount. holes: 2 (2)
A: 74.00

B: 20.00

Voltage: 12

B+: M6

Total length: 228.75
Drive type: Bronze
Gear type: DD
Clutch type: Dry
Mount. holes: 2 (0)
B: 27.40

Voltage: 12

B+: M6

Total length: 221.00
Gear type: DD

B: 18.00

Voltage: 12

kW: 0.6

B+: M8

Total length: 182.00
Gear type: DD
Mount. holes: 2 (0)
Not Insulated return
A: 66.00

B: 18.00
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DEUTZ-FAHR

DRONNINGBORG

112071 Agri Agri 605 0001262002, Voltage: 12
0001230014, KW: 3.0
00012300086, B+: M10
AZF4514, AZF4197, Total length: 315.80

AZF4194, 11.131.769,  Drive type: Steel
11.131.754, 11.130.841 Gear type: GR
Mount. holes: 3 (0)

A: 89.00
B: 28.80
112555 D Series, DX D 6807, D 7007, DX 0001369024, Voltage: 12
3.10 0001369014, KW: 3.1
0001230014, AZJ3179,  B+: M10
11.130.567 Total length: 303.00

Drive type: Steel
Gear type: DD
Clutch type: Dry
Mount. holes: 3 (0)

A: 89.00
B: 28.50
113467 DX DX 4.51, DX 6.31, 0001365004, Voltage: 12
DX 6.50 AZJ3196, 11.130.619,  kW: 3.7
943252216010 B+: M10

Total length: 346.00
Drive type: Steel
Gear type: DD
Clutch type: Dry
Mount. holes: 3 (0)
A: 88.80

B: 28.00

114220 Various Models 0001231018, Voltage: 24

0001101110, AZF4230, kWw: 4.0

AZF4156, 11.131.863, B+: M10

11.131.607 Total length: 315.00
Gear type: GR
Mount. holes: 2 (0)
A: 82.50
B: 25.00

HC-CARGO

110443 Various Models 0001362093, Voltage: 12
0001362020, S12- kw: 2.1
84, NSB503, 27486, B+: M8

27478, 27472, 27467, Total length: 309.00
27435A, 27435, 27417D, Drive type: Steel
274178, 27417A, 27417, Gear type: DD

26925194D Mount. holes: 3 (0)
A: 89.00
B: 29.50
110449 Various Models 870644, Z1320F515, Voltage: 12
S115A12-1, CA45H12-2, kW: 3.6
CA45G12-51A, B+: M8
CA45G12-51, CA45G12- Total length: 370.00
2M, CA45G12-2, Drive type: Steel
CA45F12-Y81, AZK5133, Gear type: DD
11.139.038, 11.130.320 Mount. holes: 3 (0)
A: 88.90
B: 48.75
110460 Various Models 0001367022, Voltage: 12

0001359126, 27559E, kw: 2.8

27559A, 27559, 27537B, B+: M8

27537A, 27537, 27519D, Total length: 307.50
27519A, 27519, 27503D, Drive type: Steel

27503A, 264368, Gear type: DD
26436A Mount. holes: 3 (0)
A: 89.00
B: 29.50
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DRONNINGBORG

110545 Various Models

114254 Various Models

&)

1"

EICHER

110439 Various Models

o)

10

110565 Various Models

110819 Various Models

113353 900, 800

0001367067, 0001367032,
0001359124, 0001359047,
R11N, R11F, R11A, R11.10,
R11.06, R11.01, AZJ3599,
AZJ3525, AZJ3319,
AZJ3234, AZJ3119,
11.130.897, 11.130.692,
11.130.414, 11.130.376,
NSB523, LRS926, 27587,
27512D, 27512A, 27512,
26432, 26342K, 26342D,
26342A, 26342, 26284E,
26284, 63227512,
91455722, 9144722,
9142741, 443115144729,
443115144620,
443115144420, 44311514442

AZJ3405, AZJ3247,
11.131.249,
11.130.710, 9142722,
443115144722

HC-CARGO

9000143400,
0001362008, 6232,
6127, S12-87, S12-85,
AZK5111, AZJ3544,
AZJ3531, AZJ3248,
AZJ3114, AZJ0404,
11.130.711, 11.130.408,
11.130.194, NSB509,
27488, 27480, 27474B,
27474A, 27474, 274708,
27470A, 27470, 27469A,
27469, 27459A, 27459,
D11E84, D11E155, D11E141

9004475058, 0001367040,
6233, 538505, 538502,
S13-74, S13-73B, S13-
73, S12-73, AZJ3598,
AZJ3536, AZJ3330,
AZJ3305, AZJ3203,
AZJ3144, AZJ3121,
AZJ3117, AZJ3105,
AZJ0405, AZE4244,
NSB540, NSB531, NSB529,
54265233, 27606, 27599,
27594, 27583A, 27583,
27578, 27572B, 27572A,
27572, 19024817, D11E15H,
D11E154, D11E137

0001362049, AZJ3389,
AZJ3206, AZJ3148,
11.131.162, 11.130.632,
11.130.520, S4515,
NSB530, 27593A, 27593,
27584, 27582, 27580,
27571B, 27571A, 27571,
275468, 27546A, 27546,
63227488, 63227480,
63227470, 27593A, 27571,
27540, 27522, 19024821

HC-CARGO

800 Series, 900
Series

1368311

Voltage: 12

kw: 3.0

B+: M10

Total length: 335.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 89.00

B: 48.00

Voltage: 12

kw: 2.7

B+: 9.70

Total length: 237.00
Gear type: GR
Mount. holes: 3 (0)
A: 89.00

B: 49.40

Voltage: 12

kw: 2.0

B+: M8

Total length: 309.50
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 92.00

B: 25.00

Voltage: 12

kw: 2.8

B+: M8

Total length: 313.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 89.00

B: 29.50

Voltage: 12

kw: 2.8

B+: M8

Total length: 311.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 92.00

B: 23.00

Voltage: 24

kW: 4.0

B+: M10

Total length: 340.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 88.80

B: 27.50
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FENDT

111332 Farmer 105S, 300 SERIES, 0001362341, 0001362314, Voltage: 12

600, 610 0001362306, 0001362043, kW: 2.7
0001362025, 0001359072, B+: M8
AZJ3244, AZJ3219, Total length: 293.55
AZJ3218, 11.130.706,  Drive type: Steel
11.130.670, 11.130.669, Gear type: DD
9142801, 9142701, Mount. holes: 3 (0)
443115142801, A: 89.00
443115142701, D11E158, B: 21.00
D11E131, D11E120

114475 Vario Various Models AZF4310, AZF4231, Voltage: 12

AZF4178, 11.132.138,  kW: 4.0

11.131.864, 11.131.686 B+: M10
Total length: 321.50
Drive type: Steel
Gear type: GR
Mount. holes: 3 (0)
A: 89.00
B: 28.00

114838 Vario Various Models M9T50471, M009T50471 Voltage: 12
kw: 4.5
B+: M10

Gear type: GR
12 NEW PRODUCT Mount. holes: 3 (0)
www.hc-cargo.com

A: 88.80
B: 26.00

&)

9,12

112039 Various Models 0001366004, 0001362076, Voltage: 12
0001362040, 0001362018, KW: 2.7
0001362017, 0001358038, B+: M10
0001354091, 0001354012, Total length: 295.00

@

AZJ3192, AZJ3123, Drive type: Steel
11.130.612, 11.130.432, Gear type: DD
MT71GB, 63217158 Mount. holes: 2 (0)
: ’ A: 82.50
063217158010 o 2100
FERRARI
HC-CARGO Replacing
112172 1100, 1300 1100, 1300 0001314001, Voltage: 12
0001115035, kW: 1.6
0001110042, B+: M8
0001110041, 30h: M5
0001110028, Total length: 267.50
0001109009 Drive type: Steel

Gear type: GR
Clutch type: Dry
Mount. holes: 2 (0)

A: 76.00
B: 28.00
112034 300 305, 306 0001214002, Voltage: 12
0001115042, kW: 1.7
0001110033, B+: M8

0001109029, AZE2636,  Total length: 233.30
11.131.157, AZE2636, ~ Drive type: Steel
11.131.157, 63221435, Gear type: GR

Mount. holes: 2 (0)
63221405 A® 76.00
B: 27.00
110844 40 40 WDT 0001218122, Voltage: 12
0001218011 kW: 2.2
B+: M8

Total length: 278.45
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)
A: 82.50

B: 17.20
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FERRARI

FIAT

"

o)

9,10

113268 70, 700

100, 110, 115, 130 100.90, 110.90,

110522

110529 1000, 1100

110521 120

113381 400

110213 400, 500

728, 718

115.90, 130.90

1000, S, DT, DTS,
1180

129-16

404, 420, 440, 450,
455

420, 580, DT

0001314016,
0001307035,
0001109012

0986012720, 0001367029,
0001359122, 0001230009,
R11C, R11.03, AZJ3594,
AZJ3461, AZJ3237,
11.139.455, 11.130.697,
11.130.366, MT68LC,
MT68LB, MT68LA, MT68L,
63216898, 63216896,
63216873, 4755110,
063216896010,
443115144723, 19024253,
19024202, 455669

0001367082, 0001367028,
0001367023, 0001359102,
0001359021, 2998200,
R11W, R11.07, AZJ3582,
AZJ3535, AZJ3517,
AZJ3116, AZJ3110,
11.130.410, 11.130.403,
11.130.322, 11.130.199,
MT68MB, MT68MA,
MT68AD, MT68AC, MT68AB,
MT68AA, MTE8A, MT62BA,
M125M3-29(3/12),
M125-3/12, 63224600,
9144744, 19024272,
19024230, DM2138

0001368019, 0001360043,
0001360015, AZJ3546,
AZJ3459, AZJ3133,
AZF3542, 11.139.453,
11.130.492, 11.130.225,
MT67DB, MT67DA, MT67D,
MT67AD, MT67AC,
MT67AB, MTG67AA, MT67A,
63224580, 63224170,
63216748, 9142320,
19024273, 19024231

AZJ3462, AZJ3195,
AZJ3145, 11.139.456,
11.130.618,
11.130.510, 274308,
27430A, 27430, MT71Z,
63217121

0001417005,
0001411025,
0001410065, R22.07,
0070000, AZK5179,
11.139.020, 63226391,
63226301, 9125020,
19024053

Voltage: 12

kw: 1.6

B+: M8

Total length: 255.50
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)
A: 82.40

B: 22.00

Voltage: 12

kw: 3.0

B+: M10

Total length: 341.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 110.00

B: 26.50

Voltage: 12

kw: 3.0

B+: M10

Total length: 340.50
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 110.00

B: 30.00

Voltage: 24

kW: 4.0

B+: M10

Total length: 343.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 110.00

B: 27.00

Voltage: 12

kW: 2.5

B+: M10

B-: M8

Total length: 340.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 109.70

B: 26.00

Voltage: 24

kW: 6.6

B+: M12

B-: M10

Total length: 407.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 115.00

B: 20.80
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FIAT-ALLIS

110521 65, FE, FR 65 B, FE 16, FR 7 0001368019, 0001360043,
0001360015, AZJ3546,
AZJ3459, AZJ3133,
AZF3542, 11.139.453,
11.130.492, 11.130.225,
MT67DB, MTG7DA,
MT67D, MT67AD, MT67AC,
MT67AB, MT67AA, MTE7A,
63224580, 63224170,
63216748, 9142320,
19024273, 19024231

110999 FA, FD FA 150, FD 14E 0001420013, 0001420009,
0001420005, 0001420004,
0001420003, 0001420001,
228000-0070, 128000-
7520, 128000-7510,
M7T03777, M7T03774,
MOO7T03777, MOO7TO3774,
MFY6601K, MFY6601I,
MFY6401L, MFY6401K,
MFY6201K, MFY6201I,
1993945, 1993833,
1993815, 1993814,
1993808, 1993804,
1993797, 1993796,
1993704, 1990809,
1990497, 9G4338

110347 FA, FD, FE FA 200, FD 14, FD 0001420011,
20, FE 45 0001420010,

0001420008,

0001420006,

0001420002, MS7-410C,
2311040, 1993840,
1990284, 1990276,
1990274, 1990273,
1990272, 1990271,
1990270, 1990269,
1990268, 1990266

110517 FR, Various Models FR 7 0001363111,
0001363101,
860104, AZJ3542,
AZJ3520, 11.130.216,
11.130.146, MT72AB,
MT72AA, MT72A,
63217226, 63217225,
63217201, 30281018,
9124320, 19024242

110520 S Various Models 0001368021, 0001360027,
0001360007, 0001359127,
R10TA, R10.05, AZK5119,
AZJ3593, 11.130.364,
11.130.170, 11.130.121,
MT67BA, MT67B, MT43HA,
63216733, 63216702,
63214371, 63214333,
63214308, 30281027,
30281017, 443115174622,
19024201

110206 Various Models 0001416079, 0001416078,
0001416023, 0001416002,
0001415027, 0001415001,
0001410088, 0001410002,
860508, 857470, S115HD24-1,
2998011, 1403000,
R23.08, 6080000,
AZK5545, AZK5401,
11.139.506, 11.130.041,

Voltage: 24

kW: 4.0

B+: M10

Total length: 343.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 110.00

B: 27.00

Voltage: 24

B+: M12

B-: M12

Total length: 499.50
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
Insulated return

Oil sealed

A: 92.00

B: 46.50

Replacing: 42MT.

Voltage: 24

kW: 7.5

B+: M12

B-: M12

15a: M4

Total length: 522.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
Insulated return

Oil sealed

A: 92.00

B: 47.00

Replacing: 50MT.

Voltage: 24

kW: 3.2

B+: M10

Total length: 295.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 110.00

B: 27.00

Voltage: 24

kW: 4.0

B+: M10

Total length: 343.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 89.00

B: 47.50

Voltage: 24

kW: 5.4

B+: M12

B-: M10

Total length: 390.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 92.00

9125330, 9125260, B: 47.50
9125220, 19024109,
19024025, 19024010
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FIAT-ALLIS
110208 Various Models BNG4/24CRS162, Voltage: 24

9000084018, 0001416076, kW: 5.4

0001416021, 0001416009, B+: M10

0001416008, 0001415016, B-: M10

0001415004, 860504,  Total length: 387.00
" 860121, R23.11, 6110000, Drive type: Steel
9125250, 19024576, Gear type: DD
19024555, 19024099, ~ Mount. holes: 3 (0)

19024016, 19024015 il sealed
Waterproof
A: 89.00
B: 48.50
110210 Various Models 0001417051, 0001417038, Voltage: 24
0001417001, 0001411009, kW: 6.6
0001410024, 860506, B+: M12
860132, 857468, B-: M10
2998010, R23.05, Total length: 407.00
R22.05, R20.42, Drive type: Steel
6050000, 0050000, Gear type: DD
AZK5191, 11.139.032, Mount. holes: 3 (0)
9125010, 19024051 A: 92.00
B: 48.50
110518 Various Models 0001368020, Voltage: 24
0001360063, kW: 4.0
LNS4524/20, B+: M10
859542, 2998201, Total length: 342.00
AZJ3515, AZJ3460, Drive type: Steel
AZJ3131, 11.139.454, Gear type: DD
11.130.490, Mount. holes: 3 (0)
11.130.124, A: 110.00
61924031, MT67CB, B: 27.00
MT67CA, MT67C,
63216741, 63216740,
63216703, 30281020,
063216741010,
9124330, 858320,
19024256, 19024232
110531 Various Models 0001417036, Voltage: 24
0001417017, 2998007, kW: 6.6
L R22.12, R22.10, B+: M12
9 6220000, 0120000, B-: M10
0100000, 0090000, Total length: 405.00
19024071 Drive type: Steel
Gear type: DD
A: 56.00
B: 37.00
111000 Various Models 0001371020, 0001371018, Voltage: 24
MS1A/25, MS1A/20, kW: 6.5

MS1/411AZ, MS1/401A, B+: M12

MS1-403A, MS1-401C, B-: M12

MS1-401A, MS1-401, Total length: 497.50
MS1-124, MS1-103, Drive type: Steel
2998150, M4T95481, Gear type: DD
M004T95481, 855694,  Mount. holes: 3 (0)

199903, 1993924, Insulated return
1993842, 1993810, Oil sealed
1993805, 1993802, A: 92.00
1993700, 1990838, B: 47.25
1990493, 1990491, Replacing: 42MT.
1990485

111041 Various Models 0001362302, 0001359114, Voltage: 12
0001359058, 0001359029, kW: 2.8
LNS2810, 9142740, B+: M10

443115142740, 0-23000- Total length: 338.50
1870, 0-23000-1830, Drive type: Steel
1998481, 1998387, Gear type: GR
1998383, 1998336, Clutch type: Dry
1113278, 1113275, Mount. holes: 3 (0)
1109550, 1107580, A: 88.85

B: 46.25
10465406, 10465046 Replacing: 22MT,

27MT, 28MT.
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FIAT-ALLIS

111737 Various Models 27502D, 27502A, Voltage: 12

27502, 26369J, 26369H, kW: 2.8

26369A, 26369, 26359F, B+: M8

26359B, 26359A, 26359, Total length: 314.75

26294Q, 26294N Drive type: Steel
Gear type: DD
Clutch type: Wet
Mount. holes: 3 (0)
A: 89.00
B: 28.50

113534 Various Models 1367069 Voltage: 12
kW: 3.0
B+: M8
Total length: 342.00
Drive type: Steel
Gear type: DD
Clutch type: Dry
Mount. holes: 3 (0)

A: 88.85
B: 27.00
110552 1000 Series 1910 0001108181, Voltage: 12
0001107078, S114-381 kW: 1.2
B+: M8

Total length: 194.00
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)
A: 74.00

B: 20.00

111275 1000 Series 1710 M5T23172, M3T64172, Voltage: 12

M2T61371, M2T60271, KkW: 2.0

M2T56475, M2T56472,  B+: M8

M2T56471, M2T54671, Total length: 250.00

M005T23172 Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)
A: 82.40
B: 23.50

111703 1000 Series 1320, 1520, 1620  M2T63371, M002T63371 Voltage: 12
kW: 2.0
B+: M8
Total length: 250.00
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)

A: 73.80
B: 19.50
112177 1000 Series 1320, 1520, 1530  SBA185086650, Voltage: 12
SBA185086551, kw: 1.7
M2T58971, M1T66081, B+: M8
M002T58971, Total length: 213.00
M001T66081 Drive type: Steel

Gear type: GR
Clutch type: Dry
Mount. holes: 2 (0)

A: 74.00
B: 20.00
113696 1900, 3400 1920, 3415 428000-0180, 228000-  Voltage: 12

5123, 228000-5122, kW: 2.0

228000-5121, 228000- B+: M8

5120, 228000-2970, Total length: 219.00

SBA185086530 Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)
A: 74.00
B: 20.00
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110462 2000 Series, 3000 2000, 3000 9007044014, 0001362067, Voltage: 12
Series 538501, DONN11000AA, kw: 2.8
D8NN11000CE, B+: M8
D8NN11000CB, Total length: 319.45
D8NN11000CA, Drive type: Steel

D7NN11000B, DANN11000B,
D2NN11000B, DINN11000A,
S13-61A, S13-61, AZJ3198,

Gear type: DD
Mount. holes: 3 (0)

AZJ3182, 11.130.624, Q_‘ 2(2)'88
11.130.579, NSB520, - el
27614, 27569A, 27569,
27515A, 27500, 27500A,
27500, 27426,
269251558, 26925155A,
26925, 63227569,
9144965, 9142765

112074 7000 Series 7740, 7810, 7840 0001369023, 0001369020, Voltage: 12
0001369015, 0001367006, KW: 3.1
FONN11000CA, B+: M8

FONN11000BA, 898821291, Drive type: Steel
89821291, 82013922, Gear type: DD
82007917, 82005342, Mount. holes: 3 (0)
81866002, 3918688, A: 92.00

AzJ3201, 11.131.705,  B: 21.00
11.130.627, 9142766

111300 Various Models SBA185086500, Voltage: 12
SBA185086410, KW: 1.4
M8T70071, M2T58981, B+: M8
M2T54091, M2T54085,  Total length: 228.00
M2T54083, M008T70071, Drive type: Steel

M002T58981, Gear type: GR
M002T54091, L\(‘O‘;Z‘téoho'es: 2(0)
M002T54085 B 2100
113125 Various Models SAT64A, SA-764A, Voltage: 12
E9HZ11002A, B+: 1/2” UNC
E9HT11001BA, 323-840, Total length: 401.50
1993854, 1993767, Drive type: Steel
1990347, 10461011, Gear type: DD
10461006 Clutch type: Wet
Mount. holes: 3 (0)
Oil sealed
A: 92.00
B: 48.25

Replacing: 37MT, 41MT.

GOLDONI
Covcol e L s
113268 700 0001314016, Voltage: 12
0001307035, kW: 1.6
0001109012 B+: M8

Total length: 255.50
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)

A: 82.40
B: 22.00
110844 Various Models 0001218122, Voltage: 12
0001218011 kW: 2.2
B+: M8

Total length: 278.45
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)

A: 82.50
B: 17.20
115423 Various Models 0001366003, 0001362058, Voltage: 12
0001354089, MTL12-10, KW: 3.0
AZJ3552, AZJ3150, B+: M10
AZJ3138, AZJ0102, Total length: 322.00
9 NEWhPRODUCT 11.130.525, 11.130.501, Gear type: DD
LG GO0 CO 11.130.248, 11.130.019, Mount. holes: 2 (0)

MT74BA, MT74A, MT71LA, Not Insulated return
MT71HB, 63217433, A: 82.50
63217180, 63217173 B: 21.00
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GRASSHOPPER

114686 Lawn mower 722d M0T88081 Voltage: 12
kw: 1.3
B+: M8
Total length: 201.50
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)
A: 66.00
B: 18.50

113655 A-Series A-Series 428000-1290, 63280041 Voltage: 12
kWw: 3.0
B+: M8
Total length: 291.00
Drive type: Steel
Gear type: GR
Clutch type: Dry
Mount. holes: 3 (0)

A: 89.00
B: 30.50
114388 A-Series A-Series 9HT12010A6A, AZF4545, Voltage: 12
AZE4220, AZE4201, KW: 3.2
AZE4197, AZE41T5, B+: M8
AZE4173, AZE4170, gb'hM?A 10
AZE4150, 11.132.036 y
' ' Total length: 296.50
11.131.989, 9142903,  Gear type: DD
860715 Mount. holes: 3 (0)
A: 89.00
B: 32.50

Iskra version.

HITACHI

HC-CARGO Model Replacing Information
114324 Excavators Zaxis 135US 0-24000-3251, 0-24000- Voltage: 24
3250, 0-24000-3123, kw: 4.5
0-24000-3122, 0-24000- Gear type: GR
3120 Mount. holes: 2 (0)
A: 95.00

HC-CARGO

112668 Various Models 0-23000-2070, 1113284, Voltage: 12
1113248, 10461483 kW: 2.5
B+: M10
15a: M5

Total length: 338.00
Drive type: Steel
Gear type: GR
Clutch type: Wet
Mount. holes: 3 (0)
A: 89.00

B: 46.00

Replacing: 28MT.

110530 Various Models EJD3/12BR3, 0004314011, Voltage: 12
0001367013, 0001362035, kW: 3.0
0001362022, 0001362009, R+: V10
2%(‘)]%355’5%102’23%)%?59004’ Total length: 342.00
AZJ3503. AZJ3149. Drive type: Steel
11.130.521, 11.130.253, Gear type: DD
11.130.201, 11.130.083, Mount. holes: 2 (0)
MT68PB, MT6SPA, A: 82.00
MT68P, 63217138, B: 22.00
63216884, 63216876,

63216814, 063216884010,
063216876010, 9144821,
9144743, 9142880,
443115144743, 19024238
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ISEKI

110933 2100, Various 2140

Models
111683 4000 4451
111098 SL SL 3410, 3610,

3615, 3645

Lawn Mower Lawn Mower

114055

Excavators

114483 Excavators

114264 Various Models

114320 Various Models

MM409414,

MM409410, M2T50391,
M2T50381, M2T50371,
M002T50391,
M002T50381,
M002T50371

228000-5382, 228000-
4293, 228000-4292,
228000-4291, 228000-
4290, 228000-3852,
228000-3851, S13-136,
03101-3031, 03101-
3030

S114-385

0001218776,
0001218176,
0001109357

0-24000-3261, 0-24000- Voltage: 24

3260

AZFA576, AZFA4224,
AZF4181, 11.131.848,

11.131.697, 11.131.292

0001230013, AZF4229

Voltage: 12

kw: 1.4

B+: M8

Total length: 228.00
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)
A: 76.90

B: 29.25

Voltage: 12

kW: 2.0

B+: M8

Total length: 232.50
Drive type: Steel
Gear type: GR
Clutch type: Dry
Mount. holes: 2 (0)
A: 95.00

B: 19.50

Voltage: 12

kw: 1.0

B+: M8

Total length: 212.50
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)
A: 80.00

B: 21.60

Voltage: 12

kw: 2.3

B+: M8

Total length: 273.00
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)
A: 82.50

B: 21.00

kw: 4.5

B+: M10

Total length: 230.10
Gear type: GR
Mount. holes: 3 (0)
A: 10.50

B: 41.00

Voltage: 12

kW: 4.2

B+: M10

Total length: 349.50
Gear type: GR
Mount. holes: 3 (0)
A: 89.00

B: 21.00

Voltage: 12

kw: 3.0

B+: M10

Total length: 316.00
Drive type: Steel
Gear type: GR
Clutch type: Dry
Mount. holes: 2 (0)
A: 82.50

B: 23.00
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114055 76F, 100F 76F (Orchard), 0001218776, Voltage: 12
100F (Orchard) 0001218176, KW: 2.3
0001109357 B+: M8

Total length: 273.00
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)

A: 82.50
B: 21.00

111221 400 482 (Cotton 35259580, 0-23000- Voltage: 12
Pickers), 484 2060, 1113271, kW: 2.5
(Cotton Pickers) 1109251, 1107871, B+: M10
1107863, 1107599, 15a: M5

Total length: 322.00
Drive type: Steel
Gear type: GR
Clutch type: Dry
Mount. holes: 2 (0)
A: 82.40

B: 33.00

Replacing: 28MT.

111224 900, 4000 Series 985, 4450, 4455  128000-9680, 128000-  Voltage: 12

1107577

5913, 128000-5912, kW: 4.0
128000-5911, 128000- g+ W10
5910, 128000-0772, Total length: 402.50

128000-0771, . :
C30F11001B, AZJ3297, Drive type: Steel
AZJ3215, 11.130.860,  CGear type: GR
11.130.663, 1993988, ~ Mount. holes: 3 (0)

1993894, 1993886, Oil sealed
1993881, 1993799, A: 88.90
1993790, 1993769, B: 47.60
1993762, 1993754, Replacing: 37MT.
1993712, 1993705

111755 1000 Series 1032, 1042, 1052 0001369022, 0001369005, Voltage: 12

0001369001, 0001367078, kw: 3.0

0001367075, 0001367037, B+: M10
0001362316, 0001362312, .
AZJ3283. AZI3274, Total length: 342.00

AZJ3181, AZJ3158. Drive type: Steel

AZJ3157, AZF4596, Gear type: DD
AZF4521, 11.131.374,  Mount. holes: 2 (0)
11.130.819, A: 82.00

11.130.793, 63206834, B: 34.00
063206834010, 9142700

114400 1445, 1545 1445 (Mower), 228000-8090 Voltage: 12
1545 (Mower) kW: 1.0
B+: M8
Total length: 190.00
Gear type: GR
A: 95.00
B: 20.00
113900 4000 Series 4120, 4320, 4520  FOOOALO115, Voltage: 12
6004AA3014, kw: 2.2
0001109331, B+: M8
0001109330, AZE6544, Total length: 239.50
11.131.750 Drive type: Steel

Gear type: DD/GR
Clutch type: Dry
Mount. holes: 2 (0)

A: 82.50
B: 26.00
113478 5000 Series 5210, 5310, 5410 0001230005, Voltage: 12
0001230003, kw: 2.8
0001223502, Egi M’ag
a:
AZE4620, AZEA603, Total length: 303.50
AZE4534, 11.131.221, ; .
Drive type: Steel
11.131.108, Gear type: DD
11.131.063, 26024033A, Clutch type: Dry
D7R14, 187031 Mount. holes: 2 (0)
Oil sealed
A: 82.00
B: 35.00
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NEW PRODUCT

www.hc-cargo.com

112442

6000 Series

115609* 6000 Series

114823

114888

114401

114486

115314

110412

Farm

Lawn

Mowers

Mowers

Utility Tractor

Various Models

6205, 6505, 6506

6205, 6505, 6506

Various Models
(Tractors)

0001367077, AZJ3261,
11.130.739, 9142745

1230002

128000-5500

X300, X300R, X304 RS41058

Various Models

Various Models

6100D, 6125D

S114-821A, S114-821

128000-2760

228000-0844, 228000~
0842, 228000-0841,
228000-0840

S13-33B, S13-33A, S13-

33, S13-28, S13-27A,
S13-27, S13-25, S13-

123, S13-111, S13-06A,

S13-06, 0-21000-5231,

0-21000-5230, 0-21000-

4231, 0-21000-4230,
0-21000-3730

Voltage: 12
kw: 3.0

B+: M10
Total length: 315.00
Drive type: Steel
Gear type: DD
Clutch type: Dry
Mount. holes: 3 (0)
A: 89.00
B: 48.00

Voltage: 12

kw: 3.0

Gear type: GR
Mount. holes: 3 (0)

Voltage: 12

kW: 0.6

B+: M8

Total length: 182.00
Gear type: DD
Mount. holes: 2 (0)
Not Insulated return
A: 66.00

B: 18.00

Voltage: 12

B+: 1/4” UNC

Total length: 185.00
Gear type: DD
Mount. holes: 2 (0)
B: 19.50

Voltage: 12

kw: 1.2

B+: M8

Total length: 193.00
Drive type: Steel
Gear type: GR
Mount. holes: 2 (2)
A: 70.00

B: 25.00

Voltage: 12

B+: M6

Total length: 173.00
Drive type: Steel
Gear type: DD
Mount. holes: 2 (0)
B: 20.00

Voltage: 12

kw: 2.5

B+: M10

Total length: 294.00
Gear type: GR
Mount. holes: 2 (0)
Not Insulated return
A: 89.00

B: 47.50

Voltage: 12

kWw: 2.2

B+: M8

Total length: 233.80
Drive type: Steel
Gear type: DD
Mount. holes: 2 (0)
A: 94.90

B: 20.30
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110510 Various Models

110552 Various Models

111087 Various Models

111254 Various Models

112246 Various Models

112564 Various Models

112568 Various Models

m 113017 Various Models
10

SMH12A4, SMH12A202,
SMH12A201, SMH12A2,
SMH12A102, SME12A8,
SME12A11, SM56661,

SM50497, SM16353

0001108181,
0001107078, S114-381

128000-1152, 128000-
1151, 128000-1150

LRS01910, 0-23000-
2541, 0-23000-2540,
0-23000-2201, 0-23000-
2103, 0-23000-2102,
0-23000-2101, 0-23000-
2100

128000-4600, 128000-
2950, 028000-8411,
028000-8410, 028000-
6111, 028000-6110

35765A, 35765, 32468B,

32468A, 32468

SM56663, SM18191,
5666340MO30SM,
5666340-MO30SM,
5666320MO30SM,
1819140M030SM,
1819140-MO30SM

6727040MO30SM,
5667140MO30SM,
5667140-M0O30SM

Voltage: 12

kW: 0.5

B+: M6

Total length: 182.55
Drive type: Steel
Gear type: DD
Clutch type: Dry
Mount. holes: 3 (0)
B: 39.00

Voltage: 12

kW: 1.2

B+: M8

Total length: 194.00
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)
A: 74.00

B: 20.00

Voltage: 12

kwW: 1.0

B+: M8

Total length: 199.45
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)
A: 94.90

B: 21.00

Voltage: 24

kW: 4.5

B+: M10

Total length: 332.25
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)
A: 94.85

B: 19.20

Voltage: 12

kW: 0.6

B+: M6

Total length: 193.00
Drive type: Steel
Gear type: DD
Clutch type: Dry
Mount. holes: 2 (0)
A: 62.45

B: 10.00

Solenoid: HC-CARGO
133711.

Voltage: 12

B+: M6

Total length: 166.50
Drive type: Steel
Gear type: DD
Clutch type: Dry
Mount. holes: 4 (0)
A: 59.00

B: 33.00

Voltage: 12

B+: 1/4” UNC

Total length: 230.00
Drive type: Bronze
Gear type: DD

B: 46.00

Voltage: 12

B+: M6

Total length: 181.00
Drive type: Steel
Gear type: DD
Clutch type: Dry
Mount. holes: 2 (0)
B: 30.00
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113539 Various Models

113596 Various Models

113597 Various Models

113663 Various Models

113983 Various Models

114195 Various Models

114197 Various Models

114459 Various Models

844717, 808106,
693469, 691564

128000-4020

128000-9360

228000-2211, 228000~
2210

228000-6552, 228000-
6551, 228000-6550

0001230018,
0001230008

228000-7471, 228000-
7470

228000-8471, 228000-
8470

Voltage: 12

B+: M8

Total length: 185.70
Drive type: Bronze
Gear type: DD
Clutch type: Dry
Mount. holes: 2 (0)

Voltage: 12

kW: 0.6

B+: M8

Total length: 180.00
Drive type: Steel
Gear type: DD
Mount. holes: 2 (2)
A: 70.00

B: 19.00

Voltage: 12

kW: 0.6

B+: M8

Total length: 181.00
Drive type: Steel
Gear type: DD
Mount. holes: 2 (0)
A: 65.90

B: 17.00

Voltage: 12

kW: 0.7

B+: M8

Total length: 183.00
Drive type: Steel
Gear type: DD
Clutch type: Wet
Mount. holes: 2 (0)
A: 65.80

B: 17.00

Voltage: 12

kw: 3.0

B+: M12

Total length: 315.00
Drive type: Steel
Gear type: GR
Mount. holes: 3 (0)
A: 88.80

B: 47.60

Voltage: 12

kw: 3.0

B+: M10

Total length: 312.00
Gear type: GR
Mount. holes: 3 (0)
A: 89.00

B: 51.00

Voltage: 12

kw: 1.1

B+: M8

Total length: 209.00
Gear type: GR
Mount. holes: 2 (0)
A: 89.00

B: 17.00

Voltage: 12

kW: 4.8

B+: M12

Total length: 315.00
Gear type: GR
Mount. holes: 3 (0)
A: 89.00

B: 48.00
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KUBOTA

115322 Compact Tractor L3540, L3830, 228000-9800 Voltage: 12
L3940 kwW: 1.4
B+: M8
Total length: 188.00
8 NEW PRODUCT ol eng

Gear type: GR

www.hc-cargo.com Mount. holes: 2 (0)

A: 82.50
B: 24.50

114485 Front Mower F2260, F2560 228000-5401, 228000-  Voltage: 12
5400, M0T90881, kw: 1.1

M000T90881 B+: M8x1.25

Total length: 205.00
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)

A: 66.00
B: 18.00
113893 L L2250, L2500, 34070-16800, 34070- Voltage: 12
L2550, L2650 16083, 128000-8462, kw: 1.2
128000-8461, 128000- B+: M8
8460 Total length: 178.50

Drive type: Steel
Gear type: GR
Clutch type: Wet
Mount. holes: 2 (0)
A: 82.30

B: 24.80

115378 M6040 M6040, M7040 M8T71671 Voltage: 12
kW: 2.5
B+: M8

9 NEW PRODUCT 'é%t:: lsgg'fhc:;RZSQ.OO

www.hc-cargo.com Mount. holes: 2 (0)
Not Insulated return
A: 82.50
B: 26.00

114501 Tractors Various models 228000-5590 Voltage: 12
kwW: 1.0
B+: M8
30h: Plug
Total length: 203.00
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)

A: 77.00
B: 18.00
LAMBORGHINI
HC-CARGO Model Replacing Information
110530 100 135 (Formula) EJD3/12BR3, 0004314011, Voltage: 12

0001367013, 0001362035,  KW: 3.0

0001362022, 0001362009,  B+- ML0

0001359108, 0001359004,  Total length: 342.00
AZJ3556, AZJ3537, Drive type: Steel
AZITS03 AZIBD,  Gear type: DD
11.130.521, 11.130.253, :
11.130.201, 11.130.083, X?ggtbohmes' 20
MT68PB, MT68PA, AR

MT68P, 63217138 P 22.

63216884, 63216876,
63216814, 063216884010,
063216876010, 9144821,
9144743, 9142880,
443115144743, 19024238

111001 100, 600 105 (Formula), 115 0001367005, 0001362036, Voltage: 12

(Formula), 660 F 0001362023, 0001359113, kWw: 3.0
0001359083, 0001359056, B+: M10
0001359038, 0001358005, Total length: 340.00
AZJ3557, AZJ3320, Drive type: Steel
AZF4220, 11.131.829,  Gear type: DD
11.130.898, 11.130.254, .
MT68RA, MT68R, X.o g;t(')ohmes' 20
MT56A, 63216816, B: 21.60
9144820, 19024250 s et
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LAMBORGHINI

o)

LANDINI
10 NEW PRODUCT
www.hc-cargo.com
LOMBARDINI

9 NEW PRODUCT
www.hc-cargo.com
MAHINDRA

Various Models

111284 C Series

C603, 804, 904,
R704

110551 C,R

114107 Various Models

115423 Various Models

113670 Various Models

112163 Various Models

63217163, 63217106,
063217163010

0001367009,
0001359099,
0001359053,
0001359048,
0001359001, R11B,
R11.02, AZJ3285,
11.130.821, 9144742,
443115144742,
443115144640,
443115144540,
19024815

HC-CARGO

AZEA579, AZE4A214,
11.131.984,
11.131.315, 9162904

0001366003,
0001362058,
0001354089

26025115A, 26025115,

26024070A

26925056

Voltage: 12

kW: 2.5

B+: M10

Total length: 296.00
Drive type: Steel
Gear type: DD
Mount. holes: 2 (0)
A: 82.00

B: 21.00

Voltage: 12

kw: 3.0

B+: M10

Total length: 326.50
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 89.00

B: 47.00

Voltage: 12

kw: 3.2

B+: M10

Total length: 295.00
Gear type: GR
Mount. holes: 3 (0)
A: 88.88

B: 29.50

Voltage: 12

kw: 3.0

B+: M10

Total length: 322.00
Gear type: DD
Mount. holes: 2 (0)
Not Insulated return
A: 82.50

B: 21.00

Voltage: 12

kWw: 2.2

B+: M8

15a: M5

Total length: 284.35
Drive type: Steel
Gear type: DD
Clutch type: Wet
Mount. holes: 3 (0)
A: 89.00

B: 20.00

Voltage: 12

kw: 2.0

B+: M8

Total length: 307.00
Drive type: Steel
Gear type: DD
Clutch type: Dry
Mount. holes: 3 (0)
A: 89.00

B: 20.00
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111346 MF 100, MF 200, MF 184, 285, 1250

1000

110460 MF 200

110565 MF 200

110819 MF 200

112268 MF 200

113230* MF 200

254

274

240, 245

245

216 GTX, 218 GTX

9004475061, 27629,
276278, 27627, 27626,
27620, 27610, 27608,
27602, 27598, 27590,
27589, 27568A, 27568,
27565D, 63227599,
63227598, 63227590,
63227568, 63227565,
63227541

0001367022,
0001359126, 27559E,

27559A, 27559, 275378B,
27537A, 27537, 27519D,
27519A, 27519, 27503D,

27503A, 264368,
26436A

9004475058,
0001367040, 6233,
538505, 538502, S13-
74, S13-73B, S13-73,
S12-73, AZJ3598,
AZJ3536, AZJ3330,
AZJ3305, AZJ3203,
AZJ3144, AZJ3121,
AZJ3117, AZJ3105,
AZJ0405, AZE4244,
NSB540, NSB531,
NSB529, 54265233,
27606, 27599, 27594,
27583A, 27583, 27578,

27572B, 27572A, 27572,

19024817, D11E15H,
D11E154, D11E137

0001362049,
AZJ3389, AZJ3206,
AZJ3148, 11.131.162,
11.130.632,
11.130.520, S4515,

NSB530, 27593A, 27593,

27584, 27582, 27580,

27571B, 27571A, 27571,
27546B, 27546A, 27546,

63227488, 63227480,
63227470, 27593A,
27571, 27540, 27522,
19024821

0-23000-2140, 0-23000-

2010, 0-23000-1850,
1998484, 1998468,
1998373, 1998357,
1998350, 1998340,
1113597, 1113290,
1113274, 1107540,
10479607

128000-4520

MASSEY FERGUSON

Voltage: 12

kW: 2.8

B+: M8

Total length: 314.50
Drive type: Steel
Gear type: DD
Clutch type: Dry
Mount. holes: 3 (0)
A: 89.00

B: 29.50

Voltage: 12

kw: 2.8

B+: M8

Total length: 307.50
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 89.00

B: 29.50

Voltage: 12

kw: 2.8

B+: M8

Total length: 313.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 89.00

B: 29.50

Voltage: 12

kw: 2.8

B+: M8

Total length: 311.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 92.00

B: 23.00

Voltage: 12

kw: 2.8

B+: M10

Total length: 340.00
Drive type: Steel
Gear type: GR
Clutch type: Dry
Mount. holes: 3 (0)
QOil sealed

A: 89.00

B: 46.00

Replacing: 28MT.

Voltage: 12

kw: 0.7

B+: M8

Total length: 204.30
Drive type: Steel
Gear type: GR

A: 63.40

B: 43.40
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MASSEY FERGUSON

110442 MF 200, MF 300 285, 298, 365 859883, AZJ3447, Voltage: 12
11.131.635, NSB501,  kW: 2.1
NSB500, 27487, 27485, B+: M8
27479, 27477, 27473,  Total length: 309.00
27464, 27415D, 274158, Drive type: Steel
27415A, 27415, 27411, Gear type: DD
63227485, 63227479, ~ Mount. holes: 3 (0)

A: 88.90
2707130 B 30,00

110814 MF 1000 1200 0001362062, AZJ3514, \Voltage: 12
AZJ3137, 11.130.500,  kW: 2.7
11.130.123, 27401, B+: M10
MT71DB, MT71DA, Total length: 296.50
MT71D, 94317148, Drive type: Steel

63217148, 63217147, Gear type: DD
63217104, 30180309, Mount. holes: 3 (0)

19024255 A: 110.00
B: 26.80
111737 MF 1000 1200 27502D, 27502A, Voltage: 12

27502, 26369J, 26369H, KW: 2.8
26369A, 26369, 26359F, B+: M8
263598, 26359A, 26359, Total length: 314.75

262940, 26294N Drive type: Steel
Gear type: DD

Clutch type: Wet
Mount. holes: 3 (0)

A: 89.00
B: 28.50
112136 MF 2000 2640, Various AZJ3318, 11.130.896, Voltage: 12
Models 27533E, 27533A, kwW: 2.8
27533, 26398H, B+: M8
26398F, 26398A, 26398, Total length: 340.50
63227601 Drive type: Steel
Gear type: DD
Clutch type: Dry
Mount. holes: 3 (0)
A: 88.75
B: 48.30
110443 MF 3000 3085 0001362093, Voltage: 12
0001362020, S12- kW: 2.1
84, NSB503, 27486, B+: M8

27478, 27472, 27467,  Total length: 309.00
27435A, 27435, 27417D, Drive type: Steel
27417B, 27417A, 27417, Gear type: DD

Mount. holes: 3 (0
26925194D PR ©
B: 29.50
111012 Various Models SM56666, SM47330, Voltage: 12
5666640MO30SM, kW: 0.5
5666640-MO30SM, B+: M8
5666620MO30SM, Total length: 201.00
4733040MO30SM, Drive type: Steel
4733040-MO30SM Gear type: DD
B: 39.00
111024# Various Models 870646, Z1320F720, Voltage: 12
S115A12-2, S115A12-12, kW: 3.6
$11512-2, CA45H12-72, B+: M8
CA45G12-72, Total length: 370.50
CA45F12-Y72, Drive type: Steel
CA45F12-72 Gear type: DD
Mount. holes: 3 (0)
Oil sealed
A: 89.00
B: 47.45
114107 Various Models AZEA4579, AZE4A214, Voltage: 12

11.131.984, kw: 3.2
11.131.315, 9162904  B+: M10
NEW PRODUCT

Total length: 295.00

10 www.hc-cargo.com Gear type: GR
Mount. holes: 3 (0)
A: 88.88
B: 29.50
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MASSEY FERGUSON

112313 Various Models 33835 Voltage: 12
kW: 0.5
B+: M6
Total length: 190.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
B: 29.00

MCCORMICK

HC-CARGO

114777 Tractor AZJ3402, 11.131.218 Voltage: 12

kWw: 3.0
B+: M8

B-: M8
10 NEW PRODUCT Gear type: DD
www. he-cargo.com Mount. holes: 3 (0)
Not Insulated return
A: 89.00
B: 28.00

MERCEDES-BENZ

HC-CARGO

110525 1000 1000 9007044002, 9000083054, Voltage: 12
9000083028, 0001367303, kW: 3.0

0001367301, 0001367300, B+: M10
ﬁ 0001367059, 0001367034, Total length: 341.00
860130, 860109, Drive type: Steel
9 2998000, AZJ3548, Gear type: DD
AZJ3118, 11.130.412,  Mount. holes: 3 (0)
11.130.229, A: 89.00
26417, 9142746, B: 48.00
443115144726,
35259380, 19024223,
19024205
MITSUBISHI
110210 Various Models Various Models 0001417051, 0001417038, Voltage: 24
(Tractors) 0001417001, 0001411009, kW: 6.6
0001410024, 860506, B+: M12
860132, 857468, B-: M10
2998010, R23.05, Total length: 407.00
R22.05, R20.42, Drive type: Steel
6050000, 0050000, Gear type: DD
AZK5191, 11.139.032,  Mount. holes: 3 (0)
9125010, 19024051 A: 92.00
B: 48.50
110539 8000 8080 0001418014, Voltage: 12
0001413017, 19024008 kW: 3.6
B+: M10
B-: M10

Total length: 384.50
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)

A: 92.00
B: 47.00
113968 8000 8260, 8360, 8560 0001369200, Voltage: 12
FINN11000AA, kW: 3.6
FONN7HO022BA, B+: M8

82013923, 82005343, Total length: 330.00
AZJ3212, 11.130.659 Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 92.00
B: 20.00
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NEW HOLLAND

PAYLOADER

113182 TL

113125 TX

114050 Various Models

114196 Various Models

114399 Various Models

114021 Various Models

HC-CARGO
110523 Various Models

TL Series

TX34

Model

0001230023,
0001230010,
0001230007, AZF4155,
11.131.604, MSN2039

SAT64A, SA-T64A,
E9HZ11002A,

E9HT11001BA, 323-840,

1993854, 1993767,
1990347, 10461011,
10461006

0001230022,
AZF4535, AZF4135,
AZF4122, 11.131.520,

11.131.464, 11.130.999

0001263020,
0001263019,
0001231027,
0001231026, AZF4295,
11.132.094

428000-3140

1230020

Replacing

0001368088, 0001368007,
0001368001, 0001360035,
0001360030, 0001360014,
0001360012, 0001360003,

LNS4524/17, 859539,

R10.08, 6090000, AZJ3518,

AZJ3132, 11.130.491,

11.130.172, 11.130.141,

11.130.075, 61924051,
26025117A, 9174602,

9124310, 443115174602,

19024813, 19024234,
19024226

Voltage: 12

kw: 3.0

B+: M10

Total length: 320.00
Drive type: Steel
Gear type: GR
Mount. holes: 3 (0)
A: 110.00

B: 30.00

Voltage: 12

B+: 1/2”” UNC

Total length: 401.50
Drive type: Steel
Gear type: DD
Clutch type: Wet
Mount. holes: 3 (0)
Oil sealed

A: 92.00

B: 48.25

Replacing: 37MT,
41MT.

Voltage: 12

kw: 4.2

B+: M10

30h: M10

Total length: 317.00
Gear type: GR
Mount. holes: 3 (0)
A: 89.00

B: 27.50

Voltage: 24

kW: 4.0

B+: M10

Total length: 317.00
Gear type: GR
Mount. holes: 3 (0)
A: 89.00

B: 27.60

Voltage: 12

kw: 2.7

B+: M10

Total length: 296.00
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)
A: 89.00

B: 26.50

Voltage: 12

kw: 3.0

B+: M10

Total length: 314.00
Drive type: Steel
Gear type: GR
Mount. holes: 3 (0)
A: 89.00

B: 29.00

Information

Voltage: 24

kW: 4.8

B+: M10

Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 89.00

B: 27.50
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RENAULT AGRICULTURE

113532 Ares 710, 720, 725 AZJ3284, AZF4582, Voltage: 12
m AZF4559, AZF4510, KW: 3.0
g 11.131.929, B+: M10
11.131.318, Total length: 341.00
10 11.131.167, Drive type: Steel

11.130.820, 11.130.74g Gear type: DD
Clutch type: Dry

Mount. holes: 2 (0)
A: 82.50
B: 34.00

HC-CARGO

111645 Various Models M0101/10, 3M0110/10 Voltage: 12
kW: 0.4
B+: M6
Total length: 182.00
Drive type: Steel
Gear type: DD
Mount. holes: 2 (0)
A: 62.00
B: 27.50

SAME

HC-CARGO

113484 SK SK 150 0001368039, Voltage: 24
0001368037, AZJ3186, KW: 4.0
11.130.595, 27305 B+: M10

Total length: 340.00
Drive type: Steel
Gear type: DD
Clutch type: Dry
Mount. holes: 3 (0)

A: 88.85
B: 47.50
STEYR
HC-CARGO
110601 8000 Series 8300 BNG4/24CRS165SR, Voltage: 24
BNG4/24CR165SR, kWw: 5.4
0001416013, B+: M10
0001415010, Total length: 384.25
0001414017, Drive type: Steel
0001410030, Gear type: DD
0001410029, IM131, Mount. holes: 3 (0)
R23.13, 6130000, A: 88.85
AZK5193, AZK5117, B: 47.50
AZK5113, 11.139.034,
11.130.005,
10.130.121, 9125290,
9124340, 19024578
VALTRA
HC-CARGO Model Replacing Information
113484 400 Series, 600 411, 611 0001368039, Voltage: 24
Series 0001368037, AZJ3186, KW: 4.0
11.130.595, 27305 B+: M10

Total length: 340.00
Drive type: Steel
Gear type: DD
Clutch type: Dry
Mount. holes: 3 (0)

A: 88.85
B: 47.50
113901 A AT5N, AB5N, A95N  AZE4597, AZE4540, Voltage: 12
AZE4230, AZE4166, kw: 3.0
ﬁ 11.132.101, B+: M10
11.131.728, Total length: 297.50

10 11.131.426, 11.131.116 Drive type: Steel
Gear type: GR
Mount. holes: 3 (0)
A: 89.00

B: 48.00

e
&
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VALTRA

113570 T T120, T130, T140, 0001260026, Voltage: 12
T160, T170 0001260025, AZF4513, kW: 4.0

AZF4190, 11.131.727, B+: M10

11.131.542, 11.130.836 Total length: 320.00
Drive type: Steel
Gear type: GR
Clutch type: Dry
Mount. holes: 3 (0)
A: 89.00
B: 48.00

VARIOUS AGRICULTURE VEHICLES

110182 M3T10476D, Voltage: 12
M3T10476, M3T10475, kW: 0.9
M3T10473, MOT92581, B+: M8
MOT84381A, M0OT84381, Total length: 201.50

M003T10476D, Drive type: Steel
MO003T10476 Gear type: DD
Mount. holes: 2 (0)
A: 74.00
B: 18.00
110245 128000-6841, 128000-  Voltage: 12
6840, 128000-6621, KW: 1.7
128000-6620, 028000-  B+: M8
8434, 028000-8432, Total length: 196.00
028000-8431, Drive type: Steel
TMO00A07101, Gear type: GR
MG120559, MG117559, Mount. holes: 2 (0)
M40237 A: 82.50
B: 26.00
110246 228000-1061, 228000-  Voltage: 12
1060, 128000-4900, KW: 1.4
028000-6140 B+: M8

Total length: 212.00
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)

A: 66.00
B: 18.00
110356 228000-1050, 128000-  Voltage: 12
2131, 128000-2130 kw: 1.4
B+: M8

Total length: 207.20
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)

A: 82.40
B: 25.00
110421 028000-9570, 028000-  Voltage: 12
8890, 028000-7471, KW: 0.8
028000-7470, 028000-  B+: M8
7462, 028000-7461, Total length: 188.00

028000-7460, 26925240A, Drive type: Steel
M3T49982, M3T49981, Gear type: DD
M3T33481, M3T33181, Mount. holes: 2 (0)
M3T29681, M003T49982, A: 66.00
M003T49981, M003T33481, B: 16.00

M003T33181
110436 323-855, 323-830, 323- \Voltage: 12
829, 1993983, 1993961, B+: 1/2” UNC
1993943, 1993942, Total length: 506.00
1993939, 1993938, Drive type: Steel
1993937, 1993935 Gear type: DD
Mount. holes: 3 (0)
Insulated return
Oil sealed
A: 92.00
B: 46.00
Replacing: 42MT.
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VARIOUS AGRICULTURE VEHICLES

110447

110461

110464

110468

110469

110512

428000-2640, 228000-
7151, 228000-7150,
228000-0981, 228000~
0980, 228000-0970,
228000-0800

0001362307, 0001358202,
0001358201, 0001358200,

755F11000AB,
755F11000AA,

715F11000MA, 5003643,

1653210, 1653206,
AZJ3279, 11.130.769,

NSB521, 27577A, 27577,

27567, 27531, 27501E,

27501B, 27501A, 27501,

26407, 26388, 26356,
26355, 63227501,
9142860, 9142724

AZJ3324, 11.130.795,

NSB515, LRS138, 27489,

27476, 27465, 27419D,

27419A, 27419, 26286J,

26286H, 26286F,
26286E, 26286A,
63227489, 91428729

1998267, 1998266,
1109091, 1109090,
1108197, 1107378,
1107377

1998281, 1998270,
1998269, 1109093,
1108421, 1107203,
10455355, 10455340,
10455304

BNG4/24CRS163,
BNG4/24CR231,
BNG4/24, 0001416054,

0001416047, 0001416024,
0001416022, 0001415002,
IM522, R23.25, R23.17,

R23.16, R20Z, R20.17,
6250000, 6160000,
AZK5412, AZK5194,
AZK5104, 11.139.052,

11.139.035, 11.130.115,

10.130.123, 22615,
9125340, 9125320,
19024556, 19024550,
19024024, D13E8L1T,
D13E81, D13E6IT,
D13E69, D13E63T,
D13E63, 076571

Voltage: 12

kW: 1.0

B+: M8

Total length: 199.50
Drive type: Steel
Gear type: GR
Clutch type: Dry
Mount. holes: 2 (0)
A: 66.00

B: 17.00

Voltage: 12

kW: 2.8

B+: M8

30h: M5

Total length: 272.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 92.00

B: 21.00

Voltage: 12

kW: 2.1

B+: M8

Total length: 336.50
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 89.00

B: 29.50

Voltage: 12

B+: 3/8” UNC

15a: 8-32 UNC
Total length: 307.00
Drive type: Steel
Gear type: DD
Clutch type: Wet
Mount. holes: 3 (0)
Oil sealed

A: 88.65

B: 20.50

Replacing: 10MT.

Voltage: 12

B+: M10

15a: M5

Total length: 306.70
Drive type: Steel
Gear type: DD
Clutch type: Dry
Mount. holes: 3 (0)
A: 88.60

B: 44.50

Replacing: 10MT.

Voltage: 24

kW: 5.4

B+: M10

Total length: 384.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 89.00

B: 48.00
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VARIOUS AGRICULTURE VEHICLES

110534

110635

110637

110817

110940

110949

111015

0001416035,
0001416030,
0001410109,
0001410099,
0001410063,
0001410053, R23.18,
6180000, 9125370,
19024030

497596, 435307,

394808, 394674, 393017

0001160002, M0101,
3M0101

2T427E, 27427A, 27427,

27424B, 27424A,

27424, 26310H, 26310F,

26310E, 26310D,

26310A, 26310, 26285F

228000-6250, 228000-
1071, 228000-1070,
228000-1041, 228000-
1040, 228000-1002,
228000-1001

SM56662, SM18190,
SM17705,
5666240MO30SM,
5666240-MO30SM,
5666220MO30SM,
5213140MO30SM

0001108129,
0001107085,
0001107062,
0001107033, AZD2127,
11.131.928, 63521070,
D6RA52, D6RA22

Voltage: 24

kw: 5.4

B+: M10

Total length: 390.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 89.00

B: 47.00

Voltage: 12

kw: 0.5

B+: M6

Total length: 169.00
Drive type: Steel
Gear type: DD
Clutch type: Dry
Mount. holes: 2 (0)
B: 15.60

Voltage: 12

kW: 0.4

B+: M6

Total length: 182.00
Drive type: Steel
Gear type: DD
Mount. holes: 2 (0)
A: 62.00

B: 27.50

Voltage: 12

kWw: 2.1

B+: M8

Total length: 315.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 88.80

B: 25.00

Voltage: 12

kW: 1.4

B+: M8

Total length: 212.00
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)
A: 82.50

B: 26.50

Voltage: 12

kW: 0.6

B+: M6

Total length: 215.25
Drive type: Bronze
Gear type: DD

A: 63.40

B: 45.80

Voltage: 12

kw: 1.1

B+: M8

Total length: 216.25
Drive type: Steel
Gear type: GR
Clutch type: Dry
Mount. holes: 2 (0)
A: 76.00

B: 15.00
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ARIOUS AGRICULTURE VEHICLES

—

111021

111049

111197

111249

111284

111573

111574

228000-7671, 228000-
3660, 228000-1531,
228000-1530, 228000~
0991, 228000-0990,
228000-0150

1998576, 1109439

228000-5273, 228000-
5270, 228000-4750,
228000-4593, 228000-
4592, 228000-4591,
228000-4590

BNG4/24CRS165BR,
BNG4/24CR165BR,
0001416027,
0001416017,
0001414018,
0001402058,
0001402056, R23.14,
6140000, 9125300,
19024554, 19024027

63217163, 63217106,
063217163010

0001359116, 27526D,
27526A, 27526, 27513A,
27513, 26376L, 26376K,
26376A, 26376, 26351,
26343K, 26343D,
26343B

858762, 27595, 27564F,
27564A, 27564,
26025110A

Voltage: 12

kW: 1.4

B+: M8

Total length: 209.50
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)
A: 66.00

B: 18.00

Voltage: 12

B+: M8

15a: M5

Total length: 304.00
Drive type: Steel
Gear type: DD
Clutch type: Wet
Mount. holes: 3 (0)
Oil sealed

A: 88.90

B: 46.25

Replacing: 10MT.

Voltage: 12

kW: 2.0

B+: M8

Total length: 232.40
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)
A: 82.55

B: 26.00

Voltage: 24

kW: 5.4

B+: M10

Total length: 381.80
Drive type: Bronze
Gear type: DD
Mount. holes: 3 (0)
Waterproof

A: 89.00

B: 48.25

Voltage: 12

kW: 2.5

B+: M10

Total length: 296.00
Drive type: Steel
Gear type: DD
Mount. holes: 2 (0)
A: 82.00

B: 21.00

Voltage: 12

kw: 2.8

B+: M8

Total length: 311.00
Drive type: Steel
Gear type: DD/GR
Mount. holes: 3 (0)
A: 101.00

B: 25.50

Voltage: 12

kw: 2.8

B+: M8

Total length: 340.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 88.75

B: 47.15
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VARIOUS AGRICULTURE VEHICLES

111622

111646

111701

111804

111855

111911

112041

112242

228000-0951, 228000~
0950

PN001/3, 3PN0001/3

SMH12C1,
SM56659, SM15745,
5666740MO30SM,
5666740,
5665940MO30SM,
5665940-M030SM,
5665940

396306, 394807, 391178

0001223002,
0001218772,
0001218172,
0001109370, AZE4535,
AZE4202, 11.131.951,
11.131.109, 9142900,

9142726, 443115142726

0001108442, 0001108401,
0001108231, 0001108230,
0001108190, 0001108157,
0001108108, 0001107443,
428000-0670, 63293537,

63280070, 63223537,
63111006

0001362700, AZJ3177,
11.130.565

498148, 495100, 399928

Voltage: 12

kw: 1.2

B+: M8

Total length: 177.50
Drive type: Steel
Gear type: GR
Clutch type: Wet
Mount. holes: 2 (0)
A: 66.30

B: 18.00

Voltage: 12

kW: 0.2

B+: M6

Total length: 181.00
Drive type: Steel
Gear type: DD
Mount. holes: 2 (0)
B: 13.50

Voltage: 12

kw: 0.8

B+: M8

Total length: 251.25
Drive type: Steel
Gear type: DD
Mount. holes: 4 (3)
A: 69.60

B: 56.30

Voltage: 12

kw: 0.6

B+: 1/4” UNC

Total length: 182.00
Drive type: Plastic
Gear type: DD
Mount. holes: 2 (0)
B: 50.00

Voltage: 12

kW: 2.2

B+: M8

Total length: 267.00
Drive type: Steel
Gear type: GR
Clutch type: Dry
Mount. holes: 2 (0)
A: 82.50

B: 23.00

Voltage: 12

kw: 1.4

B+: M8

30h: M5

Total length: 231.50
Drive type: Steel
Gear type: GR
Clutch type: Dry
Mount. holes: 3 (2)
A: 76.00

B: 20.50

Voltage: 12

kw: 2.2

B+: M10

Total length: 293.00
Drive type: Steel
Gear type: DD
Clutch type: Dry
Mount. holes: 3 (0)
A: 82.50

B: 23.00

Voltage: 12

kW: 0.6

B+: M6

Total length: 182.00
Drive type: Steel
Gear type: DD
Mount. holes: 2 (0)
B: 10.00
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VARIOUS AGRICULTURE VEHICLES

112249 0001366025, Voltage: 12
0001354095, KW: 2.7
0001354088, B+: M10
9 0001354031, AzJ3197, Total length: 295.00

AZJ3155, 11.130.620,  Drive type: Steel

11.130.531, MEOGOO5 ~ Gear type: GR
Mount. holes: 2 (0)

A: 82.50
B: 21.50

112339 PN0001, 3PN00O1 Voltage: 12
kW: 0.3
B+: M6
Total length: 180.00
Drive type: Steel
Gear type: DD
Mount. holes: 2 (0)
B: 18.00

)

113208 228000-4620 Voltage: 12
kw: 0.8
B+: M8
Total length: 180.00
Drive type: Steel
Gear type: DD
Mount. holes: 2 (2)
A: 73.90
B: 20.00

®

113671 SM11 Voltage: 12
B+: M6
Total length: 164.00
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)

114170 1368004 Voltage: 24

kW: 4.0

B+: M10

Total length: 340.00
Gear type: DD
Mount. holes: 2 (0)
A: 89.00

B: 48.20

114375 228000-9480 Voltage: 12
kW: 0.6
B+: M8
Total length: 181.50
Drive type: Steel
Gear type: DD
Mount. holes: 2 (2)
A: 70.00
B: 13.25

e

8

11

B

10

1416046 Voltage: 24

114446
kW: 5.4
B+: M10

10 Total length: 387.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 92.00

B: 47.50

114474 M8T60972, M8T60971,  Voltage: 24

M008T60972, 0-24000- KkW: 5.0

3041, 0-24000-3040 B+: M10
Total length: 287.00
Gear type: GR
Mount. holes: 2 (0)
A: 95.00
B: 45.00

)

8

11
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VARIOUS AGRICULTURE VEHICLES

O 114478 1363113
| .

114517 498149
114519 693552
114677 AZE2662, AZE2605,

11.131.527, 11.130.922

114696 M0T60481, 30L66-10600

114738 228000-6652, 228000-
6651, 228000-6650

m: 114739 228000-5750
9

NEW PRODUCT

WWW. hc-cargo.com

114748 128000-5590

10 NEW PRODUCT

www.hc-cargo.com

Voltage: 24

kw: 3.2

B+: M10

Gear type: GR
Mount. holes: 2 (0)
A: 82.50

B: 23.00

Voltage: 12

B+: 1/4” UNC

Total length: 169.00
Drive type: Plastic
Gear type: DD
Mount. holes: 2 (0)
B: 12.00

Voltage: 12

kW: 1.0

B+: 1/4” UNC

Total length: 182.00
Drive type: Steel
Gear type: DD
Mount. holes: 2 (0)
B: 13.00

Voltage: 12

kw: 2.0

B+: M8

Total length: 232.00
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)
A: 82.50

B: 40.50

Voltage: 12

kw: 1.2

B+: M8

Total length: 207.00
Gear type: GR
Mount. holes: 2 (2)
Not Insulated return
A: 77.00

B: 16.00

Voltage: 12

kw: 1.4

B+: M8

Total length: 218.00
Gear type: GR
Mount. holes: 2 (0)
Not Insulated return
A: 88.80

B: 48.00

Voltage: 12

kw: 0.8

B+: M8

Total length: 202.00
Gear type: GR
Mount. holes: 2 (0)
A: 95.00

B: 20.00

Voltage: 12

kw: 1.4

B+: M8

15a: M4

Total length: 189.00
Gear type: GR
Mount. holes: 2 (0)
Not Insulated return
A: 89.00

B: 20.00
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RIOUS AGRICULTURE VEHICLES

VA

NEW PRODUCT

www.hc-cargo.com

)

&
&
&

)

10

NEW PRODUCT

Www.hc-cargo.com

NEW PRODUCT

www.hc-cargo.com

NEW PRODUCT

Www.hc-cargo.com

NEW PRODUCT

www.hc-cargo.com

NEW PRODUCT

www.hc-cargo.com

NEW PRODUCT

www.hc-cargo.com

NEW PRODUCT

www.hc-cargo.com

114824

114891

115324

115329

115388

115391*

115392*

115393

AZFA571, AZF4292,

11.132.083, 11.131.254

428000-1591, 428000-
1590

0001366010

0001107046,
0001107040, AZE2649,
11.131.299

6502540MO30SM

77FB10300GB,

77FB10300GA, AZF4146,

11.131.573

AZF4147, 11.131.574

AZF4148, 11.131.575

Voltage: 24

kW: 4.0

B+: M10

Total length: 320.50
Gear type: GR
Mount. holes: 3 (0)
A: 88.90

B: 47.00

Voltage: 12

kW: 1.1

B+: M8

Total length: 211.50
Gear type: GR
Mount. holes: 2 (0)
A: 80.00

B: 20.00

Voltage: 12

kW: 1.9

B+: M10

Total length: 292.00
Gear type: DD
Mount. holes: 2 (0)
A: 82.50

B: 21.00

Voltage: 12

kW: 1.2

B+: M8

Total length: 212.00
Gear type: GR
Mount. holes: 2 (0)
A: 76.20

B: 16.00

Voltage: 12

B+: 1/4” UNC

Gear type: PMDD
Mount. holes: 2 (0)
Not Insulated return
B: 40.00

Voltage: 12

kW: 4.0

Gear type: GR
Mount. holes: 3 (0)

Voltage: 12

kW: 4.0

Gear type: GR
Mount. holes: 3 (0)

Voltage: 12

kW: 4.0

B+: M10

Total length: 321.00
Gear type: GR
Mount. holes: 3 (0)
Not Insulated return
A: 89.00

B: 29.50
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RIOUS AGRICULTURE VEHICLES

VA

€e)
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NEW PRODUCT

www.hc-cargo.com

NEW PRODUCT

www.hc-cargo.com

NEW PRODUCT

www.hc-cargo.com

NEW PRODUCT

WWW. hc-cargo. com

NEW PRODUCT

www.hc-cargo.com

NEW PRODUCT

www. hc-cargo.com

VOLVO BM

115406* 31200-ZF5A-L310,
31200-ZF5-L32

115428 0001354094,
0001354026

115469* 715208

115590 1510003

115591~ 694504

115592* 695479

800, 2600, SM 861, 2650, 2654,

SM 868

113482

AZJ3310, 11.130.881

0001367046, 0001367045, Voltage: 12
0001359089, 0001359087, kW: 3.0
0001359044, 0001359013, B+: M10

W

Voltage: 12

Voltage: 12

kw: 1.8

B+: M10

Total length: 323.00
Gear type: DD
Mount. holes: 2 (0)
A: 82.30

B: 20.60

Voltage: 12
Mount. holes: 2 (0)

Voltage: 24

kW: 9.0

B+: M12

B-: M12

Gear type: DD
Mount. holes: 0 (0)
Insulated return

A: 68.00

B: 37.50

Voltage: 12

Voltage: 12

Total length: 338.50
Drive type: Steel
Gear type: DD
Clutch type: Wet
Mount. holes: 3 (0)
A: 88.75

B: 47.00
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VOLVO BM

YANMAR

&)

11

@)

113850 A

110207 L

112132 WM

110537 T

111217 T

112674 WM

113680 YM

L 160

LM 621, LM 641, LM

841, LM 845

T350, T800, T810,

T814

T800, T810

YM1300, YM1500

YM1300

0001416059, AZK5467,
19024101

0001417035, 0001416070,
0001416007, 0001416005,
0001415013, 0001414019,
0001410046, 0001402057,

110207, S115A24-21,
2998008, 1327A601,
1327A600, R23.10,
6100000, 11.139.106,
9125240, 19024553,
19024013

0001368030,
0001360036,
0001360023, AZJ3277,
11.130.766

BNG4/12CR247,
BNG4/12CR215,

0001418012, 0001418001,
0001413006, 0001413002,
0001413001, 0001401066,

AZK5196, AZK5195,
AZK5168, AZK5106,
AZK5105, 11.139.037,

11.139.036, 11.139.008,

11.130.126, 19024562,
19024561, 19024000

BNG4/12CR222,

0001418004, 0001418003,
0001413010, 0001413007,
0001401068, 0001401052,

0001401028, AZK5511,
AZK5457, AZK5449,
AZK5192, AZK5112,

11.139.108, 11.139.098,

11.139.033, 11.130.142

19024566, 19024565

S114-230A, S114-203

S114-656A, S114-656

Voltage: 24

kw: 5.4

B+: M10

B-: M10

Total length: 387.00
Drive type: Steel
Gear type: DD
Clutch type: Dry
Mount. holes: 3 (0)
Not Insulated return
QOil sealed

A: 89.00

B: 48.00

Voltage: 24

kW: 5.4

B+: M10

B-: M10

Total length: 387.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 89.00

B: 47.00

Voltage: 24

kW: 4.0

B+: M10

Total length: 339.00
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
Oil sealed

A: 88.70

B: 47.00

Voltage: 12

kW: 3.6

B+: M10

B-: M10

Total length: 384.50
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)
A: 89.00

B: 47.00

Voltage: 12

kW: 3.0

B+: M10

B-: M10

Total length: 386.50
Drive type: Steel
Gear type: DD
Mount. holes: 3 (0)

MT38RA, MT38R, MT38M, A: 89.00

B: 48.00

HC-CARGO

Voltage: 12

kW: 1.3

B+: M8

Total length: 208.00
Drive type: Steel
Gear type: DD
Clutch type: Wet
Mount. holes: 2 (0)
A: 89.00

B: 24.00

Voltage: 12

kW: 0.9

B+: M8

Total length: 189.00
Drive type: Steel
Gear type: GR
Mount. holes: 2 (0)
A: 88.70

B: 16.00
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VARIOUS AGRICULTURE VEHICLES

114858 24MD22STWAZ, Voltage: 24
1040247, 1040127 kw: 2.0

\ Length: 193.00

114862 24MD22TWA, 104024 Voltage: 24
kW: 2.0
Length: 179.80

114863 24MD22TVR2, Voltage: 24
24MD22TVRL, kW: 2.0
24MD22TVR, 1500VB  Length: 181.66
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JOHN DEERE

110060 600, 700

HC-CARGO

110060 600

113145 Gator

601, 715, 725

Model

611

Various Models

0010300100,
0010300006,
0010300004,
0010300002, 19025600

Replacing
0010300100,
0010300006,
0010300004,
0010300002, 19025600

_ HC-CARGO

GSB107-06F, GSB107-
06E, GSB107-06

Voltage: 12
Ampere: 11
kW: 0.9

Pulley: w/o
Length: 236.50
Regulator: HC-
CARGO 235781.
Solenoid: HC-CARGO
133695.

Information

Voltage: 12
Ampere: 11
kw: 0.9

Pulley: w/o
Length: 236.50
Regulator: HC-
CARGO 235781.
Solenoid: HC-CARGO
133695.

Voltage: 12
Ampere: 15

kw: 0.75

Pulley: w/o
Length: 241.50
Not Insulated return
Regulator: HC-
CARGO 233625.
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ADDITIONAL SPECIFICATIONS

EL. SPECIFICATIONS DIMENSIONS

Replacing Briggs & Stratton

REGULATORS/RECTIFIERS
14 VOLT

234167% Regulator/Rectifier

-a?'-""\

=

234170 Regulator/Rectifier

Replacing: 493219

Dist. mount. holes:
66.35

Replacing: 691188, 491546
Amp: 9

AGRICULTURAL MACHINERY - Alternator parts
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EL. SPECIFICATIONS DIMENSIONS ADDITIONAL SPECIFICATIONS

REGULATORS
14 VOLT
130883 Regulator

130884 Regulator

Replacing: RB340, ncb132, nch130, 37573, 37572, 37570, 37563a, 37563, 37542, 37451,

37362, 37344

Amp: 22 Dist. mount. holes: Regulator type: Electronic
115.85

Replacing: nchb131, nch121, 37574a, 37574, 37568, 37543, 37529, 37342

Amp: 25 Dist. mount. holes:
113.60

AGRICULTURAL MACHINERY - Alternator parts
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Replacing Lucas



Replacing Remy (Delco)

EL. SPECIFICATIONS DIMENSIONS ADDITIONAL SPECIFICATIONS

REGULATORS

14 VOLT
Servicing: 10DN, 20DN

130505 Regulator Replacing: d663, d6353, d635, d634, d632, d631, 1119519, 1119515, 1119512, 1119507,
1119506
Voltage setting: Dist. mount. holes: Terminal type: F-S-B+-L
14.5 91.00 Regulator type: Electronic

92 AGRICULTURAL MACHINERY - Alternator parts
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EL. SPECIFICATIONS DIMENSIONS ADDITIONAL SPECIFICATIONS

REGULATORS
14 VOLT

Servicing: 0101302022, 0101302023, 0101302027, 0101302067, 0101302068,
0101302069, 0101302070, 0101302075, 0101302076, 0101302085

Replacing: 0190350079, 0190350069, 0190350059, 0190350054, 0190350039,
0190350038, 0190350005, 0190309038

130032 Regulator

Amp: 30 D+ type: Screw Terminal type: D+ - DF-B+
Watt: 360 Dist. mount. holes: Regulator type: Mechanical
125.00

Replacing: ncb136, ncb134, 37592, 37577, 37503, 37432

D+ type: Spade Terminal type: E-D-WL-F-B
Dist. mount. holes: Regulator type: Mechanical
119.00

Replacing: ncb114, ncb113, 37399, 37396, 37277, 37274, 37258, 37230, 37229, 37198,
37197

Dist. mount. holes:
94.00

Regulator type: Mechanical

130039 Regulator Replacing: ncb112, 37395, 37228
Amp: 9-12

Dist. mount. holes:
108.00

Regulator type: Mechanical

130040 Regulator Replacing: ncb119, 37407, 37403, 37397, 37388, 37327

D+ type: Spade Regulator type: Mechanical
Dist. mount. holes:
111.00

Replacing: nch120, ncb118, 37408, 37405, 37398, 37365

D+ type: Spade Regulator type: Mechanical
Dist. mount. holes:
96.50

Servicing: 0010300100, 0101209016, 0101209033, 0101209039, LJ/GEH90/12/1800F,
LJ/GEH90/12/2300R

Replacing: F026T02200, 9190215028, 9120215028, 0190350045, 0190350009,
0190309032, 0190215037, 0190215029, 11.125.078

235781 Regulator

Amp: 11 D+ type: Screw Regulator type: Electronic
Watt: 130 Dist. mount. holes:
95.00
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EL. SPECIFICATIONS DIMENSIONS ADDITIONAL SPECIFICATIONS

Servicing: 0101302004, 0101302035, 0101302038, 0101302039, 0101302044,
0101353005, 0101353037, 0101354023, 0101355016, 0101355042

235782 Regulator Replacing: F026T02201, 0190350046, 0190309015, 0190309012, 0190309003,
0190215036, 0190215031, 0190215030
Amp: 16 D+ type: Screw Regulator type: Electronic
Watt: 192 Dist. mount. holes:
95.00

Servicing: 0101206009, 0101206011, 0101206012, 0101206043, 0101207005, L1/
35783 GEG160/12/2500
Regulator Replacing: F026T02202, 9190083000, 9190082001, 0190309037, 0190309029,
0190309028, 0190309016, 0190309004
Amp: 20 D+ type: Screw
Watt: 240 Dist. mount. holes:
95.00

Regulator type: Electronic

Replacing: F026T02203, 0190350055, 0190350013, 0190350007, 0190350006,
0190309018, 0190215034

Amp: 25 Dist. mount. holes:
Watt: 300 95.00

Regulator type: Electronic

Servicing: 0101302067, 0101302068, 0101302069, 0101302070, 0101302075,
0101302076, 0101302085, 0101302086, 0101302089, 0101302090

Replacing: F026T02204, 0190350068

Amp: 30 Dist. mount. holes:
Watt: 360 94.00

Regulator type: Electronic

Servicing: 0101206063, 0101206064, 0101206116, 0101206117, 0101302074,
0101302083, 0101302107, 0101302108, 0101356005, 0101356013

235786 Regulator Replacing: F026T02205, 0190350063, 0190350041, 0190350040, 0190350034,
0190350015, 0190309040, 0190309020
Amp: 38 D+ type: Screw Regulator type: Electronic
Watt: 456 Dist. mount. holes:
95.00

3=

28 VOLT

Servicing: 0101402060, 0101402061, 0101402062, 0101402065, 0101402088,
0101402089, 0101402099, LJ/GK300/24/1300A

Replacing: 0190118005, 0190117009, 0190117004, 0190103008, 0190103002,
0190101012, 0190101011, 0190101007, 11.125.071

Amp: 19 D+ type: Screw Terminal type: D+ - DF-B+
Watt: 450 Dist. mount. holes: Regulator type: Mechanical
125.00
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DIMENSIONS ADDITIONAL SPECIFICATIONS

EL. SPECIFICATIONS

REGULATORS

14 VOLT
Servicing: 0010300100, 0101209016, 0101209033, 0101209039, LJ/GEH90/12/1800F,

o LJ/GEH90/12/2300R

Regulator Replacing: F026T02200, 9190215028, 9120215028, 0190350045, 0190350009,
0190309032, 0190215037, 0190215029, 11.125.078

D+ type: Screw Regulator type: Electronic

Dist. mount. holes:

95.00

Amp: 11
Watt: 130

Replacing: F026T02203, 0190350055, 0190350013, 0190350007, 0190350006,

235784 Regulator
0190309018, 0190215034
Amp: 25 Dist. mount. holes:

Watt: 300 95.00

Regulator type: Electronic

Servicing: 0101302067, 0101302068, 0101302069, 0101302070, 0101302075,
235785 Regulator 0101302076, 0101302085, 0101302086, 0101302089, 0101302090
Replacing: F026T02204, 0190350068
Amp: 30 Dist. mount. holes:
Watt: 360 94.00

Regulator type: Electronic
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EL. SPECIFICATIONS DIMENSIONS ADDITIONAL SPECIFICATIONS

Replacing Briggs & Stratton

DRIVES
137278 Drive Kit

Gear: HC-CARGO 139395.

Gear: HC-CARGO 139395.

139418 Drive Kit

Gear: HC-CARGO 139395.

DRIVE PARTS
PINION
139395 Pinion

Servicing: 390838, 391178, 392749, 393499, 394807, 394943
Replacing: 391461

No./ teeth: 16

Servicing: 394808, 396306, 399169, 490420, 494148, 494198, 494990, 495100, 498148
Replacing: 696539, 495877, 490467, 393254

ID 16.20, OD: 40.00 No./ teeth: 16
Total length: 11.55 Splines A: 3

Servicing: 394805, 394808, 396306, 399169, 399928, 490420, 494148, 494198, 494990,
495100, 498148
Replacing: 696540, 495878, 490771, 490421, 396865, 3886

Servicing: 490753, 495104

Replacing: 491836
OD: 40.00 No./ teeth: 16
Total length: 19.50

Servicing: 497401, 497594, 497595, 497596, 499521, 693054
Replacing: 497606

OD: 41.00 No./ teeth: 16
Total length: 11.50

Servicing: 390838, 394805, 399928, 491334, 495102, 497596, 498148
Replacing: 693059, 4114, 280104

ID 20.50, OD: 41.00 No./ teeth: 16
Height: 11.50 Splines: 2
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EL. SPECIFICATIONS DIMENSIONS

234466 Pinion Replacing: all caps

ID 15.90,
OD: 40.60/1.60"
Height: 19.80/0.78"

N Servicing: 693551, 693552, 695479
Pinion Replacing: 693713

ID 16.20, OD: 40.85
Total length: 13.80

CLUTCHES

Servicing: 393499, 394805, 394807, 394808, 394943, 396306, 399169, 399928, 490420,

ADDITIONAL SPECIFICATIONS

No./ teeth: 16
Splines: 2

No./ teeth: 14
Rotation: ACR
Splines A: 2

234211 Clutch 491308, 494148, 494198, 494990, 495100, 497401

Replacing: 692024, 398003, 391135

Replacing Briggs & Stratton
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EL. SPECIFICATIONS

DIMENSIONS ADDITIONAL SPECIFICATIONS

DRIVES

DRIVE PARTS

PINION
234121* pinion

Replacing Tecumseh

234122% Pinion

Servicing: 33835
Replacing: 33844

ID 10.25, OD: 32.00 No./ teeth: 11
Height: 31.00

Servicing: 34934, 35707, 35709, 36086, 36123

Replacing: 34949a

ID 9.70, OD: 26.90 No./ teeth: 9
Height: 20.30
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EL. SPECIFICATIONS DIMENSIONS ADDITIONAL SPECIFICATIONS

DRIVES

135400 Drive

Bronze.

135401 Drive

Bronze.

135402 Drive

Bronze.

Bronze.

135404 Drive

135406 Drive

Bronze.

Servicing: 0139940m030sm, 0228940mo30sm, 0246540mo30sm, 0246640MO30SM,
0319940m030sm, 0996340mo30sm, 1065221mo30sm, 1097028m030sm

Replacing: DV70175, dv18019, 7017540DV30SM, 7017540, 1801940dv30sm, 1801940

ID 12.85, OD: 31.75 No./ teeth: 10
Total length: 36.75 Rotation: ACR
Splines A: 6

Servicing: 0255640-mo30sm, 4411940-m030sm, sm02556, sm44119, SM48510
Replacing: dv16375, 1637540dv30sm

ID 12.85, OD: 43.00 No./ teeth: 11
OD/ housing: 41.30 Rotation: ACR
Total length: 36.40 Splines A: 6

Servicing: 0814240M030SM, 4820440M030SM, 4820540MO30SM, 4886540mo30sm,
5275640M030SM, 5672740MO30SM, sm08142, sm14916, sm17183

Replacing: dv70104, dv47871, dv08154, 7010440dv30sm, 4787140dv30sm,
0815440dv30sm

ID 12.15, OD: 27.00 No./ teeth: 8
Total length: 35.65 Rotation: ACR
Splines A: 6

Servicing: 0996140mo30sm, sm09961, smh12b31, SMH12B37
Replacing: dv02557, 0255740dv30sm

ID 12.15, OD: 29.00 No./ teeth: 9
OD/ housing: 41.75 Rotation: ACR
Total length: 35.00 Splines A: 6

Servicing: 1122940-m030sm, 1574440M030SM, 1574540mo30sm, 1799640MO30SM,
5059240MO30SM, 5071240M030SM, SM002610, sm02610, sm10629

Replacing: dv20346, 2034640dv30sm

ID 13.00, OD: 36.55 No./ teeth: 9
OD/ housing: 41.80 Rotation: ACR
Total length: 35.50 Splines A: 6

Servicing: 4412040M030SM, 5273440M030SM, sm44120
Replacing: dv44192, 4419240dv30sm

ID 12.85, OD: 29.00 No./ teeth: 9
OD/ housing: 41.75 Rotation: ACR
Total length: 36.85 Splines A: 6
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135408 Drive

Bronze.

135409 Drive

Replacing United Technologles

135410 Drive

Bronze.

135411% Drive

Bronze.

DRIVE PARTS

PINION
139395 Pinion

EL. SPECIFICATIONS DIMENSIONS ADDITIONAL SPECIFICATIONS

Servicing: 1819040-mo30sm, 1819040mo30sm, 1819140M030SM, 2134940-M030SM,
2134940M030SM, 5213140-m030sm, 5213140MO30SM

Replacing: dv18200, 1820040dv30sm

ID 12.15, OD: 29.00 No./ teeth: 9
OD/ housing: 41.50 Rotation: ACR
Total length: 36.55 Splines A: 6

Servicing: 0599440-m030sm, 0599540mo30sm, 1570140mo30sm, 1635340-m030sm,
4733040mo30sm, 5129640mo30sm, 5665740MO30SM
Replacing: dv551067as, dv551067a, dv551067, dv47338, 5695KT30SM, 5695340KT30SM,
4733840dv30sm
ID 10.45, OD: 32.25 No./ teeth: 10
Total length: 28.00 Rotation: ACR
Splines A: 7

Servicing: smh12a102, smh12a201, smh12a202, SMH13A102, SMH13A201, SMH13A202,
SMH13A62

Replacing: dv551092as, dv551092a

ID 10.50, OD: 32.20 No./ teeth: 10
OD/ housing: 41.75 Rotation: ACR
Total length: 30.00 Splines A: 4

Servicing: smh12all
Replacing: dv551068a

ID 10.50, OD: 38.75 No./ teeth: 18
OD/ housing: 41.20 Splines A: 7
Total length: 30.85

Servicing: 6013840Mo30SM, 6019440mo30sm
Replacing: 6024140ge30sm

OD: 40.00
Total length: 19.50

No./ teeth: 16

Replacing: 280104

ID 20.50, OD: 41.00 No./ teeth: 16
Height: 11.50 Splines: 2
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EL. SPECIFICATIONS

DIMENSIONS

ADDITIONAL SPECIFICATIONS

SOLENOIDS

12 VOLT

231525 solenoid
Insulated return.

Voltage: 12
Amp: 80

o>

231526 Solenoid

Relay w/ 1/4" B+: HC-CARGO 234070.
Voltage: 12
Amp: 80

\ 1

Voltage: 12
Amp: 80

(no)

g

234070 solenoid
Relay w/ 5/16" B+: HC-CARGO 231526.

Q

234071 Solenoid

Voltage: 12

Voltage: 12
Amp: 80

234072 solenoid

Insulated return.

Voltage: 12

‘ Amp: 80

Replacing: all caps

Replacing: all caps

Replacing: all caps

Replacing: all caps

Replacing: all caps

Replacing: all caps

B+: 1/4"-20
Height/B+: 18.00
KI. 15a: 10-24 UNC
KI. 50: 10-24 UNC
Total length: 66.45
Coil bolt: 1/4"-20
Coil bolt 2: 18.00

B+: 5/16-24
Height/B+: 9.50

KI. 50: M4

Width/ kI. 50: 10.20
OD: 55.85

Total length: 55.15
Coil bolt: 5/16"-24
Coil bolt 2: 9.50

B+: 5/16-24
Height/B+: 11.55
KI. 15a: M5

Width/ kl. 15a: 7.00
KI. 50: M5

Width/ kl. 50: 6.90
OD: 54.20

Total length: 77.65
Coil bolt: 5/16"-24
Coil bolt 2: 11.45

B+: 1/4"-20
Height/B+: 17.00
KI. 50: M5

Width/ kl. 50: 15.95
Total length: 66.40
Coil bolt: 1/4"-20
Coil bolt 2: 17.00

B+: 5/16-24
Height/B+: 16.70
KI. 50: 6.30

Width/ kl. 50: 11.15
Total length: 64.25
Coil bolt: 5/16"-24
Coil bolt 2: 16.70

B+: 5/16-24
Height/B+: 16.90

Kl. 15a: M5

Width/ kl. 15a: 15.30
KI. 50: M5

Width/ kl. 50: 15.30
Total length: 66.50
Coil bolt: 5/16"-24
Coil bolt 2: 16.90

No./ terminal: 4

No./ terminal: 3

No./ terminal: 4

No./ terminal: 3

No./ terminal: 3

No./ terminal: 4
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Universal Parts

EL. SPECIFICATIONS DIMENSIONS ADDITIONAL SPECIFICATIONS

234073 solenoid Replacing: all caps
Voltage: 12 B+: 1/4"-20 No./ terminal: 3
Amp: 80 Height/B+: 16.85
KI. 15a: 10-24 UNC
KI. 50: M5

Width/ kl. 50: 16.25
Total length: 64.15
Coil bolt: 1/4"-20
Coil bolt 2: 16.85
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CASE

240821 900 Series, 1000 956 (XL), 1056, 3405689R2, Voltage: 12
Series, XL Various Models 4437339, SD508- Grooves: 2
9026, SD508-9268, Oil type: PAG 100

SD7H15-4434, SD508- Oil capacity: 200 ml.
9263,SD7H15-4434 Refrigerant: R134a
A: 132.00
B1: 39.00
B2: 39.00
C: 225.00

240389 1000 Series, 5000 1056, 5120 194121A1,199755C2, \Voltage: 12
Series (Maxxum), 5130 1999755C3, 86993462, Grooves: 2

(Maxxum) SD7h15-4609, Oil type: PAG 100

SD7H15-U4609 Oil capacity: 285 ml.

Refrigerant: R134a
A: 153.00
B1: 39.50
B2: 36.50
C: 232.50

240341 Various Models 84018077, 89831429, Voltage: 12
84018078, SD7H15- Grooves: 2
7862, SD7H15-8023,  Oil type: PAG 46
SD7H15-8181, Oil capacity: 135 ml.
SD7H15-8227, 4437339 Refrigerant: R134a
A: 132.00
B1: 39.50
B2: 38.00
C: 236.50

240391 Various Models 3129547, SD7H15-8035 Voltage: 12
Grooves: 10
Oil type: PAG 46
Oil capacity: 180 ml.
Refrigerant: R134a

A: 125.00
B1: 50.50
B2: 34.00
C: 213.50
241081* Various Models 317008A3, 504078610, Voltage: 12
86993463, SD7H15- Grooves: 8
4768 Oil type: PAG 46
Oil capacity: 285 ml.
NEW PRODUCT Refrigerant: R134a
www. hc-cargo.com A: 152.00
B1: 65.00
B2: 40.00
C: 240.00
241085 Various Models 1343925C1,
1977958C1,
1977959C1,
NEW PRODUCT 700712705, 97204C1,
Www_hc-cargo_com 97273C2, SD508-9588
241088 Various Models 84448669, SD7H15- Voltage: 12
8173 Grooves: 4
Oil type: PAG 46
Oil capacity: 135 ml.
Refrigerant: R134a
A: 119.00
B1: 38.00
B2: 27.00
C: 230.00
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CASE

CLAAS

DEUTZ-FAHR

241089 Various Models

240818 XL

240413 Various Models

240341 Agrotron

240794 Agrotron

Various Models

Various Models

Various Models

322333200, 5176185,

05811103, 3405689C3,

SD5H14-6631

SD7H15-4434, SD508-
9268, SD508-9263

e cavco

240402 Various Models

SD7H15-7975,
SD7H15-7975B,
6259932, 6259940

SD5H14-6651,
6258771, 6258790

_ HC-CARGO

84018077, 89831429,
84018078, SD7H15-
7862, SD7H15-8023,
SD7H15-8181,
SD7H15-8227, 4437339

44437338, 1136524,
1136585, SD7H15-8091

Voltage: 12

Grooves: 2

Oil type: PAG 100
Oil capacity: 175 ml.
Refrigerant: R134a
A: 132.00

B1: 39.50

B2: 38.00

C: 223.00

Voltage: 12

Grooves: 2

Oil type: PAG 100
Oil capacity: 200 ml.
Refrigerant: R134a
A: 132.00

B1: 39.00

B2: 39.50

C: 226.00

Voltage: 12
Grooves: 2

Oil type: PAG 100
Oil capacity: 300 ml.
Refrigerant: R134a
A: 152.00

B1: 39.50

B2: 38.00

C: 218.00

Voltage: 12

Grooves: 2

Oil type: PAG 46

Oil capacity: 180 ml.
Refrigerant: R134a
A: 152.00

B1: 38.00

B2: 37.00

C: 206.00

Voltage: 12
Grooves: 2

Oil type: PAG 46

Oil capacity: 135 ml.
Refrigerant: R134a
A: 132.00

B1: 39.50

B2: 38.00

C: 236.50

Voltage: 12

Grooves: 2

Oil type: PAG 46

Oil capacity: 210 ml.
Refrigerant: R134a
A: 150.00

B1: 43.50

B2: 38.00

C: 228.00
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240347 Various Models SD508-9285, SD510- Voltage: 12
9103, SD7H15-7825,  Grooves: 2
SD7H5-8062, 4363723 Oil type: PAG 46
Oil capacity: 207 ml.
Refrigerant: R134a

A: 132.00
B1: 40.00
B2: 37.50
C: 232.00
241082* Various Models 241082 4363723,
SD508-8387
NEW PRODUCT
www. hc-cargo.com
241083 Various Models SD7H15-8104, 4647,  Voltage: 12

4664, 4774200, 7825, Grooves: 2
8104, 8220, 123-04998 Oil type: PAG 46

NEW PRODUCT Oil capacity: 135 ml.

Refrigerant: R134a
www. hc-cargo.com A: 132.00

B1: 38.00

B2: 39.50

C: 210.00

JCB

HC-CARGO Model Replacing Information

241083 Various Models SD7H15-8104, 4647, Voltage: 12
4664, 4774200, 7825, Grooves: 2
8104, 8220, 123-04998 Oil type: PAG 46

NEW PRODUCT Oil capacity: 135 ml.

Refrigerant: R134a
www. hc-cargo.com A: 132.00

B1: 38.00

B2: 39.50

C: 210.00

JOHN DEERE

HC-CARGO Model Replacing Information

240552 2000 Series 2054, 2056, 2058 447100-2994, AZ44541 Voltage: 12
Grooves: 2
Oil type: PAG 46
Oil capacity: 180 ml.
Refrigerant: R134a
A: 131.50
B1: 44.00
B2: 29.50
C: 201.50

240553 6000 Series 6110, 6200 447100-2320, 447100- Voltage: 12
2321, 447100-2322, Grooves: 8
447100-2324, Oil type: PAG 46
AL155836, AL78779,  Oil capacity: 180 ml.
TY6769 Refrigerant: R134a
A: 120.00
B1: 52.00
B2: 27.00
C: 204.00

240559 7000 Series 7800, 7810 447100-2381, 447100- Voltage: 12
2382, 447100-2383, Grooves: 8
447100-2384, 447100- Oil type: PAG 46
2385, 447100-2400, Oil capacity: 230 ml.
447100-2401, 447200- Refrigerant: R134a

5033, RE46609, A: 140.00
TY24304, TY6764 B1: 62.50
B2: 38.50
C: 219.50
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MASSEY FERGUSON

Various Models

240347 Combines

241087 MF 3000, Various Various Models
Models

NEW PRODUCT

www. hc-cargo.com

240428 MF 4000 4225, 4235, 4240

Various Models

240346 MF 6000, MF
7000

241086 Various Models

241093 Various Models

241094 Various Models

NEW PRODUCT

www. hc-cargo.com

SD508-9285, SD510-
9103, SD7H15-7825,
SD7H5-8062, 4363723

3386861M1, SD510-
9149

SD7H15-7952, SD7H15-
8056, SD7H15-8088,
3157920, 3712528M2,
3779466M1,
3782613M2

82002069, 8201615,
SD7H15-7890, SD7H15-
8028, SD7H15-8230

4281803MI, SD7H15-
8244

1690711M1, SD510-
9120

1103234, 3550921M91,
4234471M1, SD7H15-
8019

Voltage: 12
Grooves: 2

Oil type: PAG 46

Oil capacity: 207 ml.
Refrigerant: R134a
A: 132.00

B1: 40.00

B2: 37.50

C: 232.00

Voltage: 12

Grooves: 2

Qil type: PAG 46

Oil capacity: 190 ml.
Refrigerant: R134a
A: 140.00

B1: 38.00

B2: 36.00

C: 225.00

Voltage: 12

Grooves: 8

Oil type: PAG 46

Oil capacity: 190 ml.
Refrigerant: R134a
A: 119.00

B1: 50.00

B2: 39.50

C: 209.00

Voltage: 12

Grooves: 6

Qil type: PAG 46

Oil capacity: 190 ml.
Refrigerant: R134a
A: 119.00

B1: 56.50

B2: 38.50

C: 223.00

Voltage: 12
Grooves: 2

Qil type: PAG 100
Oil capacity: 240 ml.
Refrigerant: R134a
A: 132.00

B1: 39.50

B2: 38.50

C: 247.00

Voltage: 12

Grooves: 2

Oil type: PAG 46

Oil capacity: 240 ml.
Refrigerant: R134a
A: 132.00

B1: 38.50

B2: 39.50

C: 232.00
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MASSEY FERGUSON

NEW PRODUCT

WWW. hc—cargo .com

NEW HOLLAND

_ HC-CARGO

241099 Various Models

240393 140, 4000

140-90, 4635,
4835

SD510-5738,
1688310M2

51655490, 47132887,
SD7H15-7929

240434 5600, 6600, 7000 5640, 6640, 7740 87802912, SD7TH15-

240804 8000

240432 8000, M, T™M

240406 CX700

240818 TX, Various
Models

8000 Series

8000 Series,
M SERIES, TM
SERIES

720, 740, 760

TX34

8148

89824775, SD7H15-
4637, SD7H15-U4637

820161581, SD7H15-
8100

84058795, SD7H15-
8143

SD508-9263, SD508-
9268, SD7H15-4434

Voltage: 12

Grooves: 2

Oil type: PAG 100
Oil capacity: 200 ml.
Refrigerant: R134a
A: 132.00

B1: 39.50

B2: 38.00

C: 204.00

Voltage: 12
Grooves: 2

Oil type: PAG 100
Oil capacity: 180 ml.
Refrigerant: R134a
A: 132.00

B1: 40.00

B2: 38.00

C: 209.00

Voltage: 12

Grooves: 4

Oil type: PAG 46

Oil capacity: 200 ml.
Refrigerant: R134a
A: 112.00

B1: 44.50

B2: 34.00

C: 231.00

Voltage: 12

Grooves: 8

Oil type: PAG 100
Oil capacity: 270 ml.
Refrigerant: R134a
A: 133.00

B1: 46.50

B2: 35.00

C: 261.50

Voltage: 12

Grooves: 8

Oil type: PAG 46

Oil capacity: 200 ml.
Refrigerant: R134a
A: 119.00

B1: 50.00

B2: 39.50

C: 218.00

Voltage: 12

Grooves: 8

Oil type: PAG 46

Oil capacity: 135 ml.
Refrigerant: R134a
A: 119.00

B1: 50.00

B2: 39.50

C: 230.50

Voltage: 12

Grooves: 2

Oil type: PAG 100
Oil capacity: 200 ml.
Refrigerant: R134a
A: 132.00

B1: 39.00

B2: 39.50

C: 226.00
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NEW HOLLAND

240391 Various Models 3129547, SD7H15-8035 Voltage: 12
Grooves: 10
Oil type: PAG 46
Oil capacity: 180 ml.
Refrigerant: R134a
A: 125.00
B1: 50.50
B2: 34.00
C: 213.50

241081* Various Models 317008A3, 504078610, Voltage: 12
86993463, SD7H15- Grooves: 8
4768 Qil type: PAG 46

NEW PRODUCT Oil capacity: 285 ml.

Refrigerant: R134a
www.hc-cargo.com A: 152.00

B1: 65.00
B2: 40.00
C: 240.00

VARIOUS AGRICULTURE VEHICLES
. R T

240334 SD7H13-7312 Voltage: 12
Grooves: 2
Qil type: PAG 100
Oil capacity: 135 ml.
Refrigerant: R134a
A: 125.00
B1: 44.00
B2: 40.50
C: 196.00

240337 SD7H15-7822 Voltage: 12
Grooves: 8
Oil type: PAG 46
Oil capacity: 180 ml.
Refrigerant: R134a
A: 119.00
B1: 46.50
B2: 36.00
C: 232.00

240345 SD7H15-8027, SD7H15- Voltage: 12
7889, SD7H15-4712 Grooves: 8
Oil type: PAG 46
Oil capacity: 135 ml.
Refrigerant: R134a
A: 119.00
B1: 50.00
B2: 39.00
C: 235.50

240395 SD7H15-4813, 178- Voltage: 12
9570, 1789570 Grooves: 8
Oil type: PAG 100
Oil capacity: 300 ml.
Refrigerant: R134a
A: 133.00
B1: 61.50
B2: 37.00
C: 258.00

240423 SD7H15-4664 Voltage: 12
Grooves: 2
Oil type: PAG 46
Oil capacity: 190 ml.
Refrigerant: R134a
A: 132.00
B1: 39.50
B2: 38.00
C: 204.00
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VARIOUS AGRICULTURE VEHICLES

240619

240745

240814

240815

241082*

NEW PRODUCT

www. hc-cargo.com

241084

241085

NEW PRODUCT

WWW. hc—cargo .com

SD508-9040, SD5H14-
4525, SDH14-4529,
SD5H14-6642

SD5H14-6623, 4363723

SD7H15-4864

SD7H15-7865, SD7H15-
8026, SD7H15-8229

4363723, SD508-8387

15082727, 11412631,
SD7H15-8044,
SD7H15-8176

1343925C1,
1977958C1,
1977959C1,
700712705, 97204C1,
97273C2, SD508-9588

Information

Voltage: 12

Grooves: 2

Oil type: PAG 100
Oil capacity: 175 ml.
Refrigerant: R134a
A: 132.00

B1: 39.50

B2: 38.00

C: 207.50

Voltage: 24

Grooves: 2

Oil type: PAG 100
Oil capacity: 200 ml.
Refrigerant: R134a
A: 152.50

B1: 39.50

B2: 36.50

C: 206.50

Voltage: 12

Grooves: 8

Oil type: PAG 100
Oil capacity: 200 ml.
Refrigerant: R134a
A: 119.00

B1l: 48.40

B2: 36.00

C: 225.00

Voltage: 12

Grooves: 6

Oil type: PAG 100
Oil capacity: 200 ml.
Refrigerant: R134a
A: 119.00

B1: 46.50

B2: 36.00

C: 225.00

Voltage: 24

Grooves: 8

Oil type: PAG 46

Oil capacity: 200 ml.
Refrigerant: R134a
A: 132.00

B1: 56.50

B2: 31.50

C: 225.00
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VARIOUS AGRICULTURE VEHICLES

3 : A 0 241088
241089
241095
241096
NEW PRODUCT
www.hc-cargo.com
241097*
NEW PRODUCT
www.hc-cargo.com
241098
241112*
NEW PRODUCT
www.hc-cargo.com
241158*
NEW PRODUCT
www. hc-cargo.com

84448669, SD7H15-
8173

322333200, 5176185,
05811103, 3405689C3,
SD5H14-6631

500388059, SD7H15-
8133

504020809,
85825969, SD7H15-
8174

87519620, 87519620,
SD7H15-8279

81866263, SD510-5790

SD7H15-6092

SD7H15-7871

Information

Voltage: 12

Grooves: 4

Oil type: PAG 46

Oil capacity: 135 ml.
Refrigerant: R134a
A: 119.00

B1: 38.00

B2: 27.00

C: 230.00

Voltage: 12

Grooves: 2

Oil type: PAG 100
Oil capacity: 175 ml.
Refrigerant: R134a
A: 132.00

B1: 39.50

B2: 38.00

C: 223.00

Voltage: 24

Grooves: 1

Oil type: PAG 46

Oil capacity: 200 ml.
Refrigerant: R134a
A: 135.00

B1: 49.50

B2: 49.50

C: 230.00

Voltage: 12

Grooves: 1

Oil type: PAG 46

Oil capacity: 200 ML.
Refrigerant: R134a
A: 135.00

B1: 49.50

B2: 49.50

C: 225.00

Voltage: 12

Grooves: 4

Oil type: PAG 46

Oil capacity: 190 ml.
Refrigerant: R134a
A: 112.00

B1: 55.00

B2: 44.50

C: 232.00

Voltage: 12

Grooves: 6

Oil type: PAG 46

Oil capacity: 240 ml.
Refrigerant: R134a
A: 125.00

B1: 46.00

B2: 43.00

C: 240.00

Voltage: 12

Grooves: 4

Oil type: PAG 46

Oil capacity: 190 ml.
Refrigerant: R134a
A: 112.00

B1: 54.50

B2: 44.00

C: 218.00
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EL. SPECIFICATIONS

DIMENSIONS

ADDITIONAL SPECIFICATIONS

WARNING LIGHTS
ROTATING BEACONS

170295 Rotating Beacon

CONVENTIONAL

170296 Rotating Beacon

Bulb incl.: Yes
Voltage: 12

oz Bulb incl.: Yes

170435 Rotating Beacon

170436 Rotating Beacon
Lens: HC-CARGO 170308. Motor: HC-C

170437 Rotating Beacon
Lens: HC-CARGO 170308. Motor: HC-C

MAX 2000 MIN 500

170438 Rotating Beacon
Lens: HC-CARGO 170308. Motor: HC-C

MAX 2000 MIN 500

—3 Bulb incl.: Yes

Voltage: 24

Lens: HC-CARGO 170308. Motor: HC-CARGO 170505.
o6 Bulb incl.: Yes

Voltage: 12

ARGO 170506.

Voltage: 24

ARGO 170505. Coil cable: lenght 2 m.

Bulb incl.: Yes
Voltage: 12

2136

ARGO 170505. Coil cable: lenght 2 m.

2136 Bulb incl.: Yes
Voltage: 24

Lens: HC-CARGO 170308. Motor: HC-CARGO 170505. Plastic base plate: HC-CARGO 170309.

OD: 136 mm
Height: 250 mm
Width: 135.5 mm

Lens: HC-CARGO 170308. Motor: HC-CARGO 170506. Plastic base plate: HC-CARGO 170309.

OD: 136 mm
Height: 250 mm
Width: 135.5 mm

OD: 160 mm
Height: 220 mm

OD: 160 mm
Height: 220 mm

OD: 177 mm
Height: 236 mm

OD: 177 mm
Height: 236 mm

Bulb type: H1

Lens type: PMMA/ACRYL
Colour: Orange

Model: AEB TYPE 590
Mount.: Standard ISO A - Rod
E-approval: Yes

Bulb type: H1

Lens type: PMMA/ACRYL
Colour: Orange

Model: AEB TYPE 590
Mount.: Standard ISO A - Rod
E-approval: Yes

Bulb type: H1

Lens type: PMMA/ACRYL

Colour: Orange

Model: AEB TYPE 595

Mount.: Standard ISO B2 (and B1) - Base
E-approval: Yes

Bulb type: H1

Lens type: Amber dome

Colour: Orange

Model: AEB TYPE 595

Mount.: Standard ISO B2 (and B1) - Base
E-approval: Yes

Bulb type: H1

Lens type: PMMA/ACRYL
Colour: Orange

Model: AEB TYPE 595 M
Mount.: 3 magnets
Base: Magnetic

Coiled cable incl.: Yes
E-approval: Yes

Bulb type: H1

Lens type: PMMA/ACRYL
Colour: Orange

Model: AEB TYPE 595 M
Mount.: 3 magnets
Base: Magnetic

Coiled cable incl.: Yes
E-approval: Yes
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EL. SPECIFICATIONS

DIMENSIONS

ADDITIONAL SPECIFICATIONS

170490 Rotating Beacon

170541 Rotating Beacon
Lens: HC-CARGO 170543.

Lens: HC-CARGO 170492.

170491 Rotating Beacon
Lens: HC-CARGO 170492.

170540 Rotating Beacon
Lens: HC-CARGO 170543.

170551 Rotating Beacon

|
¢ 9|
|

170598 Rotating Beacon
Lens: HC-CARGO 170691.

C

(D

224

@135

@110

Bulb incl.: No
Voltage: 12/24

OD: 145 mm
Height: 193 mm
Width: 145 mm

Bulb incl.: No
Voltage: 12/24

Height: 250 mm

OD: 152 mm
Height: 240 mm
Width: 150 mm

Bulb incl.: Yes
Voltage: 12

OD: 152 mm
Height: 240 mm
Width: 152 mm

Bulb incl.: Yes
Voltage: 24

OD: 135 mm
Height: 265 mm
Width: 135 mm

Bulb incl.: Yes
Voltage: 12

Bulb incl.: No OD: 127 mm

Voltage: 12/24 Height: 200 mm

200

Bulb type: H1

Lens type: PMMA/ACRYL

Colour: Orange

Model: TYPE FT 6

Mount.: Standard ISO B2 (and B1) - Base
Tightness norm: IP 55

E-approval: Yes

Bulb type: H1

Lens type: PMMA/ACRYL

Colour: Orange

Model: TYPE FT 6

Mount.: Standard ISO-DIN A or B fixing
Base: Rigid

Tightness norm: IP 55

E-approval: Yes

Bulb type: H1

Lens type: Polycarbonate
Colour: Orange

Model: Boule

Mount.: Standard ISO A - Rod
Base: Flexible

Hi impact: Yes

Waterproof: Yes

Tightness norm: IP 66
E-approval: Yes

Bulb type: H1

Lens type: Polycarbonate
Colour: Orange

Model: Boule

Mount.: Rod (ISO-DIN A)
Base: Flexible

Hi impact: Yes

Tightness norm: IP 66
E-approval: Yes

Bulb type: H1

Lens type: Polycarbonate
Colour: Orange

Model: TYPE GF 8.8 FLX
Mount.: Standard ISO A - Rod
Base: Flexible

Hi impact: Yes

Tightness norm: [P 54
E-approval: Yes

Bulb type: H1

Lens type: PMMA/ACRYL
Colour: Orange

Model: AEB TYPE 525
Mount.: Single bolt
E-approval: Yes
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EL. SPECIFICATIONS DIMENSIONS ADDITIONAL SPECIFICATIONS

170599 Rotating Beacon
Lens: HC-CARGO 170691.

Bulb incl.: No OD: 127 mm Bulb type: H1
Voltage: 12/24 Cable length: 2000 mm Lens type: PMMA/ACRYL
Height: 195 mm Colour: Orange

Model: AEB TYPE 525 M
Mount.: 3 magnets
Base: Magnetic

Coiled cable incl.: Yes
E-approval: Yes

Bulb incl.: No OD: 127 mm Bulb type: H1
Voltage: 12/24 Height: 315 mm Lens type: Polycarbonate
Colour: Orange

Model: AEB TYPE 530 B
Mount.: Standard ISO A - Rod
Base: Flexible

Hi impact: Yes

E-approval: Yes

170798 Rotating Beacon
Lens: HC-CARGO 170366. Motor: HC-CARGO 170505, 170506.

2136 Bulb incl.: No OD: 160 mm Bulb type: H1
Voltage: 12/24 Height: 220 mm Lens type: PMMA/ACRYL
Colour: Blue
Model: AEB TYPE 595
Mount.: Standard ISO B2 (and B1) - Base
E-approval: Yes
@130

170830 Rotating Beacon
Lens: HC-CARGO 170945.

Bulb incl.: No OD: 142 mm Bulb type: H1
Voltage: 12/24 Height: 183 mm Lens type: PMMA/ACRYL
Width: 142 mm Colour: Orange

(T Mount.: Standard ISO B2 (and B1) - Base
E-approval: Yes

1

Bulb incl.: No OD: 145 mm Bulb type: H1
Voltage: 12/24 Height: 193 mm Lens type: PMMA/ACRYL
Colour: Blue
Model: TYPE FT 6
Mount.: Standard ISO B2 (and B1) - Base
Tightness norm: IP 55
E-approval: Yes

171019 Rotating Beacon
Lens: HC-CARGO 170945.

Bulb incl.: No OD: 142 mm Bulb type: H1
Voltage: 12/24 Height: 183 mm Lens type: PMMA/ACRYL
Colour: Blue
Model: Astral
Mount.: Standard ISO B2 (and B1) - Base

E-approval: Yes
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EL. SPECIFICATIONS

@D |

DIMENSIONS

ADDITIONAL SPECIFICATIONS

171060 Rotating Beacon

1

171399 Rotating Beacon
Lens: HC-CARGO 170308. Motor: HC-CARGO 170505, 170506.

Q136

1

1

220

171494 Rotating Beacon
Tested for 200 kmh. Lens: HC-CARGO 171512. 2 mtr. coiled cable. Rubber base.

124

125

N

194

220

7 < M

Bulb incl.: Yes
Voltage: 12

Bulb incl.: Yes
Voltage: 24

Bulb incl.: No

Voltage: 12/24

Bulb incl.: Yes
Voltage: 12

Bulb incl.: Yes
Voltage: 24

OD: 132 mm
Height: 210 mm

OD: 132 mm
Height: 210 mm

OD: 136 mm
Height: 250 mm

OD: 110 mm
Height: 220 mm
Width: 110 mm

OD: 110 mm
Height: 220 mm
Width: 110 mm

Bulb incl.: Yes OD: 120x186 mm

Voltage: 12

Length: 194 mm
Height: 124 mm
Width: 125 mm

Bulb type: H1

Lens type: Polycarbonate
Colour: Orange

Model: Megalux

Mount.: Standard ISO A - Rod
Base: Flexible

Hi impact: Yes

E-approval: Yes

Bulb type: H1

Lens type: Polycarbonate
Colour: Orange

Model: Megalux

Mount.: Standard ISO A - Rod
Base: Flexible

Hi impact: Yes

E-approval: Yes

Bulb type: H1

Lens type: PMMA/ACRYL
Colour: Orange

Model: 590 DVO

Mount.: Standard ISO A - Rod
E-approval: Yes

Bulb type: H1
Lens type: Polycarbonate
Colour: Orange

Model: Microboule

Mount.: Standard ISO A - Rod
Base: Flexible

Hi impact: Yes

Tightness norm: IP 55
Approvals: CE

E-approval: Yes

Bulb type: H1
Lens type: Polycarbonate
Colour: Orange

Model: Microboule
Mount.: Rod (ISO-DIN A)
Base: Flexible

Hi impact: Yes

Tightness norm: [P 55
Approvals: CE
E-approval: Yes

Bulb type: H1

Lens type: Polycarbonate
Colour: Orange

Model: GDO

Mount.: 1 magnet

Base: Magnetic

Hi impact: Yes

Coiled cable incl.: Yes
Tightness norm: IP 55
E-approval: Yes
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EL. SPECIFICATIONS

DIMENSIONS

ADDITIONAL SPECIFICATIONS

171577 Rotating Beacon
Lens: HC-CARGO 170945.

171587 Rotating Beacon
Lens: HC-CARGO 170945.

171588 Rotating Beacon
Lens: HC-CARGO 170945.

T,

171705 Rotating Beacon

2142

[l

183
198

2 142

i)
L1l

Bulb incl.: Yes
Voltage: 12

Bulb incl.: No
Voltage: 12/24

Bulb incl.: No
Voltage: 12/24

Lens: HC-CARGO 170308. Motor: HC-CARGO 170505, 170506.

2136

171793 Rotating Beacon
Lens: HC-CARGO 170945.

SPARE PARTS
170308 Dome

@130

2136

160

Bulb incl.: No
Voltage: 12/24

Bulb incl.: No
Voltage: 12/24

Servicing: HC-CARGO 170295, 170296, 170435, 170436, 170437, 170438, 170798,

171399

OD: 142 mm
Height: 235.5 mm
Width: 142 mm

OD: 142 mm
Height: 198 mm
Width: 142 mm

OD: 142 mm
Height: 183 mm
Width: 142 mm

OD: 160 mm
Height: 220 mm

OD: 142 mm
Height: 235.5 mm

Height: 160 mm
Width: 136 mm

Bulb type: H1

Colour: Orange

Model: Astral

Mount.: Standard ISO A - Rod
Base: Rigid

E-approval: Yes

Bulb type: H1
Colour: Orange
Model: Astral

Mount.: 1 magnet
Coiled cable incl.: Yes
E-approval: Yes

Bulb type: H1
Colour: Orange
Model: Astral
Mount.: Single bolt
E-approval: Yes

Bulb type: H1

Lens type: PMMA/ACRYL
Colour: Orange

Model: AEB TYPE 595
Mount.: Plan (ISO-DIN B)
E-approval: Yes

Bulb type: H1

Lens type: Polycarbonate
Colour: Orange

Model: Astral flex

Mount.: Standard ISO A - Rod
Base: Flexible

Hi impact: Yes

E-approval: Yes

Lens type: PMMA/ACRYL
Colour: Orange
Model: TYPE 590/595/595M
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EL. SPECIFICATIONS DIMENSIONS ADDITIONAL SPECIFICATIONS

Servicing: HC-CARGO 170295, 170296, 170435, 170436, 170437, 170438, 170798,
171399

Height: 90 mm Model: TYPE 590/595/595M
Width: 135 mm

Servicing: HC-CARGO 170295, 170296, 170435, 170436, 170437, 170438, 170798,
170366 Dome 171300

2136

Height: 160 mm Lens type: PMMA/ACRYL

Width: 136 mm Colour: Blue
Model: TYPE 590/595/595M

160

Servicing: HC-CARGO 170295, 170296, 170435, 170436, 170437, 170438, 170798,
170505 Beacon Motor 171399
Voltage: 12 Height: 65 mm Model: TYPE 590/595/595M
Width: 30 mm

Servicing: HC-CARGO 170295, 170296, 170435, 170436, 170437, 170438, 170798,
170506 Beacon Motor
171399
Voltage: 24 Height: 65 mm Model: TYPE 590/595/595M
Width: 30 mm

Servicing: HC-CARGO 170491, 170490, 170650, 170651, 171498, 170680

Height: 58 mm Model: TYPE FT 6
Width: 150 mm Mount.: Standard ISO A - Rod

170528 Base Plate

2150

ot >

170543 Dome Servicing: HC-CARGO 170540, 170541
Height: 120.5 mm Lens type: Polycarbonate
Width: 152.5 mm Colour: Orange
Model: Boule

Hi impact: Yes
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DIMENSIONS ADDITIONAL SPECIFICATIONS
171019, 171577, 171587, 171588, 171793, 172027,

EL. SPECIFICATIONS

Servicing: HC-CARGO 1708

170945 Dome 172028, 172029, 172030, 172

T
! ]

ACCESSORIES
170525 Beacon Socket

ROTATING BEACONS LED
171673 LED Beacon

1

171764 LED Beacon

Height: 148 mm
Width: 127 mm

Servicing: HC-CARGO 170490, 171017

Voltage: 11-110

Voltage: 11-110

Voltage: 12/24
Amp: 1.7/0.8

Voltage: 12/24

Cable length: 2000 mm Model: TYPE FT 6

Height: 28 mm
Width: 147 mm

OD: 98 mm
Length: 98 mm
Height: 130 mm
Width: 72 mm

OD: 130 mm
Length: 130 mm
Height: 98 mm
Width: 86 mm

OD: 120 mm
Height: 121 mm
Width: 120 mm

OD: 148 mm
Height: 74 mm
Width: 148 mm

Lens type: PMMA/ACRYL
Colour: Orange

Model: Astral
E-approval: Yes

Mount.: 3 magnets
Base: Magnetic

Coiled cable incl.: Yes
Tightness norm: IP 55

Bulb type: LED
Lens type: Polycarbonate
Flash rate: 45 min.
Colour: Orange

Model: LED

Mount.: Plan

Hi impact: Yes

Coiled cable incl.: No
Waterproof: Yes
Tightness norm: IP 66
Approvals: SAE/CE
E-approval: No

Bulb type: LED

Lens type: Polycarbonate
Flash rate: 45 min.
Colour: Orange
Model: LED

Mount.: Plan

Hi impact: Yes

Coiled cable incl.: No
Waterproof: Yes
Tightness norm: IP 66
Approvals: SAE/CE
E-approval: No

Bulb type: LED

Lens type: Polycarbonate
Flash rate: 130 min.

Colour: Orange

Material: Aluminium
Mount.: Standard ISO A - Rod
Hi impact: Yes

Waterproof: Yes

Tightness norm: IP 66
E-approval: Yes

Bulb type: LED

Lens type: Polycarbonate
Flash rate: 130 min.
Colour: Orange

Material: Aluminium
Mount.: Standard ISO B2 (and B1) - Base
Hi impact: Yes
Waterproof: Yes
Tightness norm: IP 66
Approvals: ECE-R65
E-approval: Yes

122

AGRICULTURAL MACHINERY - Lighting

0.E.M. names and numbers are used for reference purposes only.



| @)

EL. SPECIFICATIONS DIMENSIONS

ADDITIONAL SPECIFICATIONS

171918 LED Beacon

Lens: HC-CARGO 171941.

Voltage: 12-24 OD: 142 mm
Amp: 1.2/2.9 Height: 128 mm
Watt: 37 Width: 130 mm

171919 LED Beacon

Lens: HC-CARGO 171941.

Voltage: 12-24 OD: 142 mm

Amp: 1.2/2.9 Cable length: 3000 mm

Watt: 37 Height: 128 mm
Width: 130 mm

171920 LED Beacon

Lens: HC-CARGO 171941.

Voltage: 12-24 OD: 130 mm
Amp: 1.2/2.9 Height: 202 mm
Watt: 37 Width: 130 mm

171922 LED Beacon

Lens: HC-CARGO 171942.

Voltage: 12-24 OD: 142 mm
Amp: 1.2/2.9 Height: 128 mm
Watt: 37 Width: 130 mm

171923 LED Beacon

Lens: HC-CARGO 171942.

Voltage: 12-24 OD: 130 mm
Amp: 1.2/2.9 Height: 202 mm
Watt: 37 Width: 130 mm

Bulb type: LED

Lens type: Polycarbonate
Colour: Orange
Material: Aluminium
Model: LED

Mount.: Plan

Flash patterns: 11

Hi impact: Yes

Coiled cable incl.: No
Waterproof: Yes
Tightness norm: IP 65
Approvals: SAE/ECE-R65
E-approval: Yes

Bulb type: LED

Lens type: Polycarbonate
Colour: Orange
Material: Aluminium
Model: LED

Mount.: Lighter Socket
Base: Magnetic

Flash patterns: 11

Hi impact: Yes
Waterproof: Yes
Tightness norm: IP 65
Approvals: SAE/ECE-R65
E-approval: Yes

Bulb type: LED

Lens type: Polycarbonate
Colour: Orange
Material: Aluminium
Model: LED

Mount.: Standard ISO A - Rod
Flash patterns: 11

Hi impact: Yes

Coiled cable incl.: No
Waterproof: Yes
Tightness norm: IP 65
Approvals: SAE/ECE-R65
E-approval: Yes

Bulb type: LED
Lens type: Polycarbonate

Colour: Blue
Material: Aluminium
Model: LED

Mount.: 3 magnets
Flash patterns: 11

Hi impact: Yes

Coiled cable incl.: Yes
Waterproof: Yes
Tightness norm: IP 65
Approvals: SAE/ECE-R65
E-approval: Yes

Bulb type: LED

Lens type: Polycarbonate
Colour: Blue

Material: Aluminium
Model: LED

Mount.: Standard ISO A - Rod
Flash patterns: 11

Hi impact: Yes
Waterproof: Yes
Tightness norm: IP 65
Approvals: SAE/ECE-R65
E-approval: Yes
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EL. SPECIFICATIONS

DIMENSIONS

ADDITIONAL SPECIFICATIONS

171931 LED Beacon

171957 LED Beacon

171971 LED Beacon

171972 LED Beacon

Amp: 0.1

Voltage: 12-24

Watt: 15

86.4

0143 ‘

2121

T

Watt: 15

171973 LED Beacon

172027 LED Beacon
Lens: HC-CARGO 170945.

Voltage: 12-24

Voltage: 10-30

wuwigy |

=

125mm

Voltage: 12-36
Watt: 35/44

Voltage: 10-100

Voltage: 12-24

OD: 161.9 mm
Height: 88.5 mm
Width: 161.9 mm

OD: 77 mm
Height: 45 mm
Dist. mount. holes:
45 mm

Width: 77 mm

OD: 143 mm
Height: 86.4 mm
Width: 143 mm

OD: 121 mm
Height: 143 mm

OD: 126 mm

Cable length: 2000 mm
Height: 115 mm
Width: 126 mm

Length: 1500 mm
Height: 148 mm
Dist. mount. holes:
107 mm

Width: 125 mm

Bulb type: LED

Colour: Orange
Mount.: Plan
Waterproof: Yes
Tightness norm: IP 67
Approvals: SAE/ECE-R65
E-approval: Yes

Bulb type: LED

Lens type: Polycarbonate
Colour: Orange
Material: Polycarbonate
Mount.: Plan

Flash patterns: 4

Hi impact: Yes
Tightness norm: IP 67
Approvals: CE

Bulb type: 8 LED

Colour: Orange

Material: Polycarbonate
Model: LED

Mount.: Plan

Tightness norm: IP 66
Approvals: CE/EMC/ECE-R65
E-approval: Yes

Bulb type: 6 LED

Colour: Orange

Material: Polycarbonate
Model: LED

Mount.: Rod (ISO-DIN A)

Hi impact: Yes

Tightness norm: IP 66
Approvals: CE/EMC/ECE-R65
E-approval: Yes

Bulb type: 8 LED
Colour: Orange
Material: Polycarbonate
Model: LED

Mount.: Lighter Socket
Base: Magnetic/vacuum
Hi impact: Yes

Coiled cable incl.: Yes
Tightness norm: IP 66
Approvals: CE/EMC/ECE-R65
E-approval: Yes

Bulb type: LED

Lens type: Polycarbonate
Flash rate: 3 min.
Colour: Orange
Material: Plastic/nylon/rubber
Model: 80 LEDs

Mount.: Lighter Socket
Base: Magnetic/vacuum
Coiled cable incl.: Yes
Tightness norm: IP 65
Approvals: ECE-R65
E-approval: Yes
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EL. SPECIFICATIONS DIMENSIONS

ADDITIONAL SPECIFICATIONS

172028 LED Beacon
Lens: HC-CARGO 170945.

wwgy L

172029 LED Beacon
Lens: HC-CARGO 170945.

‘ 128mm |
] m
£ N
< &
v [T §
= r
Q 24mm
172030 LED Beacon
Lens: HC-CARGO 170945. w/ battery.
IS
oo
m g
!IIIIII [T
[+
125mm
172075 LED Beacon UK Version
Lens: HC-CARGO 170945. With battery.
=
o]
NEW PRODUCT M 3
www. hc-cargo.com
[ |

125mm

SPARE PARTS
171941 Lens

171942 Lens

Voltage: 10-30 Height: 148 mm
Dist. mount. holes:
107 mm
Width: 125 mm

Voltage: 10-30 Height: 235 mm
Width: 128 mm

Voltage: 12 Height: 148 mm
Amp: 1.5 Dist. mount. holes:
107 mm

Width: 125 mm

Servicing: UK

Voltage: 10-30 Height: 148 mm
Width: 125 mm

Servicing: HC-CARGO 171918, 171919, 171920

Servicing: HC-CARGO 171921, 171922, 171923

Bulb type: LED
Lens type: Polycarbonate
Colour: Orange

Material: Plastic/nylon/rubber
Model: 80 LEDs

Mount.: Plan

Flash patterns: 3

Tightness norm: IP 65
Approvals: ECE-R65
E-approval: Yes

Bulb type: LED

Lens type: Polycarbonate
Colour: Orange

Material: Plastic/nylon/rubber
Model: 80 LEDs

Mount.: Standard ISO A - Rod
Base: Flexible

Flash patterns: 3

Tightness norm: IP 65
Approvals: ECE-R65
E-approval: Yes

Bulb type: LED

Lens type: Polycarbonate
Colour: Orange
Material: Plastic/nylon/rubber
Model: 80 LEDs

Mount.: Plan

Base: Magnetic/vacuum
Flash patterns: 3
Tightness norm: IP 65
Approvals: ECE-R65
E-approval: Yes

Bulb type: LED

Lens type: Polycarbonate
Colour: Orange

Material: Plastic/nylon/rubber
Model: 80 LEDs

Mount.: Plan

Base: Magnetic/vacuum

Flash patterns: 3

Tightness norm: IP 65
E-approval: Yes

Lens type: Polycarbonate
Colour: Orange

Lens type: Polycarbonate
Colour: Blue
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0.E.M. names and numbers are used for reference purposes only.

125



EL. SPECIFICATIONS DIMENSIONS

ADDITIONAL SPECIFICATIONS

ROTATING BEACONS XENON
170650 Xenon Beacon

2
i o

170651 Xenon Beacon

170680 Xenon Beacon

171005 Xenon Beacon
w/ Xenon tube. Lens: HC-CARGO 171590.

171495 Xenon Beacon
Tested for 200 kmh. Lens: HC-CARGO 171512.

P

171497 Xenon Beacon
Tested for 200 kmh.

=

124

9

125

194

124
b

125

Bulb incl.: Yes OD: 169 mm

Voltage: 12
Amp: 1.5

Height: 202 mm

Bulb incl.: Yes OD: 169 mm

Voltage: 24 Height: 202 mm
Amp: 1.5

Bulb incl.: Yes OD: 150 mm
Voltage: 10-100 Height: 121 mm
Amp: 200/50 Width: 150 mm
mAmpere

Bulb incl.: Yes OD: 120 mm

Voltage: 10-100 Height: 105 mm

Bulb incl.: Yes OD: 120x186 mm
Voltage: 12 Length: 194 mm
Amp: 1.5 Height: 124 mm

Width: 125 mm

Bulb incl.: Yes OD: 120x186 mm
Voltage: 12 Length: 194 mm
Amp: 1.5 Height: 124 mm

Width: 125 mm

Bulb type: LX10J

Lens type: Polycarbonate

Colour: Orange

Model: XENON FT6 AG ELECTRONIC
Mount.: Standard ISO B2 (and B1) - Base
Hi impact: Yes

Tightness norm: IP 55

E-approval: Yes

Bulb type: LX10J

Lens type: PMMA/ACRYL

Colour: Orange

Model: XENON FT6 AG ELECTRONIC
Mount.: Standard ISO B2 (and B1) - Base
Tightness norm: IP 55

E-approval: Yes

Bulb type: LX1J

Lens type: Polycarbonate

Colour: Orange

Material: Polycarbonate

Model: FLASH ELEV

Mount.: Standard ISO B2 (and B1) - Base
Base: Rigid

Hi impact: Yes

Tightness norm: [P 54

Approvals: CE/EMC

Bulb type: LX10J

Lens type: PMMA/ACRYL

Colour: Orange

Model: TYPE TRASPOT XENON

Mount.: Standard ISO B2 (and B1) - Base
Approvals: CE/EMC

Bulb type: LX8J

Lens type: Polycarbonate
Colour: Orange
Material: Rubber
Model: GDO FLASH
Mount.: 1 magnet
Base: Magnetic

Hi impact: Yes

Coiled cable incl.: Yes
Tightness norm: [P 55
Approvals: CE
E-approval: Yes

Bulb type: LX8J

Lens type: Polycarbonate
Colour: Blue
Material: Rubber
Model: GDO FLASH
Mount.: 1 magnet
Base: Magnetic

Hi impact: Yes

Coiled cable incl.: Yes
Tightness norm: [P 55
Approvals: CE
E-approval: Yes
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EL. SPECIFICATIONS

DIMENSIONS

ADDITIONAL SPECIFICATIONS

171498 Xenon Beacon
w/ built-in audible signal.

135

171505 Xenon Beacon

171540 Xenon Beacon

171541 Xenon Beacon

@24

[

171561 Xenon Beacon
w/ Xenon tube. Lens: HC-CARGO 171590.

171614 Xenon Beacon

Bulb incl.: Yes OD: 150 mm
Voltage: 10-100 Height: 135 mm
Amp: 200/50 mA  Width: 150 mm

Bulb incl.: Yes OD: 130 mm
Voltage: 12 Height: 230 mm
Amp: 3 Width: 130 mm

Bulb incl.: Yes OD: 152 mm
Voltage: 12 Height: 240 mm
Amp: 1.5 Width: 152 mm

OD: 152 mm
Height: 240 mm

Bulb incl.: Yes
\oltage: 24
Amp: 1.5

OD: 120 mm
Height: 112 mm
Width: 120 mm

Voltage: 10-100

OD: 132 mm
Height: 210 mm

Bulb incl.: Yes
Voltage: 10-30

Bulb type: LX1J

Lens type: Polycarbonate

Colour: Orange

Model: FLASH ELEV SL

Mount.: Standard ISO B2 (and B1) -
Base

Hi impact: Yes

Tightness norm: IP 20

Bulb type: LX10J
Lens type: Polycarbonate
Colour: Orange

Model: XENON GF 8.8 FLASH
Mount.: Plan (ISO-DIN B)
Base: Rigid

Hi impact: Yes

Tightness norm: IP 44
Approvals: CE

E-approval: Yes

Bulb type: LX8J
Lens type: Polycarbonate
Colour: Orange

Model: BOULE FLASH
Mount.: Standard ISO A - Rod
Base: Flexible

Hi impact: Yes

Tightness norm: IP 66
E-approval: Yes

Bulb type: LX8J

Lens type: Polycarbonate
Colour: Orange

Model: BOULE FLASH
Mount.: Standard ISO A - Rod
Base: Flexible

Hi impact: Yes

Tightness norm: IP 66
E-approval: Yes

Lens type: PMMA/ACRYL

Colour: Orange

Model: Type TRASPOT

Mount.: Standard ISO B2 (and B1) -
Base

Base: Magnetic

Coiled cable incl.: Yes

Approvals: CE/EMC

Bulb type: LX10J

Lens type: Polycarbonate
Colour: Orange

Model: Xenon

Mount.: Standard ISO A - Rod
Hi impact: Yes

E-approval: Yes

AGRICULTURAL MACHINERY - Lighting
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EL. SPECIFICATIONS DIMENSIONS ADDITIONAL SPECIFICATIONS

171708 Xenon Beacon

Bulb incl.: Yes Length: 139 mm Bulb type: Xenon
 Voltage: 11-120 Height: 67 mm Lens type: Polycarbonate
Amp: 0.2 Dist. mount. holes: Flash rate: 72 min.
3 130 mm Colour: Orange
Width: 67 mm Mount.: Plan
Hi impact: Yes

139

Waterproof: Yes
Approvals: CE

171798 Xenon Beacon

- 77 . Voltage: 10-100 OD: 77 mm Bulb type: Xenon
‘ ‘ Watt: 5 Height: 45 mm Lens type: Polycarbonate
Dist. mount. holes: Flash rate: 75 min.
0 45 mm Colour: Orange

Material: Polycarbonate
v Mount.: Plan

Hi impact: Yes

Tightness norm: IP 67

Approvals: CE

SPARE PARTS

170654 Xenon Bulb Servicing: HC-CARGO 170650, 170651, 171505, 171005

Voltage: 12/24 Bulb type: LX10J

Watt: 16 Model: XENON FT6 /FLX ELECTRONIC
171376 Xenon Bulb Servicing: HC-CARGO 171498, 170680

Voltage: 10-100 Bulb type: LX1J

Amp: 200/50 mA Model: FLASH ELEV
171590 Dome Servicing: HC-CARGO 171005, 171561

—- Lens type: PMMA/ACRYL
< Colour: Orange
Model: TRASPORT XENON

ACCESSORIES

170525 Beacon Socket Servicing: HC-CARGO 170490, 171017
Cable length: 2000 mm Model: TYPE FT 6
Height: 28 mm Mount.: 3 magnets
Width: 147 mm Base: Magnetic

Coiled cable incl.: Yes
Tightness norm: IP 55

170528 Base Plate Servicing: HC-CARGO 170491, 170490, 170650, 170651, 171498, 170680
Height: 58 mm Model: TYPE FT 6
Width: 150 mm Mount.: Standard ISO A - Rod

S
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ADDITIONAL SPECIFICATIONS

170653 Beacon Socket

FLASH LIGHTS LED

171642 LED Flash, white

Voltage: 12/24

171644 LED Flash, blue

Voltage: 12/24

171646 LED Flash, white
Multi-module synchronization. Bracket: HC-CARGO 171658. Rubber adapter for flush mount: HC-CARGO 171675.

Voltage: 12/24

S

171648 LED Flash, blue

Voltage: 12/24

e 12—l e

171661 LED Flash, amber
Multi-module synchronization. Bracket: HC-CARGO 171663.
Voltage: 12/24

Cable length: 2000 mm Mount.: 3 magnets

Height: 30 mm
Width: 168 mm

Length: 99 mm
Height: 29 mm
Width: 41 mm

Length: 99 mm
Height: 29 mm
Width: 41 mm

Length: 122 mm
Height: 29 mm
Width: 41 mm

Length: 122 mm
Height: 29 mm
Width: 41 mm

Length: 116 mm
Height: 23.8 mm
Width: 47 mm

Base: Magnetic
Coiled cable incl.: Yes
Tightness norm: [P 55
E-approval: Yes

Multi-module synchronization. Bracket: HC-CARGO 171657. Rubber adapter for flush mount: HC-CARGO 171728.

Bulb type: LED
Colour: White
Model: 3 LED
Flash patterns: 12
Waterproof: Yes
Approvals: CE/EMC

Multi-module synchronization. Bracket: HC-CARGO 171657. Rubber adapter for flush mount: HC-CARGO 171728.

Bulb type: LED
Colour: Blue
Model: 3 LED
Flash patterns: 12
Waterproof: Yes
Approvals: CE/EMC

Bulb type: LED
Colour: White
Model: 4 LED
Flash patterns: 19
Waterproof: Yes
Approvals: CE/EMC

Multi-module synchronization. Bracket: HC-CARGO 171658. Rubber adapter for flush mount: HC-CARGO 171675.

Bulb type: LED
Colour: Blue
Model: 4 LED
Flash patterns: 19
Waterproof: Yes
Approvals: CE/EMC

Bulb type: LED
Lens type: Frosted
Colour: Orange
Model: 4 LED
Flash patterns: 12
Waterproof: Yes
Approvals: SAE/CE
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DIMENSIONS ADDITIONAL SPECIFICATIONS

171662 LED Flash, amber
Multi-module synchronization. Bracket: HC-CARGO 171664.
Voltage: 12/24

171765 LED Flash, amber

Rubber adapter for flush mount: HC-CARGO 171766.

171813 LED Flash, blue

Fits w/ rubber adapter for flush mount: HC-CARGO 171817.

171814 LED Flash, amber

Fits w/ rubber adapter for flush mount: HC-CARGO 171817.

278

1275
"

171815 LED Flash, yellow
For HC-CARGO 171816.

/% AN\
sl lIgk
.V — O 1

Bulb type: LED

Lens type: Transparent
Colour: Orange
Model: 6 LED

Flash patterns: 19
Waterproof: Yes
Approvals: SAE/CE

Length: 148 mm
Height: 23 mm
Width: 47 mm

Bulb type: LED

Lens type: Transparent
Colour: Orange
Material: Cast aluminum
Hi impact: Yes

Coiled cable incl.: No
Waterproof: Yes
Approvals: CE

Voltage: 12/24 Length: 109 mm
Height: 28 mm

Width: 72 mm

OD: 109 mm
Height: 31 mm
Width: 109 mm

Bulb type: 10 LED

Lens type: Polycarbonate
Colour: Orange

Mount.: Plan

Hi impact: Yes
Waterproof: Yes

Voltage: 12/24

Bulb type: LED

Flash rate: 5 min.
Colour: Blue

Model: 6 LED
Waterproof: Yes
Approvals: SAE/ECE-R65
E-approval: Yes

Voltage: 12/24 Length: 127.5 mm
Height: 17.2 mm

Width: 27.8 mm

Bulb type: LED

Colour: Yellow

Model: 6 LED

Flash patterns: 5
Waterproof: Yes
Approvals: SAE/ECE-R65
E-approval: Yes

Voltage: 12/24 Length: 127.5 mm
Height: 17.2 mm

Width: 27.8 mm

Bulb type: LED

Colour: Orange

Model: 3 LED

Flash patterns: 12
Waterproof: Yes
Approvals: SAE/ECE-R65
E-approval: Yes

Voltage: 12/24 Length: 85.6 mm
Height: 15.7 mm

Width: 27.7 mm
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EL. SPECIFICATIONS

DIMENSIONS

ADDITIONAL SPECIFICATIONS

171904 LED Flash, amber

Voltage: 12-24

171905 LED Flash, amber

Voltage: 12-24

171906 LED Flash, amber

Voltage: 12-24

171926 LED Flash, amber
Fits w/ rubber adapter for flush mount: HC-CARGO 171817.
Voltage: 12-24

171933 LED Flash, amber
Voltage: 11-30

Voltage: 11-30

Length: 122 mm
Height: 29.4 mm
Width: 41 mm

Length: 99 mm
Height: 29 mm
Width: 41 mm

Length: 131.8 mm
Height: 48.7 mm
Width: 19.2 mm

Length: 127.5 mm
Cable length: 2000 mm
Height: 17.2 mm
Width: 27.8 mm

Length: 107 mm
Height: 24 mm
Width: 42 mm

Length: 107 mm
Height: 24 mm
Width: 42 mm

Multi-module synchronization. Bracket: HC-CARGO 171658. Rubber adapter for flush mount: HC-CARGO 171675.

Bulb type: LED

Colour: Orange

Model: 4 LED

Flash patterns: 19
Waterproof: Yes
Approvals: SAE/ECE-R65
E-approval: Yes

Multi-module synchronization. Bracket: HC-CARGO 171657. Rubber adapter for flush mount: HC-CARGO 171728.

Bulb type: LED

Colour: Orange

Model: 3 LED

Flash patterns: 12
Waterproof: Yes
Approvals: SAE/ECE-R65
E-approval: Yes

Multi-module synchronization. Bracket: HC-CARGO 171908. Rubber adapter for flush mount: HC-CARGO 171907.

Bulb type: LED

Colour: Orange

Model: 12 LED

Flash patterns: 25
Waterproof: Yes
Approvals: SAE/ECE-R65
E-approval: Yes

Bulb type: LED

Colour: Yellow

Model: 6 LED

Mount.: 3 m ADR Cable
Waterproof: Yes
Approvals: SAE/ECE-R65
E-approval: Yes

Bulb type: LED

Colour: Yellow

Model: 6 LED

Mount.: Plan

Flash patterns: 5
Waterproof: Yes
Approvals: SAE/ECE-R65
E-approval: Yes

Bulb type: LED

Colour: Blue

Model: 6 LED

Mount.: Plan

Flash patterns: 5
Waterproof: Yes
Approvals: SAE/ECE-R65
E-approval: Yes
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171943 LED Flash, white

LTI
M
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ACCESSORIES

171657 Mounting Bracket
Angled. For single head.

171658 Mounting Bracket
Angled. For single head.

171663 Mounting Bracket
Angled 100°.

Voltage: 12/24 Length: 109 mm Bulb type: LED
Amp: 0.27-0.13 Cable length: 1200 mm Lens type: Transparent
Watt: 3.5 Height: 28 mm Colour: White

Width: 72 mm Material: Aluminium

Hi impact: Yes
Coiled cable incl.: No
Waterproof: Yes
Approvals: SAE/CE

Voltage: 12/24 Length: 129.2 mm Colour: Orange
Watt: 12 Height: 31.4 mm Model: 6 LED
Width: 16.8 mm Flash patterns: 15

Approvals: ECE-R65
E-approval: Yes

Voltage: 12/24 Length: 129 mm Bulb type: LED
Watt: 21 Height: 16.8 mm Colour: Orange
Width: 50 mm Model: 12 LED

Flash patterns: 15
Approvals: ECE-R65
E-approval: Yes

Voltage: 12/24 Length: 130.5 mm Colour: Orange
Watt: 6 Height: 6.6 mm Model: 6 LED
Width: 30 mm Flash patterns: 23

Approvals: SAE/CE

Servicing: HC-CARGO 171641, 171642, 171644

Length: 100 mm
Thickness: 24 mm
Width: 55 mm

Servicing: HC-CARGO 171646, 171648

Length: 123 mm
Thickness: 55 mm
Width: 24 mm

Servicing: HC-CARGO 171661

Length: 153 mm
Thickness: 55 mm
Width: 25 mm
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171664 Mounting Bracket Servicing: HC-CARGO 171662
Adjustable.

Length: 156 mm
Thickness: 42 mm
Width: 30 mm

171675 Rubber Adapter for Flush Mount Servicing: HC-CARGO 171646, 171648

Length: 114.4 mm Colour: Black
Height: 24.9 mm Material: Rubber
1144 Width: 40 mm

Ao
&/
40

171728 Rubber Adapter for Flush Mount Servicing: HC-CARGO 171641, 171642, 171644

Length: 92 mm Colour: Black
Height: 25.2 mm Material: Rubber
%2 Width: 40 mm

N
Nl
40
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171766 Rubber Boot Servicing: HC-CARGO 171765
For flush mount of HC-CARGO 171765.

Material: Rubber

171816 Rubber Adapter for Flush Mount Servicing: HC-CARGO 171815
Length: 100.6 mm Colour: Black
Height: 15.7 mm Material: Rubber
Width: 38 mm

171817 Rubber Adapter for Flush Mount Servicing: HC-CARGO 171813, 171814
Length: 142 mm Colour: Black
Height: 17.5 mm Material: Rubber
Width: 41 mm

Servicing: HC-CARGO 171906

Length: 144 mm Colour: Black

Height: 61 mm Material: Rubber
li: 5 Width: 20 mm
sz( — ‘@\ ,,,,,, I
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171908 Mounting Bracket Servicing: HC-CARGO 171906
Angled. For single head.

LIGHT BARS CONVENTIONAL
171681 Mini Light Bar

Bulb incl.: Yes Length: 400 mm Bulb type: H1 12V
12V Height: 134 mm Lens type: Polycarbonate
Voltage: 12/24 Width: 180 mm Colour: Orange
Material: ABS plastic
- Mount.: Plan
Base: Rigid
Hi impact: Yes
Waterproof: Yes
Tightness norm: IP 56
Approvals: CE
E-approval: Yes

134

SPARE PARTS

171820 Belt for Mini Light Bar Servicing: HC-CARGO 171681

Colour: Black

LIGHT BARS LED

171680 LED Mini Light Bar
Bracket for permanent mounting: HC-CARGO 171682. Change flash pattern on cigarplug. Can also be connected permanently.

Voltage: 12/24 Length: 422 mm Bulb type: 40x1W LED
Cable length: 3000 mm Lens type: Polycarbonate
Height: 65 mm Colour: Orange
Width: 278 mm Model: FALCON

) Mount.: Plan
& 5 Base: Magnetic/vacuum
r = Hi impact: Yes

Waterproof: Yes
Tightness norm: [P 66
Approvals: SAE/CE

171760 LED Light bar
Spare Parts: HC-CARGO 171778. Accessories: HC-CARGO 171777, 171779, 171780, 171781, 171762.

Voltage: 12 Length: 1100 mm Lens type: Polycarbonate
Amp: 11.2 Height: 67 mm Colour: Orange
Width: 317 mm Material: Aluminium
- 1o - Model: 110 cm/44"
_x:__ . \- | -~ - I ] ) Mount.: Plan
= = el Base: Flexible

Hi impact: Yes
Waterproof: Yes
Approvals: SAE/CE

171761 LED Light bar
Spare Parts: HC-CARGO 171778. Accessories: HC-CARGO 171777, 171779, 171780, 171781, 171762.

Voltage: 12 Length: 1470 mm Lens type: Polycarbonate
Amp: 11.2 Height: 67 mm Colour: Orange
Width: 317 mm Material: Aluminium

Model: 147 cm/59"
- —T 1 ) Mount.: Plan

a‘——_-—imr‘ o Base: Flexible
= Hi impact: Yes
Waterproof: Yes
Approvals: SAE/CE
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171849 LED Light bar
Spare Parts: HC-CARGO 171856, 171858. Accessories: HC-CARGO 171781, 171762. Recommended fuse 15 A.

634 Voltage: 12 Length: 634 mm Lens type: Polycarbonate
! Amp: 10.4 Height: 59 mm Colour: Orange
S— 1 === Width: 331 mm Material: Aluminium

Model: 65 cm/24"
Mount.: Plan

Base: Flexible

Hi impact: Yes
Waterproof: Yes
Approvals: SAE/ECE-R65
E-approval: Yes

171850 LED Light bar
Spare Parts: HC-CARGO 171856, 171858. Accessories: HC-CARGO 171781, 171762. Recommended fuse 20 A.

Voltage: 12 Length: 1087 mm Lens type: Polycarbonate
1087 . Amp: 13.4 Height: 59 mm Colour: Orange
—_——= Width: 331 mm Material: Aluminium

Model: 110 cm/43"
Mount.: Plan
Base: Flexible

\X Hi impact: Yes
Waterproof: Yes
Approvals: SAE/ECE-R65
E-approval: Yes

171851 LED Light bar

Spare Parts: HC-CARGO 171857, 171859. Accessories: HC-CARGO 171865, 171762. Recommended fuse 15 A.

Voltage: 24 Length: 1087 mm Lens type: Polycarbonate
o . Amp: 8.2 Height: 59 mm Colour: Orange
——= Width: 331 mm Material: Aluminium

Model: 110 cm/43"
Mount.: Plan
Base: Flexible

\\XX Hi impact: Yes
Waterproof: Yes
Approvals: SAE/ECE-R65
E-approval: Yes

171852 LED Light bar
Spare Parts: HC-CARGO 171856, 171858. Accessories: HC-CARGO 171781, 171762. Recommended fuse 25 A.

Voltage: 12 Length: 1387 mm Lens type: Polycarbonate
Amp: 16.2 Height: 59 mm Colour: Orange
= Width: 331 mm Material: Aluminium

Model: 140 cm/54"

Mount.: Plan

Base: Flexible

\\Q Hi impact: Yes
Waterproof: Yes
Approvals: SAE/ECE-R65
E-approval: Yes

171853 LED Light bar
Spare Parts: HC-CARGO 171857, 171859. Accessories: HC-CARGO 171865, 171762. Recommended fuse 15 A.

Voltage: 24 Length: 1387 mm Lens type: Polycarbonate
‘ Amp: 10.2 Height: 59 mm Colour: Orange
&= = Width: 331 mm Material: Aluminium
= Model: 140 cm/54"

- Mount.: Plan

Base: Flexible

\\Xx Hi impact: Yes
Waterproof: Yes
Approvals: SAE/ECE-R65
E-approval: Yes

171854 LED Micro Light Bar
Bracket for permanent mounting: HC-CARGO 171855. Change flash pattern on cigarplug. Can also be connected permanently.

Voltage: 12/24 OD: 248x172 mm Bulb type: 30x1 W LED
Amp: 4.2/1.05 Length: 248 mm Lens type: Polycarbonate
N Height: 37 mm Colour: Orange
Width: 172 mm Mount.: Plan

Base: Magnetic

Flash patterns: 23

Waterproof: Yes

Approvals: SAE/ECE-R65
B E-approval: Yes
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171909 LED Light bar
Spare Parts: HC-CARGO 171915, 171916. Accessories: HC-CARGO 171781, 171762. Recommended fuse 25 A.

Voltage: 12 Length: 1087 mm Lens type: Polycarbonate
‘ — Amp: 16.4 Height: 59 mm Colour: Blue
=S Width: 331 mm Material: Aluminium

Model: 110 cm/43"
Mount.: Plan
Base: Flexible

\XX Hi impact: Yes
Waterproof: Yes
Approvals: SAE/ECE-R65
E-approval: Yes

171911 LED Light bar
Spare Parts: HC-CARGO 171857, 171859. Accessories: HC-CARGO 171865, 171762. Recommended fuse 15 A.

. Voltage: 24 Length: 935 mm Lens type: Polycarbonate
| | Amp: 7.2 Height: 59 mm Colour: Orange
— : Wwidth: 331 mm Material: Aluminium

Model: 91.4cm - 36"
Mount.: Plan
Base: Flexible
XX Hi impact: Yes
/ Waterproof: Yes
=0 Approvals: SAE/ECE-R65
E-approval: Yes

171912 LED Light bar
Spare Parts: HC-CARGO 171856, 171858. Accessories: HC-CARGO 171781, 171762. Recommended fuse 25 A.

Voltage: 12 Length: 1252 mm Lens type: Polycarbonate
‘ | Amp: 14.8 Height: 59 mm Colour: Orange
{ ) Width: 331 mm Material: Aluminium
= Model: 124.5 cm/49"

Mount.: Plan

Base: Flexible
4 \XX Hi impact: Yes
Ny Waterproof: Yes
&= Approvals: SAE/ECE-R65
T E-approval: Yes

171913 LED Light bar
Spare Parts: HC-CARGO 171857, 171859. Accessories: HC-CARGO 171865, 171762. Recommended fuse 15 A.

Voltage: 24 Length: 1252 mm Lens type: Polycarbonate
r | Amp: 9.2 Height: 59 mm Colour: Orange
: = Width: 331 mm Material: Aluminium

Model: 124.5 cm/49"
Mount.: Plan

Base: Flexible
J XX Hi impact: Yes
Ny Waterproof: Yes
¢ Approvals: SAE/ECE-R65
E-approval: Yes

171914 LED Light bar
Spare Parts: HC-CARGO 171857, 171859. Accessories: HC-CARGO 171865, 171762. Recommended fuse 20 A.

Voltage: 24 Length: 1524 mm Lens type: Polycarbonate
Amp: 11.2 Height: 59 mm Colour: Orange
pes===_= = ==2 Width: 331 mm Material: Aluminium
= Model: 152.4 cm/60"

Mount.: Plan
Base: Flexible
| XX Hi impact: Yes
11 4 Waterproof: Yes
&

Approvals: SAE/ECE-R65
E-approval: Yes

ACCESSORIES

171682 Mounting Bracket for LED Mini Light Bar ~ Servicing: HC-CARGO 171680

Thickness: 3 mm
Dist. mount. holes:

212 mm
= 0%
=t o [a Y]
':’ g CCOO oo
£ A COOn 9068
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171762 Switch Panel 171909, 171
Dim: 134x39x23 mm.

Mount. hole size: Type/terminal: Flat

4 mm Colour: Black
Button colour: Black
Material: Metal
Switch: S1-S4 On/Off, S5 Shift

171777 LED Flash, amber Servicing: HC-CARGO 171760, 171761
Voltage: 12 Length: 119.9 mm Bulb type: 6 LED
Height: 39.9 mm Colour: Orange

Width: 18.8 mm

liwiN

Servicing: HC-CARGO 171760, 171761

Voltage: 12 Length: 166 mm Bulb type: 12 LED
Height: 37 mm Colour: Orange
Width: 18.8 mm

Servicing: HC-CARGO 171760, 170761

Voltage: 12 Length: 119.9 mm Bulb type: 6 LED
Height: 37 mm Colour: Transparent
Width: 17.8 mm

]
171780 LED Work Lamp Servicing: HC-CARGO 171760, 171761
Voltage: 12 Length: 119.9 mm Bulb type: 9 LED
Height: 37 mm Colour: Transparent

Width: 17.8 mm

Servicing: HC-CARGO 171760, 171761, 171749, 171850, 171852, 171909, 171910, 171913

Voltage: 12 Length: 38 mm Bulb type: 3 LED
Height: 39.2 mm Colour: Transparent
Width: 18.1 mm Approvals: SAE/ECE-R65

E-approval: Yes

171855 Mounting Bracket for LED Micro Light Bar ~ Servicing: HC-CARGO 171854
Total length: 203.9 mm
Height: 14 mm

| % | Dist. mount. holes:
7L+7L PAR
/ N € ‘H Wich: 35 mm

ﬂ@ﬂﬁo
— FOOO =
— 0009
- ,’,?vr,g N
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171856 LED Flash, amber Servicing: HC-CARGO 171760, 171761, 171849, 171850, 171852, 171910, 171912
Voltage: 12 Length: 120 mm Bulb type: 6 LED
Height: 36.75 mm Colour: Orange
Width: 18.78 mm Approvals: SAE/ECE-R65

18.78

E-approval: Yes

Servicing: HC-CARGO 171851, 171853, 171911, 171913, 171914

Voltage: 24 Length: 120 mm Bulb type: 6 LED

Height: 36.75 mm Colour: Orange

Width: 18.78 mm Approvals: SAE/ECE-R65
E-approval: Yes

18.78

Servicing: HC-CARGO 171760, 171761, 171849, 171850, 171852, 171910, 171912

Voltage: 12 Length: 164 mm Bulb type: 12 LED
Height: 33 mm Colour: Orange
=G ° ° 5 & H . o
b Width: 28.28 mm Approvals: SAE/ECE-R65

E-approval: Yes

Servicing: HC-CARGO 171851, 171853, 171911, 171913, 171914

Voltage: 24 Length: 164 mm Bulb type: 12 LED
Height: 33 mm Colour: Orange
Width: 28.28 mm Approvals: SAE/ECE-R65

E-approval: Yes

Servicing: HC-CARGO 171851, 171853, 171911, 171913, 171914

Voltage: 24 Height: 38.41 mm Bulb type: 3 LED
Approvals: SAE/ECE-R65
E-approval: Yes

171915 LED Flash, blue Servicing: HC-CARGO 171909

Voltage: 12 Length: 120 mm Bulb type: 6 LED
Height: 36.75 mm Colour: Blue
Width: 18.78 mm Approvals: SAE/ECE-R65
2 E-approval: Yes

36.75

171916 LED Corner Flash Servicing: HC-CARGO 171909

Voltage: 12 Length: 164 mm Bulb type: 12 LED
Height: 33 mm Colour: Blue
Width: 28.28 mm Approvals: SAE/ECE-R65

E-approval: Yes
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BEACON SOCKETS

170292 Beacon Socket

Length: 100 mm Material: Steel
Mount.: Weld
Bracket: Straight
Socket: DIN 72591 1 terminal

170387 Beacon Socket

Material: Electro galvanized
Mount.: w/ nuts
Bracket: Straight
Socket: DIN 72591 1 terminal

<

170405 Beacon Socket

Length: 108 mm Material: Galvanised steel
Mount. hole size: Mount.: Flat
10 mm Bracket: Angled 90°

Socket: DIN 72591 2 terminal

170406 Beacon Socket

Material: Galvanised steel

Mount.: 2 screws

Bracket: Adjustable

Socket: DIN 72591 2 terminal
1%

170419 Beacon Socket

Material: Galvanised steel
Mount.: Vertical
Bracket: Angled 90°

c Socket: DIN 72591 2 terminal

170531 Extension

G Length: 500 mm Material: Galvanised steel
Mount. hole size: Bracket: Straight
24 mm Socket: DIN 72591 2 terminal

\

170537 Beacon Socket

Material: Electro galvanized
Mount.: Vertical
Bracket: Straight
Socket: DIN 72591 2 terminal
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170562 Beacon Socket

170788 Beacon Socket

o
170789 Beacon Socket

171576 Beacon Socket

%

SPARE PARTS
170460 Beacon Socket

171518 coiled Cable

171513 Rubber Body for Beacon Socket

Length: 102 mm
Mount. hole size:
10 mm

Servicing: IH/CASE

Servicing: John Deere tractor etc

Servicing: HC-CARGO 170292, 170387, 170405, 170788, 170406, 170562, 170789,

170537, 171576, 170419, 170460

Servicing: HC-CARGO 170292, 170387, 170405, 170788, 170406, 170562, 170789,

170537, 171576, 170419, 170460

Material: Galvanised steel
Mount.: 2 screws

Bracket: Angled 90°

Socket: DIN 72591 2 terminal

Material: Electro galvanized
Mount.: Flat

Bracket: Angled

Socket: DIN 72591 1 terminal

Material: Electro galvanized
Bracket: Flexible
Mount.: Vertical
Socket: DIN 72591 1 terminal

Material: Steel

Mount.: Vertical

Bracket: Straight

Socket: DIN 72591 2 terminal

Material: Galvanised steel
Mount.: 1 bolt

Bracket: Angled

Socket: DIN 72591 2 terminal

Rubber

Material:

Plug type: Cigar plug
Plug 1: 2
ISO norm: 4165

140
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171562 cCoiled Cable Servicing: HC-CARGO 171763, 171764, 171494, 171495, 171496

180376 DIN Socket

Also used in sockets for beacons.

170537, 171576, 170419, 170460

180377 DIN Socket

Also used in sockets for beacons.

WORK LAMPS CONVENTIONAL

170093 Work Lamp

Bulb incl.: No Dim.: 164x192x85 mm
Light aperture: 136 mm

15
(meter) 0 10 20 30 40 50 60

170237 Work Lamp

Bulb incl.: No Dim.: 228x77 mm
Light aperture: 131 mm

Bulb incl.: No Dim.: 152x110 mm
Light aperture: 131 mm

Servicing: HC-CARGO 170292, 170387, 170405, 170788, 170406, 170562, 170789,

Plug type: Cigar plug

Material: Brass
No./poles: 1

Material: Brass
No./poles: 2

Bulb type: H3

Socket type: PK22s
Colour: Black
Material/dome: Glass
Material/house: Plastic
Reflector system: Single
Shape: Round

Switch: w/

Mount. bracket: Single bolt fixing
Grill: w/

Handle: w/

Bulb type: H3

Socket type: PK22s

Colour: Black

Material/dome: Glass
Material/house: Shockproof plastic
Reflector system: Single

Shape: Round

Switch: w/

Mount. bracket: U-bracket w/ 2 holes
Grill: w/

Handle: w/

Bulb type: H3

Socket type: PK22s

Colour: Black

Material/dome: Glass
Material/house: Shockproof plastic
Reflector system: Single

Shape: Round

Mount. bracket: Single bolt fixing
Grill: w/
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170488 Work Lamp

166x158x73 mm
Light aperture:

110

9|
©|

170489 work Lamp
w/0 U-bracket.

158x153x73 mm
Light aperture:

170534 work Lamp
Bracket: HC-CARGO 171936.

178x236x90 mm
Coiled cable: 2000 mm
Light aperture: 130 mm

155x95x83 mm
Light aperture:

100x151x91 mm
Light aperture:

Bulb type: H3

Socket type: PK22s

Colour: Black

Material/dome: Glass
Material/house: Shockproof plastic
Reflector system: Single

Shape: Rectangular

Mount. bracket: U-bracket w/ 4 holes
Grill: w/

Bulb type: H3

Socket type: PK22s

Colour: Black

Material/dome: Glass
Material/house: Shockproof plastic
Reflector system: Single

Shape: Rectangular

Mount. bracket: Single bolt fixing
Grill: w/

Bulb type: H3

Socket type: PK22s
Colour: Black
Material/dome: Glass
Material/house: Metal
Shape: Round
Switch: w/

Grill: w/

Magnet base: w/
Lighter plug incl.: Yes
Handle: w/

Coiled cable incl.: Yes

Bulb type: H3
Socket type: PK22s

Colour: Black

Material/dome: Glass
Material/house: Shockproof plastic
Reflector system: Dual

Shape: Rectangular

Mount. bracket: U-bracket w/ 6 holes
Tightness norm: IP 54

Bulb type: H3

Socket type: PK22s

Colour: Black

Material/dome: Glass
Material/house: Shockproof plastic
Reflector system: Free form
Shape: Square

Mount.: Upright/pendant

Mount. bracket: U-bracket w/ 4 holes
2 poles: w/

Tightness norm: IP 66

AGRICULTURAL MACHINERY - Lighting

0.E.M. names and numbers are used for reference purposes only.



| @)

EL. SPECIFICATIONS DIMENSIONS ADDITIONAL SPECIFICATIONS
170859 work Lamp
Bulb incl.: No Dim.: 139x150x106 mm Bulb type: H3
Light aperture: Socket type: PK22s
123x123 mm Colour: Black

Material/dome: Glass
Material/house: Shockproof plastic
Reflector system: Free form

Shape: Square

Mount. bracket: U-bracket w/ 6 holes

Bulb incl.: No

Dim.: 205x120 mm Bulb type: H3
Light aperture: 130 mm Socket type: PK22s
Colour: Black
Material/dome: Glass
Material/house: Metal
Shape: Round
Switch: w/
Mount. bracket: U-bracket w/ 2 holes
Grill: w/
Handle: w/

170979 Work Lamp
External plug for flat plug connection.

Bulb incl.: No Dim.: 160x145x50 mm  Bulb type: H3
Light aperture: Socket type: PK22s
123x72 mm Colour: Black

Material/dome: Glass
Material/house: Shockproof plastic
Shape: Rectangular

Mount.: Flat

Mount. bracket: U-bracket w/ 4 holes

170980 work Lamp Servicing: Universal
External plug for flat plug connection.

Bulb incl.: No Dim.: 160x167x96 mm  Bulb type: H3
Light aperture: Socket type: PK22s
123x78 mm Colour: Black

Material/dome: Glass
Material/house: Shockproof plastic
Reflector system: Dual

Shape: Rectangular

Mount.: Flat

Mount. bracket: U-bracket w/ 4 holes
Tightness norm: IP 65

3
M) 0 W » W @ 0 0 W @

170981 work Lamp
External plug for flat plug connection.

«9% L Bulbincl.: No Dim.: 160x215x96 mm  Bulb type: H3
‘ Light aperture: Socket type: PK22s

123x78 mm Colour: Black
Material/dome: Glass
‘E Material/house: Shockproof plastic

215

Reflector system: Dual
L) Shape: Rectangular
Mount.: Flat
Switch: w/
Mount. bracket: U-bracket w/ 4 holes
Handle: w/
Tightness norm: IP 65

=
mee) 0 1 2 W @ H @ B ®
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170982 work Lamp
External plug for 6.3 mm flat plug connection.

2 105 Bulb incl.: No Dim.: 112x150x105 mm Bulb type: H3
~— - Light aperture: Socket type: PK22s
73x73 mm Colour: Black

Material/dome: Glass
Material/house: Shockproof plastic
Reflector system: Single

Shape: Square

Mount.: Flat

Mount. bracket: U-bracket w/ 4 holes
Tightness norm: IP 67

170983 Work Lamp

External plug for 6.3 mm flat plug connection.

Bulb incl.: No Dim.: 112x200x105 mm Bulb type: H3
Light aperture: Socket type: PK22s
73x73 mm Colour: Black

Material/dome: Glass
Material/house: Shockproof plastic
Reflector system: Single

Shape: Square

Mount.: Flat

; Switch: w/

’ Mount. bracket: U-bracket w/ 4 holes
» Handle: w/

a Tightness norm: [P 65

=
(Met) 0 W 2 B 0 0 0 W ®

200

170984 work Lamp

External plug for 6.3 mm flat plug connection.

1o PERLEN Bulb incl.: No Dim.: 110x175x110 mm Bulb type: H3

Coiled cable: 2000 mm Socket type: PK22s

Light aperture: Colour: Black

73x73 mm Material/dome: Glass
Material/house: Shockproof plastic
Reflector system: Single
Shape: Square
Switch: w/
Magnet base: w/
Lighter plug incl.: Yes
Handle: w/
2 poles: w/
Coiled cable incl.: Yes

Bulb incl.: No Dim.: 155x95x86 mm Bulb type: H3
Light aperture: Socket type: PK22s
136x88 mm Colour: Black

Material/dome: Glass
Material/house: Shockproof plastic
Reflector system: Dual

Shape: Rectangular

Mount. bracket: U-bracket w/ 6 holes
Tightness norm: IP 54

171168 Work Lamp

Bulb incl.: No Dim.: 155x126x85 mm  Bulb type: H3
Light aperture: Socket type: PK22s
123x72 mm Inclination/downwards: 40°

Inclination/upwards: 100°
Colour: Black

Material/dome: Glass
Material/house: Shockproof plastic
® Reflector system: Single

Shape: Rectangular

%
mete) 0 1 2 W 0 N & 0w
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171347 wWork Lamp
Bulb incl.: No Dim.: 153x96x98 mm Bulb type: H3
Light aperture: Socket type: PK22s
124x72 mm Colour: Black

Material/dome: Glass
Material/house: Shockproof plastic
Reflector system: Single

Shape: Rectangular

Mount.: Upright/pendant

Mount. bracket: Single bolt fixing

My 0 1 2 B 0 N 0 W &

171449 work Lamp

External plug for multiplug connection.

<9 o Bulbincl.: No Dim.: 100x127x91 mm  Bulb type: H3
Watt: 55 Light aperture: Socket type: PK22s
73x73 mm Colour: Black

Material/dome: Shockproof plastic
Material/house: Glass

© Reflector system: Single

T Shape: Square
Mount.: Upright/pendant
Mount. bracket: Single bolt fixing
2 poles: w/
Tightness norm: IP 66

171564 work Lamp

- Bulb incl.: No Dim.: 156x117x85 mm  Bulb type: H3
Light aperture: Socket type: PK22s
120x68 mm Material/dome: Shockproof plastic
Material/house: Glass

123

Shape: Rectangular
Switch: w/

Handle: w/
Tightness norm: [P 55

Bulb incl.:

No Dim.: 156x123x113 mm Bulb type: H3
Light aperture: Socket type: PK22s
123x70 mm Inclination/downwards: 180°
Inclination/upwards: 180°
Inclination/sideways: 105°
Colour: Black
Material/dome: Glass
Material/house: Shockproof plastic
Shape: Rectangular
Mount.: Sidemounted
Tightness norm: [P 55

Bulb incl.: No Dim.: 160x165x90 mm  Bulb type: H3
Watt: 70 Light aperture: Socket type: PK22s
77x130 mm Colour: Black

Material/dome: Glass
Material/house: Shockproof plastic
Reflector system: Single

Model: Compact 5000

Shape: Oval

Mount. bracket: 4 holes

2 poles: w/
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171620 Work Lamp

1

15
4 (meter) 0 0020 30

171782 work Lamp
w/ Deutsch multiconnection.

)

WORK LAMPS LED

171640 LED Work Lamp

DL

Bulb incl.: No
Bulb incl.: No
Bulb incl.: No

Servicing: Marine

Bulb incl.: Yes
Voltage: 12
Watt: 55

Bulb incl.: No

Voltage: 9-30
Watt: 24
Lumen: 1440

Dim.: 160x165x90 mm
Light aperture:
77x130 mm

Dim.: 117x84x95 mm
Light aperture: 69 mm

Dim.: 100x151x91 mm
Light aperture:
73x73 mm

Dim.: 105x150x112 mm

Dim.: 123x172x71 mm

Dim.: 120x145x49 mm
Light aperture: 130 mm

Bulb type: H3

Socket type: PK22s

Colour: Black

Material/dome: Shockproof plastic
Reflector system: Dual

Model: Twin beam 5000

Shape: Oval

Mount. bracket: 4 holes

2 poles: w/

Bulb type: H3

Socket type: PK22s

Colour: Black

Material/dome: Glass
Material/house: ABS plastic
Reflector system: Single

Shape: Round

Mount. bracket: U-bracket w/ 1 bolt
2 poles: w/

Tightness norm: IP 66

Bulb type: H3

Socket type: PK22s

Colour: Black

Material/dome: Glass
Material/house: Shockproof plastic
Reflector system: Single

Shape: Square

Mount.: Upright/pendant
Switch: w/

Mount. bracket: Single bolt fixing
2 poles: w/

Tightness norm: [P 66

Bulb type: H3

Socket type: PK22s

Colour: White

Material/dome: Glass

Shape: Square

Mount.: Single bolt fixing

Mount. bracket: Mounting bracket
Tightness norm: IP 65

Bulb type: H3

Socket type: PK22s

Colour: Black

Material/dome: Glass
Material/house: PVC

Shape: Round

Mount. bracket: Single bolt fixing

Bulb type: LED

Colour: Grey
Material/house: Aluminium
Model: 8 LED

Shape: Round

Switch: w/o

Mount. bracket: 1 nut

2 poles: w/

Tightness norm: IP 69K
Approvals: EMC/ADR/GGVS
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171671 LED Work Lamp
4 diodes. Black cable negative.

171672 LED Work Lamp
4 diodes.

;f_,\‘.

171727 LED Work Lamp
Grey lead +, white lead -.

106

171751 LED Work Lamp
White cable to ground. Black cable to +12/36 V.

Voltage: 9-56 Dim.:

Watt: 8.5 151.5x120x83.41 mm
Candela: 800 Light aperture: 100 mm
Kelvin: 5000-6500

Lumen: 450

Voltage: 9-56 Dim.:

Watt: 8.5 135.5x110x85.8 mm
Candela: 800 Light aperture: 100 mm
Kelvin: 5000-6500

Lumen: 450

Servicing: Marine

Voltage: 9-30 Dim.: 120x145x49 mm
Watt: 24 Light aperture: 130 mm
Lumen: 1440

Voltage: 9-33 Dim.:
Watt: 9 Light aperture:
Kelvin: 5000-5500 85x85 mm
Lumen: 800-1000

Voltage: 9-36 Dim.:

Watt: 19 104.9x162.3x54.2 mm
Candela: 2210 Light aperture:
Lumen: 1200 100x100 mm

106x106x59 mm

Bulb type: LED

Colour: Black

Material/dome: Shockproof plastic
Material/house: Shock thermo plastic
Shape: Round

Mount. bracket: 1 nut

Tightness norm: IP 66

Bulb type: LED
Colour: Black

Material/dome: Shockproof plastic
Material/house: Shockproof plastic
Shape: Square

Mount. bracket:
Tightness norm:

1 nut
IP 66

Bulb type: LED

Colour: White
Material/house: Aluminium
Model: 8 LED - Marine
Shape: Round

Mount. bracket: 1 nut

2 poles: w/

Tightness norm: IP 69K
Approvals: EMC/ADR/GGVS

Bulb type: LED

Colour: Black

Material/dome: Shockproof plastic
Material/house: Cast aluminum
Model: 9 LED

Shape: Square

Mount. bracket: U-bracket w/ 1 bolt
Tightness norm: IP 67

Approvals: CE/EMC

Bulb type: LED

Colour: Black

Material/dome: Polycarbonate
Material/house: Cast aluminum
Model: 6 LED

Mount. bracket: U-bracket w/ 1 bolt
Tightness norm: IP 69K

Approvals: CE/EMC
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171752 LED Work Lamp
White cable to ground. Black cable to +12/36 V.

1104

npw

NS

171774 LED Work Lamp

Voltage: 12-36
Watt: 20

Candela: 3600
Lumen: 1800

Voltage: 11-70
Watt: 22
Lumen: 1000

Voltage: 11-70
Watt: 27
Lumen: 1900

Voltage: 11-30
Watt: 40
Lumen: 3200

Voltage: 11-30
Watt: 36
Lumen: 1800

Dim.: 125x176x60.1 mm Bulb type: LED

Light aperture: Colour: Black

93x83 mm Material/dome: Polycarbonate
Material/house: Cast aluminum
Model: 9 LED

Mount. bracket: U-bracket w/ 1 bolt
Tightness norm: [P 69K

Dim.: 110.4x184x67 mm Bulb type: LED

Light aperture: Colour: Black
88x88 mm Material/house: Cast aluminum
Model: 6 LED

Shape: Square
Mount. bracket: Single bolt fixing
Tightness norm: IP 67

Dim.: 110.4x184x67 mm Bulb type: LED

Light aperture: Colour: Black
88x88 mm Material/house: Cast aluminum
Model: 6 LED

Mount. bracket: Single bolt fixing
Tightness norm: IP 67
E-approval: No

Dim.: 112x112x49 mm  Bulb type: LED
Colour: Silver
Material/house: Cast aluminum
Model: 12 LED

Shape: Square

Mount. bracket: U-bracket w/ 1 bolt
Tightness norm: [P 69K

Approvals: EMC/ADR/GGVS

Dim.: 112x112x49 mm

Bulb type: LED
Colour: Silver
Material/house: Cast aluminum
Model: 12 LED

Mount. bracket: U-bracket w/ 1 bolt
Tightness norm: IP 69K

Approvals: EMC/ADR/GGVS
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EL. SPECIFICATIONS DIMENSIONS

ADDITIONAL SPECIFICATIONS

171811 LED Work Lamp
Pre-wired w/ 30 cm cable.
e R Voltage: 10-80 Dim.:
‘ Watt: 5 72.3x52x51.87 mm
Candela: 2000 Light aperture: 35 mm
Kelvin: 5000-6500
Lumen: 600

1

Dim.: 132x108x76 mm

Voltage: 9-36
Amp: 1.2/2.5
Watt: 28-30
Lumen: 3000

&

171846 LED Work Lamp
2 pin AMP connector.

Voltage: 9-36 Dim.: 170x206x87 mm
Amp: 6/3

Watt: 67.5

Lumen: 5400

171847 LED Work Lamp
Pre-wired w/ 30 cm cable.

Amp: 0.3

Watt: 5

Candela: 2000
Kelvin: 5000-6500
Lumen: 600

266,

171938 LED Work Lamp

Flood type.
Voltage: 9-50 Dim.: 96x118x53 mm
Amp: <0.55 Cable length: 380 mm
Watt: 10.8 Light aperture: 90 mm
Lumen: 900

e 05 10 15 20 25 30 35 40 45 50

Voltage: 10-80 Dim.: 52x51.9x72.3 mm Bulb type: LED

Bulb type: LED
Inclination/downwards: Yes
Inclination/upwards: Yes

Colour: Black

Material/dome: Plastic
Material/house: Aluminium

Shape: Round

Mount. bracket: U-bracket w/ 1 bolt
Tightness norm: IP 66

Approvals: CE

Colour: Black
Material/dome: Polycarbonate
Material/house: Aluminium
Model: 20 LED

Shape: Square

Mount. bracket: Single bolt fixing
2 poles: w/

Tightness norm: [P 67
Approvals: CE

Bulb type: LED
Inclination/downwards: 45°
Inclination/upwards: 45°
Colour: Black
Material/dome: Polycarbonate
Material/house: Aluminium
Shape: Round

Mount. bracket: U-bracket w/ 1 bolt
2 poles: w/

Tightness norm: [P 67
Approvals: CE

Inclination/downwards: Yes
Inclination/upwards: Yes
Colour: Black

Model: LED

Shape: Square

Tightness norm: [P 67
Approvals: CE

Bulb type: 4 LED

Colour: Black
Material/dome: Polycarbonate
Material/house: Aluminium
Shape: Round

Mount. bracket: 1 bolt
Tightness norm: [P 68
Approvals: CE/EMC
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EL. SPECIFICATIONS

DIMENSIONS

ADDITIONAL SPECIFICATIONS

171939 LED Work Lamp
Spot.

Voltage: 9-50 Dim.: 96x118 mm

Amp: <0.65 Cable length: 380 mm

Watt: 11 Light aperture: 90 mm

Lumen: 900

Voltage: 12-24 Dim.: 88x85 mm

Amp: 0.37 Cable length: 380 mm
| Watt: 7.5 Light aperture: 72 mm

top view

G hbdborN®aa

Voltage: 10-30 Dim.:
' Watt: 16
Kelvin: 6000
Lumen: 800

Voltage: 10-30 Dim.:
Watt: 9

Kelvin: 6000

Lumen: 600

60mm

114.5mm

Voltage: 10-30 Dim.:

Watt: 18
Kelvin: 6000
Lumen: 1200

87x80x75 mm

60x110x56 mm

60x110x56 mm

Bulb type: 4 LED

Colour: Black
Material/dome: Polycarbonate
Material/house: Aluminium
Shape: Round

Mount. bracket: 1 bolt
Tightness norm: [P 68
Approvals: CE/EMC

Bulb type: 4 LED

Material/dome: Polycarbonate
Material/house: Aluminium

Shape: Square

Mount. bracket: U-bracket w/ 1 bolt
Tightness norm: IP 67

Approvals: CE

Bulb type: 4 LED

Colour: Black

Material/ bracket: Stainless steel
Material/dome: Polycarbonate
Material/house: Cast aluminum
Shape: Square

Mount.: Cable

Tightness norm: IP 67
Approvals: CE

Bulb type: 3 LED

Colour: Black

Material/ bracket: Stainless steel
Material/dome: Polycarbonate
Material/house: Cast aluminum
Shape: Rectangular

Mount.: Cable

Tightness norm: IP 67
Approvals: CE

Bulb type: 6 LED
Colour: Black
Material/ bracket: Stainless steel
Material/dome: Polycarbonate
Material/house: Cast aluminum
Shape: Rectangular

Mount.: Cable

Tightness norm: IP 67
Approvals: CE
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EL. SPECIFICATIONS

DIMENSIONS

ADDITIONAL SPECIFICATIONS

171947 LED Work Lamp

Watt: 20
Kelvin: 6000
Lumen: 1600

Voltage: 10-30 Dim.:
Watt: 15
Kelvin: 6000

Lumen: 1100

Voltage: 10-30 Dim.:
Watt: 15
Kelvin: 6000

Lumen: 1100

Voltage: 10-30 Dim.:
Watt: 18

Kelvin: 6000

Lumen: 1200

Voltage: 10-30 Dim.:
Watt: 18

Kelvin: 6000

Lumen: 1200

171955 LED Work Lamp

Accessories: HC-CARGO 190252, 190261, 191029, 193010.
— e Voltage: 12-24 Dim.:

Watt: 24

Kelvin: 5000-7000

Lumen: 1500

Voltage: 10-30 Dim.: 60x110x56 mm

128x110x45 mm

128x110x45 mm

128x116x48 mm

128x116x48 mm

100x100x76 mm

Bulb type: 2 LED

Colour: Black

Material/ bracket: Stainless steel
Material/dome: Polycarbonate
Material/house: Cast aluminum
Shape: Rectangular

Mount.: Cable

Tightness norm: [P 67
Approvals: CE

Bulb type: 5 LED
Colour: Black
Material/ bracket: Stainless steel
Material/dome: Polycarbonate
Material/house: Cast aluminum
Shape: Square

Mount.: Cable

Tightness norm: [P 67
Approvals: CE

Bulb type: 5 LED
Colour: Black
Material/ bracket: Stainless steel
Material/dome: Polycarbonate
Material/house: Cast aluminum
Shape: Square

Mount.: Cable

Tightness norm: [P 67
Approvals: CE

Bulb type: 6 LED

Colour: Black

Material/ bracket: Stainless steel
Material/dome: Polycarbonate
Material/house: Cast aluminum
Shape: Round

Mount.: Cable

Tightness norm: [P 67
Approvals: CE

Bulb type: 6 LED

Colour: Black

Material/ bracket: Stainless steel
Material/dome: Polycarbonate
Material/house: Cast aluminum
Shape: Round

Mount.: Cable

Tightness norm: IP 67
Approvals: CE

Bulb type: 6 LED
Inclination/downwards: 80°
Inclination/upwards: 90°
Inclination/sideways: 180°

Colour: Black

Material/dome: Plastic
Material/house: ABS plastic/aluminium
2 poles: w/

Tightness norm: IP 68

Approvals: CE
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EL. SPECIFICATIONS DIMENSIONS

ADDITIONAL SPECIFICATIONS

172001 LED Work Lamp

1

1

172010 LED Work Lamp
280 mm cable.

127.]

172017 LED Work Lamp

NEW PRODUCT

www.hc-cargo.com

) 0 o w wm ow w

172018 LED Work Lamp

NEW PRODUCT

WWW. hc-cargo.com

1063

1662

768

136.7]

Voltage: 10-80 Dim.: 164x110x72 mm
Watt: 48

Kelvin: 6000

Lumen: 3500

Voltage: 12-24 Dim.: 100x100x76 mm

Watt: 24
Kelvin: 5000-7000
Lumen: 1500

Cable length: 500 mm

Voltage: 12-24
Watt: 24

Kelvin: 5000-7000
Lumen: 1500

Dim.: 205x110x76 mm
Cable length: 500 mm

Dim.:
127.2x106.3x76.8 mm

Voltage: 12-36
Watt: 40
Lumen: 3200

Voltage: 12-24 Dim.: 145x120x49 mm
Watt: 34

Lumen: 2600

Voltage: 12-24 Dim.: 145x120x49 mm
Watt: 34

Lumen: 2600

Bulb type: 16 LED

Colour: Black

Material/ bracket: Stainless steel
Material/dome: Polycarbonate
Material/house: Cast aluminum
Shape: Square

Mount.: Cable

2 poles: w/

Tightness norm: [P 67
Approvals: CE/EMC

Bulb type: 6 LED
Inclination/downwards: 80°
Inclination/upwards: 90°
Inclination/sideways: 180°

Colour: Black

Material/dome: Plastic
Material/house: ABS plastic/aluminium
Switch: w/

Tightness norm: [P 68

Approvals: CE

Bulb type: 6 LED
Inclination/downwards: 80°
Inclination/upwards: 90°
Inclination/sideways: 180°
Colour: Black
Material/dome: Plastic
Material/house: ABS plastic/aluminium
Switch: w/

Handle: w/

Tightness norm: IP 68
Approvals: CE

Bulb type: LED

Colour: Black

Material/house: Aluminium

Model: 4 LED

Shape: Square

Mount. bracket: U-bracket w/ 1 bolt
Tightness norm: IP 69K

Approvals: CE/EMC

Bulb type: 12 LED
Material/house: Aluminium
Model: 12 LED

Magnet base: w/
Tightness norm: IP 69K
Approvals: EMC/ADR/GGVS

Material/house: Aluminium
Model: 12 LED

Tightness norm: [P 69K
Approvals: EMC/ADR/GGVS
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EL. SPECIFICATIONS

DIMENSIONS

ADDITIONAL SPECIFICATIONS

172019 LED Work Lamp

NEW PRODUCT

www.hc-cargo.com

) o @ ® ® W @ w0 W

172020 LED Work Lamp

NEW PRODUCT

www.hc-cargo.com

1

172045 LED Work Lamp

Voltage: 12-24
Watt: 40
Lumen: 4000

Voltage: 12-24
Watt: 40
Lumen: 4000

Voltage: 10-80
Watt: 24
Kelvin: 6000
Lumen: 1920

Voltage: 10-80
Watt: 36
Kelvin: 6000
Lumen: 2880

Voltage: 10-80
Watt: 65
Kelvin: 6000
Lumen: 5850

Voltage: 10-80
Watt: 65
Kelvin: 6000
Lumen: 5850

Dim.: 145x120x49 mm

Dim.: 145x120x49 mm

Dim.: 140x95x70 mm
Cable length: 400 mm

Dim.: 140x95x70 mm
Cable length: 400 mm

Dim.: 165x142x94.5 mm Bulb type: 13 LED

Dim.: 165x142x94.5 mm Bulb type: 13 LED

Material/house: Aluminium
Model: 12 LED

Tightness norm: IP 69K
Approvals: EMC/ADR/GGVS

Material/house: Aluminium
Model: 12 LED

Magnet base: w/
Tightness norm: IP 69K
Approvals: EMC/ADR/GGVS

Bulb type: 8 LED
Material/dome: Acrylic
Material/house: Cast aluminum
Shape: Oval

2 poles: w/

Tightness norm: [P 69K
Approvals: CE

Bulb type: 12 LED
Material/dome: Acrylic
Material/house: Cast aluminum
Shape: Oval

2 poles: w/

Tightness norm: IP 69K
Approvals: CE

Colour: Black

Material/ bracket: Stainless steel
Material/dome: Polycarbonate
Material/house: Aluminium
Shape: Oval

2 poles: w/

Tightness norm: [P 69K
Approvals: CE

Colour: Black

Material/ bracket: Stainless steel
Material/dome: Polycarbonate
Material/house: Aluminium
Shape: Oval

2 poles: w/

Tightness norm: [P 69K
Approvals: CE
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DIMENSIONS

EL. SPECIFICATIONS ADDITIONAL SPECIFICATIONS

172055 LED Work Lamp

NEW PRODUCT

www.hc-cargo.com

172056 LED Work Lamp

NEW PRODUCT

WWW.hC-C&I’gO.COI'n

ACCESSORIES
172005 Bracket

172008 Handle for LED Wor!

WORK LAMPS HID

171594 HID Work Lamp
Bulb: HC-CARGO 171595.

171611 HID Work Lamp
Bulb: HC-CARGO 171595.

Voltage: 10-80
Amp: 0.83/0.42

Cable length: 500 mm  Bulb type: LED

Material/ bracket: Stainless steel

Watt: 10 Material/dome: Polycarbonate
Kelvin: 6000 Material/house: Cast aluminum
Lumen: 900 Mount. bracket: U-bracket w/ 1 bolt

2 poles: w/
Tightness norm: [P 69K
Approvals: CE

Voltage: 10-80
Amp: 0.83/0.42

Cable length: 500 mm  Bulb type: LED

Material/ bracket: Stainless steel

Watt: 10 Material/dome: Polycarbonate
Kelvin: 6000 Material/house: Cast aluminum
Lumen: 900 Mount. bracket: U-bracket w/ 1 bolt

2 poles: w/
Tightness norm: [P 69K
Approvals: CE

Servicing: HC-CARGO 171955, 172003, 172004

Dim.: 59x37 mm Material: Plastic
Mount. hole size: Standard I1SO A - Rod
24 mm

Servicing: HC-CARGO: 171948, 171949, 171950, 171951, 172001

Colour: Black
Material/ bracket: Aluminium
Mount. bracket: 2 screws

Bulb incl.: Yes
Voltage: 12

Dim.: 112x150x123 mm Bulb type: H3

Light aperture: Colour: Black

73x73 mm Material/dome: Glass
Material/house: Shockproof plastic
Shape: Square
Switch: w/o
Ballast: External
Mount. bracket: Mounting bracket
Magnet base: w/o
Handle: w/o
2 poles: w/
Tightness norm: IP 65

Bulb incl.: Yes
Voltage: 24

Dim.: 112x150x123 mm Bulb type: H3
Light aperture: Colour: Black
73x73 mm Material/dome: Glass
Material/house: Shockproof plastic
Model: HID
Shape: Square
Switch: w/o
Ballast: External
Mount. bracket: Mounting bracket
Magnet base: w/o
Handle: w/o
2 poles: w/
Tightness norm: IP 65
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EL. SPECIFICATIONS

DIMENSIONS

ADDITIONAL SPECIFICATIONS

171615 HID Work Lamp

SPARE PARTS
171595 Xenon Bulb

171612 Ballast

SPOT LIGHTS

170293 Spot Light
Hand-held.

@143
2135

235

Bulb incl.: Yes
Voltage: 12
Watt: 35

Bulb incl.: Yes
Voltage: 12
Watt: 35

Bulb incl.: Yes
Voltage: 24
Watt: 35

Dim.: 210x164x121 mm
Light aperture:
73x73 mm

Dim.: 156x100 mm
Light aperture: 75 mm

Dim.: 156x100 mm
Light aperture: 75 mm

Servicing: HC-CARGO 171594

Servicing: HC-CARGO 171611

Voltage: 24

Bulb incl.: Yes
Voltage: 12

Watt: 55

Dim.: 235x73 mm
Cable length: 6000 mm
Connection cable: w/
Light aperture: 120 mm

Bulb type: D1S

Socket type: PK32d-2

Colour: Black

Material/dome: Glass
Material/house: Shockproof plastic
Reflector system: Single

Shape: Square

Switch: w/o

Mount. bracket: Mounting bracket
Magnet base: w/o

Handle: w/o

Tightness norm: IP 65

Bulb type: D2S

Socket type: PK32d-2
Colour: Black
Material/dome: Glass
Material/house: Aluminium
Reflector system: Single
Shape: Square

Switch: w/o

Mount. bracket: U-bracket w/ 1 bolt
Magnet base: w/o

Handle: w/o

2 poles: w/o0

Bulb type: D2S

Socket type: PK32d-3
Colour: Black
Material/dome: Glass
Material/house: Aluminium
Reflector system: Single
Shape: Square

Mount.: Single bolt fixing
Switch: w/o

Mount. bracket: Mounting bracket
Magnet base: w/o

Handle: w/o

2 poles: w/o

Bulb type: Xenon, H3

Model: HID

Type: Halogen

Bulb type: H3

Socket type: PK22s

Colour: Black

Material/house: Shockproof plastic
Shape: Round

Switch: w/

Protective cover: w/

Lighter plug incl.: Yes

Connection cable: w/
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EL. SPECIFICATIONS DIMENSIONS ADDITIONAL SPECIFICATIONS

170564 Spot Light

Bulb incl.: No Dim.: 226x77 mm Bulb type: H3
Light aperture: 131 mm Socket type: PK22s

Inclination/sideways: Yes
Colour: Black
Material/dome: Glass
Material/house: Shockproof plastic
Switch: w/
Grill: w/
Handle: w/

Bulb incl.: No Dim.: 178x236x90 mm  Bulb type: H3

Coiled cable: 2000 mm Socket type: PK22s

Light aperture: 130 mm Colour: Black
Material/dome: Glass
Material/house: Metal
Shape: Round
Switch: w/
Mount. bracket: Mounting bracket
Grill: w/
Magnet base: w/
Lighter plug incl.: Yes
Handle: w/
Coiled cable incl.: Yes

171464 Spot Light
Remote controlled by EU approved radio controller. Frequency 433.92 MHZ. Reach up to 100 m. Incl. 9 V battery. Battery: HC-CARGO 200742, 200769.

Bulb incl.: Yes OD: 135 mm Bulb type: H1
{ Voltage: 12 Height: 250 mm Lens type: Polycarbonate
v Watt: 55 Width: 135 mm Mount.: Standard ISO A - Rod
| Base: Rigid
Hi impact: Yes

Tightness norm: [P 55
Approval: CE

250

@135

171466 Spot Light
Remote controlled by EU approved radio controller. Frequency 433.92 MHZ. Reach up to 100 m. Incl. 9 V battery. Battery: HC-CARGO 200742, 200769.

Bulb incl.: Yes OD: 160 mm Bulb type: H1
Voltage: 12 Height: 194 mm Lens type: Polycarbonate
Watt: 55 Width: 165 mm Mount.: Standard ISO B2 (and B1) - Base

Hi impact: Yes
Tightness norm: [P 55

arl

ACCESSORIES

170653 Beacon Socket Servicing: HC-CARGO 170650, 170651, 171466

Cable length: 2000 mm Mount.: 3 magnets

Height: 30 mm Base: Magnetic

Width: 168 mm Coiled cable incl.: Yes
Tightness norm: IP 55
E-approval: Yes

171936 Magnetic base for Lamps Servicing: HC-CARGO 170534

Coiled cable: 2000 mm Colour: Black
Mount.: Magnetic
Mount. bracket: U-bracket w/ 2 holes
Magnet base: w/
Lighter plug incl.: Yes
Coiled cable incl.: Yes
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For upright fixing.

Horizontal fixing.

Light unit: HC-CARGO 170844.
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Bulb incl.: No
Watt: 45/40
Watt 2: 55/50
Watt 3: 4

Bulb incl.: No
Watt 1: 45/40
Watt 2: 55/50
Watt 3: 4

Bulb incl.: No
Watt 1: 45/40
Watt 2: 55/50
Watt 3: 4

Dim.: 152x110 mm
Light aperture: 131 mm

Dim.: 152x110 mm
Light aperture: 131 mm

Dim.: 137x95 mm
Light aperture: 110 mm

EL. SPECIFICATIONS DIMENSIONS ADDITIONAL SPECIFICATIONS
TRACTOR HEAD LAMPS
170132 Head Lamp
Light unit: HC-CARGO 170239.

Bulb incl.: No Dim.: 148x105 mm Socket type 1: P45t

s Watt: 45/40 Light aperture: 130 mm Socket type 2: P45t
Watt 2: 55/50 Socket type 3: BA9s
Watt 3: 4 Colour: Black

Material: Metal
Material/dome: Glass
Shape: Round
Mount.: 1 bolt
Sidemarker: w/
Grill: w/o
Asymmetric light: w/
RH/LH: LH
E-approval: Yes

170310 Head Lamp

Bulb type 1: H4
Bulb type 2: H4
Socket type 1: P45t
Socket type 2: P45t
Socket type 3: BA9s
Colour: Black
Material: Plastic
Material/dome: Glass
Shape: Round
Mount.: 1 bolt
Sidemarker: w/
Grill: w/
Asymmetric light: w/
RH/LH: LH
E-approval: Yes

170311 Head Lamp

Bulb type 1: H4
Bulb type 2: H4
Socket type 1: P45t
Socket type 2: P45t
Socket type 3: BA9s
Colour: Black
Material: Plastic
Material/dome: Glass
Shape: Round
Mount.: 1 bolt
Sidemarker: w/
Grill: w/
Asymmetric light: w/
RH/LH: LH
E-approval: Yes

170843 Head Lamp

Socket type 1: BA20d
Socket type 2: BA20d
Socket type 3: BA9s
Colour: Black
Material: Metal
Material/dome: Glass
Shape: Round
Mount.: 1 bolt
Sidemarker: w/
Grill: w/o
Asymmetric light: w/o
RH/LH: RH/LH
E-approval: Yes
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EL. SPECIFICATIONS DIMENSIONS ADDITIONAL SPECIFICATIONS

171359 Driving Lamp

Bulb incl.: No Dim.: 106x84.5x86 mm Type: Driving lamp
Watt 1: 55 Light aperture: Bulb type 1: H3
Watt 2: 70 55x35 mm Bulb type 2: H3

Socket type 1: PK22s

Socket type 2: PK22s
Material: Shockproof plastic
Material/dome: Glass

Shape: Oval

Mount.: U-bracket w/ 2 holes
Asymmetric light: w/o
E-approval: No

Bulb incl.: No Dim.: Type: Driving lamp
Watt 1: 55 154.6x75.3x69 mm Bulb type 1: H3
J Watt 2: 70 Light aperture: Bulb type 2: H3
130x35 mm Socket type 1: PK22s

Socket type 2: PK22s
Material: Shockproof plastic
Material/dome: Glass
Shape: Rectangular
Mount.: U-bracket w/ 1 bolt
E-approval: No

Bulb incl.: No Dim.: 122x134x64 mm  Type: Driving lamp
Voltage: 12/24 Light aperture: 95 mm  Bulb type 1: H3
Watt 1: 55 Bulb type 2: H3
Watt 2: 70 Socket type 1: PK22s

Socket type 2: PK22s
Colour: Black
Material: Metal
Material/dome: Glass
Shape: Round

—— - i Mount.: Mounted below
W e E-approval: No

171365 Driving Lamp

156 56 Bulb incl.: No Dim.: 156x105x56 mm  Type: Driving lamp
Nt Watt1: 55 Light aperture: Bulb type 1: H3
' Watt 2: 70 110x75 mm Bulb type 2: H3
Socket type 1: PK22s

Socket type 2: PK22s
Colour: Black
Material: Metal
Material/dome: Glass
Shape: Rectangular
Mount.: Mounted below
E-approval: Yes

Bulb incl.: Yes Dim.: 138x78x68 mm Type: Driving lamp

Voltage: 12 Light aperture: Bulb type: H3

Watt: 55 110x60 mm Socket type: PK22s
Material: Shockproof plastic
Material/dome: Glass
Shape: Rectangular
Mount.: 1 bolt
Bracket: Pendant
E-approval: Yes

Servicing: HC-CARGO 170550

215 Bulb incl.: No Dim.: 215x120.5x81 mm Bulb type 1: H3
Watt: 55 Light aperture: Bulb type 2: H3
Watt 2: 70 200x107 mm Socket type: PK22s

i

1

1

1

f

1

I

1

1

1

1

1
1205

Socket type 2: PK22s
Colour: Black
Material: Metal
Material/dome: Glass
Shape: Rectangular
Asymmetric light: w/o
E-approval: Yes
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EL. SPECIFICATIONS DIMENSIONS ADDITIONAL SPECIFICATIONS

DRIVING LAMP LED

172059 LED Driving Lamp

Voltage: 10-30 Dim.: 222x177.8x79 mm Type: LED Driving lamp

Watt: 60 Material: Cast aluminum
Material/dome: Polycarbonate
NEW PRODUCT Sobe: Round
Tightness norm: IP 67
www.hc-cargo.com Approvals: CE

E-approval: Yes

172060 LED Driving Lamp

Voltage: 9-36 Dim.: Type: LED Driving lamp
Watt: 18 246.5x237x95.9 mm Material: Aluminium
Cable length: 300 mm  Material/dome: Polycarbonate
NEW PRODUCT Sobe: nound
Tightness norm: [P 69K
www.hc-cargo.com Approvals: CE

E-approval: Yes

LED DAYTIME RUNNING LIGHT SETS

171740 Daytime Running Light

Voltage: 12/24 Dim.: 220x33x26 mm Type: LED

Watt: 2x5 Cable length: 500 mm  Material: ABS plastic
Dist. mount. holes: Material/dome: PMMA
215 mm Shape: Rectangular

Mount.: Bracket
Bracket: Adjustable
No./lamps: 2

i Fixing screw: 4
: No./LEDs: 2x5
o E-approval: Yes

POSITION LAMPS CONVENTIONAL

170875 Position Lamp

Voltage: 12/24 Dim.: 160x59x45 mm Colour/glass: White

E 8l b Watt: 5 Dist. mount. holes: Material: Plastic

» 57 mm Fixing screw: 2
w0 |
8

170881 Position Lamp
Lens: HC-CARGO 170976.

Watt: 5 Dim.: 110x41x28 mm Socket type: S8.5
o (R Dist. mount. holes:  Colour/glass: White
w‘ ; 45 mm Material: Shockproof plastic

* Shape: Rectangular

Reflector: w/

Fixing screw: 2
Sidemarker lamp: w/
Tail light: w/
E-approval: Yes

Al

170887 Position Lamp
Lens: HC-CARGO 170952.

Watt: 5 Dim.: 110x46x26 mm Socket type: T10
Dist. mount. holes: Colour/glass: White
85 mm Material: Shockproof plastic

Shape: Rectangular
Reflector: w/

Fixing screw: 2
Sidemarker lamp: w/
Tail light: w/
E-approval: Yes
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171171 Position Lamp
Lens: HC-CARGO 171238.

Watt: 5 Dim.: 62x62x45 mm Socket type: S8.5
6 Dist. mount. holes: Colour: Black
30 mm Colour/glass: Transparent

Material: Shockproof plastic
Fixing screw: 2
E-approval: Yes

. Watt: 5 Dim.: 70x36 mm Type: Position lamp
3 Dist. mount. holes: Socket type: S8.5
33 mm Colour/glass: White
= Material: Steel

Shape: Circular
Fixing screw: 2
E-approval: Yes

171182 Position Lamp

@ﬁﬂ/ A

Watt: 5 Dim.: 80x42 mm Position lampSocket type: S8.5
Dist. mount. holes: Colour/glass: White
45 mm Material: Shockproof plastic

Shape: Circular
Fixing screw: 2
E-approval: Yes

45

171332 Position Lamp

Watt: 5 Dim.: 102x42x28 mm Socket type: S8.5
Dist. mount. holes: Colour: Black
65 mm Colour/glass: White

Material: Plastic
Fixing screw: 2
2 E-approval: Yes

171493 Position Lamp

Watt: 5 Dim.: 74x45x22.5 mm  Socket type: S8.5
g Dist. mount. holes: Colour: Black
k @ g 52 mm Colour/glass: White
J Material: Plastic
as || o12 Shape: Rectangular
525 Reflector: w/
Fixing screw: 2
r jaal 1 E-approval: Yes
3|

SPARE PARTS
170952 Lens Servicing: HC-CARGO 170887

Dim.: 110x46x26 mm Shape: Rectangular

170976 Lens Servicing: HC-CARGO 170881

Dim.: 110x41x28 Shape: Rect |
ST LT B 000

164 AGRICULTURAL MACHINERY - Lighting

0.E.M. names and numbers are used for reference purposes only.



| @)

EL. SPECIFICATIONS DIMENSIONS ADDITIONAL SPECIFICATIONS

171242 Lens Servicing: HC-CARGO 171174
Dim.: 62x62x46 mm Shape: Square

POSITION LAMPS LED

171603 LED Position Lamp

Voltage: 24 Dim.: 104x36x20 mm Type: LED

Watt: 1.02 Cable length: 500 mm  Colour/glass: White
Dist. mount. holes: Material: Shockproof plastic
70 mm Shape: Rectangular

Reflector: w/
Fixing screw: 2
Sidemarker: w/
No./LEDs: 1
Approvals: ADR
E-approval: Yes

171609 LED Position Lamp

Voltage: 24 Dim.: 114x39x20 mm Type: LED
Watt: 0.44 Cable length: 500 mm  Colour/glass: White
B Dist. mount. holes: Material: Shockproof plastic
o TR = - 70 mm Reflector: w/
. q . . ]@ ] F - ; -
S 13 | E@ ixing screw: 2
a & = Sidemarker: w/
No./LEDs: 1

E-approval: Yes

171610 LED Position Lamp

\oltage: 24 Dim.: 115x39.7x20 mm Type: LED

Watt: 0.44 Cable length: 500 mm  Colour/glass: White
Dist. mount. holes: Material: Shockproof plastic
52 mm Shape: Oval

Bracket: Angled
Reflector: w/
Fixing screw: 2
Sidemarker: w/
No./LEDs: 1
E-approval: Yes

Voltage: 9-36 Dist. mount. holes: Type: LED

Watt: 0.9 83 mm Colour/glass: White
Reflector: w/
Sidemarker: w/
No./LEDs: 3
Approvals: ADR
E-approval: Yes

7 I Voltage: 12/24 Dim.: 130x57x42.5 mm Type: LED
y 'R \ Watt: 0.4/0.8 Socket type: LED

i [ i Colour/glass: White
Material: Shockproof plastic
Bracket: Angled

Reflector: w/

Sidemarker: w/

No./LEDs: 1

E-approval: Yes

130

Voltage: 12/24 Dim.: 130x32x20.5 mm Type: LED

Watt: 0.4/0.8 Socket type: LED
Colour/glass: White
Material: Shockproof plastic
Reflector: w/
Sidemarker: w/
No./LEDs: 1
E-approval: Yes

AGRICULTURAL MACHINERY - Lighting 165

0.E.M. names and numbers are used for reference purposes only.



EL. SPECIFICATIONS DIMENSIONS ADDITIONAL SPECIFICATIONS

171744 LED Position Lamp

Voltage: 9-36 Dim.: 63x31 mm Type: LED
OD: 63 mm Colour: Black
Cable length: 300 mm  Colour/glass: Transparent
Dist. mount. holes: Material: PVC
30 mm Material/dome: PMMA

Shape: Round
Mount.: 2 screws
Sidemarker: w/
No./LEDs: 3
Approvals: ADR/SAE
E-approval: Yes

Voltage: 12/24 Dim.: 115x44x9.5 mm  Type: LED
Watt: 0.45-1.6 Cable length: 5000 mm Colour: White
Dist. mount. holes: Colour/glass: White
102 mm Material: Polycarbonate
95 102 Material/dome: Polycarbonate
Shape: Rectangular
[ (@) Mount.: 2 screws
Reflector: w/
Sidemarker: w/
No./LEDs: 3
Tightness norm: IP 67
Approvals: SAE
E-approval: Yes

Voltage: 12/24 Dim.: 57x35x21 mm Type: LED
Cable length: 400 mm  Colour: Black
21 Dist. mount. holes: Colour/glass: White

28 mm Shape: Rectangular
Fixing screw: 2
Sidemarker: w/
No./LEDs: 2
Tightness norm: IP 67
E-approval: Yes

171862 LED Position Lamp
Voltage: 12/24 Dim.: 72x26x24 mm Type: LED

Watt: 0.3-0.6 Cable length: 5000 mm Colour: Black
Dist. mount. holes: Colour/glass: White
61 mm Material: PP

Material/dome: PMMA
Shape: Rectangular
Sidemarker: w/
No./LEDs: 3
Approvals: CE
E-approval: Yes

171868 LED Position Lamp

Voltage: 12/24 Dim.: 72x26x24 mm Type: LED

Watt: 0.3-0.6 Cable length: 5000 mm Colour: Black
Dist. mount. holes: Colour/glass: White
61 mm Material: PP

Material/dome: PMMA
Shape: Rectangular
Bracket: Adjustable
Sidemarker lamp: w/
No./LEDs: 3
Approvals: CE
E-approval: Yes

o Voltage: 12/24 Dim.: 104x36x20 mm Type: LED
Watt: 0.49 Cable length: 500 mm  Colour/glass: White
Dist. mount. holes: Material: Shockproof plastic
70 mm Shape: Rectangular

Reflector: w/
Fixing screw: 2
Sidemarker: w/
No./LEDs: 1
E-approval: Yes
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172039 LED Position Lamp

Voltage: 12/24 Dim.: 104 x 36 x Type: LED
Watt: 0.49 19.6 mm Colour/glass: White

7 Cable length: 500 mm  Material: Shockproof plastic
2 Dist. mount. holes: Bracket: Angled
52 mm Reflector: w/

Fixing screw: 2

} @ @%HP | 7 1 Sidemarker: w/
; : ! No./LEDs: 1
R :

E-approval: Yes

172043 LED Position Lamp
Voltage: 12/24 Dim.: 114x39x20 mm Type: LED

Watt: 0.44 Cable length: 500 mm  Colour/glass: White
Dist. mount. holes: Material: Shockproof plastic
; ~. . 70 mm Reflector: w/
08 B o - 3O Fixing screw: 2
s ﬂ @"*Up.. Sidemarker: w/
e No./LEDs: 1

E-approval: Yes

172044 LED Position Lamp

Voltage: 12/24 Dim.: 115x39.7x20 mm Type: LED
Watt: 0.44 Cable length: 500 mm  Colour/glass: White
Dist. mount. holes: Material: Shockproof plastic
52 mm Shape: Oval
Bracket: Angled
F Reflector: w/
& @ & g H Fixing screw: 2
g Sidemarker: w/
sy No./LEDs: 1
E-approval: Yes

20

FLASHER-POSITION LAMPS CONVENTIONAL

170925 Flasher/Position Lamp

Watt 1: 21 Dim.: 84x50 mm Socket type 1: BA15S
Watt 2: 5 Dist. mount. holes: Socket type 2: S8.5
g4 45 mm Material: Shockproof plastic

Shape: Square
Fixing screw: 2

+ - I RH/LH: RH/LH
- 50

E-approval: Yes

170927 Flasher/Position Lamp
Lens: HC-CARGO 170989.

Watt 1: 21 Dim.: 114x76 mm Socket type 1: BA15S
Watt 2: 5 Dist. mount. holes: Socket type 2: BA15S
58 mm Material: Shockproof plastic

Shape: Rectangular
Fixing screw: 2
RH/LH: RH/LH
E-approval: Yes

170941 Flasher/Position Lamp Servicing: HC-CARGO 170828

Lens: HC-CARGO 170834.

Watt 1: 21 Dim.: 108x103x52 mm  Socket type 1: BA15S
Watt 2: 5 Dist. mount. holes: Socket type 2: S8.5
55 mm Material: Shockproof plastic

Shape: Rectangular
Fixing screw: 2
Flasher light: w/
Sidemarker: w/
RH/LH: RH/LH
E-approval: Yes
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171215 Flasher/Position Lamp
Lens: HC-CARGO 171248.

Watt 1: 18 Dim.: 80x42 mm Socket type 1: S8.5
Watt 2: 10 Dist. mount. holes: Socket type 2: S8.5
45 mm Material: Metal

42 80

Shape: Circular

QJH am Fhdngscrew: 2

45

& ‘ | E-approval: Yes

171217 Flasher/Position Lamp
Right: HC-CARGO 171260.

Watt 1: 21 Dim.: 158x64x51 mm Socket type 1: BA15S
Watt 2: 5 Dist. mount. holes: Socket type 2: BA15S

51 6%y 98/45 mm Material: Shockproof plastic
Shape: Rectangular
i Fixing screw: 4
® RH/LH: LH
E-approval: Yes

171218 Flasher/Position Lamp
Left: HC-CARGO 171217.

Chi

Watt 1: 21 Dim.: 158x64x51 mm Socket type 1: BA15S
Watt 2: 5 Dist. mount. holes: Socket type 2: BA15S
98745 mm Material: Shockproof plastic

Shape: Rectangular
Fixing screw: 4
RH/LH: RH
E-approval: Yes

Watt 1: 21 Dim.: 180x60x51.5 mm Socket type 1: BA15S
Watt 2: 5 Dist. mount. holes: Socket type 2: BA15S
134 mm Material: Shockproof plastic

Shape: Rectangular
Fixing screw: 2
RH/LH: RH/LH
E-approval: Yes

SPARE PARTS

170834 Lens, Rear Lamp Servicing: HC-CARGO 170941

Dim.: 108x103x52 mm  Shape: Rectangular
Fixing screw: 2
Flasher light: w/
Sidemarker: w/

170989 Lens Servicing: HC-CARGO 170927

Dim.: 114x76 mm Shape: Rectangular
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FLASHER-POSITION LAMPS LED

171800 LED Flasher/Positions Lamp
Voltage: 12/24

Voltage: 12/24

SIDE INDICATORS CONVENTIONAL

170713 Flasher Lamp
Lens: HC-CARGO 170670, 170671.
Watt: 5

171140 Flasher Lamp
Watt: 4

171141 Flasher Lamp

171147 Flasher Lamp

Dim.: 150x70x77 mm Colour: Black
Cable length: 2100 mm Material: Shockproof plastic
Dist. mount. holes: Shape: Rectangular
110/55 mm Mount.: Upright/pendant
Fixing screw: 2
No./LEDs: 14/3
RH/LH: LH
E-approval: Yes

Dim.: 150x70x77 mm Colour: Black
Cable length: 2100 mm Material: Shockproof plastic
Dist. mount. holes: Shape: Rectangular
110/55 mm Mount.: Upright/pendant
Fixing screw: 2
No./LEDs: 14/3
RH/LH: RH
E-approval: Yes

Dim.: 108x84x93 mm
OD: 60 mm

Socket type: BA15S
Colour/glass: Orange
E-approval: Yes

Servicing: Fiat, Ford, Lada, Universal

OD: 27 mm Socket type: BA9s
Dist. mount. holes: Colour/glass: Orange
28 mm E-approval: Yes

Servicing: Fiat 127, 129

Dim.: 62x50x17 mm Colour/glass: Orange

E-approval: Yes

Servicing: Ford, Universal

Dim.: 34x34x60 mm Colour/glass: Orange

E-approval: Yes
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171148 Flasher Lamp

171153 Flasher Lamp

171183 Flasher Lamp
Lens: HC-CARGO 171247.

171339 Flasher Lamp
Lens: HC-CARGO 171340.

SPARE PARTS

Servicing: Universal, Ford, Rover Group

Dim.: 76x24 mm

Servicing: Audi, VW, various types 84

Bulb incl.: No Dim.: 110x46x26 mm
Voltage: 12 Dist. mount. holes:
Watt: 5 86 mm

Watt: 21

Watt: 5 Dim.: 80x42 mm Socket type: S8.5
% Dist. mount. holes: Colour/glass: Orange
45 mm Material: Shockproof plastic

/\ Fixing screw: 2
E-approval: Yes

&

171337 Flasher Lamp
Watt: 10 Dim.: 95x73x83 mm Socket type: BA15S

Dist. mount. holes:
48 mm

Dim.: 84x84x51 mm
Dist. mount. holes:
45 mm

170670 Lens Servicing: HC-CARGO 170713

Socket type: BA9s
Colour/glass: Orange
E-approval: Yes

Type: Flasher lamp
Colour: Orange
Colour/glass: Orange
Material: Plastic
Material/dome: Plastic
Shape: Flat

Mount.: Sidemounted
No./lamps: 1
Flasher light: w/
RH/LH: RH/LH
E-approval: Yes

Colour: Black
Colour/glass: Orange
Material: Plastic
Shape: Rectangular
Fixing screw: 2
E-approval: Yes

Socket type: BA15S
Colour/glass: Orange
Material: Plastic
Shape: Rectangular
Fixing screw: 2
E-approval: Yes

Colour/glass: Orange
Material: Glass
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SIDE INDICATORS LED

171770 LED Flasher Lamp Servicing: Fiat, Kia, MAN
Voltage: 24 Dim.: 162x113x50 mm  Type: Flasher lamp
Watt: 4 Colour/glass: Orange

Material: ABS plastic
Material/dome: PMMA
Shape: Rectangular
Mount.: Plan installation
Flasher light: w/
No./LEDs: 16
RH/LH: RH/LH
E-approval: Yes

Voltage: 12/24 Dim.: 104x36x20 mm Type: LED
Cable length: 500 mm  Colour/glass: Orange
Dist. mount. holes: Material: Shockproof plastic
70 mm Shape: Rectangular
Reflector: w/
Fixing screw: 2
Sidemarker lamp: w/
No./LEDs: 1
E-approval: Yes

Voltage: 12/24 Dim.: 104x36x19.6 mm Type: LED
Cable length: 500 mm  Colour/glass: Orange
Dist. mount. holes: Material: Shockproof plastic
70 mm Shape: Rectangular
Bracket: Angled
Reflector: w/
Fixing screw: 2
Sidemarker lamp: w/
No./LEDs: 1
] E-approval: Yes

172041 LED Side Marker Lamp

Voltage: 12/24 Dim.: 114x39x20 mm Type: LED
Cable length: 500 mm  Colour/glass: Orange
Dist. mount. holes: Material: Shockproof plastic
70 mm Reflector: w/

- W= Fixing screw: 2
| :&@ Sidemarker lamp: w/
N No./LEDs: 1

E-approval: Yes

172042 LED Side Marker Lamp

Voltage: 12/24 Dim.: 115x39.7x20 mm Type: LED
Dist. mount. holes: Colour/glass: Orange
70 mm Material: Shockproof plastic
Shape: Oval
Bracket: Angled
Reflector: w/
ﬁ Fixing screw: 2
[N Sidemarker lamp: w/
N No./LEDs: 1
E-approval: Yes

115

2
2

SIDE MARKER LAMPS CONVENTIONAL

Lens: HC-CARGO 170975.

45

Watt: 5 Dim.: 110x41x28 mm Socket type: S8.5
< [
' ' 45 mm Colour/glass: Orange
1‘ |

Material: Shockproof plastic
Shape: Rectangular
Reflector: w/

Fixing screw: 2
E-approval: Yes

Al
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170884 side Marker Lamp
Lens: HC-CARGO 170946.

Watt: 5 Dim.: 110x46x26 mm Socket type: T10
Dist. mount. holes: Colour/glass: Orange
85 mm Material: Shockproof plastic

Shape: Rectangular
Reflector: w/
Fixing screw: 2
E-approval: Yes

170885 side Marker Lamp
Lens: HC-CARGO 170946.

Watt: 5 Dim.: 110x46x26 mm Socket type: T10
Dist. mount. holes: Colour/glass: Orange
20/50 mm Material: Shockproof plastic

Shape: Rectangular
Bracket: Angled
Reflector: w/
E-approval: Yes

171175 Side Marker Lamp

Lens: HC-CARGO 171243.

Watt: 5 Dim.: 62x62x45 mm Socket type: S8.5
Dist. mount. holes: Colour: Black
30 mm Colour/glass: Orange

Material: Shockproof plastic
Reflector: w/

Fixing screw: 2
E-approval: Yes

171180 Side Marker Lamp

Watt: 5 Dim.: 70x36 mm Type: Side marker lamp
Dist. mount. holes: Socket type: S8.5
70 .
36 3 33 mm Colour/glass: Orange
g Material: Steel
N Fixing screw: 2
E-approval: Yes

171343 Side Marker Lamp

== e Watt: 5 Dim.: 74x45x22.5 mm  Socket type: S8.5
e — \ Dist. mount. holes: Colour: Black
52 mm Colour/glass: Orange

Material: Plastic
Shape: Rectangular
Fixing screw: 2
E-approval: Yes

171369 Side Marker Lamp

Watt: 5 Dim.: 102x42x28 mm Socket type: S8.5
Dist. mount. holes: Colour: Black
65 mm Colour/glass: Orange

Material: Plastic
Fixing screw: 2
E-approval: Yes
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SPARE PARTS
170946 Lens

170975 Lens

28
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! 45

|

41

ACCESSORIES

171417 Angle Bracket
Long.

171419 Angle Bracket
Short.

SIDE MARKER LAMPS LED

171602 LED Side Marker Lamp

Servicing: HC-CARGO 170885

\oltage: 24

Voltage: 9-36

Dim.: 110x46 mm

Servicing: HC-CARGO 170880

Dim.: 110x41x28 mm

Mount hole: 45 mm
Mount. hole 2: 85 mm

Mount hole: 45 mm
Mount. hole 2: 85 mm

Dim.: 104x36x19.6 mm Type: LED

Cable length: 500 mm
Dist. mount. holes:
70 mm

Dim.: 131x40x34 mm
Cable length: 28 mm
Dist. mount. holes:
115 mm

Colour/glass: Orange
Material: Shockproof plastic
Shape: Rectangular
Bracket: Angled

Reflector: w/

Fixing screw: 2
Sidemarker lamp: w/
No./LEDs: 1

Approvals: ADR
E-approval: Yes

Type: LED

Colour: Yellow
Colour/glass: Orange
Material: PP/PMMA
Material/dome: ABS plastic
Mount.: Screw fastening
No./lamps: 1

Fixing screw: 2
Sidemarker lamp: w/
No./LEDs: 3

Wiring system: w/
E-approval: Yes
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171636 LED Side Marker Lamp
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Voltage: 9-36

_ Watt: 0.9

Voltage: 12/24

Voltage: 12/24

Voltage: 12/24
Watt: 1

Voltage: 12

Voltage: 24

Dim.: 109x49x18 mm
Dist. mount. holes:
83 mm

Dim.: 130x57x42.5 mm Type: LED

Dist. mount. holes:
50 mm

Dim.: 111x50.5x23 mm Type: LED

Dist. mount. holes:
116 mm

171729 LED Side Marker Lamp Servicing: MAN

Dim.: 65x65x28 mm
Dist. mount. holes:
30 mm

171735 LED Side Marker Lamp

Dim.: 110x41x19.6 mm Type: LED

Cable length: 200 mm
Dist. mount. holes:
75 mm

Dim.: 110x41x19.6 mm Type: LED

Cable length: 20 mm
Dist. mount. holes:
75 mm

Type: LED Colour/glass: Orange
Shape: Rectangular

Reflector: w/

Sidemarker lamp: w/
No./LEDs: 3

E-approval: Yes

Socket type: LED

Material: Shockproof plastic
Shape: Rectangular
Bracket: Angled

Reflector: w/

Sidemarker lamp: w/
No./LEDs: 1

E-approval: Yes

Socket type: LED
Colour/glass: Orange
Material: Shockproof plastic
Shape: Rectangular

Mount.: Flat w/ 2 fixing holes
Reflector: w/

Fixing screw: 2

Sidemarker lamp: w/
No./LEDs: 1

E-approval: Yes

Type: LED Colour/glass: Orange
Material: ABS plastic
Material/dome: PMMA

Shape: Square

Bracket: Angled

Reflector: w/

Sidemarker lamp: w/
No./LEDs: 2

E-approval: Yes

Shape: Rectangular
Sidemarker lamp: w/
No./LEDs: 1
E-approval: Yes

Shape: Rectangular
Sidemarker lamp: w/
No./LEDs: 1
E-approval: Yes
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171742 LED Side Marker Lamp
Voltage: 12/24 Dim.: 63x31 mm Type: LED
OD: 63 mm Colour: Black
«~ B 5 3y Cable length: 300 mm  Colour/glass: Orange
Material: PVC

Material/dome: PMMA
Mount.: 2 screws
Sidemarker lamp: w/
No./LEDs: 3
Approvals: ADR/SAE
E-approval: Yes

171835 LED Adapter Servicing: HC-CARGO 171836, 193119
HC-CARGO 171835 is the LED version of HC-CARGO 170763.
Voltage: 12/24

171839 LED Side Marker Lamp

Voltage: 12/24 Dim.: 115x44x9.5 mm  Type: LED
Watt: 0.45-1.6 Cable length: 5000 mm Colour: White
Dist. mount. holes: Colour/glass: Orange
102 mm Material: Polycarbonate
Material/dome: Polycarbonate
Shape: Rectangular
Mount.: 2 screws
Reflector: w/
Sidemarker lamp: w/
No./LEDs: 3
Tightness norm: [P 67
Approvals: SAE
E-approval: Yes

Voltage: 12/24 Dim.: 57x35x21 mm Type: LED
Cable length: 400 mm  Colour: Black

2 Dist. mount. holes: Colour/glass: Orange

P 28.5 mm Material: ASA plastic

ﬁl @ @ Material/dome: PMMA
- Shape: Rectangular

Fixing screw: 2
Sidemarker lamp: w/
No./LEDs: 2
Tightness norm: IP 67
E-approval: Yes

171860 LED Side Marker Lamp
Voltage: 12/24 Dim.: 72x26x24 mm Type: LED

Watt: 0.3-0.6 Cable length: 5000 mm Colour: Black
Dist. mount. holes: Colour/glass: Orange
61 mm Material: PP

Material/dome: PMMA
Shape: Rectangular
Fixing screw: 2
Sidemarker: w/
No./LEDs: 3
Approvals: CE
E-approval: Yes

Voltage: 12-24 Dim.: 65x65x28 mm Type: LED

Watt: 1 Cable length: 220 mm  Colour/glass: White
Dist. mount. holes: Material: ABS plastic
30 mm Material/dome: PMMA

Shape: Square
Bracket: Angled
Reflector: w/
Sidemarker lamp: w/
No./LEDs: 2
Tightness norm: [P 68
E-approval: Yes
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ACCESSORIES

171639 Angle Bracket

171836 Lens

TAIL LIGHTS

170689 Reversing Lamp

193119 Junior Power Timer Connector
Terminal: HC-CARGO 192175, 192176, 192177, 192178, 192179.

4

248

)

134

[

)
2

16

=

Watt: 21 Dim.: 129x75x55 mm Socket type: BA15S
Dist. mount. holes: Shape: Rectangular
56 mm Bracket: Straight
Fixing screw: 1
Reverse light: w/
E-approval: Yes
Watt: 21 Dim.: 140x90 mm Socket type: BA15S
Dist. mount. holes: Colour: Black
45 mm Material: Shockproof plastic
Shape: Round
Fixing screw: 2
Reverse light: w/
Wiring system: w/
o0 E-approval: Yes
Watt: 21 Dim.: 125x84x68 mm Socket type: BA15S

Servicing:

Servicing: HC-CARGO 171835

Servicing:

REVERSING LAMPS CONVENTIONAL

HC-CARGO 171636, 171637, 171638

Dim.: 120x44.7x10 mm Shape: Square
E-approval: Yes

HC-CARGO 171835, 171836

Type/terminal: Junior Power Timer
Colour: Black
No./poles: 2
Plug: Female

Colour: Black

Material: Shockproof plastic
Shape: Rectangular
Bracket: Pendant

Fixing screw: M10
Reverse light: w/
E-approval: Yes
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171222 Reversing Lamp

Bulb incl.: No Dim.: 140x90 mm Bulb type: H3

Voltage: 12/24 Dist. mount. holes: Bulb type 2: H3

Watt: 55 45 mm Socket type: PK22s

Watt 2: 70 Socket type 2: PK22s

Colour: Black

Material: Shockproof plastic
Shape: Circular

Fixing screw: 2

Wiring system: w/
E-approval: Yes

Bulb incl.: No Dim.: 106x83x53 mm Socket type: BA15S
Watt: 21 Dist. mount. holes: Colour: Black
66 mm Colour/glass: White

Material: ABS plastic
Material/dome: PMMA
Shape: Rectangular
Fixing screw: 2
Reverse light: w/
Approvals: CE
E-approval: Yes

REVERSING LAMPS LED

170909 LED Fog/Reverse Lamp
Lens and o-ring: HC-CARGO 170910.

Voltage: 12/24 Dim.: 140x88.3 mm Type: LED

OD: 140 mm Colour/glass: White
Dist. mount. holes: Material: Shockproof plastic
45 mm Shape: Round

Fixing screw: 2

i Rear/fog lamp: w/
Tail light: w/
LEDs: w/
No./LEDs: 4
E-approval: Yes

==

171684 LED Reversing Lamp
Can be flush mounted by using HC-CARGO 171266.

Voltage: 9-33 Dim.: 140x52.5 mm Type: Reversing lamp
Watt: 8 Dist. mount. holes: Colour: Transparent
45 mm Material: Shockproof plastic
Shape: Circular
No./LEDs: 61

Approvals: ECE R23
E-approval: Yes

2129

171726 LED Fog/Reverse Lamp

Ring: clear, center: red.

Voltage: 12/24 Dim.: 122x84.5 mm Type: LED

OD: 122 mm Material: Shockproof plastic
Cable length: 150 mm  Material/dome: Shockproof plastic
o % Dist. mount. holes: Shape: Round
E; 44 mm Rear/fog lamp: w/
Reverse light: w/
Las] 3 No./LEDs: 38

E-approval: Yes

Voltage: 10-30 Dim.: 89x58 mm Type: Reversing lamp

Watt: 18 Bulb type: 6 LED
Material: Cast aluminum
Material/dome: Polycarbonate
Shape: Round
Reverse light: w/
Tightness norm: [P 67
Approvals: ECE R23
E-approval: Yes
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SPARE PARTS

170910 Lens, Rear Lamp

170688 Rear Fog Lamp

170928 Rear Fog Lamp

125

68

171220 Rear Fog Lamp
w/ Grommet.

66

63
42

929

Servicing:

REAR FOG LAMPS CONVENTIONAL

Watt: 21

Watt: 21 Dim.: 102x95x55 mm Socket type: BA15S
Dist. mount. holes: Colour: Black
77 mm Material: Shockproof plastic
Shape: Rectangular
Fixing screw: 2
E-approval: Yes
170929 Rear Fog Lamp
Bulb incl.: No Dim.: 140x90 mm Socket type: BA15S
Watt: 21 Dist. mount. holes: Colour: Black
% 45 mm Material: Shockproof plastic
Fixing screw: 2
- Rear/fog lamp: w/
® ® i Wiring system: w/
w E-approval: Yes
170930 Rear Fog Lamp
Watt: 21 Dim.: 125x84x68 mm Socket type: BA15S

Watt: 21

HC-CARGO 170909
Dim.: 140x26.8 mm Colour: White
Dist. mount. holes: Shape: Round
111 mm

Dim.: 129x75x55 mm Socket type: BA15S
Dist. mount. holes: Shape: Rectangular
56 mm Bracket: Straight

Rear/fog lamp: w/
E-approval: Yes

Colour: Black

Material: Shockproof plastic
Bracket: Pendant

Fixing screw: 1

Rear/fog lamp: w/
E-approval: Yes

Dim.: 63x99x66 mm Socket type: BA15S

Dist. mount. holes: Material: Shockproof plastic

42 mm Shape: Rectangular
Sidemarker: w/
E-approval: Yes
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REAR FOG LAMPS LED

170909 LED Fog/Reverse Lamp
Lens and o-ring: HC-CARGO 170910.

Voltage: 12/24 Dim.: 140x88.3 mm Type: LED
OD: 140 mm Colour/glass: White
Dist. mount. holes: Material: Shockproof plastic

W 45 mm Shape: Round
' Fixing screw: 2

I Rear/fog lamp: w/
Tail light: w/
LEDs: w/
No./LEDs: 4
E-approval: Yes

1

171685 LED Rear Fog Lamp
Can be flush mounted by using HC-CARGO 171266.

Voltage: 9-33 Dim.: 140x52.5 mm Type: Rear fog lamp
Dist. mount. holes: Colour: Red
45 mm Material: Shockproof plastic

Shape: Circular
Rear/fog lamp: w/
No./LEDs: 61

171726 LED Fog/Reverse Lamp
Ring: clear, center: red.
Voltage: 12/24 Dim.: 122x84.5 mm Type: LED

OD: 122 mm Material: Shockproof plastic
i Cable length: 150 mm  Material/dome: Shockproof plastic
o g Dist. mount. holes: Rear/fog lamp: w/
44 mm Reverse light: w/
L] 3 No./LEDs: 38

E-approval: Yes

SPARE PARTS
170910 Lens, Rear Lamp

Servicing: HC-CARGO 170909
Dim.: 140x26.8 mm Colour: White

o110 Dist. mount. holes: Shape: Round
f 111 mm
L

m

S

MULTI FUNCTION LAMPS
TRAILER LAMPS CONVENTIONAL

170685 Multi Function Lamp
Lens: HC-CARGO 170687.

104 Bulb incl.: No Dim.: 104x98x50 mm Socket type 1: BA15S
Watt 1: 21 Dist. mount. holes: Socket type 2: BAY15d
Watt 2: 21/5 45/55 mm Material: Shockproof plastic
Fixing screw: 2
Flasher light: w/
Numberplate light: Yes/No
Tail light: w/
Stop light: w/
RH/LH: RH/LH
E-approval: Yes

170846 Multi Function Lamp
Lens: HC-CARGO 170847.

Watt 1: 10 Dim.: 111x82x74 mm Socket type 1: BA15S
Watt 2: 21/5 Dist. mount. holes: Socket type 2: BAY15d
57/87 mm Material: Shockproof plastic
Fixing screw: 4
Flasher light: w/
Tail light: w/
Stop light: w/
RH/LH: RH/LH
E-approval: Yes

AGRICULTURAL MACHINERY - Lighting 179

0.E.M. names and numbers are used for reference purposes only.




EL. SPECIFICATIONS DIMENSIONS ADDITIONAL SPECIFICATIONS

170939 Multi Function Lamp Servicing: HC-CARGO 170809, 170818, 170828, 170829, 170835, 171049
Lens: HC-CARGO 170833.

Bulb incl.: No Dim.: 108x103x52 mm  Socket type 1: BA15S
Watt 1: 21 Dist. mount. holes: Socket type 2: BAY15d
Watt 2: 21/5 45/55 mm Material: Shockproof plastic
Fixing screw: 2
Flasher light: w/
Tail light: w/
Stop light: w/
RH/LH: RH/LH
E-approval: Yes

Servicing: HC-CARGO 170829

Bulb incl.: No Dim.: 108x103x52 mm  Socket type 1: BA15S

Watt 1: 21 Dist. mount. holes: Socket type 2: BAY15d
= Watt 2: 21/5 45/55 mm Material: Shockproof plastic
)))) Fixing screw: 2

Flasher light: w/
Numberplate light: w/

il
(

Al Stop hont: w/

RH/LH: RH/LH
E-approval: Yes

170943 Multi Function Lamp
Lens: HC-CARGO 170944.

Bulb incl.: No Dim.: 114x76x50 mm Socket type 1: BA15S
Watt 1: 21 Dist. mount. holes: Socket type 2: BAY15d
Watt 2: 21/5 60 mm Material: Shockproof plastic
Shape: Rectangular
Fixing screw: 2
Flasher light: w/
Tail light: w/
Stop light: w/
RH/LH: RH/LH
E-approval: Yes

170985 Multi Function Lamp
Lens: HC-CARGO 170987.

Bulb incl.: No Dim.: 180x60x51.5 mm Socket type 1: BA15S
Watt 1: 10 Dist. mount. holes: Socket type 2: BAY15d
Watt 2: 21/5 134 mm Material: Shockproof plastic

Shape: Rectangular
Fixing screw: 2
Flasher light: w/
s Tail light: w/
Stop light: w/
RH/LH: RH/LH
E-approval: Yes

170986 Multi Function Lamp
Lens: HC-CARGO 170987.

Bulb incl.: No Dim.: 180x60x51.5 mm Socket type 1: BA15S
Watt 1: 10 Dist. mount. holes: Socket type 2: BAY15d
Watt 2: 21/5 134 mm Material: Shockproof plastic

Shape: Rectangular
Fixing screw: 2
Flasher light: w/

<75, Numberplate light: w/
Tail light: w/
Stop light: w/

RH/LH: RH/LH
E-approval: Yes

171013 Multi Function Lamp
Lens: HC-CARGO 171015. Right: HC-CARGO 171014.

Bulb incl.: No Dim.: 218x140x58 mm  Socket type: BA15S
Watt: 21 Dist. mount. holes: Socket type 2: BAY15d
Watt 2: 21/5 70 mm Material: Shockproof plastic
Shape: Rectangular
Reflector: w/
Fixing screw: 2
Flasher light: w/
Numberplate light: w/
Tail light: w/
Stop light: w/
RH/LH: LH
E-approval: Yes
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ADDITIONAL SPECIFICATIONS

171014 Multi Function Lamp
Lens: HC-CARGO 171016. Left: HC-CARGO 171013.

171050 Multi Function Lamp

171051 Multi Function Lamp

171052 Multi Function Lamp

171053 Multi Function Lamp
Lens: HC-CARGO 171056. Left: HC-CARGO 171050.

Bulb incl.: No Dim.: 218x140x58 mm
Watt 1: 21 Dist. mount. holes:
Watt 2: 21/5 70 mm

Lens: HC-CARGO 171057. Plug: HC-CARGO 171372, 171373. Right: HC-CARGO 171053.
Dim.: 238x138x52 mm

Bulb incl.: No

Watt 1: 21 Dist. mount. holes:
Watt 2: 21/5 152 mm
Watt 3: 5

Lens: HC-CARGO 171056. Plug: HC-CARGO 171372, 171373. Left: HC-CARGO 171054.

Bulb incl.: No Dim.: 238x138x52 mm
Watt 1: 21 Dist. mount. holes:
Watt 2: 21/5 152 mm

Watt 3: 5

Lens: HC-CARGO 171058. Supplied w/ HC-CARGO 171372, 171373. Left: HC-CARGO 171055.
Dim.: 238x138x52 mm

Bulb incl.: No

Watt 1: 21 Dist. mount. holes:
Watt 2: 21/5 152 mm
Watt 3: 5

Bulb incl.: No

Watt 1: 21 Dist. mount. holes:
Watt 2: 21/5 152 mm
Watt 3: 5

Dim.: 238x138x52 mm

Socket type 1: BA15S
Socket type 2: BAY15d
Material: Shockproof plastic
Shape: Rectangular
Reflector: w/

Fixing screw: 2
Flasher light: w/
Numberplate light: w/
Tail light: w/

Stop light: w/

RH/LH: RH

Socket type 1: BA15S
Socket type 2: BAY15d
Socket type 3: S8.5
Material: Shockproof plastic
Shape: Rectangular
Reflector: w/

Fixing screw: 2
Flasher light: w/
Numberplate light: w/
Rear/fog lamp: w/
Tail light: w/

Stop light: w/

RH/LH: LH
E-approval: Yes

Socket type 1: BA15S
Socket type 2: BAY15d
Socket type 3: S8.5
Material: Shockproof plastic
Shape: Rectangular
Reflector: w/

Fixing screw: 2
Flasher light: w/
Numberplate light: w/
Tail light: w/

Stop light: w/

RH/LH: RH
E-approval: Yes

Socket type 1: BA15S
Socket type 2: BAY15d
Socket type 3: S8.5
Material: Shockproof plastic
Shape: Rectangular
Reflector: w/

Fixing screw: 2
Flasher light: w/
Numberplate light: w/
Reverse light: w/

Tail light: w/

Stop light: w/

RH/LH: RH
E-approval: Yes

Socket type 1: BA15S
Socket type 2: BAY15d
Socket type 3: S8.5
Material: Shockproof plastic
Shape: Rectangular
Reflector: w/

Fixing screw: 2
Flasher light: w/
Numberplate light: w/
Rear/fog lamp: w/
Tail light: w/

Stop light: w/

RH/LH: RH
E-approval: Yes
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DIMENSIONS

ADDITIONAL SPECIFICATIONS

171054 Multi Function Lamp

171055 Multi Function Lamp

171191 Multi Function Lamp
Lens: HC-CARGO 171236.

Bulb incl.:
Watt 1: 21

Watt 3: 5

Bulb incl.:
Watt 1: 21

No

Watt 2: 21/5

No

Watt 2: 21/5

Watt 3: 5

60

il

171193 Multi Function Lamp

60

il

140

Mounting kit: HC-CARGO 171266. Lens: HC-CARGO 171237.

Bulb incl.:
Watt 1: 21
Watt 2: 5

140

46

No

Lens: HC-CARGO 171057. Plug: HC-CARGO 171372, 171373. Right: HC-CARGO 171051.

Dim.: 238x138x52 mm
Dist. mount. holes:
152 mm

Lens: HC-CARGO 171059. Plug: HC-CARGO 171372, 171373. Right: HC-CARGO 171052.

Dim.: 238x138x52 mm
Dist. mount. holes:
152 mm

Bulb incl.: No Dim.: 120x119x61 mm  Socket type 1: BA15S
Watt 1: 21 Dist. mount. holes: Socket type 2: BA15S
. 120 Watt2: 10 46 mm Material: Shockproof plastic
6 26 Fixing screw: 2
Flasher light: w/
ey Numberplate light: w/
- ( Tail light: w/
= *K Stop light: w/
RH/LH: RH/LH
E-approval: Yes
171192 Multi Function Lamp
Mounting kit: HC-CARGO 171266. Lens: HC-CARGO 171237.
Bulb incl.: No Dim.: 140x60 mm Socket type 1: BA15S
Watt 1: 21 OD: 140 mm Socket type 2: BA15S
Watt 2: 5 Dist. mount. holes: Material: Shockproof plastic

46 mm

Dim.: 140x60 mm
OD: 140 mm

Dist. mount. holes:
46 mm

Socket type 1: BA15S
Socket type 2: BAY15d
Socket type 3: S8.5
Material: Shockproof plastic
Shape: Rectangular
Reflector: w/

Fixing screw: 2
Flasher light: w/
Numberplate light: w/
Tail light: w/

Stop light: w/

RH/LH: LH
E-approval: Yes

Socket type 1: BA15S
Socket type 2: BAY15d
Socket type 3: S8.5
Material: Shockproof plastic
Shape: Rectangular
Reflector: w/

Fixing screw: 2
Flasher light: w/
Numberplate light: w/
Reverse light: w/

Tail light: w/

Stop light: w/

RH/LH: LH
E-approval: Yes

Shape: Round

Fixing screw: 2
Flasher light: w/
Numberplate light: w/
Tail light: w/

Stop light: w/
E-approval: Yes

Socket type 1: BA15S
Socket type 2: BA15S
Material: Shockproof plastic
Shape: Round

Fixing screw: 2

Flasher light: w/

Tail light: w/

Stop light: w/

E-approval: Yes
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DIMENSIONS

ADDITIONAL SPECIFICATIONS

171194 Multi Function Lamp

140

=
B

171195 Multi Function Lamp

=
A
2

93

171203 Multi Function Lamp

51

171204 Multi Function Lamp

51

98

171213 Multi Function Lamp
Lens: HC-CARGO 171264. Right: HC-CARGO 171214.

Lens: HC-CARGO 171258. Right: HC-CARGO 171204.

64

158

Lens: HC-CARGO 171259. Left: HC-CARGO 171203.

64

158

235

152

‘52
% m
Bl

Mounting kit: HC-CARGO 171266. Lens: HC-CARGO 171237.

Bulb incl.: No
Watt 1: 21
Watt 2: 5

Mounting kit: HC-CARGO 171266. Lens: HC-CARGO 171237.

Bulb incl.: No
Watt 1: 21/5
Watt 2: 10

Bulb incl.: No
Watt 1: 10
Watt 2: 21/5

Bulb incl.: No
Watt 1: 21
Watt 2: 21-maj
Watt 3: 5

Dim.: 140x60 mm
OD: 140 mm

Dist. mount. holes:
45 mm

Bulb incl.: No Dim.: 140x60 mm Socket type 1: BA15S
60 Watt 1: 21 OD: 140 mm Socket type 2: BA15S
Watt 2: 5 Dist. mount. holes: Material: Shockproof plastic
46 mm Shape: Round
g Fixing screw: 2
Flasher light: w/
Tail light: w/
|26, Stop light: w/
E-approval: Yes
171202 Multi Function Lamp
Lens: HC-CARGO 171253.
99 Bulb incl.: No Dim.: 93x99x50 mm Socket type 1: BA15S
45 Watt 1: 21 Dist. mount. holes: Socket type 2: S8.5
50 Watt 2: 5 45 mm Material: Shockproof plastic

Dim.: 158x64x51 mm
Dist. mount. holes:
98/45 mm

Dim.: 158x64x51 mm
Dist. mount. holes:
98/45 mm

Dim.: 235x135x52 mm
Dist. mount. holes:
152 mm

Socket type 1: BA15S
Socket type 2: BA15S
Material: Shockproof plastic
Shape: Round

Fixing screw: 2

Flasher light: w/
Numberplate light: w/

Tail light: w/

Stop light: w/

E-approval: Yes

Shape: Hexagon
Fixing screw: 2
Flasher light: w/
Tail light: w/
Stop light: w/
E-approval: Yes

Socket type 1: BAY15d
Socket type 2: BA15S
Material: Shockproof plastic
Shape: Rectangular
Reflector: w/

Fixing screw: 4
Flasher light: w/
Numberplate light: w/
Tail light: w/

Stop light: w/

RH/LH: LH
E-approval: Yes

Socket type 1: BA15S
Socket type 2: BAY15d
Material/dome: Shockproof plastic
Shape: Rectangular
Reflector: w/

Fixing screw: 4
Flasher light: w/
Numberplate light: w/
Tail light: w/

Stop light: w/

RH/LH: RH

Socket type 1: BA15S
Socket type 2: BAY15d
Socket type 3: S8.5
Material: Shockproof plastic
Shape: Rectangular
Reflector: w/

Fixing screw: 2
Flasher light: w/
Numberplate light: w/
Tail light: w/

Stop light: w/

RH/LH: LH
E-approval: Yes
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171214 Multi Function Lamp

Lens: HC-CARGO 171265. Left: HC-CARGO 171213.
Bulb incl.: No Dim.: 235x135x52 mm  Socket type 1: BA15S
Watt 1: 21 Dist. mount. holes: Socket type 2: BAY15d
Watt 2: 21/5 152 mm Socket type 3: S8.5
Watt 3: 5 Material: Shockproof plastic
52 Ty Shape: Rectangular
Reflector: w/
o |4 T Fixing screw: 2
TN Y Flasher light: w/
Numberplate light: w/
Tail light: w/
Stop light: w/
RH/LH: RH
E-approval: Yes

171328 Multi Function Lamp
Lens: HC-CARGO 171330.

Bulb incl.: No Dim.: 140x77 mm Socket type 1: BA15S

Watt 1: 21 OD: 140 mm Socket type 2: BA15S

Watt 2: 5 Dist. mount. holes: Material: Shockproof plastic
16 45 mm Shape: Circular

Fixing screw: 2
Flasher light: w/
Numberplate light: w/
Tail light: w/

Stop light: w/
E-approval: Yes

171329 Multi Function Lamp
Mounting kit: HC-CARGO 171266. Lens: HC-CARGO 171330.

Bulb incl.: No Dim.: 140x77 mm Socket type 1: BA15S

OD: 140 mm Material: Shockproof plastic
Dist. mount. holes: Shape: Circular
113 1 45 mm Fixing screw: 2
; ] Flasher light: w/
| Tail light: w/
P3¢ 8 Stop light: w/
} E-approval: Yes

171533 Multi Function Lamp
Lens: HC-CARGO 171015. Plug: HC-CARGO 171537, 171538. Right: HC-CARGO 171534.

Bulb incl.: No Dim.: 248x140x58 mm  Socket type 1: BA15S

Watt 1: 21 Dist. mount. holes: Socket type 2: BAY15d
Watt 2: 21/5 70 mm Socket type 3: S8.5

Watt 3: 5 Material: Shockproof plastic

Shape: Rectangular
Reflector: w/

Fixing screw: 2
Flasher light: w/
Numberplate light: w/
Tail light: w/

Stop light: w/

RH/LH: LH

171534 Multi Function Lamp
Lens: HC-CARGO 171016. Plug: HC-CARGO 171537, 171538. Left: HC-CARGO 171533.

Bulb incl.: No Dim.: 248x140x58 mm  Socket type 1: BA15S
Watt 1: 21 Dist. mount. holes: Socket type 2: BAY15d
Watt 2: 21/5 70 mm Socket type 3: S8.5
_aas Watt 3: 5 Material: Shockproof plastic
T T Shape: Rectangular
AN Reflector: w/
+ + Fixing screw: 2
Flasher light: w/
3 * Numberplate light: w/
Tail light: w/
Stop light: w/
RH/LH: RH
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Servicing: HC-CARGO 171821

ADDITIONAL SPECIFICATIONS

171822 Multi Function Lamp
Multi connector: HC-CARGO 171372, 171373. Lens: HC-CARGO 170833.

—

Wi

B
i

171917 Multi Function Lamp

172021 Multi Function Lamp
Lens: HC-CARGO 172023. Right: HC-CARGO 172022.

172022 Multi Function Lamp
Lens: HC-CARGO 172024. Left: HC-CARGO 172021.

140

172025 Multi Function Lamp

Bulb incl.: Yes
Watt 1: 21
Watt 2: 21/5

Dist. mount. holes:
45/55 mm

Bulb incl.: No Dim.: 115x54 mm
Watt 1: 5 OD: 115 mm

Watt 2: 18 Dist. mount. holes:
Watt 3: 18 45 mm

Bulb incl.: No

Watt 1: 21 Dist. mount. holes:
Watt 2: 21/5 152 mm
Watt 3: 5

Bulb incl.: No Dim.: 200x140x52 mm
Watt 1: 21 Dist. mount. holes:
Watt 2: 21/5 152 mm

Watt 3: 5

Lens: HC-CARGO 172023. Right: HC-CARGO 172026. Plug: HC-CARGO 171537, 171538.
Dim.: 200x140x52 mm

Bulb incl.: Yes

Voltage: 12 Dist. mount. holes:
Watt 1: 21 152 mm

Watt 2: 21/5

Watt 3: 5

Dim.: 108x103x52 mm

Dim.: 200x140x52 mm

Socket type 1: BA15S
Socket type 2: BAY15d
Shape: Square
Flasher light: w/
Sidemarker: w/

Stop light: w/
E-approval: Yes

Bulb type 1: 10.5x36 mm
Bulb type 2: 15x41 mm
Bulb type 3: 15x41 mm
Socket type: S8.5
Socket type 2: S8.5
Socket type 3: S8.5
Colour/glass: Red/yellow
Material/dome: PMMA
Shape: Round

Fixing screw: 2

Flasher light: w/

Tail light: w/

Stop light: w/

RH/LH: RH/LH

Socket type 1: BA15S
Socket type 2: BAY15d
Socket type 3: S8.5
Material: Shockproof plastic
Reflector: w/

Fixing screw: 2
Flasher light: w/
Numberplate light: w/
Rear/fog lamp: w/
Tail light: w/

Stop light: w/

RH/LH: LH
E-approval: Yes

Socket type 1: BA15S
Socket type 2: BAY15d
Socket type 3: S8.5
Material: Shockproof plastic
Reflector: w/

Fixing screw: 2
Flasher light: w/
Numberplate light: w/
Reverse light: w/

Tail light: w/

Stop light: w/

RH/LH: RH
E-approval: Yes

Socket type 1: BA15S
Socket type 2: BAY15d
Socket type 3: S8.5
Material: Shockproof plastic
Reflector: w/

Fixing screw: 2
Flasher light: w/
Numberplate light: w/
Rear/fog lamp: w/
Tail light: w/

Stop light: w/

RH/LH: LH
E-approval: Yes
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172026 Multi Function Lamp
Lens: HC-CARGO 172024. Left: HC-CARGO 172025. Plug: HC-CARGO 171537, 171538.

Bulb incl.: Yes Dim.: 200x140x52 mm  Socket type 1: BA15S
Voltage: 12 Dist. mount. holes: Socket type 2: BAY15d
Watt 1: 21 152 mm Socket type 3: S8.5
Watt 2: 21/5 Material: Shockproof plastic
Watt 3: 5 Reflector: w/
14 Fixing screw: 2
H Flasher light: w/
Numberplate light: w/
Reverse light: w/
Tail light: w/
Stop light: w/
RH/LH: RH
E-approval: Yes

52

172047 Multi Function Lamp
Lens: HC-CARGO 172051. Right: HC-CARGO 172048. 