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Corporate Management

 Geom. Giancarlo Fumagalli
 Managing Director

Holder of a diploma by the technical 
high school for building surveyor, he is 

the creator of this composite material 
ligthing system. 

He speaks Italian and French.

Diplomato alla scuola tecnica per 
geometri, è ideatore di questo sistema 

di lampade in materiale composito. 
Parla italiano e francese.

 Dr. Chiara Fumagalli
  Developing Dept. Manager

Graduate by the Milan University 
in philosophy, she is holder of a 
diploma in foreign languages: she 
can speak and write in Italian, 
English, German French.

Laureata all’università di Milano
in  loso  a, è diplomata in lingue 
straniere: scrive e parla
italiano, inglese, tedesco e 
francese.

 Dr. Marisa Rabuffetti
 Finance Director

Graduate by the Milan University in 
economic sciences, she is teacher of 

banking and commercial tecnique. 
She speaks Italian, English and 

French.

Laureata all’università di Milano
in scienze economiche, è insegnante 

alle scuole superiori di tecnica 
commerciale e bancaria.

Parla italiano, inglese e francese.

 Dr. Emmanuele Fumagalli
  Assistant General Manager
Human Resources Manager

Graduate by the Milan 
University in jurisprudence, he 
achieved the specialization in 
international law.
He speaks Italian and English.

Laureato in Giurisprudenza 
all’università di Milano con 
specializzazione in diritto 
internazionale
Parla italiano e inglese.

  Arch. Paolo Fumagalli
 Technical Dept. Manager

Graduate in architecture by the 
polytechnic University of Milan, 

he achieved the specialization in 
lighting tecnique by the University 
of Manchester (U. K.). He speaks 

Italian and English.

Laureato in architettura al Politecnico 
di Milano, ha conseguito la 

specializzazione in illuminotecnica 
all’università di Manchester (U.K.). 

Parla italiano e inglese.
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Thanks to the enterprise of Mr. Fumagalli 
Giancarlo, in 1973 an individual 
company called  “La Bottega dei 
Maestri Forgiatori” was born in Varese 
(north of Italy) specialising itself in the 
artistic handwork of wrought iron indoor 
lightings. 
After  ve years of activity the company 
started to employ some workers and 
to open itself to foreign markets, in 
particular to the Japanese one.

Nasce a Varese, su iniziativa del Sig. 
Fumagalli una ditta individuale con 
il nome di “La Bottega dei Maestri 
Forgiatori”, specializzata  nella 
lavorazione  artistica del ferro forgiato 
a mano.
La produzione è costituita  da lampade 
da interno. Dopo cinque anni l’azienda 
aprendo verso mercati esteri (in 
particolare il Giappone), inizia ad 
assumere i primi dipendenti.

An intuition of  Mr.Fumagalli lead the 
company to an evolution, creating an 
innovative outdoor lightings production 
system, consisting of a galvanized steel 
tube covered by resin material. 
After some years of experimentation and 
the setting-up of adeguate machineries, 
the product started to be appreciated all 
over the world.

Un’intuizione del Sig. Fumagalli porta 
l’azienda ad un’evoluzione, creando 
un ingegnoso processo produttivo 
di lampade da esterno, costituito da 
un’anima in acciaio galvanizzato 
rivestito in resina.
Dopo anni di sperimentazioni e la 
faticosa messa a punto di un’attrezzatura  
adeguata, il prodotto comincia ad 
essere distribuito ed apprezzato in tutto 
il mondo.

Fumagalli family decides to turn 
the individual company into a 
limited company, going on with the 
manufacturing of “composite material” 
outdoor lighting  xures. 
The articles range increased thanks 
to the creation of many new models 
and the production capacity was 
multiplied by the use of computerized 
machineries. The recent settlement in the 
new company set had de  nitively made 
Fumagalli S.r.l. a worldwide leading 
company in the manufacturing  of resin 
material outdoor lightings.

Subentrando alla ditta individuale, 
la famiglia Fumagalli decide di 
costituirsi in società, continuando la 
fabbricazione di lampade da esterno in 
materiale composito. Con la creazione 
di nuovi modelli viene ampliata 
l’offerta e con attrezzature robotizzate 
viene moltiplicata la produttività. La 
sistemazione nella nuova sede  rende la 
società Fumagalli leader mondiale nel 
suo settore.
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CERTIFIED MANAGEMENT SYSTEM

ISO 
9001:2008

 In order to assure the reliability of its manufacturing and marketing process, the company 
Fumagalli Srl has implemented and maintains a management system, which meets 
the requirements of the standard ISO 9001:2008, as certi  ed by The International 
Certi  cation Network IQNET, which is the largest provider of management system 
certi  cation in the world, and by the Swiss Association for Quality and Management 
Systems SQS.

Per garantire l’af  dabilità del proprio processo produttivo e commerciale, la ditta 
Fumagalli Srl possiede e mantiene un sistema di gestione aziendale che soddisfa i 
requisiti della norma ISO 9001:2008, come certi  cato sia dall’International 
Certi  cation Network IQNET, che è il più grande organismo al mondo preposto a 
certi  care sistemi di gestione per la qualità, sia dall’Associazione Svizzera per Sistemi 
di Qualità e di Managment SQS. 
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CERTIFIED QUALITY

 All Fumagalli products are manufactured according to the most updated international 
standards and regulation and are CE marked in order to ensure to our worldwide 
customers the highest levels of quality in the full respect of enviroment and person.

Tutti i prodotti Fumagalli sono fabbricati secondo le più aggiornate norme e standard 
internazionali e sono marcati CE, in modo da assicurare ai nostri clienti in tutto il mondo 
i più alti livelli di qualità nel pieno rispetto dell’ambiente e delle persone.

 Fumagalli products obtained also the C-UL-US certi  cation Mark, as they meet the United States 
National Standard for Luminaires UL1598 and the Canadian National Standard for Luminaires 
CSA C22.2 No. 250.0.
Fumagalli company is of  cially registered as a UL classi  ed manufacturer and, upon request, a 
copy of the UL Certi  cate of Compliance can be provided to Fumagalli customers, together with 
the report about the following tests conducted on Fumagalli products: Grounding Continuity Test, 
Normal Temperature Test, Dielectric Voltage-Withstand Test, Rain Test, Sprinkler Test.

I prodotti Fumagalli hanno ottenuto in via de  nitiva anche la certi  cazione C-UL-US, essendo 
conformi agli standard statunitensi UL1598 per apparecchi illuminanti e agli standard canadesi 
CSA C22.2 No. 250.0.
La ditta Fumagalli è stata  uf  cialmente registrata all’interno dell’albo dei fabbricanti certi  cati UL 
e, su richiesta, una copia del certi  cato di conformità UL può essere fornito a tutti i clienti Fumagalli, 
insieme con i report dei seguenti test condotti sui prodotti Fumagalli: Grounding Continuity Test, 
Normal Temperature Test, Dielectric Voltage-Withstand Test, Rain Test, Sprinkler Test.
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WALL BOLLARD
MIRELLA LED

328

CLASSIC BOLLARD
SAURO LED range

328

WALL BOLLARD
MIRELLA E27

332

CLASSIC BOLLARD
SAURO E27 range

332

LARGE SIZE
REMO 400

180

LARGE SIZE
GINO 400

190

GRAND SIZE
VIVI 500

208

GRAND SIZE
ECOVIVI 500

200

LARGE SIZE
VIVI 400

170

LARGE SIZE
TOBIA

114

LARGE SIZE
SIMON

100

LARGE SIZE
NOEMI

86

LARGE SIZE
SILOE

72

SMALL SIZE
ANNA

30

SMALL SIZE
SABA

26
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RECESSED
LETI 300

306

RECESSED
LETI 100 square

298

RECESSED
LETI 200

302

RECESSED
LETI 100 round

294

MEDIUM SIZE
GOLIA

46

MEDIUM SIZE
CEFA

42

MEDIUM SIZE
RUT

38

MEDIUM SIZE
SALEM

34

C
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M
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C
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ROUND CLASSIC
RITA

274

SQUARE
STUCCHI

266

RECTANGULAR
CECCHI

270

OVAL
DANZI range

262

ROUND
GELMI range

258
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168

256

368

PO
ST350

MODERN POST
360

CLASSIC POST
352

BO
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326

CITY BOLLARD
ERMON-IAFET BOLLARD

338

MODERN BOLLARD
GABRI

340

MODERN BOLLARD
MINIGABRI

346

CITY BOLLARD
CHAIN BOLLARD

336

GRAND SIZE
REMO 500

224

GRAND SIZE
BEPPE 500

216

GRAND SIZE
GINO 500

232

GRAND SIZE
GLOBE 500 modern

250

LARGE SIZE
GLOBE 400 modern

240

MEDIUM SIZE
GLOBE 300 modern

64

GRAND SIZE
CANA 500

162

LARGE SIZE
GLOBE 400 classic

144

GRAND SIZE
PIETRO

128

GRAND SIZE
GLOBE 500 classic

156

GRAND SIZE
ELIA

136

24

MEDIUM SIZE
GLOBE 300 classic

58

SMALL SIZE
GLOBE 250 classic

54
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292

SURFACE
EXTRALETI 100 square 

314

SURFACE
EXTRALETI 300

322

SURFACE
EXTRALETI 100 round

310

SURFACE
EXTRALETI 200

318

MEDIUM SIZE
DARIA

52

SMALL SIZE
IESSE

50
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ROUND & BRACKET
REMI/LUCIA range

282

OVAL & BRACKET
REMI/MADDI range

288

ROUND
LUCIA range

278

OVAL
MADDI range

284

PRODUCT INDEX 8
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ESTABLISHMENT

 We are proud to de  ne ourselves as a “pure 
Italian manufacturer”: all our products are strictly 
manufactured inside our factory located in Varese 
(Italy), enabling us to have a full control about the 
quality and performance of our products.

Siamo orgogliosi di poterci de  nire come fabbricanti 
italiani “puri”: tutti i nostri prodotti sono rigorosamente 
fabbricati all’interno dei nostri stabilimenti di Varese 
(Italia), permettendoci così di esercitare un pieno 
controllo sulla qualità e sulle prestazioni dei nostri 
prodotti.

FACTORY

COMPANY
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COMPANY PROFILE

 Member of
CONFEDERATION OF
ITALIAN INDUSTRY

 300 mq OFFICE
2700 mq PRODUCTION
1500 mq ASSEMBLY
1500 mq COMPONENTS STOCK
1000 mq RAW MATERIAL STOCK

WAREHOUSE

COMPANY

ISO 9001:2008
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PRODUCT DEVELOPMENT

Inside the following different departments of our company we can manage the whole product development 
process from the initial design to the fully-  nished product.

All’interno dei seguenti dipartimenti della nostra azienda possiamo gestire l’intero processo di sviluppo 
del prodotto, dall’idea iniziale al prodotto realizzato.

Research & Development 
department
Product planning and design through the 
most advanced  3D modelling software, 
CAD systems and modern multimedia.

Sezione ricerca e sviluppo
Progettazione e disegno del prodotto 
attraverso i software più avanzati di 
modellizzazione 3D, di sistemi CAD e di 
multimedia moderni.

Technical Design department
Product engineering and prototypes 
creation with the most advanced 
technological facilities.

Sezione progettazione tecnica
Ingegnerizzazione del prodotto e 
creazione di prototipi con le più avanzate 
strumentazioni tecnologiche.

RESEARCH & DEVELOPMENT Dept.

TECHNICAL DESIGN Dept.

COMPANY
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PRODUCT DEVELOPMENT

Mould construction department
New hi-tech work stations working only for the construction of our moulds enable us to update constantly our collection 
with new products manufactured in accordance with the most advanced lighting solutions. An internal mould construction 
division means also full control on the quality of our product in all its details and a continous and regular maintenance 
of the many existing moulds

Reparto costruzione stampi
Nuovi centri di lavoro dedicati esclusivamente alla costruzione dei nostri stampi,ci permettono di aggiornare costantemente 
la nostra collezione con numerosi prodotti nuovi, fabbricati secondo le più moderne tecnologie e in accordo con le più 
recenti soluzioni illuminotecniche. Una divisione interna per la costruzione degli stampi signi  ca anche totale controllo 
sulla qualità del prodotto nei suoi minimi dettagli e possibilità di effettuare una regolare e costante manutenzione sui 
numerosi stampi esistenti.

MOULDS CONSTRUCTION Dept.

WIRE ELECTRICAL DISCHARGE MACHINECNC SURFACE GRINDERCNC WORKSTATION

COMPANY
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COMPANY
FACTORY

RESIN  INJECTION

RESIN EXTRUSION EXPANSE
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COMPANY
FACTORY

PLASMA CUTTING MACHINE BLACK STEEL WELDING

BLACK STEEL AND GALVANIZED POLES STOCK

Industrial production process in different phases
A successful synergy between the ten-year-long experience of a quali  ed staff and the use of modern automatic 
machineries with the most updated technologies.

Processo di produzione industriale in diverse fasi
Un’ef  cace sinergia tra la decennale esperienza di personale quali  cato e l’utilizzo di macchinari automatici 
dotati delle più moderne tecnologie.

catalogo generale 2013.indb   15 17/03/2012   09:27:36



C
O

M
PA

N
Y

G
A

RD
EN

U
RB

A
N

 C
LA

SS
IC

U
RB

A
N

 M
O

D
ER

N
RE

FE
RE

N
C

ES
BU

LK
H

EA
D

PO
ST

BO
LL

A
RD

S
RE

C
ES

SE
D 

&
 S

U
RF

AC
E

WAREHOUSE

 Warehouse
Fumagalli stock of raw materials components 
and semi-  nished products is maintained at 
the best levels to ensure prompt delivery of 
standard products and fast preparation of 
special or large quantity orders.

 Magazzino
Lo stock Fumagalli di materie prime, 
componenti e semi-lavorati viene mantenuto 
a livelli ottimali per assicurare pronte 
consegne dei prodotti standard ed una 
veloce esecuzione di richieste speciali o per 
grandi quantità.

COMPONENTS STOCK

RESIN RAW MATERIAL STOCK

COMPANY
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WAREHOUSE

 New stock for projects poles to ensure quick deliveries
3200 poles 2,5mt, 3mt, 4mt, 5mt high - Colours: Classic poles in black. Modern poles in grey.

READY POLES STOCK

COMPANY
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WAREHOUSE

ASSEMBLY AND ELECTRIFICATION

Assembly department
The assembly, electri  cation and packing 
department allows us to ship the products 
ready for installation to meet customer’s 
needs.

Reparto di assemblaggio
Il reparto di assemblaggio, elettri  cazione 
ed imballaggio ci consente di spedire i 
nostri prodotti già pronti per l’installazione 
e personalizzati secondo le necessità del 
cliente.

COMPANY
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WAREHOUSE

BOX STOCK

GOODS READY FOR SHIPMENT

PACKING

COMPANY
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STEEL POST COVERED BY RESIN
THE EXCLUSIVE TECHNOLOGY

The EXCLUSIVE technology of Fumagalli posts grants to the structure the 
same strength features of a steel post, with all the ADVANTAGES that a 
maintenance-free resin material can offer.

L’ESCLUSIVA tecnologia dei pali Fumagalli assicura alla struttura le 
madesime caratteristiche di solidità di un palo in ferro, con tutti i VANTAGGI 
che un materiale plastico può offrire.

 Our unique production system 
offers many advantages; 
infact our lamps are :

• protected against corrosion;
• not-fading thanks to their U.V. ray 

treated colours;
• double insulated;
• rigid and shockproof;
• manufactured from  reproof materials;
• light and easy to transport;
• manufactured according to European 

Community’s.       standards

Questo singolare sistema di 
fabbricazione offre molti vantaggi; 
infatti le nostre lampade:

• sono inattaccabili dalla corrosione;
• sono inalterabili nei loro colori trattati ai 

raggi U.V.;
• godono di un doppio isolamento;
• sono rigide e resistenti agli urti;
• usano un materiale ignifugo;
• sono leggere e facili da trasportare;
• sono fabbricate secondo le norme della 

Comunità Europea.

STEEL POST COVERED BY RESIN

hot dip galvanized 
inside and outside by 
zinc bath immersion

Pole of a single piece made of 
shockproof polymer moulded 
colours in paste UV-rays stabi-
lized self extinguishing on  re. 
No chemical agents corrosion

Rigid polyurethane 
provides lightweight 
and durable  lling 
between post and 
resin outer.

 STEEL STRUCTURE OUTER RESINEXPANSE

company.indd   20 20/03/2012   16:18:32
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 THOUSANDS OF DIFFERENT
POSSIBLE COMBINATIONS ANTI CORROSION

UV-RAY STABILIZED

 DOUBLE INSULATION

NO MANTEINANCE

ANTI RUST

NO PAINTING
REQUIRED

LIFETIME
GUARANTEE

NOT AFFECTED BY 
CHEMICAL  FERTILIZERS

PRODUCT PRODUCT 
ADVANTAGESADVANTAGES

- 21 -
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  A specialized team of lighting professionals is permanently at our customers’ disposal to provide a quali  ed product 
technical support, to supply lighting diagrams and to give advice about the optimal article selection and light sources 
distribution, according the customer’s needs.
In addition, our technical division can provide at any time the following information and services to our worldwide 
customers:

• photometric data for all Fumagalli diffusers with different wattages:
they are available on request in eulumdat, iesna 86/91/95, cibse\1, ltli

• calculation of the average horizontal luminance and of the isolux curves at a given high level

• wind load calculations

Our multilingual lighting calculation software is available for lighting designers and includes the technical and 
photometric data of the full range of Fumagalli products, togheter with the electronic catalogue of all the range.

Our company joined the “Oxytech Litestar open” consortium, which sees the subscribtion of the 
most important lighting manufacturers worldwide.
From Fumagalli web site (www.fumagalli.it) or Oxytech web site (www.oxytech.it) it is possible to 
download the lighting software with the photometric datas and the technical speci  cations of all 
Fumagalli luminaries.

Un team dedicato di professionisti della luce è permanentemente a disposizione dei nostri clienti per fornire un 
quali  cato supporto tecnico relativo al prodotto, per elaborare studi fotometrici e per fornire consigli sulle soluzioni 
ottimali relative alla selezione degli articoli e alla distribuzione delle sorgenti luminose in una data area.
In aggiunta, il nostro dipartimento tecnico può fornire in ogni momento ai nostri clienti in tutto il mondo le seguenti 
informazioni e servizi:

• dati fotometrici di tutti i diffusori Fumagalli con diversi wattaggi: questi sono disponibili su richiesta nei formati 
eulumdat, iesna 86/91/95, cibse\1, ltli

• calcolo dell’illuminamento medio orizzontale e delle curve isolux ad una data altezza

• calcoli relativi alla resistenza al vento

Il nostro software per calcoli illuminotecnica, tradotto in 11 lingue, è a disposizione di tutti i lighting designers che ne 
facciano richiesta e include i dati tecnici e fotometrici dell’intera gamma dei prodotti Fumagalli assieme al catalogo 
elettronico dei prodotti stessi.

La nostra azienda è entrata nel consorzio “Oxytech Litestar Open” al quale aderiscono i principali 
produttori di illuminazione mondiale.
E’ possibile scaricare dal sito Fumagalli (www.fumagalli.it) o dal sito Oxytech (www.oxytech.it) 
il software di calcolo illuminotecnico dove sono caricate le fotometrie e le schede tecniche di tutti i 
diffusori Fumagalli.

TECHNICAL ASSISTANCE
COMPANY

company.indd   22 20/03/2012   16:44:32
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HOW TO READ THE CATALOGUE

HOW TO READ THE CODES

COMPANY

IDENTIFIES THE 
DIFFUSER

IDENTIFICA IL 
DIFFUSORE

IDENTIFIES THE MULTI-LIGHT
SYSTEM IF PRESENT

IDENTIFICA IL SISTEMA A PIU’ 
LUCI SE PRESENTE

IDENTIFIES THE TYPE OF ELECTRIFICATION 
AND THE EVENTUAL PRESENCE OF BULBS

IDENTIFICA IL TIPO DI ELETTRIFICAZIONE 
E L’EVENTUALE PRESENZA DI 

LAMPADINE

VARIANT - IDENTIFIES THE PRESENCE OF COMPONENTS 
SUCH AS AND EVENTUAL LOUVRE OR BACKLIT BASE ON THE 

BULKHEAD RANGE
VARIANTE - IDENTIFICA  LA PRESENZA DI COMPONENTI 

COME UN EVENTUALE FRANGILUCE O LA BASE 
RETROILLUMINATA NELLE PLAFONIERE

IDENTIFIES THE COLOUR OF THE STRUCTURE
IDENTIFICA IL COLORE DELLA STRUTTURA

A
W
G
L
V

B

- BLACK NERO
- WHITE BIANCO
- GREEN VERDE
- GREY GRIGIO
- ANCIENT GREEN*
  VERDE ANTICATO*
- ANCIENT BRONZE*
 BRONZO ANTICATO*

* hand-made painted colour

IDENTIFIES THE COLOUR OF THE DIFFUSER 
OR THE GLOBE

IDENTIFICA IL COLORE DEL 
DIFFUSORE O DEL GLOBO

X - CLEAR TRASPARENTE 
Y - OPAL (milky white) BIANCO OPALE
Z - SMOKED FUME’
(for globes only - solo per i globi)

IDENTIFIES THE STRUCTURE ON 
WITCH THE DIFFUSER IS MOUNTED 

(POLE, BRACKET, BASE)

IDENTIFICA LA STRUTTURA SULLA 
QUALE E’ MONTATO IL DIFFUSORE 

(PALO, BRACCIO, BASE)

Q 4 3  .  2 2 3  .  N 4 0  .   V  Y   S 7 0   F C 6

CURRENT
SECTION

PHOTO
suggested 
application

PHOTO
of the product

CODE 
NUMBER

PAGE
NUMBER

FIXTURE SIZE 
AND DRAWINGS

catalogue 
INDEX

product
NAME

category 
NAME

PACKAGING
DETAILS

CODE
NUMBER
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SMALL SIZE
ANNA

30

SMALL SIZE
SABA

26

MEDIUM SIZE
GOLIA

46

MEDIUM SIZE
CEFA

42

MEDIUM SIZE
RUT

38

MEDIUM SIZE
SALEM

34
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GARDEN

- 25 -

MEDIUM SIZE
GLOBE 300 modern

64

MEDIUM SIZE
GLOBE 300 classic

58

SMALL SIZE
GLOBE 250 classic

54

MEDIUM SIZE
DARIA

52

SMALL SIZE
IESSE

50

garden classic range.indd   25 20/03/2012   14:08:42
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SMALL SIZE
SABA

Hexagonal lantern in classic style, 
made in shockproof resin material, UV 
rays stabilized, rust and corrosion-free. 
Modular construction suitable for post 
top, hanging and wall installation. E27 
and LED versions (3W, 7W and 10W) 
available. Insulation class II, protection 
rating IP 44. 

Lanterna esagonale in stile classico, 
realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine 
e corrosione. Idonea per il montaggio 
a palo, a sospensione o a parete. 
Disponibile nelle versioni E27 e a LED 
(3W, 7W e 10W). Classe di isolamento 
II, grado di protezione IP44.

K22.131

- 26 -
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Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

300 20.000
HoursKelvinLumen100 lm/W

Power

3 Watt

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

700 20.000
HoursKelvinLumen100 lm/W

Power

7
Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

1000 20.000

Power

10

Watt

HoursKelvinLumen
Ø 100mm

100 lm/WWatt

Ø 100mm

Ø 75mm

(GX53 LED LAMP INCLUDED)SABA LED VERSIONS
K22.000.G1L
K22.000.C1L
K22.000.D1L

SABA - LANTERN COMPONENTS

Lantern ROOF, tool-free opening for relamping and 
maintenance. Made by shockproof resin material, UV rays 
stabilized, rust and corrosion free. Provided with E27 or GX53 
lampholder.

TETTO removibile senza l’ausilio di attrezzi per manutenzione 
e cambio lampadina. Realizzato in resina antiurto, stabilizzato 
ai raggi UV, inattaccabile da ruggine e corrosione. Completo 
di portalampada E27 o GX53.

Luminaire DIFFUSER of UV stabilized PMMA, one piece only, 
with recess for a power supply cable, available in clear or opal 
colour.

DIFFUSORE in polimetilmetacrilato (PMMA) resistente 
all’ingiallimento ed ai raggi UV, disponibile in colore 
trasparente od opale, realizzato in unico pezzo, provvisto di 
sede per alloggiamento del cavo elettrico di alimentazione.

LED version equipped with long-life, powerful 
and ef  cient GX53 LED LAMP available in 3 
different wattage versions, for a total luminous 
 ux of 300 lm, 700 lm or 1.000 lm.

Versione a LED completa di LAMPADINA a 
LED GX53 di lunga durata ed alta potenza 
disponibile in 3 diversi wattaggi, per un  usso 
luminoso totale rispettivamente di 300 lm, 700 
lm o 1.000 lm.

CAGE made by shockproof resin material, UV rays stabilized, 
rust and corrosion-free.

GABBIA realizzata in resina antiurto, stabilizzata ai raggi UV, 
inattaccabile da ruggine e corrosione.

Decorative PINNACLE to be mounted on the roof top for post  
installation or on the lantern base for hanging installation.

PINNACOLO decorativo applicabile alla sommità del tetto 
(montaggio a palo) o sulla base della gabbia (montaggio a 
sospensione).

SABA

K22.000

Dimensions and weight
Height: 320 mm
Width: 220 mm
Depth: 192 mm
Weight: 1 Kg

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White Green

Antique
green

Clear

Antique
bronze

Opal

320

220

Ø 60

SILOESALEMSABA

SABA
SMALL SIZE

PHOTOMETRIC DATA SAMPLE

POST HANGINGWALL

RESIDENTIAL

SABA lantern clear GLS 60W.

POST height 1mt
6x6mt area: average 6 lux

The photometric data for all the versions 
are available upon request or on our 
website.

GLS
SL
CFL

LED

60W
25W
23W

E27
E27
E27

.E27

.E27

.E27

3W
300 lm

GX53 .G1L

LED
7W

700 lm
GX53 .C1L

LED
10W

1000 lm
GX53 .D1L

Lampholder Ref. Code

LAMP
INCLUDED

LAMP
INCLUDED

LAMP
INCLUDED

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

E27
MAX 60W

E27
MAX 160 mm

NEW

Lampholder GX53

1

1

2

2
2

2

2

2

2

2

2

4

4

4 4

4

4

44
4

4

8

8 8

8

8

8

8

12
12

12

12

12

12

16
16

16

16
16

16

20

20

20

20

24
24

24

24

24

3W

7W

10W

garden classic range.indd   27 20/03/2012   14:08:58
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K22.120 K22.151

K22.156.S20

K22.156.S30

K22.141K22.131

SMALL SIZE
SABA

K22.110

garden classic range.indd   28 17/03/2012   10:22:41
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 MIZAR.R/SABA
 K22.151 resin

K22.156.S30 expanse, resin & steel

K22.131

K22.158.S21 expanse, resin & steel

K22.141

K22.158.S31 expanse, resin & steel

K22.120

K22.156.S21 expanse, resin & steel

K22.110 K22.000

K22.156.S31 expanse, resin & steel

GIGI BISSO/SABA 2L GIGI BISSO/SABA 3L

BISSO/SABA

ARTU’ BISSO/SABA 2+1

PORPORA/SABA

ARTU’ BISSO/SABA 3+1

SICHEM/SABA

GIGI BISSO/SABA 2+1

MIKROLOT/SABA SABA

GIGI BISSO/SABA 3+1

K22.158.S30 expanse, resin & steelK22.158.S20 expanse, resin & steelK22.158 expanse, resin & steel

ARTU’ BISSO/SABA 3LARTU’ BISSO/SABA 2LARTU’/SABA

 Pcs 1
Kg 12,1
mc 0,176

 Pcs 1
Kg 13,1
mc 0,176

 Pcs 1
Kg 14,1
mc 0,182

 Pcs 1
Kg 15,1
mc 0,182

 Pcs 1
Kg 3
mc 0,044

 Pcs 1
Kg 11,1
mc 0,176

 Pcs 1
Kg 9,4
mc 0,148

 Pcs 1
Kg 12,1
mc 0,176

 Pcs 1
Kg 13,1
mc 0,182

 Pcs 1
Kg 14,1
mc 0,182

K22.156.S20 expanse, resin & steel

Pcs 18
Kg  20,08
mc  0,209

Pcs 18
Kg  22,8
mc  0,209

Pcs 18
Kg  22,8
mc  0,209

Pcs 1
Kg  1
mc  0,011

Pcs 1
Kg  3,5
mc  0,024

SILOESALEMSABA

SABA
SMALL SIZE

220

garden classic range.indd   29 17/03/2012   10:22:46
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SMALL SIZE
ANNA

E22.120

Hexagonal lantern in classic style, 
made in shockproof resin material, UV 
rays stabilized, rust and corrosion-free. 
Modular construction suitable for post 
top, hanging and wall installation. E27 
and LED versions (3W, 7W and 10W) 
available. Insulation class II, protection 
rating IP 44. 

Lanterna esagonale in stile classico, 
realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine 
e corrosione. Idonea per il montaggio 
a palo, a sospensione o a parete. 
Disponibile nelle versioni E27 e a LED 
(3W, 7W e 10W). Classe di isolamento 
II, grado di protezione IP44.

- 30 -
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SMALL SIZE
ANNA

ANNA - LANTERN COMPONENTS ANNA

 E22.000

310

Dimensions and weight
Height: 310 mm
Width: 220 mm
Depth: 192 mm
Weight: 1 Kg

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White Green

Antique
green

Clear

Antique
bronze

Opal

220

Ø 60

Luminaire DIFFUSER of UV stabilized PMMA, one piece only, 
with recess for a power supply cable, available in clear or opal 
colour.

DIFFUSORE in polimetilmetacrilato (PMMA) resistente 
all’ingiallimento ed ai raggi UV, disponibile in colore 
trasparente od opale, realizzato in unico pezzo, provvisto di 
sede per alloggiamento del cavo elettrico di alimentazione.

CAGE made by shockproof resin material, UV rays stabilized, 
rust and corrosion-free.

GABBIA realizzata in resina antiurto, stabilizzata ai raggi UV, 
inattaccabile da ruggine e corrosione.

Decorative PINNACLE to be mounted on the roof top for post  
installation or on the lantern base for hanging installation.

PINNACOLO decorativo applicabile alla sommità del tetto 
(montaggio a palo) o sulla base della gabbia (montaggio a 
sospensione).

NOEMIRUTANNA

PHOTOMETRIC DATA SAMPLE

POST HANGINGWALL

RESIDENTIAL

ANNA lantern clear GLS 60W.

POST height 1mt
6x6mt area: average 6 lux

The photometric data for all the versions 
are available upon request or on our 
website.

GLS
SL
CFL

LED

60W
25W
23W

E27
E27
E27

.E27

.E27

.E27

3W
300 lm

GX53 .G1L

LED
7W

700 lm
GX53 .C1L

LED
10W

1000 lm
GX53 .D1L

Lampholder Ref. Code

LAMP
INCLUDED

LAMP
INCLUDED

LAMP
INCLUDED

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

E27
MAX 60W

E27
MAX 160 mm

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

300 20.000
HoursKelvinLumen100 lm/W

Power

3 Watt

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

700 20.000
HoursKelvinLumen100 lm/W

Power

7
Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

1000 20.000

Power

10

Watt

HoursKelvinLumen
Ø 100mm

100 lm/WWatt

Ø 100mm

Ø 75mm

(GX53 LED LAMP INCLUDED)

Lampholder GX53

1

1

2

2
2

2

2

2

2

2

2

4

4

4 4

4

4

44
4

4

8

8 8

8

8

8

8

12
12

12

12

12

12

16
16

16

16
16

16

20

20

20

20

24
24

24

24

24

Lantern ROOF, tool-free opening for relamping and 
maintenance. Made by shockproof resin material, UV rays 
stabilized, rust and corrosion free. Provided with E27 or GX53 
lampholde.

TETTO removibile senza l’ausilio di attrezzi per manutenzione 
e cambio lampadina. Realizzato in resina antiurto, stabilizzato 
ai raggi UV, inattaccabile da ruggine e corrosione. Completo 
di portalampada E27 o GX53.

LED version equipped with long-life, powerful 
and ef  cient GX53 LED LAMP available in 3 
different wattage versions, for a total luminous 
 ux of 300 lm, 700 lm or 1.000 lm.

Versione a LED completa di LAMPADINA a 
LED GX53 di lunga durata ed alta potenza 
disponibile in 3 diversi wattaggi, per un  usso 
luminoso totale rispettivamente di 300 lm, 700 
lm o 1.000 lm.

ANNA LED VERSIONS
E22.000.G1L
E22.000.C1L
E22.000.D1L

NEW

3W

7W

10W

garden classic range.indd   31 20/03/2012   14:09:11
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SMALL SIZE
ANNA

E22.131

E22.110E22.120E22.131 E22.151

E22.156.S20

E22.156.S30
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 MIZAR.R/ANNA
 E22.151 resin

E22.156.S30 expanse, resin & steel

E22.131

E22.158.S21 expanse, resin & steel

E22.141

E22.158.S31 expanse, resin & steel

E22.120

E22.156.S21 expanse, resin & steel

E22.110

E22.156.S31 expanse, resin & steel

GIGI BISSO/ANNA 2L GIGI BISSO/ANNA 3L

BISSO/ANNA

ARTU’ BISSO/ANNA 2+1

PORPORA/ANNA

ARTU’ BISSO/ANNA 3+1

SICHEM/ANNA

GIGI BISSO/ANNA 2+1

MIKROLOT/ANNA

GIGI BISSO/ANNA 3+1

E22.158.S30 expanse, resin & steelE22.158.S20 expanse, resin & steel

ARTU’ BISSO/ANNA 3LARTU’ BISSO/ANNA 2L

 Pcs 1
Kg 12,1
mc 0,176

 Pcs 18
Kg 20,08
mc 0,209

 Pcs 1
Kg 13,1
mc 0,176

 Pcs 1
Kg 3,5
mc 0,024

 Pcs 1
Kg 14,1
mc 0,182

 Pcs 18
Kg 22,8
mc 0,209

 Pcs 1
Kg 15,1
mc 0,182

 Pcs 18
Kg 22,8
mc 0,209

 Pcs 1
Kg 3
mc 0,044

 Pcs 1
Kg 11,1
mc 0,176

 Pcs 1
Kg 12,1
mc 0,176

 Pcs 1
Kg 13,1
mc 0,182

 Pcs 1
Kg 14,1
mc 0,182

E22.156.S20 expanse, resin & steel

E22.000
ANNA

Pcs 1
Kg  1
mc  0,011

SMALL SIZE
ANNA

NOEMIRUTANNA

220

E22.158 expanse, resin & steel

ARTU’/ANNA

 Pcs 1
Kg 9,4
mc 0,148
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SMALL SIZE
SABA

K26.111

MEDIUM SIZE
SALEM

Hexagonal lantern in classic style, 
made in shockproof resin material, UV 
rays stabilized, rust and corrosion-free. 
Modular construction suitable for post 
top, hanging and wall installation. E27 
and LED versions (3W, 7W and 10W) 
available. Insulation class II, protection 
rating IP 55.

Lanterna esagonale in stile classico, 
realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine 
e corrosione. Idonea per il montaggio 
a palo, a sospensione o a parete. 
Disponibile nelle versioni E27 e a LED 
(3W, 7W e 10W). Classe di isolamento 
II, grado di protezione IP55.

- 34 -- 34 -

garden classic range.indd   34 17/03/2012   10:23:06



C
O

M
PA

N
Y

G
A

RD
EN

U
RB

A
N

 C
LA

SS
IC

U
RB

A
N

 M
O

D
ER

N
RE

FE
RE

N
C

ES
BU

LK
H

EA
D

PO
ST

BO
LL

A
RD

S
RE

C
ES

SE
D 

&
 S

U
RF

AC
E

- 35 -

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

300 20.000
HoursKelvinLumen100 lm/W

Power

3 Watt

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

700 20.000
HoursKelvinLumen100 lm/W

Power

7
Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

1000 20.000

Power

10

Watt

HoursKelvinLumen
Ø 100mm

100 lm/WWatt

Ø 100mm

Ø 75mm

SALEM LED VERSIONS
K26.000.G1L
K26.000.C1L
K26.000.D1L

NEW

3W

7W

10W

SALEM - LANTERN COMPONENTS SALEM

K26.000

Dimensions and weight
Height: 410 mm
Width: 260 mm
Depth: 227 mm
Weight: 1,2 Kg

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White Green

Antique
green

Clear

Antique
bronze

Opal

410

260

Luminaire DIFFUSER of UV stabilized PMMA, one piece only, 
with recess for a power supply cable, available in clear or opal 
colour.

DIFFUSORE in polimetilmetacrilato (PMMA) resistente 
all’ingiallimento ed ai raggi UV, disponibile in colore 
trasparente od opale, realizzato in unico pezzo, provvisto di 
sede per alloggiamento del cavo elettrico di alimentazione.

CAGE made by shockproof resin material, UV rays stabilized, 
rust and corrosion-free.

GABBIA realizzata in resina antiurto, stabilizzata ai raggi UV, 
inattaccabile da ruggine e corrosione.

Ø 60

SALEM
MEDIUM SIZE

Decorative PINNACLE to be mounted on the roof top for post  
installation or on the lantern base for hanging installation.

PINNACOLO decorativo applicabile alla sommità del tetto 
(montaggio a palo) o sulla base della gabbia (montaggio a 
sospensione).

SILOESALEMSABA

PHOTOMETRIC DATA SAMPLE

POST HANGINGWALL

RESIDENTIAL

SALEM lantern clear GLS 60W.

POST height 2mt
6x6mt area: average 4 lux

The photometric data for all the versions 
are available upon request or on our 
website.

GLS
SL
CFL

LED

60W
25W
23W

E27
E27
E27

.E27

.E27

.E27

3W
300 lm

GX53 .G1L

LED
7W

700 lm
GX53 .C1L

LED
10W

1000 lm
GX53 .D1L

Lampholder Ref. Code

LAMP
INCLUDED

LAMP
INCLUDED

LAMP
INCLUDED

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

E27
MAX 60W

E27
MAX 210 mm

(GX53 LED LAMP INCLUDED)

Lampholder GX53

1

1

2

2

2 2

2

2

2

2

2

3

3
3 3

3

3

3

33

3

5

5 5

5

5

55
5

10

10

10

10

10
10

15
15

15

15

15

20

20

20

20

20

25

25

25

25
25 30

30

30

Lantern ROOF, tool-free opening for relamping and 
maintenance. Made by shockproof resin material, UV rays 
stabilized, rust and corrosion free. Provided with E27 or GX53 
lampholder.

TETTO removibile senza l’ausilio di attrezzi per manutenzione 
e cambio lampadina. Realizzato in resina antiurto, stabilizzato 
ai raggi UV, inattaccabile da ruggine e corrosione. Completo 
di portalampada E27 o GX53.

LED version equipped with long-life, powerful 
and ef  cient GX53 LED LAMP available in 3 
different wattage versions, for a total luminous 
 ux of 300 lm, 700 lm or 1.000 lm.

Versione a LED completa di LAMPADINA a 
LED GX53 di lunga durata ed alta potenza 
disponibile in 3 diversi wattaggi, per un  usso 
luminoso totale rispettivamente di 300 lm, 700 
lm o 1.000 lm.
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SALEM
MEDIUM SIZE

K26.151

K26.120 K26.162

K26.157.S20

K26.131 K26.111
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K26.157.S30 expanse, resin & steel

K26.131

K26.111

K26.141

K26.163 resin

K26.120

K26.151 resin

K26.157.S21 expanse, resin & steel

K26.162 resin

K26.157.S31 expanse, resin & steel

RICU BISSO/SALEM 2L RICU BISSO/SALEM 3L

BISSO/SALEM

MINILOT/SALEM

PORPORA/SALEM

ALOE’.R/SALEM

SICHEM/SALEM

MIZAR.R/SALEM

RICU BISSO/SALEM 2+1

IAFET.R/SALEM

RICU BISSO/SALEM 3+1

K26.156 expanse, resin & steel

K26.157 expanse, resin & steelK26.158 expanse, resin & steel

GIGI/SALEM

RICU/SALEMARTU’/SALEM

 Pcs 12
Kg 20,8
mc 0,225

 Pcs 12
Kg 20,8
mc 0,225

 Pcs 12
Kg 20,8
mc 0,225

 Pcs 1
Kg 15,2
mc 0,214

 Pcs 1
Kg 14,2
mc 0,214

 Pcs 1
Kg 15,2
mc 0,214

 Pcs 1
Kg 16,2
mc 0,214

 Pcs 1
Kg 4
mc 0,034

 Pcs 1
Kg 9,6
mc 0,148

 Pcs 2
Kg 7,4
mc 0,121

 Pcs 1
Kg 3,5
mc 0,07

 Pcs 2
Kg 7,3
mc 0,086

K26.157.S20 expanse, resin & steel

 K26.157
Pcs 1
Kg 13
mc 0,18

 K26.156
Pcs 1
Kg 11,6
mc 0,172

K26.000
SALEM

Pcs 1
Kg  1,26
mc  0,018

SALEM
MEDIUM SIZE

SILOESALEMSABA

260
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SMALL SIZE
SABA

E26.111.G1L

MEDIUM SIZE
RUT

Hexagonal lantern in classic style, 
made in shockproof resin material, UV 
rays stabilized, rust and corrosion-free. 
Modular construction suitable for post 
top, hanging and wall installation. E27 
and LED versions (3W, 7W and 10W) 
available. Insulation class II, protection 
rating IP 55.

Lanterna esagonale in stile classico, 
realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine 
e corrosione. Idonea per il montaggio 
a palo, a sospensione o a parete. 
Disponibile nelle versioni E27 e a LED 
(3W, 7W e 10W). Classe di isolamento 
II, grado di protezione IP55.

- 38 -- 38 -
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Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

300 20.000
HoursKelvinLumen100 lm/W

Power

3 Watt

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

700 20.000
HoursKelvinLumen100 lm/W

Power

7
Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

1000 20.000

Power

10

Watt

HoursKelvinLumen
Ø 100mm

100 lm/WWatt

Ø 100mm

Ø 75mm

RUT LED VERSIONS
E26.000.G1L
E26.000.C1L
E26.000.D1L

NEW

3W

7W

10W

MEDIUM SIZE
RUT

RUT - LANTERN COMPONENTS RUT

E26.000

Dimensions and weight
Height: 410 mm
Width: 260 mm
Depth: 227 mm
Weight: 1,26 Kg

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White Green

Antique
green

Clear

Antique
bronze

Opal

410

260

Luminaire DIFFUSER of UV stabilized PMMA, one piece only, 
with recess for a power supply cable, available in clear or opal 
colour.

DIFFUSORE in polimetilmetacrilato (PMMA) resistente 
all’ingiallimento ed ai raggi UV, disponibile in colore 
trasparente od opale, realizzato in unico pezzo, provvisto di 
sede per alloggiamento del cavo elettrico di alimentazione.

CAGE made by shockproof resin material, UV rays stabilized, 
rust and corrosion-free.

GABBIA realizzata in resina antiurto, stabilizzata ai raggi UV, 
inattaccabile da ruggine e corrosione.

Ø 60

Decorative PINNACLE to be mounted on the roof top for post  
installation or on the lantern base for hanging installation.

PINNACOLO decorativo applicabile alla sommità del tetto 
(montaggio a palo) o sulla base della gabbia (montaggio a 
sospensione).

NOEMIRUTANNA

PHOTOMETRIC DATA SAMPLE

POST HANGINGWALL

RESIDENTIAL

RUT lantern clear GLS 60W.

POST height 2mt
6x6mt area: average 4 lux

The photometric data for all the versions 
are available upon request or on our 
website.

GLS
SL
CFL

LED

60W
25W
23W

E27
E27
E27

.E27

.E27

.E27

3W
300 lm

GX53 .G1L

LED
7W

700 lm
GX53 .C1L

LED
10W

1000 lm
GX53 .D1L

Lampholder Ref. Code

LAMP
INCLUDED

LAMP
INCLUDED

LAMP
INCLUDED

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

E27
MAX 60W

E27
MAX 190 mm

(GX53 LED LAMP INCLUDED)

Lampholder GX53

1

1

2

2

2 2

2

2

2

2

2

3

3
3 3

3

3

3

33

3

5

5 5

5

5

55
5

10

10

10

10

10
10

15
15

15

15

15

20

20

20

20

20

25

25

25

25
25 30

30

30

Lantern ROOF, tool-free opening for relamping and 
maintenance. Made by shockproof resin material, UV rays 
stabilized, rust and corrosion free. Provided with E27 or GX53 
lampholder.

TETTO removibile senza l’ausilio di attrezzi per manutenzione 
e cambio lampadina. Realizzato in resina antiurto, stabilizzato 
ai raggi UV, inattaccabile da ruggine e corrosione. Completo 
di portalampada E27 o GX53.

LED version equipped with long-life, powerful 
and ef  cient GX53 LED LAMP available in 3 
different wattage versions, for a total luminous 
 ux of 300 lm, 700 lm or 1.000 lm.

Versione a LED completa di LAMPADINA a 
LED GX53 di lunga durata ed alta potenza 
disponibile in 3 diversi wattaggi, per un  usso 
luminoso totale rispettivamente di 300 lm, 700 
lm o 1.000 lm.
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RUT
MEDIUM SIZE

E26.157.S30

E26.120 E26.151

E26.157.S21

E26.111E26.131
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E26.157.S30 expanse, resin & steel

E26.131

E26.111

E26.141

E26.163 resin

E26.120

E26.151 resin

E26.157.S21 expanse, resin & steel

E26.162 resin

E26.157.S31 expanse, resin & steel

RICU BISSO/RUT 2L RICU BISSO/RUT 3L

BISSO/RUT

MINILOT/RUT

PORPORA/RUT

ALOE’.R/RUT

SICHEM/RUT

MIZAR.R/RUT

RICU BISSO/RUT 2+1

IAFET.R/RUT

RICU BISSO/RUT 3+1

E26.156 expanse, resin & steel

E26.157 expanse, resin & steelE26.158 expanse, resin & steel

GIGI/RUT

RICU/RUTARTU’/RUT

2+1

E26.157.S20 expanse, resin & steel

 Pcs 12
Kg 20,8
mc 0,225

 Pcs 12
Kg 20,8
mc 0,225

 Pcs 12
Kg 20,8
mc 0,225

 Pcs 1
Kg 15,2
mc 0,214

 Pcs 1
Kg 16,2
mc 0,214

 Pcs 1
Kg 4
mc 0,034

 Pcs 2
Kg 7,4
mc 0,121

 Pcs 1
Kg 3,5
mc 0,07

 Pcs 2
Kg 7,3
mc 0,086

 Pcs 1
Kg 14,2
mc 0,214

 Pcs 1
Kg 15,2
mc 0,214

 Pcs 1
Kg 9,6
mc 0,148

 E26.157
Pcs 1
Kg 13
mc 0,18

 E26.156
Pcs 1
Kg 11,6
mc 0,172

E26.000
RUT

Pcs 1
Kg  1,26
mc  0,018

MEDIUM SIZE
RUT

NOEMIRUTANNA

260
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SMALL SIZE
SABA

U23.120

MEDIUM SIZE
CEFA

Square lantern in classic style, made 
in shockproof resin material, UV rays 
stabilized, rust and corrosion-free. 
Modular construction suitable for post 
top, hanging and wall installation. E27 
and LED versions (3W, 7W and 10W) 
available. Insulation class II, protection 
rating IP 55.

Lanterna quadra in stile classico, 
realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine 
e corrosione. Idonea per il montaggio 
a palo, a sospensione o a parete. 
Disponibile nelle versioni E27 e a LED 
(3W, 7W e 10W). Classe di isolamento 
II, grado di protezione IP55.

- 42 -- 42 -
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Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

300 20.000
HoursKelvinLumen100 lm/W

Power

3 Watt

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

700 20.000
HoursKelvinLumen100 lm/W

Power

7
Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

1000 20.000

Power

10

Watt

HoursKelvinLumen
Ø 100mm

100 lm/WWatt

Ø 100mm

Ø 75mm

CEFA LED VERSIONS
U23.000.G1L
U23.000.C1L
U23.000.D1L

NEW

3W

7W

10W

MEDIUM SIZE
CEFA

CEFA - LANTERN COMPONENTS CEFA

U23.000

Dimensions and weight
Height: 380 mm
Width: 230 mm
Depth: 230 mm
Weight: 1,2 Kg

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White Green

Antique
green

Clear

Antique
bronze

Opal

380

230

Luminaire DIFFUSER of UV stabilized PMMA, one piece only, 
with recess for a power supply cable, available in clear or opal 
colour.

DIFFUSORE in polimetilmetacrilato (PMMA) resistente 
all’ingiallimento ed ai raggi UV, disponibile in colore 
trasparente od opale, realizzato in unico pezzo, provvisto di 
sede per alloggiamento del cavo elettrico di alimentazione.

CAGE made by shockproof resin material, UV rays stabilized, 
rust and corrosion-free.

GABBIA realizzata in resina antiurto, stabilizzata ai raggi UV, 
inattaccabile da ruggine e corrosione.

Ø 60

Decorative PINNACLE to be mounted on the roof top for post  
installation or on the lantern base for hanging installation.

PINNACOLO decorativo applicabile alla sommità del tetto 
(montaggio a palo) o sulla base della gabbia (montaggio a 
sospensione).

PIETROSIMONCEFA

PHOTOMETRIC DATA SAMPLE

POST HANGINGWALL

RESIDENTIAL

CEFA lantern clear GLS 60W.

POST height 1mt
6x6mt area: average 6 lux

The photometric data for all the versions 
are available upon request or on our 
website.

GLS
SL
CFL

LED

60W
25W
23W

E27
E27
E27

.E27

.E27

.E27

3W
300 lm

GX53 .G1L

LED
7W

700 lm
GX53 .C1L

LED
10W

1000 lm
GX53 .D1L

Lampholder Ref. Code

LAMP
INCLUDED

LAMP
INCLUDED

LAMP
INCLUDED

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

E27
MAX 60W

E27
MAX 160 mm

(GX53 LED LAMP INCLUDED)

Lampholder GX53

2

2

2

2

2

3

3

3

3

3

3

3

33

3

6

6

6

6

6

6
6

6

9

9

9

9

9

9

12

12

12

12

12

15

15

15

15

18

18

18

21

21

Lantern ROOF, tool-free opening for relamping and 
maintenance. Made by shockproof resin material, UV rays 
stabilized, rust and corrosion free. Provided with E27 or GX53 
lampholder.

TETTO removibile senza l’ausilio di attrezzi per manutenzione 
e cambio lampadina. Realizzato in resina antiurto, stabilizzato 
ai raggi UV, inattaccabile da ruggine e corrosione. Completo 
di portalampada E27 o GX53.

LED version equipped with long-life, powerful 
and ef  cient GX53 LED LAMP available in 3 
different wattage versions, for a total luminous 
 ux of 300 lm, 700 lm or 1.000 lm.

Versione a LED completa di LAMPADINA a 
LED GX53 di lunga durata ed alta potenza 
disponibile in 3 diversi wattaggi, per un  usso 
luminoso totale rispettivamente di 300 lm, 700 
lm o 1.000 lm.
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MEDIUM SIZE
CEFA

U23.131

U23.111 U23.162

U23.156.S20

U23.131 U23.120
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U23.162 resin

IAFET.R/CEFA

U23.131

U23.111 U23.156.S21 expanse, resin & steel U23.157.S21 expanse, resin & steel

U23.141

U23.163 resin

U23.120

U23.156.S31 expanse, resin & steel

U23.156.S30 expanse, resin & steel

U23.157.S31 expanse, resin & steel

U23.157.S30 expanse, resin & steel

BISSO/CEFA

MINILOT/CEFA GIGI BISSO/CEFA 2+1 RICU BISSO/CEFA 2+1

PORPORA/CEFA

ALOE’.R/CEFA

SICHEM/CEFA

GIGI BISSO/CEFA 3+1

GIGI BISSO/CEFA 3L

RICU BISSO/CEFA 3+1

RICU BISSO/CEFA 3L

U23.157.S20 expanse, resin & steel

GIGI BISSO/CEFA 2L RICU BISSO/CEFA 2L
U23.156 expanse, resin & steelU23.158 expanse, resin & steel

GIGI/CEFAARTU’/CEFA
U23.156.S20 expanse, resin & steel

U23.151 resin
MIZAR.R/CEFA

 Pcs 12
Kg 20,8
mc 0,225

 Pcs 2
Kg 7,4
mc 0,121

 Pcs 1
Kg 15,9
mc 0,182

 Pcs 1
Kg 16,2
mc 0,214

 Pcs 1
Kg 15,2
mc 0,214

 Pcs 1
Kg 15,2
mc 0,214

 Pcs 1
Kg 14,2
mc 0,214

 Pcs 1
Kg 3,5
mc 0,07

 Pcs 2
Kg 7,3
mc 0,086

 Pcs 1
Kg 14,7
mc 0,182

 Pcs 1
Kg 14,7
mc 0,182

 Pcs 12
Kg 20,8
mc 0,225

 Pcs 12
Kg 20,8
mc 0,225

 Pcs 1
Kg 4
mc 0,034

 Pcs 1
Kg 9,6
mc 0,148

 Pcs 1
Kg 11,6
mc 0,172

 Pcs 1
Kg 13,5
mc 0,182

U23.000
CEFA

Pcs 1
Kg  1,26
mc  0,018

MEDIUM SIZE
CEFA

PIETROSIMONCEFA

230
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Q23.131

MEDIUM SIZE
GOLIA

Square lantern in classic style, made 
in shockproof resin material, UV rays 
stabilized, rust and corrosion-free. 
Modular construction suitable for post 
top, hanging and wall installation. E27 
and LED versions (3W, 7W and 10W) 
available. Insulation class II, protection 
rating IP 55.

Lanterna quadra in stile classico, 
realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine 
e corrosione. Idonea per il montaggio 
a palo, a sospensione o a parete. 
Disponibile nelle versioni E27 e a LED 
(3W, 7W e 10W). Classe di isolamento 
II, grado di protezione IP55.

- 46 -- 46 -
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Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

300 20.000
HoursKelvinLumen100 lm/W

Power

3 Watt

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

700 20.000
HoursKelvinLumen100 lm/W

Power

7
Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

1000 20.000

Power

10

Watt

HoursKelvinLumen
Ø 100mm

100 lm/WWatt

Ø 100mm

Ø 75mm

GOLIA LED VERSIONS
Q23.000.G1L
Q23.000.C1L
Q23.000.D1L

NEW

3W

7W

10W

MEDIUM SIZE
GOLIA

GOLIA - LANTERN COMPONENTS GOLIA

Q23.000

Dimensions and weight
Height: 360 mm
Width: 230 mm
Depth: 230 mm
Weight: 1,2 Kg

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White Green

Antique
green

Clear

Antique
bronze

Opal

360

230

Ø 60

Luminaire DIFFUSER of UV stabilized PMMA, one piece only, 
with recess for a power supply cable, available in clear or opal 
colour.

DIFFUSORE in polimetilmetacrilato (PMMA) resistente 
all’ingiallimento ed ai raggi UV, disponibile in colore 
trasparente od opale, realizzato in unico pezzo, provvisto di 
sede per alloggiamento del cavo elettrico di alimentazione.

CAGE made by shockproof resin material, UV rays stabilized, 
rust and corrosion-free.

GABBIA realizzata in resina antiurto, stabilizzata ai raggi UV, 
inattaccabile da ruggine e corrosione.

Decorative PINNACLE to be mounted on the roof top for post  
installation or on the lantern base for hanging installation.

PINNACOLO decorativo applicabile alla sommità del tetto 
(montaggio a palo) o sulla base della gabbia (montaggio a 
sospensione).

ELIATOBIAGOLIA

PHOTOMETRIC DATA SAMPLE

POST HANGINGWALL

RESIDENTIAL

GOLIA lantern clear GLS 60W.

POST height 1mt
6x6mt area: average 6 lux

The photometric data for all the versions 
are available upon request or on our 
website.

GLS
SL
CFL

LED

60W
25W
23W

E27
E27
E27

.E27

.E27

.E27

3W
300 lm

GX53 .G1L

LED
7W

700 lm
GX53 .C1L

LED
10W

1000 lm
GX53 .D1L

Lampholder Ref. Code

LAMP
INCLUDED

LAMP
INCLUDED

LAMP
INCLUDED

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

E27
MAX 60W

E27
MAX 160 mm

(GX53 LED LAMP INCLUDED)

Lampholder GX53

2

2

2

2

2

3

3

3

3

3

3

3

33

3

6

6

6

6

6

6
6

6

9

9

9

9

9

9

12

12

12

12

12

15

15

15

15

18

18

18

21

21

Lantern ROOF, tool-free opening for relamping and 
maintenance. Made by shockproof resin material, UV rays 
stabilized, rust and corrosion free. Provided with E27 or GX53 
lampholder.

TETTO removibile senza l’ausilio di attrezzi per manutenzione 
e cambio lampadina. Realizzato in resina antiurto, stabilizzato 
ai raggi UV, inattaccabile da ruggine e corrosione. Completo 
di portalampada E27 o GX53.

LED version equipped with long-life, powerful 
and ef  cient GX53 LED LAMP available in 3 
different wattage versions, for a total luminous 
 ux of 300 lm, 700 lm or 1.000 lm.

Versione a LED completa di LAMPADINA a 
LED GX53 di lunga durata ed alta potenza 
disponibile in 3 diversi wattaggi, per un  usso 
luminoso totale rispettivamente di 300 lm, 700 
lm o 1.000 lm.
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MEDIUM SIZE
GOLIA

Q23.157.S30

Q23.111 Q23.151

Q23.156.S20

Q23.131 Q23.120
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Q23.157.S20 expanse, resin & steel

Q23.131

Q23.111 Q23.156.S21 expanse, resin & steel Q23.157.S21 expanse, resin & steel

Q23.141

Q23.163 resin

Q23.120

Q23.156.S31 expanse, resin & steel

Q23.156.S30 expanse, resin & steel

Q23.157.S31 expanse, resin & steel

Q23.157.S30 expanse, resin & steel

GIGI BISSO/GOLIA 2L RICU BISSO/GOLIA 2L

BISSO/GOLIA

MINILOT/GOLIA GIGI BISSO/GOLIA 2+1 RICU BISSO/GOLIA 2+1

PORPORA/GOLIA

ALOE’.R/GOLIA

SICHEM/GOLIA

GIGI BISSO/GOLIA 3+1

GIGI BISSO/GOLIA 3L

RICU BISSO/GOLIA 3+1

RICU BISSO/GOLIA 3L

Q23.156 expanse, resin & steelQ23.158 expanse, resin & steel

GIGI/GOLIAARTU’/GOLIA
Q23.156.S20 expanse, resin & steel

Q23.151 resin

Q23.162 resin

MIZAR.R/GOLIA

IAFET.R/GOLIA

 Pcs 12
Kg 20,8
mc 0,225

 Pcs 2
Kg 7,4
mc 0,121

 Pcs 1
Kg 15,9
mc 0,182

 Pcs 1
Kg 16,2
mc 0,214

 Pcs 1
Kg 15,2
mc 0,214

 Pcs 1
Kg 15,2
mc 0,214

 Pcs 1
Kg 14,7
mc 0,182

 Pcs 1
Kg 14,7
mc 0,182

 Pcs 12
Kg 20,8
mc 0,225

 Pcs 12
Kg 20,8
mc 0,225

 Pcs 1
Kg 11,6
mc 0,172

 Pcs 1
Kg 13,5
mc 0,182

 Pcs 1
Kg 14,2
mc 0,214

 Pcs 2
Kg 7,3
mc 0,086

 Pcs 1
Kg 3,5
mc 0,07

 Pcs 1
Kg 4
mc 0,034

 Pcs 1
Kg 9,6
mc 0,148

Q23.000
GOLIA

Pcs 1
Kg  1,26
mc  0,018

ELIATOBIAGOLIA

MEDIUM SIZE
GOLIA

230
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M22.000

SMALL SIZE
IESSE

Half lantern in classic style, made in 
shockproof resin material, UV rays 
stabilized, rust and corrosion-free. 
Insulation class II, protection rating IP 55. 

Mezza lanterna in stile classico, 
realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine 
e corrosione. Classe di isolamento II, 
grado di protezione IP55.

- 50 -- 50 -
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SMALL SIZE
IESSE

IESSE - LANTERN COMPONENTS IESSE

M22.000

Dimensions and weight
Height: 350 mm
Width: 220 mm
Depth: 130 mm
Weight: 1,2 Kg

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White Green

Antique
green

Clear

Antique
bronze

Opal

IESSE

 M22.000
 Pcs 16
Kg 18
mc 0,224

350

Luminaire DIFFUSER of UV stabilized PMMA, one piece only, 
available in clear or opal colour.

DIFFUSORE in polimetilmetacrilato (PMMA) resistente 
all’ingiallimento ed ai raggi UV, disponibile in colore 
trasparente o opale, realizzato in un unico pezzo.

CAGE, one piece only, made by shockproof resin material, UV 
rays stabilized, rust and corrosion-free.

GABBIA realizzata in resina antiurto, stabilizzata ai raggi UV, 
inattaccabile da ruggine e corrosione.

High temperature resistant WALL PLATE made in white 
polycarbonate (PC), with support for lampholder  xation. 
Provided complete with E27 lampholder.

BASE A MURO realizzata in policarbonato (PC) bianco 
ad alta resistenza al calore, con supporto per il  ssaggio del 
portalampada. Fornita completa di portalampada E27

IESSE DARIA

PHOTOMETRIC DATA SAMPLE

WALL

RESIDENTIAL

IESSE lantern clear GLS 60W.

height wall mounting: 2mt
6x6mt area: average 4 lux

The photometric data for all the versions 
are available upon request or on our 
website.

GLS
SL
CFL

60W
25W
23W

E27
E27
E27

.E27

.E27

.E27

Lampholder Ref. Code

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

E27
MAX 60W

E27
MAX 160 mm

1

2

2

2

2

3

3

3

3

3

3

4

4

4

4

4

4

4

5

5

5

5

5

5

6

6

6

6

6

6

6

7

7

7

7

7

7

7

8

8

8

8

8

8 9

9

9

10

10

11
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M28.000

LARGE SIZE
DARIA

Half lantern in classic style, made in 
shockproof resin material, UV rays 
stabilized, rust and corrosion-free. E27 
version suitable for ballast  xation. 
LED version available in three different 
wattage options (3W, 7W and 10W). 
Insulation class II, protection rating IP 55. 

Mezza lanterna in stile classico, 
realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine 
e corrosione. Versione E27 idonea 
all’utilizzo di reattori. Versione a LED 
disponibile in tre diverse varianti di 
wattaggi (3W, 7W e 10W). Classe di 
isolamento II, grado di protezione IP55.

- 52 -- 52 -
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Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

300 20.000
HoursKelvinLumen100 lm/W

Power

3 Watt

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

700 20.000
HoursKelvinLumen100 lm/W

Power

7
Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

1000 20.000

Power

10

Watt

HoursKelvinLumen
Ø 100mm

100 lm/WWatt

Ø 100mm

Ø 75mm

DARIA LED VERSIONS
M28.000.G1L
M28.000.C1L
M28.000.D1L

NEW

3W

7W

10W

LARGE SIZE
DARIA

DARIA - LANTERN COMPONENTS DARIA

M28.000

Dimensions and weight
Height: 515 mm
Width: 286 mm
Depth: 143 mm
Weight: 2,3 Kg

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White Green

Antique
green

Clear

Antique
bronze

Opal

515

DARIA

 M28.000
 Pcs 1
Kg 2,3
mc 0,03

IESSE DARIA

Luminaire DIFFUSER of UV stabilized PMMA, one piece only, available 
in clear or opal colour.

DIFFUSORE in polimetilmetacrilato (PMMA) resistente all’ingiallimento 
ed ai raggi UV, disponibile in colore trasparente o opale, realizzato in 
un unico pezzo.

CAGE, one piece only, made by shockproof resin material, UV rays 
stabilized, rust and corrosion-free.

GABBIA realizzata in resina antiurto, stabilizzata ai raggi UV, 
inattaccabile da ruggine e corrosione.

High temperature resistant WALL PLATE made in white polycarbonate 
(PC), with support for ballast and lampholder  xation.

BASE A MURO realizzata in policarbonato (PC) bianco ad alta 
resistenza al calore, con supporto per il  ssaggio dei reattori e del 
portalampada.

PHOTOMETRIC DATA SAMPLE

(GX53 LED LAMP INCLUDED)

WALL

RESIDENTIAL

DARIA lantern clear SON 70W.

height wall mounting: 2,5mt
10x10mt area: average 12 lux

The photometric data for all the versions 
are available upon request or on our 
website.

GLS
SL
CFL

MBF

*WITH
  BALLAST

*WITHOUT
  BALLAST

SON

HQI

100W
25W
23W

E27
E27
E27

.E27

.E27

.E27

50W
80W

E27
E27

.M50

.M80

50W
70W

E27
E27

.S50

.S70

70W E27 .H70

Ref. CodeLampholder

LED
3W

300 lm
GX53 .G1L

LED
7W

700 lm
GX53 .C1L

LED
10W

1000 lm
GX53 .D1L

LAMP
INCLUDED

LAMP
INCLUDED

LAMP
INCLUDED

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

Lampholder GX53

2

5

5

5

5

5

10

10

10

10

10

15

15

15

15

0

20

20

20

20

25

25

25

25

25

30

30

30

30

30

35

35

35

35

35

40
40

40

45

45

50

LED version equipped with long-life, powerful and ef  cient GX53 LED 
LAMP available in 3 different wattage versions, for a total luminous  ux 
of 300 lm, 700 lm or 1.000 lm.

Versione a LED completa di LAMPADINA a LED GX53 di lunga 
durata ed alta potenza disponibile in 3 diversi wattaggi, per un  usso 
luminoso totale rispettivamente di 300 lm, 700 lm o 1.000 lm.
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SMALL SIZE
SABA

G25.131

SMALL SIZE
GLOBE 250 CLASSIC

Ø 250 mm PMMA globe, complete 
with  globe base made in shockproof 
resin material, uv rays stabilized, rust 
and corrosion-free. Suitable for post top, 
hanging and wall installation.
Available in three different colours: clear, 
opal and smoked.

Globo Ø 250 mm in polimetilmetacrilato 
(PMMA), completo di base realizzata 
in resina antiurto, stabilizzata 
ai raggi uv, inattaccabile da 
ruggine e corrosione.
Idoneo per il montaggio 
a palo, a sospensione o 
a parete. Disponibile in 
tre varianti di colore: 
trasparente, bianco o 
fumè.

- 54 -- 54 -
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SMALL SIZE
GLOBE 250 CLASSIC

GLOBE 250 CLASSIC - COMPONENTS GLOBE 250 CLASSIC

G25.B25

Dimensions and weight
Height: 260 mm
Width: 250 mm
Depth: 250 mm
Weight: 0,9 Kg

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White Green

Antique
green

Clear

Antique
bronze

Opal Smoked

260

GLOBE BASE with classic design, made in shockproof resin 
material, UV-rays stabilized, rust and corrsoion-free. Provided 
complete with E27 lampholder.

REGGIBOCCIA con disegno classico realizzato in resina 
antiurto, stabilizzato ai raggi UV, inattaccabile da ruggine e 
corrosione. Fornito completo di portalampada E27.

Ø 250 mm GLOBE in polymethilmetacrylate (PMMA) one 
piece only, UV-rays stabilized, available in three different 
colour options: clear, opal or smoked.

GLOBO Ø 250 mm in polimetilmetacrilato (PMMA) resistente 
all’ingiallimento ed ai raggi UV, realizzato in un unico pezzo, 
disponibile in tre varainti di colore: trasparente, bianco o 
fumè.

250

Ø 60

GLOBE AVAILABLE COLOURS

CLEAR DIFFUSER OPAL DIFFUSER SMOKED DIFFUSER

PHOTOMETRIC DATA SAMPLE

POST HANGINGWALL

RESIDENTIAL

GLOBE 250 CLASSIC clear GLS 60W.

POST height 1mt
6x6mt area: average 4 lux

The photometric data for all the versions 
are available upon request or on our 
website.

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

GLS
SL
CFL

60W
25W
23W

E27
E27
E27

.E27

.E27

.E27

Lampholder Ref. Code

E27
MAX 60W

E27
MAX 160 mm

1

1

1

1

1

1

2

2

2
2

2

2

2

22

2

2

4

4

4

4

4

4
4

4

4

6

6

6

6

6
6

6

6

8

8

8

8

8

8

8

10
10

10
10

10

10

12

12

12

12

12

14

14

14

14

16 16
16

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC
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SMALL SIZE
GLOBE 250 CLASSIC

G25.158.S20

G25.141 G25.162

G25.156

G25.131 G25.110
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G25.157.S20 expanse, resin & steel

G25.110

G25.131

G25.151 resin

G25.141

G25.162 resin

G25.156.S30 expanse, resin & steel

G25.163 resin

G25.157.S30 expanse, resin & steel

GIGI BISSO/G250 2L RICU BISSO/G250 2L

MIKROLOT/G250

BISSO/G250

MIZAR.R/G250

PORPORA/G250

IAFET.R/G250

GIGI BISSO/G250 3L

ALOE’.R/G250

RICU BISSO/G250 3L

G25.156 expanse, resin & steelG25.158 expanse, resin & steel

GIGI/G250ARTU’/G250
G25.156.S20 expanse, resin & steel

G25.120
SICHEM/G250

 Pcs 2
Kg 7
mc 0,122

 Pcs 2
Kg 24,8
mc 0,304

 Pcs 2
Kg 27,5
mc 0,339

 Pcs 4
Kg 5,7
mc 0,0931

 Pcs 2
Kg 6,9
mc 0,092

 Pcs 2
Kg 23,7
mc 0,27

 Pcs 2
Kg 25,4
mc 0,31

 Pcs 4
Kg 11,7
mc 0,1456

 Pcs 2
Kg 20
mc 0,217

 Pcs 2
Kg 6,7
mc 0,0931

 Pcs 4
Kg 6,2
mc 0,0931

 Pcs 2
Kg 16,4
mc 0,186

 Pcs 4
Kg 6,6
mc 0,0931

G25.B25
GLOBE 250 CLASSIC

Pcs 2
Kg  1,87
mc  0,025

SMALL SIZE
GLOBE 250 CLASSIC

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC
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SMALL SIZE
SABA
MEDIUM SIZE
GLOBE 300 CLASSIC

Ø 300 mm PMMA globe, complete 
with  globe base made in shockproof 
resin material, uv rays stabilized, rust 
and corrosion-free. Suitable for post top, 
hanging and wall installation.
Available in three different colours: clear, 
opal and smoked.

Globo Ø 300 mm in polimetilmetacrilato 
(PMMA), completo di base realizzata in 
resina antiurto, stabilizzata ai raggi uv, 
inattaccabile da ruggine e corrosione.
Idoneo per il montaggio a palo, a 
sospensione o a parete. Disponibile in 
tre varianti di colore: trasparente, bianco 
o fumè.

G30.162

G30.111

- 58 -
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MEDIUM SIZE
GLOBE 300 CLASSIC

GLOBE 300 CLASSIC - COMPONENTS GLOBE 300 CLASSIC

G30.B30

Dimensions and weight
Height: 310 mm
Width: 300 mm
Depth: 300 mm
Weight: 1,4 Kg

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White Green

Antique
green

Clear

Antique
bronze

Opal Smoked

310

Ø 60

300

Ø 300 mm GLOBE in polymethilmetacrylate 
(PMMA) one piece only, UV-rays stabilized, available 
in three different colour: clear, opal or smoked.

GLOBO Ø 300 mm in polimetilmetacrilato (PMMA) 
resistente all’ingiallimento ed ai raggi UV, realizzato 
in un unico pezzo, disponibile in tre varainti di 
colore: trasparente, bianco o fumè.

GLOBE AVAILABLE COLOURS

CLEAR DIFFUSER OPAL DIFFUSER SMOKED DIFFUSER

PHOTOMETRIC DATA SAMPLE

POST HANGINGWALL

RESIDENTIAL

GLOBE 300 CLASSIC clear GLS 60W.

POST height 2mt
6x6mt area: average 2,5 lux

The photometric data for all the versions 
are available upon request or on our 
website.

GLS
SL
CFL

60W
25W
23W

E27
E27
E27

.E27

.E27

.E27

Lampholder Ref. Code

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

E27
MAX 60W

E27
MAX 160 mm

0.50

0.50

0.50

1.00

1.00

1.00

1.00

1.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00
3.00

3.50
3.50

3.50

3.50 3.50

3.50

3.50

3.50
3.50

4.00

4.00

4.00

4.00

4.00

4.00

GLOBE BASE with classic design, made in 
shockproof resin material, UV rays stabilized, rust 
and corrsoion-free. Provided complete with E27 
lampholder.

REGGIBOCCIA con disegno classico realizzato in 
resina antiurto, stabilizzato ai raggi UV, inattaccabile 
da ruggine e corrosione. Fornito completo di 
portalampada E27.

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC
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MEDIUM SIZE
GLOBE 300 CLASSIC

G30.132

G30.142

G30.111

G30.120

G30.157.R20
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G30.163 resin

G30.157.R30

G30.157.R20

G30.142

G30.132 G30.111 G30.120

ARTU’/G300 ALOE’.R/G300

RICU OFIR/G300 3L

RICU OFIR/G300 2L

MIRRA/G300

OFIR/G300 MINILOT/G300 SICHEM/G300

G30.156 expanse, resin & steelG30.157 expanse, resin & steel

GIGI/G300RICU/G300
G30.158 expanse, resin & steel

G30.162 resin

IAFET.R/G300

 Pcs 2
Kg 8,6
mc 0,143

 Pcs 4
Kg 6
mc 0,120

 Pcs 2
Kg 30,2
mc 0,379

 Pcs 4
Kg 6
mc 0,120

 Pcs 4
Kg 8
mc 0,143

 Pcs 2
Kg 20,4
mc 0,242

 Pcs 2
Kg 16,8
mc 0,211

 Pcs 2
Kg 7,4
mc 0,146

 Pcs 2
Kg 7,3
mc 0,117

 Pcs 2
Kg 34
mc 0,439

 Pcs 2
Kg 21,5
mc 0,274

G30.B30
GLOBE 300 CLASSIC

Pcs 2
Kg  2,8
mc  0,059

MEDIUM SIZE
GLOBE 300 CLASSIC

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC
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MEDIUM SIZE
GLOBE 300 CLASSIC

G30.201.R30

G30.201.R20

G30.201

0mt

N
EB

O

1mt

2mt

3mt

4mt

5mt

Pag.356
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NEBO/G300 NEBO OFIR/G300 2L NEBO OFIR/G300 3L
G30.201 G30.201.R20 G30.201.R30

Pcs 1
Kg  19
mc  0,163

Pcs 1
Kg  22,9
mc  0,208

Pcs 1
Kg  24,4
mc  0,237

MEDIUM SIZE
GLOBE 300 CLASSIC

GLOBE 250
CLASSIC

GLOBE 300
CLASSIC

GLOBE 400
CLASSIC

GLOBE 500
CLASSIC
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MEDIUM SIZE
GLOBE 300 MODERN

G31.262

Ø 300 mm PMMA globe, complete 
with  globe base made in shockproof 
resin material, uv rays stabilized, rust 
and corrosion-free. Suitable for post top, 
hanging and wall installation.
Available in three different colours: clear, 
opal and smoked.

Globo Ø 300 mm in polimetilmetacrilato 
(PMMA), completo di base realizzata in 
resina antiurto, stabilizzata ai raggi uv, 
inattaccabile da ruggine e corrosione.
Idoneo per il montaggio a palo, a 
sospensione o a parete. Disponibile in 
tre varianti di colore: trasparente, bianco 
o fumè.

- 64 -
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MEDIUM SIZE
GLOBE 300 MODERN

GLOBE 300 MODERN

G31.B30

Dimensions and weight
Height: 310 mm
Width: 300 mm
Depth: 300 mm
Weight: 1,4 Kg

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White Green

Antique
green

Clear

Antique
bronze

Opal Smoked

GLOBE 300 MODERN - COMPONENTS

310

GLOBE AVAILABLE COLOURS

CLEAR DIFFUSER OPAL DIFFUSER SMOKED DIFFUSER

PHOTOMETRIC DATA SAMPLE

POST HANGINGWALL

RESIDENTIAL

GLOBE 300 MODERN clear GLS 60W.

POST height 2mt
6x6mt area: average 2,5 lux

The photometric data for all the versions 
are available upon request or on our 
website.

GLS
SL
CFL

75W
25W
23W

E27
E27
E27

.E27

.E27

.E27

Lampholder Ref. Code

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

E27
MAX 75W

E27
MAX 190 mm

Ø 60

300

Ø 300 mm GLOBE in polymethilmetacrylate 
(PMMA) one piece only, UV-rays stabilized, available 
in three different colour: clear, opal or smoked.

GLOBO Ø 300 mm in polimetilmetacrilato (PMMA) 
resistente all’ingiallimento ed ai raggi UV, realizzato 
in un unico pezzo, disponibile in tre varainti di 
colore: trasparente, bianco o fumè.

0.50

0.50

0.50

1.00

1.00

1.00

1.00

1.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

2.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00

3.00
3.00

3.50
3.50

3.50

3.50 3.50

3.50

3.50

3.50
3.50

4.00

4.00

4.00

4.00

4.00

4.00

GLOBE BASE with modern design, made in 
shockproof resin material, UV rays stabilized, rust 
and corrsoion-free. Provided complete with E27 
lampholder.

REGGIBOCCIA con disegno moderno realizzato in 
resina antiurto, stabilizzato ai raggi UV, inattaccabile 
da ruggine e corrosione. Fornito completo di 
portalampada E27.

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN
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GLOBE 300 MODERN
MEDIUM SIZE

G31.262

G31.241G31.252

G31.251

G31.251

G31.280
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GLOBE 300 MODERN
MEDIUM SIZE

G31.263 expanse, resin & steel

G31.252 G31.251

G31.288 G31.281G31.287 G31.280

FEBO.R 1000/G300 FEBO 1500/G300

SIRIO/GLOBE 300 ILIO/GLOBE 300

LANDO 
1900/G300

ELISSA 
1900/G300

LANDO 
1400/G300

ELISSA 
1400/G300

G31.261 resinG31.241
FEBO.R 500/G300ARGO/G300

G31.262 resin

 Pcs 2
Kg 8,2
mc 0,153

 Pcs 2
Kg 5,2
mc 0,128

 Pcs 4
Kg 6,7
mc 0,148

 Pcs 2
Kg 7,2
mc 0,146

 Pcs 2
Kg 13,9
mc 0,178

 Pcs 2
Kg 5,7
mc 0,1144

 Pcs 2
Kg 6
mc 0,117

 Pcs 2
Kg 9,2
mc 0,200

 Pcs 2
Kg 16,9
mc 0,214

 Pcs 2
Kg 15,9
mc 0,232

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN
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MEDIUM SIZE
GLOBE 300 MODERN

G31.265

G31.285

G31.265.L30G31.265.L20
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MEDIUM SIZE
GLOBE 300 MODERN

G31.284 G31.285
G31.264.L21 G31.265.L21 G31.264.L31

G31.264.L30 G31.265.L30

G31.265.L31
ORIONE 

2450/G300
ORIONE 

2850/G300
ENEA 2000 ELI/G300 2+1 ENEA 2400 ELI/G300 2+1 ENEA 2000 ELI/G300 3+1 ENEA 2400 ELI/G300 3+1

ENEA 2000 ELI/G300 3L ENEA 2400 ELI/G300 3L

G31.264 G31.265

ENEA 2000/
GLOBE 300

ENEA 2400/
GLOBE 300 G31.264.L20 G31.265.L20

ENEA 2000 ELI/G300 2L ENEA 2400 ELI/G300 2L

 Pcs 2
Kg 24,7
mc 0,225

 Pcs 2
Kg 22,7
mc 0,171

 Pcs 2
Kg 33,1
mc 0,340

 Pcs 2
Kg 36,7
mc 0,400

 Pcs 2
Kg 35,7
mc 0,400

 Pcs 2
Kg 39,7
mc 0,460 Pcs 2

Kg 28,4
mc 0,246

 Pcs 2
Kg 26,4
mc 0,192

 Pcs 2
Kg 36,8
mc 0,361

 Pcs 2
Kg 40,4
mc 0,421

 Pcs 2
Kg 39,4
mc 0,421

 Pcs 2
Kg 43,4
mc 0,481

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN
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LARGE SIZE
TOBIA

114

LARGE SIZE
SIMON

100

LARGE SIZE
NOEMI

86

LARGE SIZE
SILOE

72
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URBAN CLASSIC

- 71 -

GRAND SIZE
CANA 500

162

LARGE SIZE
GLOBE 400 classic

144

GRAND SIZE
PIETRO

128

GRAND SIZE
GLOBE 500 classic

156

GRAND SIZE
ELIA

136
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LARGE SIZE
SILOE

Hexagonal lantern in classic style, 
made in shockproof resin material, UV 
rays stabilized, rust and corrosion-free. 
Modular construction suitable for post 
top, hanging and wall installation. 
Provided with high temperature resistant 
ceiling suitable for ballast  xation. 
Insulation class II, protection rating IP 55.

Lanterna esagonale in stile classico, 
realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine e 
corrosione. Idonea per il montaggio a 
palo, a sospensione o a parete. Fornita 
con sof  tto ad alta resistenza al calore 
idoneo per il  ssaggio dei reattori. 
Classe di isolamento II, grado di 
protezione IP55.

K35.132

- 72 -

urban classic range.indd   72 17/03/2012   10:31:27



- 73 -

C
O

M
PA

N
Y

G
A

RD
EN

U
RB

A
N

 C
LA

SS
IC

U
RB

A
N

 M
O

D
ER

N
RE

FE
RE

N
C

ES
BU

LK
H

EA
D

PO
ST

BO
LL

A
RD

S
RE

C
ES

SE
D 

&
 S

U
RF

AC
E

Dimensions and weight
Height: 530 mm
Width: 350 mm
Depth: 305 mm
Weight: 3,5 Kg
Area exposed to wind pressure:
CxS = m2 0,113
 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

SILOE - LANTERN COMPONENTS SILOE

K35.000

530

Green

Lantern ROOF, one piece only, tool-free opening for relamping and 
access to control-gear. Made by shockproof resin material, UV rays 
stabilized, rust and corrosion-free.

TETTO in un unico pezzo, removibile senza l’ausilio di attrezzi per 
manutenzione e cambio lampadina. Realizzato in resina antiurto, 
stabilizzata ai raggi UV, inattaccabile da ruggine e corrosione.

High temperature resistant CEILING made in white polycarbonate 
(PC) material, suitable for ballast  xation on its upper side and 
provided with lampholder seat on its lower side.

SOFFITTO realizzato in policarbonato (PC) bianco ad alta resistenza 
al calore, nella cui parte superiore possono essere  ssati gli ausiliari 
elettrici e nella cui parte inferiore si trova l’alloggiamento del 
portalampada.

Luminaires DIFFUSER of UV stabilized PMMA, one piece only, with 
recess for a power supply cable, available in clear or opal colour.

DIFFUSORE in polimetilmetacrilato (PMMA) resistente 
all’ingiallimento ed ai raggi UV, disponibile in colore trasparente o 
opale, realizzato in unico pezzo, provvisto di sede per alloggiamento 
del cavo elettrico di alimentazione.

CAGE, one piece only, made by shockproof resin material, UV rays 
stabilized, rust and corrosion-free.

GABBIA in un unico pezzo, realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine e corrosione.

Decorative PINNACLE to be mounted on the roof top for post top  
installation or on the lantern base for hanging installation.

PINNACOLO decorativo applicabile alla sommità della calotta 
(montaggio a palo) o sulla gabbia (montaggio a sospensione).

Antique
bronze

Opal

350

Ø 60

SILOESALEMSABA

SILOE
LARGE SIZE

GLS
SL
CFL

MBF

*WITH
  BALLAST

*WITHOUT
  BALLAST

SON

HQI

100W
25W
23W

E27
E27
E27

.E27

.E27

.E27

50W
80W

E27
E27

.M50

.M80

50W
70W

E27
E27

.S50

.S70

70W E27 .H70

Ref. CodeCLOSED DIFFUSER IP55 Lampholder

AVAILABLE LAMPSPHOTOMETRIC DATA SAMPLE

POST HANGINGWALL

RESIDENTIALPUBLIC

SILOE lantern clear SON 70W.

POST height 3,5mt
10 x 10mt area: average 10 lux

The photometric data for all the versions 
are available upon request or on our 
website.

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

5

5

7

7

7

7

7

9

9

9 9

9

9

9

9

9

9
9

9

9

9

11

11
11

11

11

11

11

11

11
11

11

11 11

11

11

13

13

13

13

13

13

13

13

13

13

13

13

13

13

15

15

15

15

15

15
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LARGE SIZE
SILOE

K35.121

K35.162

K35.113

K35.157
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K35.158 expanse, resin & steel K35.163 resin

K35.162 resin

K35.121K35.142K35.113

K35.132

ARTU’/SILOE ALOE’.R/SILOE

IAFET.R/SILOE

SICHEM/SILOEMIRRA/SILOELOT/SILOE

K35.156 expanse, resin & steelK35.157 expanse, resin & steel

GIGI/SILOERICU/SILOE

OFIR/SILOE EVA/SILOE
K35.181

Pcs 1
Kg  13
mc  0,168

Pcs 1
Kg  11
mc  0,083

Pcs 1
Kg  4,4
mc  0,061

Pcs 1
Kg  4,4
mc  0,048

Pcs 1
Kg  4,4
mc  0,048

Pcs 2
Kg  11,8
mc  0,182

Pcs 2
Kg  11,7
mc  0,153

Pcs 2
Kg  21,4
mc  0,247

Pcs 2
Kg  24,9
mc  0,278

Pcs 2
Kg  25,8
mc  0,310

SILOESALEMSABA

SILOE
LARGE SIZE

K35.000
SILOE

Pcs 1
Kg  3,5
mc  0,043
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LARGE SIZE
NEBO/SILOE

K35.201.R20

K35.201

K35.132
0mt

N
EB

O

1mt

2mt

3mt

4mt

5mt

Pag.356
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NEBO OFIR/SILOE 3L
K35.201.R30

NEBO OFIR/SILOE 2L NEBO OFIR/SILOE 3LNEBO/SILOE
K35.201.R20 K35.201.R30K35.201

Pcs 1
Kg  29,4
mc  0,342

Pcs 1
Kg  21,7
mc  0,196

Pcs 1
Kg  26,9
mc  0,268

Pcs 1
Kg  29,4
mc  0,342

NEBO OFIR/SILOE 2L
K35.201.R20

Pcs 1
Kg  26,9
mc  0,268

SILOESALEMSABA

NEBO/SILOE
LARGE SIZE
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LARGE SIZE
TABOR/SILOE

K35.204

K35.204.R20
K35.204.R30

0mt

TA
B
O

R

1mt

2mt

3mt

4mt

5mt

Pag.356
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TABOR OFIR/TOBIA 3L
K35.204.R30

TABOR OFIR/TOBIA 2L TABOR OFIR/TOBIA 3LTABOR/TOBIA
K35.204.R20 K35.204.R30K35.204

Pcs 1
Kg  27
mc  0,223

Pcs 1
Kg  32,2
mc  0,295

Pcs 1
Kg  34,6
mc  0,369

TABOR OFIR/TOBIA 2L
K35.204.R20

Pcs 1
Kg  32,2
mc  0,295

Pcs 1
Kg  34,6
mc  0,369

SILOESALEMSABA

TABOR/SILOE
LARGE SIZE
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LARGE SIZE
HOREB/SILOE

K35 .207

K35.171

K35 .207.M21

0mt

H
O

R
EB

1mt

2mt

3mt

4mt

5mt

Pag.356
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HOREB ADAM/SILOE 1L

HOREB ADAM/SILOE 3L

HOREB ADAM/SILOE 3+1

HOREB ADAM/SILOE 2+1

HOREB ADAM/SILOE 2L

HOREB/SILOE

K35.207.M10

K35.207.M30

K35.207.M31

K35.207.M21

K35.207.M20

K35.207

Pcs 1
Kg  30,4
mc  0,280

Pcs 1
Kg  39,7
mc  0,414

Pcs 1
Kg  28,5
mc  0,249

Pcs 1
Kg  43,4
mc  0,476

Pcs 1
Kg  38,8
mc  0,404

Pcs 1
Kg  35,1
mc  0,342

K35.171
ADAM/SILOE

Pcs 1
Kg  6,3
mc  0,083

SILOESALEMSABA

HOREB/SILOE
LARGE SIZE

urban classic range.indd   81 17/03/2012   10:31:55



- 82 -

C
O

M
PA

N
Y

G
A

RD
EN

U
RB

A
N

 C
LA

SS
IC

U
RB

A
N

 M
O

D
ER

N
RE

FE
RE

N
C

ES
BU

LK
H

EA
D

PO
ST

BO
LL

A
RD

S
RE

C
ES

SE
D 

&
 S

U
RF

AC
E

LARGE SIZE
KARMEL 3000/SILOE

K35 .231

K35.231.R20

K35.231.R30

0mt

K
A

R
M

EL
 3

0
0
0

1mt

2mt

3mt

4mt

5mt

Pag.356
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KARMEL 3000 OFIR/SILOE 3L
K35.231.R30

KARMEL 3000 OFIR/SILOE 3L
K35.231.R30

KARMEL 3000 OFIR/SILOE 2L
K35.231.R20

KARMEL 3000 OFIR/SILOE 2LKARMEL 3000/SILOE
K35.231.R20K35.231

Pcs 1
Kg  36,5
mc  0,369

Pcs 1
Kg  36,5
mc  0,369

Pcs 1
Kg  32,2
mc  0,295

Pcs 1
Kg  32,2
mc  0,295

Pcs 1
Kg  27
mc  0,223

SILOESALEMSABA

KARMEL 3000/SILOE
LARGE SIZE
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LARGE SIZE
KARMEL 3500-4000/SILOE

K35 .234

K35.171

K35.234.M21

0mt

K
A

R
M

EL
 3

5
0
0

-4
0
0
0

1mt

2mt

3mt

4mt

5mt

Pag.356
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KARMEL 3500
ADAM/SILOE 3L

KARMEL 3500
ADAM/SILOE 3+1

KARMEL 3500
ADAM/SILOE 2+1

KARMEL 3500
ADAM/SILOE 1L

KARMEL 3500
ADAM/SILOE 2L

KARMEL 4000
ADAM/SILOE 3L

KARMEL 4000
ADAM/SILOE 3+1

KARMEL 4000
ADAM/SILOE 2+1

KARMEL 4000
ADAM/SILOE 1L

KARMEL 3500/SILOE

KARMEL 4000
ADAM/SILOE 2L

K35.234.M30

K35.234.M31

K35.234.M21K35.234.M10

K35.234.M20

K35.237.M30

K35.237.M31

K35.237.M21K35.237.M10

K35.234

K35.237.M20

Pcs 1
Kg  30,4
mc  0,280

Pcs 1
Kg  38,8
mc  0,404

Pcs 1
Kg  39,7
mc  0,414

Pcs 1
Kg  43,4
mc  0,476

Pcs 1
Kg  35,1
mc  0,342

Pcs 1
Kg  43,2

mc  0,441

Pcs 1
Kg  46,9

mc  0,503

Pcs 1
Kg  38,7

mc  0,369

Pcs 1
Kg  42,3

mc  0,431

Pcs 1
Kg  33,9

mc  0,287

SILOESALEMSABA

KARMEL 3500-4000/SILOE
LARGE SIZE

Pcs 1
Kg  28,5
mc  0,249
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E35.121

LARGE SIZE
NOEMI

Hexagonal lantern in classic style, 
made in shockproof resin material, UV 
rays stabilized, rust and corrosion-free. 
Modular construction suitable for post 
top, hanging and wall installation. 
Provided with high temperature resistant 
ceiling suitable for ballast  xation. 
Insulation class II, protection rating IP 55.

Lanterna esagonale in stile classico, 
realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine e 
corrosione. Idonea per il montaggio a 
palo, a sospensione o a parete. Fornita 
con sof  tto ad alta resistenza al calore 
idoneo per il  ssaggio dei reattori. 
Classe di isolamento II, grado di 
protezione IP55.

- 86 -
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Dimensions and weight
Height: 530 mm
Width: 350 mm
Depth: 305 mm
Weight: 3,5 Kg
Area exposed to wind pressure:
CxS = m2 0,110
 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

NOEMI - LANTERN COMPONENTS NOEMI

E35.000

530

Green

Lantern ROOF, one piece only, tool-free opening for relamping and 
access to control-gear. Made by shockproof resin material, UV rays 
stabilized, rust and corrosion-free.

TETTO in un unico pezzo, removibile senza l’ausilio di attrezzi per 
manutenzione e cambio lampadina. Realizzato in resina antiurto, 
stabilizzata ai raggi UV, inattaccabile da ruggine e corrosione.

High temperature resistant CEILING made in white polycarbonate 
(PC) material, suitable for ballast  xation on its upper side and 
provided with lampholder seat on its lower side.

SOFFITTO realizzato in policarbonato (PC) bianco ad alta resistenza 
al calore, nella cui parte superiore possono essere  ssati gli ausiliari 
elettrici e nella cui parte inferiore si trova l’alloggiamento del 
portalampada.

Luminaires DIFFUSER of UV stabilized PMMA, one piece only, with 
recess for a power supply cable, available in clear or opal colour.

DIFFUSORE in polimetilmetacrilato (PMMA) resistente 
all’ingiallimento ed ai raggi UV, disponibile in colore trasparente o 
opale, realizzato in unico pezzo, provvisto di sede per alloggiamento 
del cavo elettrico di alimentazione.

CAGE, one piece only, made by shockproof resin material, UV rays 
stabilized, rust and corrosion-free.

GABBIA in un unico pezzo, realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine e corrosione.

Decorative PINNACLE to be mounted on the roof top for post top  
installation or on the lantern base for hanging installation.

PINNACOLO decorativo applicabile alla sommità della calotta 
(montaggio a palo) o sulla gabbia (montaggio a sospensione).

Antique
bronze

Opal

350

NOEMIRUTANNA

NOEMI
LARGE SIZE

GLS
SL
CFL

MBF

*WITH
  BALLAST

*WITHOUT
  BALLAST

SON

HQI

100W
25W
23W

E27
E27
E27

.E27

.E27

.E27

50W
80W

E27
E27

.M50

.M80

50W
70W

E27
E27

.S50

.S70

70W E27 .H70

Ref. CodeCLOSED DIFFUSER IP55 Lampholder

AVAILABLE LAMPSPHOTOMETRIC DATA SAMPLE

POST HANGINGWALL

RESIDENTIALPUBLIC

NOEMI lantern clear SON 70W.

POST height 3,5mt
10 x 10mt area: average 10 lux

The photometric data for all the versions 
are available upon request or on our 
website.

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

5

5

7

7

7

7

7

9

9

9 9

9

9

9

9

9

9
9

9

9

9

11

11
11

11

11

11

11

11

11
11

11

11 11

11

11

13

13

13

13

13

13

13

13

13

13

13

13

13

13

15

15

15

15

15

15

Ø 60
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LARGE SIZE
NOEMI

E35.162E35.121E35.132

E35.132

E35.113

E35.157
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E35.162 resin

E35.121

IAFET.R/NOEMI

SICHEM/NOEMI

E35.158 expanse, resin & steel E35.163 resin

ARTU’/NOEMI ALOE’.R/NOEMI
E35.156 expanse, resin & steelE35.157 expanse, resin & steel

GIGI/NOEMIRICU/NOEMI

E35.132
OFIR/NOEMI

E35.142
MIRRA/NOEMI

E35.113
LOT/NOEMI

Pcs 1
Kg  4,4
mc  0,048

Pcs 1
Kg  4,4
mc  0,061

Pcs 2
Kg  25,8
mc  0,310

Pcs 1
Kg  11
mc  0,083

Pcs 2
Kg  24,9
mc  0,278

Pcs 2
Kg  21,4
mc  0,247

Pcs 2
Kg  11,8
mc  0,182

Pcs 2
Kg  11,7
mc  0,153

Pcs 1
Kg  4,4
mc  0,048

EVA/NOEMI
E35.181

Pcs 1
Kg  13
mc  0,168

NOEMIRUTANNA

NOEMI
LARGE SIZE

E35.000
NOEMI

Pcs 1
Kg  3,5
mc  0,043
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NEBO/NOEMI
LARGE SIZE

E35.201.R30

E35.201.R20

E35.201

0mt

N
EB
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NEBO OFIR/NOEMI 3L
E35.201.R30

NEBO OFIR/NOEMI 2L NEBO OFIR/NOEMI 3LNEBO/NOEMI
E35.201.R20 E35.201.R30E35.201

Pcs 1
Kg  29,4
mc  0,342

Pcs 1
Kg  21,7
mc  0,196

Pcs 1
Kg  26,9
mc  0,268

Pcs 1
Kg  29,4
mc  0,342

NEBO OFIR/NOEMI 2L
E35.201.R20

Pcs 1
Kg  26,9
mc  0,268

NOEMIRUTANNA

NEBO/NOEMI
LARGE SIZE
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E35.204.R20

E35.204

E35.204.R30

TABOR/NOEMI
LARGE SIZE
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TABOR OFIR/NOEMI 3L
E35.204.R30

TABOR OFIR/NOEMI 2L TABOR OFIR/NOEMI 3LTABOR/NOEMI
E35.204.R20 E35.204.R30E35.204

Pcs 1
Kg  27
mc  0,223

Pcs 1
Kg  32,2
mc  0,295

Pcs 1
Kg  34,6
mc  0,369

TABOR OFIR/NOEMI 2L
E35.204.R20

Pcs 1
Kg  32,2
mc  0,295

Pcs 1
Kg  34,6
mc  0,369

NOEMIRUTANNA

TABOR/NOEMI
LARGE SIZE
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HOREB/NOEMI
LARGE SIZE

E35.171

E35.207.M21

E35.207.M20

E35.207.M31
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HOREB ADAM/NOEMI 1L

HOREB ADAM/NOEMI 2+1

HOREB ADAM/NOEMI 3+1

HOREB ADAM/NOEMI 3L

HOREB ADAM/NOEMI 2L

HOREB/NOEMI

E35.207.M10

E35.207.M21

E35.207.M31

E35.207.M30

E35.207.M20

E35.207

Pcs 1
Kg  30,4
mc  0,280

Pcs 1
Kg  38,8
mc  0,404

Pcs 1
Kg  28,5
mc  0,249

Pcs 1
Kg  43,4
mc  0,476

Pcs 1
Kg  39,7
mc  0,414

Pcs 1
Kg  35,1
mc  0,342

E35.171
ADAM/NOEMI

Pcs 1
Kg  6,3
mc  0,083

NOEMIRUTANNA

HOREB/NOEMI
LARGE SIZE
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KARMEL 3000/NOEMI
LARGE SIZE

E35.231.R20

E35.231.R30

E35.231

0mt
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KARMEL 3000 OFIR/NOEMI 3L
E35.231.R30

KARMEL 3000 OFIR/NOEMI 3L
E35.231.R30

KARMEL 3000 OFIR/NOEMI 2L
E35.231.R20

KARMEL 3000 OFIR/NOEMI 2LKARMEL 3000/NOEMI
E35.231.R20E35.231

Pcs 1
Kg  36,5
mc  0,369

Pcs 1
Kg  36,5
mc  0,369

Pcs 1
Kg  32,2
mc  0,295

Pcs 1
Kg  32,2
mc  0,295

Pcs 1
Kg  27
mc  0,223

NOEMIRUTANNA

KARMEL 3000/NOEMI
LARGE SIZE
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KARMEL 3500-4000/NOEMI
LARGE SIZE

E35.171

E35.234.M10

E35.234.M21
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KARMEL 3500
ADAM/NOEMI 3L

KARMEL 3500
ADAM/NOEMI 3+1

KARMEL 3500
ADAM/NOEMI 2+1

KARMEL 3500
ADAM/NOEMI 1L

KARMEL 3500
ADAM/NOEMI 2L

KARMEL 4000
ADAM/NOEMI 3L

KARMEL 4000
ADAM/NOEMI 3+1

KARMEL 4000
ADAM/NOEMI 2+1

KARMEL 4000
ADAM/NOEMI 1L

KARMEL 4000
ADAM/NOEMI 2L

E35.234.M30

E35.234.M31

E35.234.M21E35.234.M10

E35.234.M20

E35.237.M30

E35.237.M31

E35.237.M21E35.237.M10

E35.237.M20

Pcs 1
Kg  30,4
mc  0,280

Pcs 1
Kg  38,8
mc  0,404

Pcs 1
Kg  39,7
mc  0,414

Pcs 1
Kg  43,4
mc  0,476

Pcs 1
Kg  35,1
mc  0,342

Pcs 1
Kg  43,2

mc  0,441

Pcs 1
Kg  46,9

mc  0,503

Pcs 1
Kg  38,7

mc  0,369

Pcs 1
Kg  42,3

mc  0,431
Pcs 1

Kg  33,9
mc  0,287

NOEMIRUTANNA

KARMEL 3500-4000/NOEMI
LARGE SIZE

KARMEL 3500/NOEMI
E35.234

Pcs 1
Kg  28,5
mc  0,249
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Square lantern in classic style, made 
in shockproof resin material, UV rays 
stabilized, rust and corrosion-free. 
Modular construction suitable for post 
top, hanging and wall installation. 
Provided with high temperature resistant 
ceiling suitable for ballast  xation. 
Insulation class II, protection rating IP 55.

Lanterna quadra in stile classico, 
realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine e 
corrosione. Idonea per il montaggio a 
palo, a sospensione o a parete. Fornita 
con sof  tto ad alta resistenza al 
calore idoneo per il  ssaggio dei 
reattori. Classe di isolamento 
II, grado di protezione IP55. 

U33.132

LARGE SIZE
SIMON

- 100 -
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SIMON

U33.000

SIMON - LANTERN COMPONENTS

LANTERN ROOF, one piece only, tool-free opening for relamping 
and access to control-gear. Made by shockproof resin material, UV 
rays stabilized, rust and corrosion-free.

TETTO in un unico pezzo, removibile senza l’ausilio di attrezzi per 
manutenzione e cambio lampadina. Realizzato in resina antiurto, 
stabilizzata ai raggi UV, inattaccabile da ruggine e corrosione.

High temperature resistant CEILING made in white polycarbonate 
(PC) material, suitable for ballast  xation on its upper side and 
provided with lampholder seat on its lower side.

SOFFITTO realizzato in policarbonato (PC) bianco ad alta resistenza 
al calore, nella cui parte superiore possono essere  ssati gli ausiliari 
elettrici e nella cui parte inferiore si trova l’alloggiamento del 
portalampada.

Luminaires DIFFUSER of UV stabilized PMMA, one piece only, with 
recess for a power supply cable, available in clear or opal colour. 
For the version MBF 125W and HQI/SON 100W the enclosure is 
open at the bottom, enabling a correct disposal of the heat inside the 
diffuser.

DIFFUSORE in polimetilmetacrilato (PMMA) resistente 
all’ingiallimento ed ai raggi UV, disponibile in colore trasparente o 
opale, realizzato in unico pezzo, provvisto di sede per alloggiamento 
del cavo elettrico di alimentazione. Per la versione MBF 125W o 
HQI/SON 100W il diffusore è aperto alla base per un corretto 
smaltimento del calore nel vano ottico.

CAGE, one piece only, made by shockproof resin material, UV rays 
stabilized, rust and corrosion-free.

GABBIA in un unico pezzo, realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine e corrosione.

Decorative PINNACLE to be mounted on the roof top for post top  
installation or on the lantern base for hanging installation.

PINNACOLO decorativo applicabile alla sommità della calotta 
(montaggio a palo) o sulla gabbia (montaggio a sospensione).

Green

Dimensions and weight
Height: 560 mm
Width: 330 mm
Depth: 330 mm
Weight: 3,5 Kg
Area exposed to wind pressure:
CxS = m2 0,102
 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

560

SIMON
LARGE SIZE

330

PIETROSIMONCEFA

CLOSED DIFFUSER IP55

OPEN DIFFUSER Lampholder Ref. Code

GLS
SL
CFL

MBF

*WITH
  BALLAST

*WITHOUT
  BALLAST

SON

HQI

100W
25W
23W

E27
E27
E27

.E27

.E27

.E27

50W
80W

E27
E27

.M50

.M80

50W
70W

E27
E27

.S50

.S70

70W E27 .H70

Lampholder Ref. Code

*WITH
  BALLAST

MBF

SON

HQI

125W E27 .M12

100W E40 .S10

100W E40 .H10

AVAILABLE LAMPS

PHOTOMETRIC DATA SAMPLE

POST HANGINGWALL

RESIDENTIALPUBLIC

SIMON lantern clear SON 70W.

POST height 3mt
10 x 10mt area: average 7 lux

The photometric data for all the versions 
are available upon request or on our 
website.

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

4

4

6

6

6

6

6

6

6

6

6

6

6

6

8

8

8

8

8

8

8

8

8

8

8

10

10

10

10

10

10

10

10

10

12

12
12

12

12

12
12

12

Ø 60
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LARGE SIZE
SIMON

U33.157

U33.132

U33.121

U33.162

U33.113
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U33.163 resin

U33.132

U33.113

U33.000

U33.142 U33.121

ARTU’/SIMON ALOE’/SIMON

OFIR/SIMON

LOT/SIMON

SIMON

MIRRA/SIMON SICHEM/SIMON

U33.156 expanse, resin & steelU33.157 expanse, resin & steel

GIGI/SIMONRICU/SIMON
U33.158 expanse, resin & steel

U33.162 resin

IAFET.R/SIMON

EVA/SIMON
U33.181

Pcs 1
Kg  13
mc  0,168

Pcs 1
Kg  4,4
mc  0,061

Pcs 1
Kg  4,4
mc  0,061

Pcs 1
Kg  3,5
mc  0,043

Pcs 2
Kg  27,2
mc  0,334

Pcs 2
Kg  22,8
mc  0,273

Pcs 2
Kg 13,2
mc  0,208

Pcs 2
Kg 13,1
mc  0,179

Pcs 2
Kg  26,2
mc  0,304

Pcs 1
Kg  11
mc  0,083

Pcs 1
Kg  4,4
mc  0,061

PIETROSIMONCEFA

SIMON
LARGE SIZE
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LARGE SIZE
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U33.201.R20

U33.201
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NEBO OFIR/SIMON 3L
U33.201.R30

NEBO OFIR/SIMON 2L NEBO OFIR/SIMON 3LNEBO/SIMON
U33.201.R20 U33.201.R30U33.201

Pcs 1
Kg  29,4
mc  0,342

Pcs 1
Kg  21,7
mc  0,196

Pcs 1
Kg  26,9
mc  0,268

Pcs 1
Kg  29,4
mc  0,342

NEBO OFIR/SIMON 2L
U33.201.R20

Pcs 1
Kg  26,9
mc  0,268

PIETROSIMONCEFA

NEBO/SIMON
LARGE SIZE
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LARGE SIZE
TABOR/SIMON

U33.204

U33.204.R20

U33.204.R30
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TABOR OFIR/SIMON 3L
U33.204.R30

TABOR OFIR/SIMON 2L TABOR OFIR/SIMON 3LTABOR/SIMON
U33.204.R20 U33.204.R30U33.204

Pcs 1
Kg  29,4
mc  0,342

Pcs 1
Kg  21,7
mc  0,196

Pcs 1
Kg  26,9
mc  0,268

Pcs 1
Kg  29,4
mc  0,342

TABOR OFIR/SIMON 2L
U33.204.R20

Pcs 1
Kg  26,9
mc  0,268

PIETROSIMONCEFA

TABOR/SIMON
LARGE SIZE
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HOREB/SIMON

U33.204.R20

U33.207.M10
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U33.171
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Pcs 1
Kg  30,4

mc  0,280

Pcs 1
Kg  28,5
mc  0,249

Pcs 1
Kg  43,4
mc  0,476

Pcs 1
Kg  35,1
mc  0,342

Pcs 1
Kg  38,8
mc  0,404

HOREB ADAM/SIMON 1L

HOREB ADAM/SIMON 3+1

HOREB ADAM/SIMON 2+1

HOREB ADAM/SIMON 3L

HOREB ADAM/SIMON 2L

HOREB/SIMON

U33.207.M10

U33.207.M31

U33.207.M21

U33.207.M30

U33.207.M20

U33.207

Pcs 1
Kg  39,7
mc  0,414

U33.171
ADAM/SIMON

Pcs 1
Kg  6,3
mc  0,083

PIETROSIMONCEFA

HOREB/SIMON
LARGE SIZE
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KARMEL 3000 OFIR/SIMON 3L
U33.231.R30

KARMEL 3000 OFIR/SIMON 3L
U33.231.R30

Pcs 1
Kg  34,2
mc  0,295

Pcs 1
Kg  34,2
mc  0,295

Pcs 1
Kg  27
mc  0,223

Pcs 1
Kg  37,9
mc  0,369

Pcs 1
Kg  37,9
mc  0,369

KARMEL 3000 OFIR/SIMON 2L
U33.231.R20

KARMEL 3000 OFIR/SIMON 2LKARMEL 3000/SIMON
U33.231.R20U33.231

PIETROSIMONCEFA

KARMEL 3000/SIMON
LARGE SIZE
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LARGE SIZE
KARMEL 3500-4000/SIMON

U33.234.M20

U33.171

U33.234

0mt
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3mt
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KARMEL 3500
ADAM/SIMON 3L

KARMEL 3500
ADAM/SIMON 3+1

KARMEL 3500
ADAM/SIMON 2+1

KARMEL 3500
ADAM/SIMON 1L

KARMEL 3500
ADAM/SIMON 2L

KARMEL 4000
ADAM/SIMON 3L

KARMEL 4000
ADAM/SIMON 3+1

KARMEL 4000
ADAM/SIMON 2+1

KARMEL 4000
ADAM/SIMON 1L

KARMEL 4000
ADAM/SIMON 2L

U33.234.M30

U33.234.M31

U33.234.M21

U33.234.M10

U33.234.M20

U33.237.M30

U33.237.M31

U33.237.M21

U33.237.M10

U33.237.M20

Pcs 1
Kg  30,4
mc  0,280

Pcs 1
Kg  38,8
mc  0,404

Pcs 1
Kg  39,7
mc  0,414

Pcs 1
Kg  43,4
mc  0,476

Pcs 1
Kg  35,1
mc  0,342

Pcs 1
Kg  43,2

mc  0,441

Pcs 1
Kg  46,9

mc  0,503

Pcs 1
Kg  38,7

mc  0,369

Pcs 1
Kg  42,3

mc  0,431

Pcs 1
Kg  33,9

mc  0,287

PIETROSIMONCEFA

KARMEL 3500-4000/SIMON
LARGE SIZE

U33.234
KARMEL 3500/TOBIA

Pcs 1
Kg  28,5
mc  0,249
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LARGE SIZE
TOBIA

Square lantern in classic style, made 
in shockproof resin material, UV rays 
stabilized, rust and corrosion-free. 
Modular construction suitable for post 
top, hanging and wall installation. 
Provided with high temperature resistant 
ceiling suitable for ballast  xation. 
Insulation class II, protection rating IP 55.

Lanterna quadra in stile classico, 
realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine e 
corrosione. Idonea per il montaggio a 
palo, a sospensione o a parete. Fornita 
con sof  tto ad alta resistenza al calore 
idoneo per il  ssaggio dei reattori. 
Classe di isolamento II, grado 
di protezione IP55. 

- 114 -
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LARGE SIZE
TOBIA

Dimensions and weight
Height: 520 mm
Width: 330 mm
Depth: 330 mm
Weight: 3,5 Kg
Area exposed to wind pressure:
CxS = m2 0,089
 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

 TOBIA - LANTERN COMPONENTS TOBIA

Q33.000

520

Green

Lantern ROOF, one piece only, tool-free opening for relamping and 
access to control-gear. Made by shockproof resin material, UV rays 
stabilized, rust and corrosion-free.

TETTO in un unico pezzo, removibile senza l’ausilio di attrezzi per 
manutenzione e cambio lampadina. Realizzato in resina antiurto, 
stabilizzata ai raggi UV, inattaccabile da ruggine e corrosione.

High temperature resistant CEILING made in white polycarbonate 
(PC) material, suitable for ballast  xation on its upper side and 
provided with lampholder seat on its lower side.

SOFFITTO realizzato in policarbonato (PC) bianco ad alta resistenza 
al calore, nella cui parte superiore possono essere  ssati gli ausiliari 
elettrici e nella cui parte inferiore si trova l’alloggiamento del 
portalampada.

Luminaires DIFFUSER of UV stabilized PMMA, one piece only, with 
recess for a power supply cable, available in clear or opal colour. 
For the version MBF 125W and HQI/SON 100W the enclosure is 
open at the bottom, enabling a correct disposal of the heat inside the 
diffuser.

DIFFUSORE in polimetilmetacrilato (PMMA) resistente 
all’ingiallimento ed ai raggi UV, disponibile in colore trasparente o 
opale, realizzato in unico pezzo, provvisto di sede per alloggiamento 
del cavo elettrico di alimentazione. Per la versione MBF 125W o 
HQI/SON 100W il diffusore è aperto alla base per un corretto 
smaltimento del calore nel vano ottico.

CAGE, one piece only, made by shockproof resin material, UV rays 
stabilized, rust and corrosion-free.

GABBIA in un unico pezzo, realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine e corrosione.

Decorative PINNACLE to be mounted on the roof top for post top  
installation or on the lantern base for hanging installation.

PINNACOLO decorativo applicabile alla sommità della calotta 
(montaggio a palo) o sulla gabbia (montaggio a sospensione).

Antique
bronze

Opal

330

ELIATOBIAGOLIA

CLOSED DIFFUSER IP55

OPEN DIFFUSER Lampholder Ref. Code

GLS
SL
CFL

MBF

*WITH
  BALLAST

*WITHOUT
  BALLAST

SON

HQI

100W
25W
23W

E27
E27
E27

.E27

.E27

.E27

50W
80W

E27
E27

.M50

.M80

50W
70W

E27
E27

.S50

.S70

70W E27 .H70

Lampholder Ref. Code

*WITH
  BALLAST

MBF

SON

HQI

125W E27 .M12

100W E40 .S10

100W E40 .H10

AVAILABLE LAMPS

PHOTOMETRIC DATA SAMPLE

POST HANGINGWALL

RESIDENTIALPUBLIC

TOBIA lantern clear SON 70W.

POST height 3mt
10 x 10mt area: average 7 lux

The photometric data for all the versions 
are available upon request or on our 
website.

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

4

4

6

6

6

6

6

6

6

6

6

6

6

6

8

8

8

8

8

8

8

8

8

8

8

10

10

10

10

10

10

10

10

10

12

12
12

12

12

12
12

12

Ø 60
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LARGE SIZE
TOBIA

Q33.157

Q33.113 Q33.162

Q33.156

Q33.121 Q33.132
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Q33.163 resin

Q33.132

Q33.113 Q33.142 Q33.121

ARTU’/TOBIA ALOE’/TOBIA

OFIR/TOBIA

LOT/TOBIA MIRRA/TOBIA SICHEM/TOBIA

Q33.156 expanse, resin & steelQ33.157 expanse, resin & steel

GIGI/TOBIARICU/TOBIA
Q33.158 expanse, resin & steel

Q33.162 resin

IAFET.R/TOBIA

EVA/TOBIA
Q33.181

Pcs 1
Kg  13
mc  0,168

Pcs 1
Kg  5,4
mc  0,061

Pcs 1
Kg  5,4
mc  0,061

Pcs 2
Kg  27,2
mc  0,334

Pcs 1
Kg  13
mc  0,083

Pcs 2
Kg  26,2
mc  0,304

Pcs 2
Kg  22,8
mc  0,273

Pcs 1
Kg  5,4
mc  0,061

Pcs 2
Kg  13,2
mc  0,208

Pcs 2
Kg  13,1
mc  0,179

ELIATOBIAGOLIA

TOBIA
LARGE SIZE

Q33.000
TOBIA

Pcs 1
Kg  3,5
mc  0,043
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LARGE SIZE
NEBO/TOBIA

Q33.201

Q33.201.R20

Q33.201.R30

Q33.142

0mt

N
EB

O

1mt

2mt

3mt

4mt

5mt

Pag.356
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NEBO OFIR/TOBIA 3L
Q33.201.R30

NEBO OFIR/TOBIA 2L NEBO OFIR/TOBIA 3LNEBO/TOBIA
Q33.201.R20 Q33.201.R30Q33.201

Pcs 1
Kg  29,4
mc  0,342

Pcs 1
Kg  21,7
mc  0,196

Pcs 1
Kg  26,9
mc  0,268

Pcs 1
Kg  29,4
mc  0,342

NEBO OFIR/TOBIA 2L
Q33.201.R20

Pcs 1
Kg  26,9
mc  0,268

ELIATOBIAGOLIA

NEBO/TOBIA
LARGE SIZE
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LARGE SIZE
TABOR/TOBIA

Q33.204.R20

Q33.204.R30

Q33.204

0mt

TA
B
O

R

1mt

2mt

3mt

4mt

5mt

Pag.356
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TABOR OFIR/TOBIA 3L
Q33.204.R30

TABOR OFIR/TOBIA 2L TABOR OFIR/TOBIA 3LTABOR/TOBIA
Q33.204.R20 Q33.204.R30Q33.204

Pcs 1
Kg  27
mc  0,223

Pcs 1
Kg  32,2
mc  0,295

Pcs 1
Kg  34,6
mc  0,369

TABOR OFIR/TOBIA 2L
Q33.204.R20

Pcs 1
Kg  32,2
mc  0,295

Pcs 1
Kg  34,6
mc  0,369

ELIATOBIAGOLIA

TABOR/TOBIA
LARGE SIZE
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LARGE SIZE
HOREB/TOBIA

Q33.207.M20

Q33.171

Q33.207.M21

Q33.207.M31

0mt
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1mt

2mt

3mt

4mt

5mt

Pag.356
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Pcs 1
Kg  30,4
mc  0,280

Pcs 1
Kg  28,5
mc  0,249

Pcs 1
Kg  43,4
mc  0,476

Pcs 1
Kg  35,1
mc  0,342

Pcs 1
Kg  38,8
mc  0,404

HOREB ADAM/TOBIA 1L

HOREB ADAM/TOBIA 3+1

HOREB ADAM/TOBIA 2+1

HOREB ADAM/TOBIA 3L

HOREB ADAM/TOBIA 2L

HOREB/TOBIA

Q33.207.M10

Q33.207.M31

Q33.207.M21

Q33.207.M30

Q33.207.M20

Q33.207

Pcs 1
Kg  39,7
mc  0,414

Q33.171
ADAM/TOBIA

Pcs 1
Kg  7,3
mc  0,083

ELIATOBIAGOLIA

HOREB/TOBIA
LARGE SIZE
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LARGE SIZE
KARMEL 3000/TOBIA

Q33.231.R20

Q33.231

Q33.231.R30
0mt

K
A
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M
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 3

0
0
0

1mt

2mt

3mt

4mt

5mt
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KARMEL 3000 OFIR/TOBIA 3L
Q33.231.R30

KARMEL 3000 OFIR/TOBIA 3L
Q33.231.R30

Pcs 1
Kg  32,2
mc  0,295

Pcs 1
Kg  32,2
mc  0,295

Pcs 1
Kg  27
mc  0,223

Pcs 1
Kg  34,6
mc  0,369

Pcs 1
Kg  34,6
mc  0,369

KARMEL 3000 OFIR/TOBIA 2L
Q33.231.R20

KARMEL 3000 OFIR/TOBIA 2L
Q33.231.R20Q33.231

KARMEL 3000/TOBIA

ELIATOBIAGOLIA

KARMEL 3000/TOBIA
LARGE SIZE
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LARGE SIZE
KARMEL 3500-4000/TOBIA

Q33.171

Q33.234.M21

Q33.237.M21

Q33.237.M31

0mt
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KARMEL 3500
ADAM/TOBIA 3L

KARMEL 3500
ADAM/TOBIA 3+1

KARMEL 3500
ADAM/TOBIA 2+1

KARMEL 3500
ADAM/TOBIA 1L

KARMEL 3500
ADAM/TOBIA 2L

KARMEL 4000
ADAM/TOBIA 3L

KARMEL 4000
ADAM/TOBIA 3+1

KARMEL 4000
ADAM/TOBIA 2+1

KARMEL 4000
ADAM/TOBIA 1L

KARMEL 4000
ADAM/TOBIA 2L

Q33.234.M30

Q33.234.M31

Q33.234.M21Q33.234.M10

Q33.234.M20

Q33.237.M30

Q33.237.M31

Q33.237.M21Q33.237.M10

Q33.237.M20

Pcs 1
Kg  30,4
mc  0,280

Pcs 1
Kg  38,8
mc  0,404

Pcs 1
Kg  39,7
mc  0,414

Pcs 1
Kg  43,2

mc  0,441

Pcs 1
Kg  43,4
mc  0,476

Pcs 1
Kg  46,9

mc  0,503

Pcs 1
Kg  35,1
mc  0,342

Pcs 1
Kg  38,7

mc  0,369

Pcs 1
Kg  42,3

mc  0,431

Pcs 1
Kg  33,9

mc  0,287

ELIATOBIAGOLIA

KARMEL 3500-4000/TOBIA
LARGE SIZE

Q33.234
KARMEL 3500/TOBIA

Pcs 1
Kg  28,5
mc  0,249
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GRAND SIZE
PIETRO

Square lantern in classic style, made 
in shockproof resin material, UV rays 
stabilized, rust and corrosion-free. 
Modular construction suitable for post 
top, hanging and wall installation. 
Provided with high temperature resistant 
ceiling suitable for ballast  xation. 
Insulation class II, protection rating IP 55.

Lanterna quadra in stile classico, 
realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine e 
corrosione. Idonea per il montaggio a 
palo, a sospensione o a parete. Fornita 
con sof  tto ad alta resistenza al calore 
idoneo per il  ssaggio dei reattori. 
Classe di isolamento II, grado di 
protezione IP55.

- 128 -
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Dimensions and weight
Height: 770 mm
Width: 430 mm
Depth: 430 mm
Weight: 7,5 Kg
Area exposed to wind pressure:
CxS = m2 0,182
 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

 PIETRO - LANTERN COMPONENTS PIETRO

U43.000

770

Green

Antique
bronze

Opal

430

PIETROSIMONCEFA

PIETRO
GRAND SIZE

Lantern ROOF, one piece only, tool-free opening for relamping and 
access to control-gear. Made by shockproof resin material, UV rays 
stabilized, rust and corrosion-free.

TETTO in un unico pezzo, removibile senza l’ausilio di attrezzi per 
manutenzione e cambio lampadina. Realizzato in resina antiurto, 
stabilizzata ai raggi UV, inattaccabile da ruggine e corrosione.

High temperature resistant CEILING made in white polycarbonate 
(PC), suitable for ballast  xation on its upper side and provided with 
lampholder seat on its lower side.

SOFFITTO realizzato in policarbonato (PC) bianco ad alta resistenza 
al calore, nella cui parte superiore possono essere  ssati gli ausiliari 
elettrici e nella cui parte inferiore si trova l’alloggiamento del 
portalampada.

Luminaires DIFFUSER of UV stabilized PMMA, one piece only, with 
recess for a power supply cable, available in clear or opal colour. 
For the version MBF 250W or higher and SON 150W or higher, the 
enclosure is open at the bottom, enabling a correct disposal of the 
heat inside the diffuser.

DIFFUSORE in polimetilmetacrilato (PMMA) resistente 
all’ingiallimento ed ai raggi UV, disponibile in colore trasparente o 
opale, realizzato in unico pezzo, provvisto di sede per alloggiamento 
del cavo elettrico dialimentazione. Per la versione MBF 250W o 
superiore e SON 150W o superiore, il diffusore è aperto alla base 
per un corretto smaltimento del calore nel vano ottico.

CAGE made by shockproof resin material, UV rays stabilized, rust and 
corrosion-free.

GABBIA realizzata in resina antiurto, stabilizzata ai raggi UV, 
inattaccabile da ruggine e corrosione.

Decorative PINNACLE to be mounted on the roof top for post top  
installation or on the lantern base for hanging installation.

PINNACOLO decorativo applicabile alla sommità della calotta 
(montaggio a palo) o sulla gabbia (montaggio a sospensione).

A Chrome aluminium louvre (BREAKLIGHT) with a laminar symmetrical 
optic system can be  xed on the ceiling plate, to direct the lighting output and 
to get a lower dazzle (optional).

Possibilità di applicare al sof  tto un FRANGILUCE in alluminio cromato con 
sistema ottico lamellare a ripartizione simmetrica per orientare il fascio di luce 
e ridurre l’abbagliamento (opzionale).

(OPTIONAL) ALUMINIUM CHROME BREAKLIGHT (H.FC6)

GLS
SL
CFL

MBF

*WITH
  BALLAST

*WITH
  BALLAST

*WITHOUT
  BALLAST

SON

HQI

MBF

SON

HQI

100W
25W
23W

E27
E27
E27

.E27

.E27

.E27

50W
80W
125W

E27
E27
E27

.M50

.M80

.M12

50W
70W

100W

E27
E27
E27

.S50

.S70

.S10

70W
100W

E27
E40

.H70

.H10

250W
400W

E40
E40

.M25

.M40

150W
250W
400W

E40
E40
E40

.S15

.S25

.S40

150W
250W
400W

E40
E40
E40

.H15

.H25

.H40

CLOSED DIFFUSER IP55 Lampholder Ref. Code

OPEN DIFFUSER Lampholder Ref. Code

AVAILABLE LAMPS

PHOTOMETRIC DATA SAMPLE

POST HANGINGWALL

PUBLIC

PIETRO lantern clear SON 100W.

POST height 4,5mt
10 x 10mt area: average 12 lux

The photometric data for all the versions 
are available upon request or on our 
website.

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

6

9

9

9

9

12

12

12 12

12

12

12

12

12

12

12

12

12

12

15

15

15

15

15

15
15

15

15

15

15

15

15

15

18

18
18

18

18

18

18

21

Ø 60
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GRAND SIZE
PIETRO

U43.113

U43.224
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GIONA 5000/PIETRO

KARMEL 3000/PIETRO

U43.227

U43.231

Pcs 1
Kg  64,5
mc  1,112

Pcs 1
Kg  31
mc  0,362

Pcs 1
Kg  31
mc  0,362

Pcs 1
Kg  32,5
mc  0,402

Pcs 1
Kg  58,5
mc  0,862

Pcs 1
Kg  61,5
mc  0,982

GIONA
4000/PIETRO

GIONA
4500/PIETRO

U43.221 U43.224
Pcs 1
Kg  32,5
mc  0,402

Pcs 1
Kg  36
mc  0,453

KARMEL
3500/PIETRO

TABOR/
PIETRO

KARMEL
4000/PIETRO

HOREB/
PIETRO

U43.234

U43.204

U43.237

U43.207

Pcs 1
Kg  8,4
mc  0,182

Pcs 1
Kg  7,5
mc  0,182

LOT/PIETRO PIETRO
U43.113 U43.000

PIETROSIMONCEFA

PIETRO
GRAND SIZE
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GRAND SIZE
GIONA 4000/PIETRO

U43.171

U43.221.M10

U43.221.M21

0mt

G
IO

N
A

 4
0
0
0

1mt

2mt

3mt

4mt

5mt

Pag.356
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GIONA 4000 ADAM/PIETRO 2L

GIONA 4000 ADAM/PIETRO 3L

GIONA 4000 ADAM/PIETRO 1L

GIONA 4000 ADAM/PIETRO 2+1

U43.221.M20

U43.221.M30

U43.221.M10

U43.221.M21

Pcs 1
Kg  70,6
mc  0,863

Pcs 1
Kg  80
mc  1,100

Pcs 1
Kg  61,3
mc  0,752

Pcs 1
Kg  79,1
mc  0,931

SICHEM/PIETRO
U43.121

Pcs 1
Kg  8
mc  0,182

ADAM/PIETRO
U43.171

Pcs 1
Kg  9,3
mc  0,190

PIETROSIMONCEFA

GIONA 4000/PIETRO
GRAND SIZE
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GRAND SIZE
GIONA 4500-5000/PIETRO

U43.172

0mt

G
IO

N
A

 4
5
0
0

-5
0
0
0

1mt

2mt

3mt

4mt

5mt

Pag.356
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2

2200

5300
5800

5300
5800

4

2200

Pcs 1
Kg  65
mc  0,949

Pcs 1
Kg  68

mc  1,191

GIONA 4500 
ARON/PIETRO 1L

GIONA 4500 ARON/PIETRO 2L

GIONA 4500 ARON/PIETRO 4L

GIONA 5000 
ARON/PIETRO 1L

GIONA 5000 ARON/PIETRO 2L

GIONA 5000 ARON/PIETRO 4L

U43.224.N10

U43.224.N20

U43.224.N40

U43.227.N10

U43.227.N20

U43.227.N40

ARON/PIETRO
U43.172

Pcs 1
Kg  10,5
mc  0,223

Pcs 1
Kg  74
mc  1,196

Pcs 1
Kg  77

mc  1,329

Pcs 1
Kg  92
mc  1,444

Pcs 1
Kg  95

mc  1,605

PIETROSIMONCEFA

GIONA 4500-5000/PIETRO
GRAND SIZE
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GRAND SIZE
ELIA
GRAND SIZE

Square lantern in classic style, made 
in shockproof resin material, UV rays 
stabilized, rust and corrosion-free. 
Modular construction suitable for post 
top, hanging and wall installation. 
Provided with high temperature resistant 
ceiling suitable for ballast  xation. 
Insulation class II, protection rating IP 55.

Lanterna quadra in stile classico, 
realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine 
e corrosione. Idonea per il montaggio 
a palo, a sospensione o a parete. 
Fornita con sof  tto ad alta resistenza 
al calore idoneo per il  ssaggio dei 
reattori. Classe di isolamento II, grado di 
protezione IP55.

- 136 -
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Dimensions and weight
Height: 740 mm
Width: 430 mm
Depth: 430 mm
Weight: 7,5 Kg
Area exposed to wind pressure:
CxS = m2 0,165
 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

ELIA - LANTERN COMPONENTS ELIA

Q43.000

740

Green

Lantern ROOF, one piece only, tool-free opening for relamping and 
access to control-gear. Made by shockproof resin material, UV rays 
stabilized, rust and corrosion-free.

TETTO in un unico pezzo, removibile senza l’ausilio di attrezzi per 
manutenzione e cambio lampadina. Realizzato in resina antiurto, 
stabilizzata ai raggi UV, inattaccabile da ruggine e corrosione.

High temperature resistant CEILING made in white polycarbonate 
(PC), suitable for ballast  xation on its upper side and provided with 
lampholder seat on its lower side.

SOFFITTO realizzato in policarbonato (PC) bianco ad alta resistenza 
al calore, nella cui parte superiore possono essere  ssati gli ausiliari 
elettrici e nella cui parte inferiore si trova l’alloggiamento del 
portalampada.

Luminaires DIFFUSER of UV stabilized PMMA, one piece only, with 
recess for a power supply cable, available in clear or opal colour. 
For the version MBF 250W or higher and SON 150W or higher, the 
enclosure is open at the bottom, enabling a correct disposal of the 
heat inside the diffuser.

DIFFUSORE in polimetilmetacrilato (PMMA) resistente 
all’ingiallimento ed ai raggi UV, disponibile in colore trasparente o 
opale, realizzato in unico pezzo, provvisto di sede per alloggiamento 
del cavo elettrico dialimentazione. Per la versione MBF 250W o 
superiore e SON 150W o superiore, il diffusore è aperto alla base 
per un corretto smaltimento del calore nel vano ottico.

CAGE made by shockproof resin material, UV rays stabilized, rust and 
corrosion-free.

GABBIA realizzata in resina antiurto, stabilizzata ai raggi UV, 
inattaccabile da ruggine e corrosione.

Decorative PINNACLE to be mounted on the roof top for post top  
installation or on the lantern base for hanging installation.

PINNACOLO decorativo applicabile alla sommità della calotta 
(montaggio a palo) o sulla gabbia (montaggio a sospensione).

Antique
bronze

Opal

430

ELIA
GRAND SIZE

ELIATOBIAGOLIA

A chrome aluminium louvre (BREAKLIGHT) with a laminar symmetrical optic 
system can be  xed on the ceiling plate, to direct the lighting output and to 
get a lower dazzle (optional).

Possibilità di applicare al sof  tto un FRANGILUCE in alluminio cromato con 
sistema ottico lamellare a ripartizione simmetrica per orientare il fascio di luce 
e ridurre l’abbagliamento (opzionale).

(OPTIONAL) ALUMINIUM CHROME BREAKLIGHT (H.FC6)

PHOTOMETRIC DATA SAMPLE

POST HANGINGWALL

PUBLIC

ELIA lantern clear SON 100W.

POST height 4,5mt
10 x 10mt area: average 12 lux

The photometric data for all the versions 
are available upon request or on our 
website.

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

GLS
SL
CFL

MBF

*WITH
  BALLAST

*WITH
  BALLAST

*WITHOUT
  BALLAST

SON

HQI

MBF

SON

HQI

100W
25W
23W

E27
E27
E27

.E27

.E27

.E27

50W
80W
125W

E27
E27
E27

.M50

.M80

.M12

50W
70W

100W

E27
E27
E27

.S50

.S70

.S10

70W
100W

E27
E40

.H70

.H10

250W
400W

E40
E40

.M25

.M40

150W
250W
400W

E40
E40
E40

.S15

.S25

.S40

150W
250W
400W

E40
E40
E40

.H15

.H25

.H40

CLOSED DIFFUSER IP55 Lampholder Ref. Code

OPEN DIFFUSER Lampholder Ref. Code

AVAILABLE LAMPS

6

9

9

9

9

12

12

12 12

12

12

12

12

12

12

12

12

12

12

15

15

15

15

15

15
15

15

15

15

15

15

15

15

18

18
18

18

18

18

18

21

Ø 60
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ELIA
GRAND SIZE

Q43.221
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f u m a g a l l i  

5680

400

f u m a g a l l i  

GIONA 5000/ELIA

KARMEL 3000/ELIA

Q43.227

Q43.231

Pcs 1
Kg  64,5
mc  1,112

Pcs 1
Kg  31
mc  0,362

Pcs 1
Kg  31
mc  0,362

Pcs 1
Kg  32,5

mc  0,402

Pcs 1
Kg  58,5
mc  0,862

Pcs 1
Kg  61,5

mc  0,982

GIONA
4000/ELIA

GIONA
4500/ELIA

Q43.221 Q43.224
Pcs 1
Kg  32,5
mc  0,402

Pcs 1
Kg  36

mc  0,453

KARMEL
3500/ELIA

TABOR/
ELIA

KARMEL
4000/ELIA

HOREB/
ELIA

Q43.234

Q43.204

Q43.237

Q43.207

1150

SICHEM/ELIA
Q43.121

ELIATOBIAGOLIA

ELIA
GRAND SIZE

Pcs 1
Kg  7,5
mc  0,182

ELIA
Q43.000

Pcs 1
Kg  8
mc  0,182
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GIONA 4000/ELIA
GRAND SIZE

Q43.171

Q43.221.M10

Q43.113

0mt

G
IO

N
A

 4
0
0
0

1mt

2mt

3mt

4mt

5mt

Pag.356
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910

Ø 190

GIONA 4000 ADAM/ELIA 2+1

GIONA 4000 ADAM/ELIA 2L

GIONA 4000 ADAM/ELIA 1L

GIONA 4000 ADAM/ELIA 3L

LOT/ELIA

Q43.221.M21

Q43.221.M20

Q43.221.M10

Q43.221.M30

Q43.113

Pcs 1
Kg  79,1
mc  0,931

Pcs 1
Kg  70,6
mc  0,863

Pcs 1
Kg  61,3
mc  0,752

Pcs 1
Kg  80
mc  1,100

ADAM/ELIA
Q43.171

Pcs 1
Kg  9,3
mc  0,190

GIONA 4000/ELIA
GRAND SIZE

ELIATOBIAGOLIA

Pcs 1
Kg  8,4
mc  0,182
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GIONA 4500-5000/ELIA
GRAND SIZE

Q43.224.N10

0mt

G
IO

N
A

 4
5
0
0

-5
0
0
0

1mt

2mt

3mt

4mt

5mt

Q43.172

Q43.224.N20

Pag.356
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Pcs 1
Kg  65
mc  0,949

Pcs 1
Kg  68

mc  1,191

GIONA 4500 
ARON/ELIA

GIONA 4500 ARON/ELIA 2L

GIONA 4500 ARON/ELIA 4L

GIONA 5000 
ARON/ELIA

GIONA 5000 ARON/ELIA 2L

GIONA 5000 ARON/ELIA 4L

Q43.224.N10

Q43.224.N20

Q43.224.N40

Q43.227.N10

Q43.227.N20

Q43.227.N40

ARON/ELIA
Q43.172

Pcs 1
Kg  10,5
mc  0,223

Pcs 1
Kg  74
mc  1,196

Pcs 1
Kg  92
mc  1,444

Pcs 1
Kg  77

mc  1,329

Pcs 1
Kg  95

mc  1,605

GIONA 4500-5000/ELIA
GRAND SIZE

ELIATOBIAGOLIA
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LARGE SIZE
GLOBE 400 CLASSIC

400mm PMMA globe, complete with 
classic base made in shockproof resin 
material, provided with E27 lampholder 
and prepared for ballast and breaklight 
 xation. Suitable for post top, hanging 
and wall installation.

Globo diam. 400 in polimetilmetacrilato 
(PMMA) completo di base classica 
realizzata in resina antiurto, fornita con 
portalampada E27 e predisposta per il 
 ssaggio dei reattori e del frangiluce. 
Apparecchio idoneo per il montaggio a 
palo, a sospensione o a parete.

- 144 -
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A chrome aluminium BREAKLIGHT with a laminar symmetrical optic 
system can be  xed on the diffuser base, to direct the lighting output 
and to get a lower dazzle (optional).

Possibilità di applicare alla base un FRANGILUCE in alluminio 
cromato con sistema ottico lamellare a ripartizione simmetrica per 
orientare il fascio di luce e ridurre l’abbagliamento (opzionale).

Luminaries BASE, made in shockproof resin material, UV rays 
stabilized, rust and corrosion-free, consisting of a support and of a 
cover suitable for electrical accessories  xation on its lower side and 
provided with E27 lampholder on its upper side. A rubber gasket 
warranties the protection of the electrical accessories seat from 
external agents.

BASE dell’apparecchio, realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine e corrosione. Composta da 
un supporto e da un coperchio nella cui parte inferiore possono 
essere  ssati gli accessori elettrici e nella cui parte superiore si trova 
l’alloggiamento per il portalampada E27 (incluso). Una guarnizione 
in gomma garantisce la protezione dell’alloggiamento degli accessori 
elettrici dagli agenti esterni.

Ø 400 mm GLOBE in polymethylmethacrylate (PMMA) one piece 
only, UV stabilized, available in 3 different colour options: clear, opal 
or smoked.

GLOBO Ø 400 mm in polimetilmetacrilato (PMMA) resistente 
all’ingiallimento ed ai raggi UV, realizzato in un unico pezzo, 
disponibile in 3 varianti di colore: trasparente, bianco o fumè.

Dimensions and weight
Height: 410 mm
Diameter: 400 mm
Junction to support: diameter 60 mm
Weight: 2,1 Kg
Area exposed to wind pressure:
CxS = m2 0,122

GLOBE 400 CLASSIC - COMPONENTS GLOBE 400 CLASSIC

G40.B40

530

Smoked

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

Green

GLOBE 400 CLASSIC
LARGE SIZEGLOBE 250

CLASSIC
GLOBE 300

CLASSIC
GLOBE 400

CLASSIC
GLOBE 500

CLASSIC

PHOTOMETRIC DATA SAMPLE

POST HANGINGWALL

PUBLIC

GLOBE 400 CLASSIC clear SON 70W 
(breaklight).

POST height 3,5mt
10 x 10mt area: average 6 lux

The photometric data for all the versions 
are available upon request or on our 
website.

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

GLS
SL
CFL

MBF

*WITH
  BALLAST

*WITHOUT
  BALLAST

SON

HQI

100W
25W
23W

E27
E27
E27

.E27

.E27

.E27

50W
80W

E27
E27

.M50

.M80

50W
70W

E27
E27

.S50

.S70

H.FC1
H.FC6

70W E27 .H70

Ref. CodeLampholder

chrome breaklight

AVAILABLE LAMPS

Ø 60

400

1.00
2.00

3.00

3.00

4.00

4.00

5.00

5.00

5.00
5.00

5.00

6.00

6.00

6.00
6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

7.00

7.00

7.00

7.00

7.00

7.00

7.00

7.00

7.00

7.00 7.00

7.00

7.00

7.00

7.00 7.00

7.00

AVAILABLE COLOURS

CLEAR DIFFUSER OPAL DIFFUSER SMOKED DIFFUSER

ELECTRICAL 
EQUIPMENT SEAT

CHROME ALUMINIUM 
BREAKLIGHT (OPTIONAL)

H.FC1 H.FC6

Ø 90

220

Ø 90

220
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690

690

635

620

425

425

3520

3620 3620

TABOR/G400 TABOR OFIR/G400 2L TABOR OFIR/G400 3L
G40.204 G40.204.R20 G40.204.R30

OFIR/G400
G40.132

Pcs 1
Kg  25,6
mc  0,230

Pcs 1
Kg  29,4
mc  0,347

Pcs 1
Kg  32,2
mc  0,429

Pcs 2
Kg  5,6
mc  0,133

ADAM/G400
G40.171

Pcs 2
Kg  7,2
mc  0,192

TABOR/GLOBE 400 CLASSIC
LARGE SIZEGLOBE 250

CLASSIC
GLOBE 300

CLASSIC
GLOBE 400

CLASSIC
GLOBE 500

CLASSIC

Pcs 2
Kg  4,2
mc  0,133

GLOBE 400 CLASSIC
G40.B40
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LARGE SIZE
TABOR/GLOBE 400 CLASSIC

G40.132

G40.204

G40.204.R20

0mt

TA
B
O

R

1mt

2mt

3mt

4mt

5mt

Pag.356
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LARGE SIZE
HOREB/GLOBE 400 CLASSIC

G40.113

G40.207.M10

0mt

H
O

R
EB

1mt

2mt

3mt

4mt

5mt

G40.207.M21

Pag.356
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4240

4190710
960

Ø 400

4190

4240
4020

HOREB ADAM/G400 2L
G40.207.M20

HOREB ADAM/G400 2+1

HOREB ADAM/G400 3L

HOREB ADAM/G400 3+1
G40.207.M21

G40.207.M30

G40.207.M31
Pcs 1
Kg  40
mc  0,545

Pcs 1
Kg  29
mc  0,310

Pcs 1
Kg  27,1
mc  0,256

Pcs 1
Kg  36,1
mc  0,447

Pcs 1
Kg  37,2
mc  0,477

HOREB/G400

HOREB ADAM/G400 1L

G40.207

G40.207.M10
LOT/G400
G40.113

Pcs 2
Kg  5,6
mc  0,152

Pcs 2
Kg  5,6
mc  0,133

SICHEM/G400
G40.121

Pcs 1
Kg  32,3
mc  0,378

HOREB/GLOBE 400 CLASSIC
LARGE SIZEGLOBE 250

CLASSIC
GLOBE 300

CLASSIC
GLOBE 400

CLASSIC
GLOBE 500

CLASSIC
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LARGE SIZE
KARMEL 3000/GLOBE 400 CLASSIC

G40.231.R30

G40.231

G40.231.R20
0mt

K
A

R
M

EL
 3

0
0
0

1mt

2mt

3mt

4mt

5mt

Pag.356
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36203620

3520

Pcs 1
Kg  32,2
mc  0,429

Pcs 1
Kg  29,4
mc  0,347

Pcs 1
Kg  26,5
mc  0,230

KARMEL 3000 OFIR/G400 3L
G40.231.R30

KARMEL 3000 OFIR/G400 2LKARMEL 3000/G400
G40.231.R20G40.231

KARMEL 3000/GLOBE 400
LARGE SIZEGLOBE 250

CLASSIC
GLOBE 300

CLASSIC
GLOBE 400

CLASSIC
GLOBE 500

CLASSIC
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LARGE SIZE
KARMEL 3500-4000/GLOBE 400 CLASSIC

G40.171

G40.234

0mt

K
A

R
M

EL
 3

5
0
0

-4
0
0
0

1mt

2mt

3mt

4mt

5mt

G40.234.M21Pag.356
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4240
4740

4020
4520

4190
4690

4190
4690

Pcs 1
Kg  29
mc  0,310

Pcs 1
Kg  27,1
mc  0,256

Pcs 1
Kg  32,5

mc  0,407

Pcs 1
Kg  30,6

mc  0,283

Pcs 1
Kg  36,1
mc  0,420

Pcs 1
Kg  39,6

mc  0,545

Pcs 1
Kg  37,2
mc  0,477

Pcs 1
Kg  40
mc  0,502

Pcs 1
Kg  32,3
mc  0,378

Pcs 1
Kg  40,7

mc  0,482

Pcs 1
Kg  43,5

mc  0,545

Pcs 1
Kg  35,8

mc  0,400

KARMEL 3500
ADAM/G400 3L

KARMEL 3500
ADAM/G400 1L

KARMEL 3500
ADAM/G400 3+1

KARMEL 3500
ADAM/G400 2+1

KARMEL 
3500/G400

KARMEL 3500
ADAM/G400 2L

KARMEL 4000
ADAM/G400 3L

KARMEL 4000
ADAM/G400 1L

KARMEL 4000
ADAM/G400 3+1

KARMEL 4000
ADAM/G400 2+1

KARMEL 
4000/G400

KARMEL 4000
ADAM/G400 2L

G40.234.M30G40.234.M10

G40.234.M31

G40.234.M21

G40.234

G40.234.M20

G40.237.M30G40.237.M10

G40237.M31

G40.237.M21

G40.237

G40.237.M20

KARMEL 3500-4000/GLOBE 400
LARGE SIZEGLOBE 250

CLASSIC
GLOBE 300

CLASSIC
GLOBE 400

CLASSIC
GLOBE 500

CLASSIC

740

EVA/G400 2L
G40.181

Pcs 1
Kg  10,2
mc  0,353
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LARGE SIZE
GIONA 4000/GLOBE 400 CLASSIC

G40.221.M20

G40.171
0mt

G
IO

N
A

 4
0
0
0

1mt

2mt

3mt

4mt

5mt

G40.221.M21Pag.356
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4690

4740

4690

4740

GIONA 4000 ADAM/G400 1L GIONA 4000 ADAM/G400 3+1
G40.221.M10 G40.221.M31

GIONA 4000 ADAM/G400 2L

GIONA 4000 ADAM/G400 2+1

GIONA 4000 ADAM/G400 3L

G40.221.M20

G40.221.M21

G40.221.M30

Pcs 1
Kg  61,31
mc  0,897

Pcs 1
Kg  76,29
mc  1,32

Pcs 1
Kg 66,78
mc  0,965

Pcs 1
Kg 70,85
mc  1,034

Pcs 1
Kg 72,29
mc  1,064

GIONA 4000/GLOBE 400 
LARGE SIZEGLOBE 250

CLASSIC
GLOBE 300

CLASSIC
GLOBE 400

CLASSIC
GLOBE 500

CLASSIC
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GLOBE 500 CLASSIC
GRAND SIZE

500mm PMMA globe, complete with 
classic base made in shockproof resin 
material, provided with E27 lampholder 
and prepared for ballast and breaklight 
 xation. Suitable for post top, hanging 
and wall installation.

Globo diam. 500 in polimetilmetacrilato 
(PMMA) completo di base classica 
realizzata in resina antiurto, fornita con 
portalampada E27 e predisposta per il 
 ssaggio dei reattori e del frangiluce. 
Apparecchio idoneo per il montaggio a 
palo, a sospensione o a parete.

- 156 -
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Dimensions and weight
Height: 630 mm
Diameter: 500 mm
Junction to support: diameter 60 mm
Weight: 3,5 Kg
Area exposed to wind pressure:
CxS = m2 0,181

GLOBE 500 CLASSIC - COMPONENTS GLOBE 500 CLASSIC

G50.B50

630

A chrome aluminium BREAKLIGHT with a laminar symmetrical optic 
system can be  xed on the diffuser base, to direct the lighting output 
and to get a lower dazzle (optional).

Possibilità di applicare alla base un FRANGILUCE in alluminio 
cromato con sistema ottico lamellare a ripartizione simmetrica per 
orientare il fascio di luce e ridurre l’abbagliamento (opzionale).

Luminaries BASE, made in shockproof resin material, UV rays 
stabilized, rust and corrosion-free, consisting of a support and of 
a cover suitable for electrical accessories  xation on its lower side 
and provided with E27-E40 lampholder on its upper side. A rubber 
gasket warranties the protection of the electrical accessories seat from 
external agents.

BASE dell’apparecchio, realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine e corrosione. Composta da 
un supporto e da un coperchio nella cui parte inferiore possono 
essere  ssati gli accessori elettrici e nella cui parte superiore si 
trova l’alloggiamento per il portalampada E27-E40 (incluso). Una 
guarnizione in gomma garantisce la protezione dell’alloggiamento 
degli accessori elettrici dagli agenti esterni.

Ø 500 mm GLOBE in polymethylmethacrylate (PMMA) one piece 
only, UV stabilized, available in 3 different colour options: clear, opal 
or smoked.

GLOBO Ø 500 mm in polimetilmetacrilato (PMMA) resistente 
all’ingiallimento ed ai raggi UV, realizzato in un unico pezzo, 
disponibile in 3 varianti di colore: trasparente, bianco o fumè.

Smoked

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

Green

GLOBE 500 CLASSIC
GRAND SIZEGLOBE 250

CLASSIC
GLOBE 300

CLASSIC
GLOBE 400

CLASSIC
GLOBE 500

CLASSIC

PHOTOMETRIC DATA SAMPLE

POST HANGINGWALL

PUBLIC

GLOBE 500 CLASSIC clear SON 70W 
(breaklight).

POST height 3,5mt
10 x 10mt area: average 6 lux

The photometric data for all the versions 
are available upon request or on our 
website.

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

Ø 60

500

1.00
2.00

3.00

3.00

4.00

4.00

5.00

5.00

5.00
5.00

5.00

6.00

6.00

6.00
6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

7.00

7.00

7.00

7.00

7.00

7.00

7.00

7.00

7.00

7.00 7.00

7.00

7.00

7.00

7.00 7.00

7.00

GLS
SL
CFL

MBF

*WITH
  BALLAST

*WITHOUT
  BALLAST

SON

HQI

100W
25W
23W

E27
E27
E27

.E27

.E27

.E27

50W
80W
125W

E27
E27
E27

.M50

.M80

.M12

50W
70W

100W

E27
E27
E40

.S50

.S70

.S10

70W
100W

E27
E40

.H70

.H10

Lampholder Ref. Code

H.FC1
H.FC6

chrome breaklight

AVAILABLE LAMPS

CHROME ALUMINIUM 
BREAKLIGHT (OPTIONAL)

H.FC1 H.FC6

Ø 90

220

Ø 90

220

AVAILABLE COLOURS

CLEAR DIFFUSER OPAL DIFFUSER SMOKED DIFFUSER

ELECTRICAL 
EQUIPMENT SEAT
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GRAND SIZE
GLOBE 500 CLASSIC

G50.227
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GLOBE 500 CLASSICSICHEM/G500
G50.B50G50.121

Pcs 2
Kg  7
mc  0,275

Pcs 2
Kg  15
mc  0,275

GIONA 5000/G500

KARMEL 3000/G500

G50.227

G50.231

Pcs 1
Kg  60,5
mc  1,157

Pcs 1
Kg  27
mc  0,407

Pcs 1
Kg  27
mc  0,407

Pcs 1
Kg  28,5

mc  0,447

Pcs 1
Kg  54,5
mc  0,907

Pcs 1
Kg  57,5

mc  1,027

GIONA
4000/G500

GIONA
4500/G500

G50.221 G50.224
Pcs 1
Kg  28,5
mc  0,447

Pcs 1
Kg  32

mc  0,498

KARMEL
3500/G500

TABOR/
G500

KARMEL
4000/G500

HOREB/
G500

G50.234

G50.204

G50.237

G50.207

GLOBE 500 CLASSIC
GLOBE 250

CLASSIC
GLOBE 300

CLASSIC
GLOBE 400

CLASSIC
GLOBE 500

CLASSIC

GRAND SIZE
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GRAND SIZE
GIONA 4500-5000/GLOBE 500 CLASSIC

G50.224.N10

0mt

G
IO

N
A

 4
5
0
0

-5
0
0
0

1mt

2mt

3mt

4mt

5mt

G50.172

G50.224.N40

Pag.356
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GIONA 4500 ARON/G500 2L

GIONA 4500 ARON/G500 1L

GIONA 5000 ARON/G500 2L

GIONA 5000 ARON/G500 1L

G50.224.N20

G50.224.N10

G50.227.N20

G50.227.N10

Pcs 1
Kg  66
mc  1,115

Pcs 1
Kg  61
mc  1,031

Pcs 1
Kg  64

mc  1,146

Pcs 1
Kg  69

mc  1,239

GIONA 4500-5000/GLOBE 500
GLOBE 250

CLASSIC
GLOBE 300

CLASSIC
GLOBE 400

CLASSIC
GLOBE 500

CLASSIC

GIONA 4500 ARON/G500 4L GIONA 5000 ARON/G500 4L
G50.224.N40 G50.227.N40

Pcs 1
Kg  76
mc  1,282

Pcs 1
Kg  79
mc  1,425

ARON/G500
G50.172

Pcs 1
Kg  6,5
mc  0,178

LOT/G500
G50.113

Pcs 2
Kg  16
mc  0,275

GRAND SIZE
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C
O

M
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N
Y

GRAND SIZE
CANA 500

PMMA amphore available in opal or 
clear colour, complete with classic base 
made in shockproof resin material, UV 
rays stabilized, rust and corrosion-free. 
Provided with E27 lampholder and 
suitable for ballast  xation.

Anfora in polimetilmetacrilato (PMMA) 
disponibile in colore opale o trasparente, 
completa di base classica realizzata in 
resina antiurto, stabilizzata ai raggi UV, 
inattaccabile da ruggine e corrosione. 
Fornita con portalampada E27 ed 
idonea per il  ssaggio dei reattori.

- 162 -
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Dimensions and weight
Height: 690 mm
Diameter: 400 mm
Junction to support: diameter 60 mm
Weight: 3,4 Kg
Area exposed to wind pressure:
CxS = m2 0,122

 CANA 500 - COMPONENTS CANA 500

C50.B50

690

A chrome aluminium BREAKLIGHT with a laminar symmetrical 
optic system can be  xed on the diffuser base, to direct the lighting 
output and to get a lower dazzle (optional).

Possibilità di applicare alla base un FRANGILUCE in alluminio 
cromato con sistema ottico lamellare a ripartizione simmetrica per 
orientare il fascio di luce e ridurre l’abbagliamento (opzionale).

Luminaries BASE, made in shockproof resin material, UV rays 
stabilized, rust and corrosion-free, consisting of a support and of 
a cover suitable for electrical accessories  xation on its lower side 
and provided with E27 lampholder on its upper side. A rubber 
gasket warranties the protection of the electrical accessories seat 
from external agents.

BASE dell’apparecchio, realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine e corrosione. Composta da 
un supporto e da un coperchio nella cui parte inferiore possono 
essere  ssati gli accessori elettrici e nella cui parte superiore si 
trova l’alloggiamento per il portalampada E27 (incluso). Una 
guarnizione in gomma garantisce la protezione dell’alloggiamento 
degli accessori elettrici dagli agenti esterni.

Classic AMPHORA in polymethylmethacrylate (PMMA) one piece 
only, UV stabilized.

ANFORA classica in polimetilmetacrilato (PMMA) resistente 
all’ingiallimento ed ai raggi UV, realizzata in un unico pezzo.

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Antique
green

Clear

Antique
bronze

Opal

Green

GRAND SIZE
CANA 500

CANA 500

CLOSED BREAKLIGHT (upward)
ALUMINIUM CHROME

(OPTIONAL) CHROME ALUMINIUM BREAKLIGHT (H.FC1)

PHOTOMETRIC DATA SAMPLE

POST WALL

PUBLIC

CANA 500 clear SON 70W 
(breaklight).

POST height 3,5mt
10 x 10mt area: average 6 lux

The photometric data for all the versions 
are available upon request or on our 
website.

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

GLS
SL
CFL

MBF

*WITH
  BALLAST

*WITHOUT
  BALLAST

SON

HQI

100W
25W
23W

E27
E27
E27

.E27

.E27

.E27

50W
80W

E27
E27

.M50

.M80

50W
70W

E27
E27

.S50

.S70

70W E27 .H70

Ref. CodeLampholder

chrome breaklight H.FC1

AVAILABLE LAMPS

A chrome aluminium louvre (BREAKLIGHT) with a laminar symmetrical 
optic system can be  xed on the ceiling plate, to direct the lighting output 
and to get a lower dazzle (optional).

Possibilità di applicare al sof  tto un FRANGILUCE in alluminio cromato 
con sistema ottico lamellare a ripartizione simmetrica per orientare il 
fascio di luce e ridurre l’abbagliamento (opzionale).

Ø 60

1.00
2.00

3.00

3.00

4.00

4.00

5.00

5.00

5.00
5.00

5.00

6.00

6.00

6.00
6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

6.00

7.00

7.00

7.00

7.00

7.00

7.00

7.00

7.00

7.00

7.00 7.00

7.00

7.00

7.00

7.00 7.00

7.00

ELECTRICAL 
EQUIPMENT SEAT
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GRAND SIZE
KARMEL 3500-4000/CANA 500

C50.171

C50.234

0mt

K
A

R
M

EL
 3

5
0
0

-4
0
0
0

1mt

2mt

3mt

4mt

5mt

C50.234.M21

Pag.356
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GRAND SIZE
KARMEL 3500-4000/CANA 500

KARMEL 3500/
CANA 500

KARMEL 4000/
CANA 500

KARMEL 3500 ADAM/
CANA 500 2+1

KARMEL 4000 ADAM/
CANA 500 2+1

C50.234 C50.237 C50.234.M21 C50.237.M21

KARMEL 3500 ADAM/
CANA 500 2L

KARMEL 4000 ADAM/
CANA 500 2L

KARMEL 3500 ADAM/
CANA 500 3L

KARMEL 4000 ADAM/
CANA 500 3L

KARMEL 3500 ADAM/
CANA 500 3+1

KARMEL 4000 ADAM/
CANA 500 3+1

C50.234.M20 C50.237.M20

C50.234.M30 C50.237.M30

C50.234.M31 C50.237.M31

Pcs 1
Kg  28,5
mc  0,320

Pcs 1
Kg 39,7
mc  0,579

Pcs 1
Kg 43,4
mc  0,638

ADAM/CANA 500LOT/CANA 500
C50.171C50.113

Pcs 1
Kg  16
mc  0,200

Pcs 1
Kg  4,9
mc  0,187

Pcs 1
Kg 35,1
mc  0,446

Pcs 1
Kg  38,8
mc  0,522

CANA 500

Pcs 1
Kg  42,3

mc  0,647

Pcs 1
Kg  32

mc  0,371

Pcs 1
Kg  43,2

mc  0,584

Pcs 1
Kg  38,7

mc  0,468

Pcs 1
Kg  46,9

mc  0,681
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GRAND SIZE
GIONA 4000/CANA 500

C50.221

C50.221.M21

0mt

G
IO

N
A

 4
0
0
0

1mt

2mt

3mt

4mt

5mt

Pag.356
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4790

Pcs 1
Kg  54,5
mc  0,780

Pcs 1
Kg  65,7
mc  0,854

Pcs 1
Kg  65

mc  0,745

Pcs 1
Kg  69,4

mc  0,954

GIONA 4000/CANA 500 GIONA 4000 ADAM/CANA 500 3L
C50.221 C50.221.M30

GIONA 4000 ADAM/CANA 500 2L

GIONA 4000 ADAM/CANA 500 2+1

GIONA 4000 ADAM/CANA 500 3+1

C50.221.M20

C50.221.M21

C50.221.M31

Pcs 1
Kg  61,3

mc  0,699

GRAND SIZE
GIONA 4000/CANA 500

CANA 500
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- 168 -- 168 -

LARGE SIZE
REMO 400

180

LARGE SIZE
GINO 400

190

GRAND SIZE
VIVI 500

208

GRAND SIZE
ECOVIVI 500

200

LARGE SIZE
VIVI 400

170
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URBAN MODERN

- 169 -

GRAND SIZE
REMO 500

224

GRAND SIZE
BEPPE 500

216

GRAND SIZE
GINO 500

232

GRAND SIZE
GLOBE 500 modern

250

LARGE SIZE
GLOBE 400 modern

240
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LARGE SIZE
VIVI 400

Modern luminaries made in shockproof 
resin material, UV rays stabilized, rust and 
corrosion-free. Moulded colours in paste, no 
maintenance or painting required. Provided 
with high temperature resistant ceiling suitable 
for ballast  xation and with aluminium re  ector 
to optimize the light distribution. Modular 
construction suitable for post top, wall and 
hanging installation. Designed according 
to the international regulations against light 
pollution (standard UNI 10819). 
Insulation class II, Protection rating IP65.

Diffusore moderno realizzato in resina 
antiurto, stabilizzato ai raggi UV, inattaccabile 
da ruggine e corrosione. Colore stampato in 
pasta, non necessita di verniciatura. Fornito 
con sof  tto ad alta resistenza al calore per il 
 ssaggio dei reattori e provvisto di parabola 
ri  ettente in alluminio. Idoneo per il montaggio 
a palo, a sospensione o a parete. 
Progettato in ottemperanza alle norme 
internazionali contro l’inquinamento luminoso 
(standard UNI 10819). 
Classe di isolamento II, grado di 
protezione IP65.

- 170 -
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LARGE SIZE
VIVI 400

VIVI 400

V50.000

Dimensions and weight
Height: 420 mm
Width: 480 mm
Depth: 480 mm
Weight: 3,7 Kg (excluding electrical components)

Junction to support: Ø 60 mm
Area expose to wind pressure:
CxS = m2 0,1449

420

480

Ø 60

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

VIVI 400 E27 - E40 VERSION - COMPONENTS

Luminaries DIFFUSER of UV rays stabilized polymethylmethacrilate 
(PMMA), one piece only, available in clear or opal colour.

DIFFUSORE realizzato in polimetilmetacrilato (PMMA) 
stabilizzato ai raggi UV, un pezzo unico, disponibile in colore 
trasparente o opale.

Decorative connection RING to be  xed on the luminaries 
diffuser.

ANELLO decorativo di connessione da  ssare sul diffusore 
dell’apparecchio.

ROOF made in shockproof resin material, one piece only, UV rays 
stabilized, rust and corrosion-free.

TETTO in un unico pezzo, realizzato in resina antiurto, 
stabilizzata ai raggi UV, inattaccabile da ruggine e corrosione.

High temperature resistant CEILING made in white polycarbonate 
(PC),UV rays stabilized, suitable for ballast  xation on its upper 
side and provided with E27 or E40 lampholder on its lower side, 
suitable to  x the bulb in horizontal position.

SOFFITTO realizzato in policarbonato bianco (PC) ad alta 
resistenza al calore, stabilizzato ai raggi UV, nella cui parte 
superiore vengono  ssati i reattori. 
Fornito completo di portalampada E27 o E40 atto a sostenere la 
lampadina in posizione orizzontale.

Parabolic REFLECTOR made in anodized aluminium,  xed 
under the policarbonate ceiling, designed to optimize the light 
distribution and to limit the skyward dispersion of the luminous 
 ux.

PARABOLA ri  ettente realizzata in alluminio anodizzato, 
alloggiata all’interno del sof  tto in policarbonato, progettata 
per ottimizzare la distribuzione del  usso luminoso e limitarne la 
dispersione verso il cielo.

VIVI500VIVI400 ECOVIVI500

GLS
SL
CFL

MBF

*WITH
  BALLAST

*WITHOUT
  BALLAST

SON

HQI

100W
25W
23W

E27
E27
E27

.E27

.E27

.E27

50W
80W
125W

E27
E27
E27

.M50

.M80

.M12

50W
70W

100W

E27
E27
E40

.S50

.S70

.S10

70W
100W

E27
E40

.H70

.H10

Lampholder Ref. Code

AVAILABLE LAMPS

PHOTOMETRIC DATA SAMPLE

POST HANGINGWALL

PUBLIC

VIVI 400 lantern clear HQI 70W.

POST height 3,5mt
10x10mt area: average 20 lux

The photometric data for all the versions 
are available upon request or on our 
website.

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

5

5

10

10

10

15

15

15

15

15

20

20

20

20

20

20

20

20
20

20

25

25

25

25

25

25

2525

25

30

30
30

30

30

30
30

30

35

35
35

35

35

35

35

40
40

40

40

40

40

45
45

45

45

45

50
50

50

50

ZONE 2
2

HORIZONTAL BULB

AGAINST LIGHT POLLUTION

E27 - E40 VERSION
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LARGE SIZE
VIVI 400 LED

Modern luminaries made in shockproof 
resin material, UV rays stabilized, rust and 
corrosion-free. Moulded colours in paste, no 
maintenance or painting required. Equipped 
with long-life, powerful and ef  cient LED system 
available in 2 different wattage versions, to 
allow a uniform light distribution for a safer 
and more enjoyable night atmosphere. 
Modular construction suitable for post top, 
wall and hanging installation. Designed 
according to the international regulations 
against light pollution (standard UNI 10819).
Insulation class II, Protection rating IP65.

Diffusore moderno realizzato in resina 
antiurto, stabilizzato ai raggi UV, inattaccabile 
da ruggine e corrosione. Colore stampato in 
pasta, non necessita di verniciatura. Provvisto 
di sistema a LED di lunga durata ed alta 
potenza disponibile in 2 diversi wattaggi, 
per permettere un’uniforme distribuzione 
della luce ed un’atmosfera notturna sicura e 
gradevole. Idoneo per il montaggio a palo, a 
sospensione o a parete. 
Progettato in ottemperanza alle norme 
internazionali contro l’inquinamento 
luminoso (standard UNI 10819). 
Classe di isolamento II, grado 
di protezione IP65.
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LARGE SIZE
VIVI 400 LED

VIVI 400 LED

Dimensions and weight
Height: 420 mm
Width: 480 mm
Depth: 480 mm
Weight: 3,7 Kg (excluding electrical components)

Junction to support: Ø 60 mm
Area expose to wind pressure:
CxS = m2 0,1449

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

VIVI 400 LED VERSION - COMPONENTS

High temperature resistant CEILING made in shockproof resin 
material and equipped with SIX long-life, powerful and ef  cient 
GX53 LED LAMPS available in 2 different wattage versions, 
for a total luminous  ux of 4.200 lm and 6.000 lm. Each lamp 
works independently and can be replaced individually, making 
very easy the luminaries maintenance.

SOFFITTO in resina antiurto ad alta resistenza al calore 
completo di SEI LAMPADINE A LED GX53 di lunga durata 
ad alta potenza disponibile in 2 diversi wattaggi, per un 
 usso luminoso totale dell’apparecchio di 4.200 lm e 6.000 
lm. Ogni lampadina lavora in maniera indipendente e può 
essere singolarmente sostituita rendendo molto semplice la 
manutenzione dell’apparecchio.

ROOF made in shockproof resin material one piece only, UV rays 
stabilized, rust and corrosion-free.

TETTO in un unico pezzo, realizzato in resina antiurto, 
stabilizzata ai raggi UV, inattaccabile da ruggine e corrosione.

Decorative connection RING to be  xed on the luminaries 
diffuser.

ANELLO decorative di connessione da  ssare sul diffusore 
dell’apparecchio.

Luminaries DIFFUSER of UV rays stabilized polymethylmethacrilate 
(PMMA), one piece only, available in clear or opal colour.

DIFFUSORE realizzato in polimetilmetacrilato (PMMA) 
stabilizzato ai raggi UV, disponibile in colore trasparente o 
opale.

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

4.200 20.000

HoursKelvinLumen100 lm/W

Power

42
6x7W

Watt

Ø 100mm

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

6.000 20.000

HoursKelvinLumen100 lm/W

Power

60
Watt

Ø 100mm

6x10W

PHOTOMETRIC DATA SAMPLE - VIVI 400 LED

VIVI500VIVI400 ECOVIVI500

*CEILING WITH
6 GX53 LED LAMPS 

INCLUDED

6 x 7W
42W

4200 lm
GX53 .C6L

6 x 10W
60W

6000 lm
GX53 .D6L

Lampholder Ref. Code

*CEILING WITH
6 GX53 LED LAMPS 

INCLUDED

AVAILABLE LAMPS

POST HANGINGWALL

PUBLIC

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

420

GX53 LED VERSIONS

NEW

Lampholder GX53

V50.000.C6L
V50.000.D6L

42W
60W

5

5

10

10

10
10

10

10

10

10

1010

10

15

15

15

15

15

15

15

15

15

15

25

25 25

25

25

2525

25

35

35

35

35

35

35

45

45

45

45

45

55

55

55

55

65

65

480

Ø 60

6x7W GX53 LED

42W
(power consumption)

Area: 10x10mt
Height: 3,5mt

20 lux

HQI 70W

84W
(power consumption)

Area: 10x10mt
Height: 3,5mt

20 lux

VIVI 400 E27

=

ZONE 2
2

SAVE

-50%
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LARGE SIZE
VIVI 400

0mt

EK
TO

R
 2

50
0

-3
00

0
-3

50
0

-4
00

0

1mt

2mt

3mt

4mt

5mt

V50.254

V50.129.C6L

V50.115

V50.364.A10.C6L

Pag.364
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LARGE SIZE
VIVI 400

NEW LOT/VIVI400

MIDIPILAR/VIVI400

MARIO/VIVI400

V50.115

V50.254

V50.129

Pcs 1
Kg  4,5
mc  0,071

Pcs 1
Kg  5,5
mc  0,092

Pcs 1
Kg  4,5
mc  0,07

480

420

Pcs 1
Kg  38,7
mc  0,284

Pcs 1
Kg  3,7
mc  0,09Pcs 1

Kg  41,7
mc  0,314

Pcs 1
Kg  25,7
mc  0,235

Pcs 1
Kg  35,7
mc  0,262

EKTOR 2500 MIDIPILAR/VIVI400 1L

EKTOR 3500
MIDIPILAR/VIVI400 1L

EKTOR 4000
MIDIPILAR/VIVI400 1L

EKTOR 3000 MIDIPILAR/VIVI400 1L
V50.361.A10

V50.367.A10 V50.371.A10

V50.364.A10

2755

745

3255
3755

745

3255
2755

745

VIVI 400
V50.000

VIVI500VIVI400 ECOVIVI500

Ø 60

4255
3755

3255
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LARGE SIZE
EKTOR/VIVI 400

0mt

EK
TO

R
 2

50
0

-3
00

0
-3

50
0

-4
00

0

1mt

2mt

3mt

4mt

5mt

V50.364.A30.C6L

V50.371.A20.C6L

Pag.364
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LARGE SIZE
EKTOR/VIVI 400

EKTOR 3500 MIDIPILAR/VIVI400 2L EKTOR 4000 MIDIPILAR/VIVI400 2L

V50.367.A20 V50.371.A20
Pcs 1
Kg  44,1
mc  0,358

Pcs 1
Kg  47,1
mc  0,385

Pcs 1
Kg  31,1
mc  0,306

Pcs 1
Kg  41,1
mc  0,332

EKTOR 2500 MIDIPILAR/VIVI400 2L EKTOR 3000 MIDIPILAR/VIVI400 2L

V50.361.A20 V50.364.A20

3255
2755

1220

4255
3755

1220

EKTOR 2500 MIDIPILAR/VIVI400 3L EKTOR 3000 MIDIPILAR/VIVI400 3L

V50.361.A30 V50.364.A30
Pcs 1
Kg  36,7
mc  0,497

Pcs 1
Kg  46,7
mc  0,523

EKTOR 3500 MIDIPILAR/VIVI400 3L EKTOR 4000 MIDIPILAR/VIVI400 3L

V50.367.A30 V50.371.A30
Pcs 1
Kg  49,7
mc  0,55

Pcs 1
Kg  52,7
mc  0,576

3255
2755

1120

4255
3755

1120

VIVI500VIVI400 ECOVIVI500
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LARGE SIZE
AKILLE/VIVI 400

0mt

A
K

IL
LE

 3
00

0
-3

50
0

-4
00

0

1mt

2mt

3mt

4mt

5mt

V50.414.A10

V50.421.A20.C6L

V50.421.A30.C6L

Pag.364

modern range.indd   178 17/03/2012   10:48:02



- 179 -

C
O

M
PA

N
Y

G
A

RD
EN

U
RB

A
N

 C
LA

SS
IC

U
RB

A
N

 M
O

D
ER

N
RE

FE
RE

N
C

ES
BU

LK
H

EA
D

PO
ST

BO
LL

A
RD

S
RE

C
ES

SE
D 

&
 S

U
RF

AC
E

LARGE SIZE
AKILLE/VIVI 400

Pcs 1
Kg  38,7
mc  0,284

Pcs 1
Kg  35,7
mc  0,262

AKILLE 3500
MIDIPILAR/VIVI400 1L

AKILLE 3000 MIDIPILAR/VIVI400 1L

V50.417.A10

V50.414.A10

3755

745

3255

745

Pcs 1
Kg  44,1
mc  0,358

Pcs 1
Kg  41,1
mc  0,332

Pcs 1
Kg  46,7
mc  0,523

Pcs 1
Kg  49,7
mc  0,55

Pcs 1
Kg  47,1

mc  0,385

AKILLE 3500
MIDIPILAR/VIVI400 2L

AKILLE 3500
MIDIPILAR/VIVI400 3L

AKILLE 4000
MIDIPILAR/VIVI400 2L

AKILLE 4000
MIDIPILAR/VIVI400 3L

AKILLE 3000 MIDIPILAR/VIVI400 2L AKILLE 3000 MIDIPILAR/VIVI400 3L

V50.417.A20 V50.417.A30V50.421.A20 V50.421.A30

V50.414.A20 V50.414.A30

3255

1220

3755 
4255 

1220

3755 
4255 

1120

3255

1120

Pcs 1
Kg  41,7

mc  0,314

AKILLE 4000
MIDIPILAR/VIVI400 1L

V50.421.A10
Pcs 1

Kg  52,7
mc  0,576

ECOVIVI500VIVI500VIVI400

4255
3755
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LARGE SIZE
REMO 400

Modern luminaries made in shockproof 
resin material, UV rays stabilized, rust 
and corrosion-free. Moulded colours 
in paste, no maintenance or painting 
required. Provided with aluminium 
re  ector to optimize the light distribution 
and equipped with base prepared for 
ballast and breaklight  xation. Modular 
construction suitable for post top and wall 
installation. Insulation class II, Protection 
rating IP65.

Diffusore moderno realizzato in resina 
antiurto, stabilizzato ai raggi UV, 
inattaccabile da ruggine e corrosione. 
Colore stampato in pasta, non necessita 
di verniciatura. Provvisto di parabola 
ri  ettente in alluminio e di base 
predisposta per il  ssaggio dei reattori e 
del frangiluce. Idoneo per il montaggio 
a palo e a parete. Classe di isolamento 
II, grado di protezione IP65.

- 180 -
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LARGE SIZE
REMO 400

REMO 400

R50.000

715

Dimensions and weight
Height: 715 mm
Width: 480 mm
Depth: 480 mm
Weight: 5,9 Kg (excluding electrical components)

Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,157

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

REMO 400 E27 - E40 VERSION - COMPONENTS

Luminaries BASE, made in shockproof resin material, UV rays 
stabilized, rust and corrosion-free, consisting of a support and 
of a cover suitable for electrical accessories  xation on its lower 
side and provided with E27 or E40 lampholder on its upper side. 
A rubber gasket warranties the protection of the electrical 
accessories seat from external agents.

BASE dell’apparecchio, realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine e corrosione. Composta da 
un supporto e da un coperchio nella cui parte inferiore possono 
essere  ssati gli accessori elettrici e nella cui parte superiore 
si trova l’alloggiamento per il portalampada E27 o E40 
(incluso). Una guarnizione in gomma garantisce la protezione 
dell’alloggiamento degli accessori elettrici dagli agenti esterni.

Luminaries DIFFUSER of UV rays stabilized polymethylmethacrilate 
(PMMA), one piece only, available in clear or opal colour.

DIFFUSORE realizzato in polimetilmetacrilato (PMMA) 
stabilizzato ai raggi UV, un pezzo unico, disponibile in colore 
trasparente o opale.

Parabolic REFLECTOR made in anodized aluminium and 
 xed under the luminaries roof, to optimize the light ef  ciency 
performance and to allow a uniform light distribution.

PARABOLA ri  ettente realizzata in alluminio anodizzato, 
 ssata sotto il tetto del diffusore per ottimizzare il rendimento 
luminoso e permettere una uniforme distribuzione della luce.

Decorative connection RING to be  xed on the luminaries 
diffuser.

ANELLO decorativo da  ssare sul diffusore dell’apparecchio.

Chrome aluminium BREAKLIGHT with a laminar symmetrical 
optic system to direct the lighting output and to get a lower 
dazzle (optional).

FRANGILUCE in alluminio cromato con sistema ottico lamellare 
a ripartizione simmetrica per orientare il fascio di luce e ridurre 
l’abbagliamento (opzionale).

REMO500 GINO500GINO400REMO400

GLS
SL
CFL

MBF

*WITH
  BALLAST

chrome breaklight

*WITHOUT
  BALLAST

SON

HQI

100W
25W
23W

E27
E27
E27

.E27

.E27

.E27

50W
80W
125W

E27
E27
E27

.M50

.M80

.M12

50W
70W

100W

E27
E27
E40

.S50

.S70

.S10

70W
100W

E27
E40

.H70

.H10

H.FC6

Lampholder Ref. Code

AVAILABLE LAMPS

POST WALL

PUBLIC

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

PHOTOMETRIC DATA SAMPLE

REMO 400 clear HQI 100W.

POST height 3,5mt
10x10mt area: average 15 lux

The photometric data for all the versions are 
available upon request or on our website.

7

7

10

10

10

10

10

10

10

10

10

1010

10

13

13

13
13

13

13

13

13
13

13

16

16

16

16

16

16

16
16

16

19

19

19

19

19

1919

22

22

22

22

2222

25

25

25

25

480

Ø 60

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

CHROME ALUMINIUM 
BREAKLIGHT

H.FC6

Ø 90

220

ROOF complete with decorative pinnacle made in shockproof 
resin material, UV rays stabilized, rust and corrosion-free.

TETTO completo di pinnacolo decorativo, realizzato in resina 
antiurto, stabilizzato ai raggi UV, inattaccabile da ruggine e 
corrosione.
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LARGE SIZE
REMO 400 LED

Modern luminaries made in shockproof 
resin material, UV rays stabilized, rust and 
corrosion-free. Moulded colours in paste, 
no maintenance or painting required. 
Equipped with long-life, powerful and 
ef  cient LED system available in 2 
different wattage versions, to allow a 
uniform light distribution for a safer 
and more enjoyable night atmosphere. 
Modular construction suitable for post 
top and wall installation. Insulation class 
II, Protection rating IP65.

Diffusore moderno realizzato in resina 
antiurto, stabilizzato ai raggi UV, 
inattaccabile da ruggine e corrosione. 
Colore stampato in pasta, non necessita di 
verniciatura. Provvisto di sistema a LED di 
lunga durata ed alta potenza disponibile 
in 2 diversi wattaggi, per permettere 
un’uniforme distribuzione della 
luce ed un’atmosfera notturna 
sicura e gradevole. Idoneo per il 
montaggio a palo e a parete.
Classe di isolamento II, grado di 
protezione IP65.
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LARGE SIZE
REMO 400 LED

REMO 400 LED

715

Dimensions and weight
Height: 715 mm
Width: 480 mm
Depth: 480 mm
Weight: 5,9 Kg (excluding electrical components)

Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,157

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

REMO 400 LED VERSION - COMPONENTS

REMO500 GINO500GINO400REMO400

*CEILING WITH
6 GX53 LED LAMPS 

INCLUDED

6 x 7W
42W

4200 lm
GX53 .C6L

6 x 10W
60W

6000 lm
GX53 .D6L

Lampholder Ref. Code

*CEILING WITH
6 GX53 LED LAMPS 

INCLUDED

AVAILABLE LAMPS

POST WALL

PUBLIC

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

4.200 20.000

HoursKelvinLumen100 lm/W

Power

42
6x7W

Watt

Ø 100mm

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

6.000 20.000

HoursKelvinLumen100 lm/W

Power

60
Watt

Ø 100mm

6x10W

GX53 LED VERSIONS

NEW

Lampholder GX53

ROOF complete with decorative pinnacle made in shockproof 
resin material, UV rays stabilized, rust and corrosion-free.

TETTO completo di pinnacolo decorativo, realizzato in resina 
antiurto, stabilizzato ai raggi UV, inattaccabile da ruggine e 
corrosione.

Decorative connection RING to be  xed on the luminaries 
diffuser.

ANELLO decorative di connessione da  ssare sul diffusore 
dell’apparecchio.

Luminaries DIFFUSER of UV rays stabilized polymethylmethacrilate 
(PMMA), one piece only, available in clear or opal colour.

DIFFUSORE realizzato in polimetilmetacrilato (PMMA) 
stabilizzato ai raggi UV, disponibile in colore trasparente o 
opale.

Luminaries BASE made in shockproof resin material consisting 
of a support for post top installation and of a white resin CONE 
REFLECTOR, to direct downwards the lighting output. A rubber 
gasket warranties the protection from external agents.

BASE dell’apparecchio realizzata in resina antiurto composta 
da un supporto per permettere il  ssaggio dell’apparecchio a 
palo e da un CONO ri  ettente in resina bianca per indirizzare 
verso il basso il  usso luminoso. Una guarnizione in gomma 
siliconica garantisce la protezione dagli agenti esterni.

High temperature resistant CEILING made in shockproof resin 
material and equipped with SIX long-life, powerful and ef  cient 
GX53 LED LAMPS available in 2 different wattage versions, 
for a total luminous  ux of 4.200 lm and 6.000 lm. Each lamp 
works independently and can be replaced individually, making 
very easy the luminaries maintenance.

SOFFITTO in resina antiurto ad alta resistenza al calore 
completo di SEI LAMPADINE A LED GX53 di lunga durata 
ed alta potenza disponibile in 2 diversi wattaggi, per un 
 usso luminoso totale dell’apparecchio di 4.200 lm e 6.000 
lm. Ogni lampadina lavora in maniera indipendente e può 
essere singolarmente sostituita rendendo molto semplice la 
manutenzione dell’apparecchio.

R50.000.C6L
R50.000.D6L

42W
60W

4

4

8

8

8

8

8

8

8

8

8

88

8

8

12

12

12
12

12

12

12

12

12

12

12

16

16

16

16

16

16

16

16

16

16

20

20

20

20

20

20

2020

20

24

24

24

24

24

24

24

24

28

28 28

28

28

28

28

32

32

32

32

32
32

36 36

36

36
36

480

Ø 60

PHOTOMETRIC DATA SAMPLE - REMO 400 LED

6x7W GX53 LED

42W
(power consumption)

Area: 10x10mt
Height: 3,5mt

17 lux

HQI 100W

115W
(power consumption)

Area: 10x10mt
Height: 3,5mt

15 lux

REMO 400 E40

=

SAVE

-63%
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LARGE SIZE
EKTOR/REMO 400

0mt

EK
TO

R
 2

50
0

-3
00

0
-3

50
0

-4
00

0

1mt

2mt

3mt

4mt

5mt

R50.364.C6L

R50.254

R50.115

Pag.364
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LARGE SIZE
EKTOR/REMO 400

EKTOR 2500/REMO400

EKTOR 4000/REMO400

R50.361.000
Pcs 1
Kg  25,9
mc  0,21

Pcs 1
Kg  35,9
mc  0,241

Pcs 1
Kg  38,9
mc  0,268

EKTOR 3000/REMO400

EKTOR 3500/REMO400

R50.364.000

R50.367.000

Pcs 1
Kg  41,9
mc  0,294

R50.371.000

480

3600

480

4600

3100

480

4100

480

715

480

940

860

MIDIPILAR/REMO400
R50.254

Pcs 1
Kg  7,5
mc  0,09

REMO400
R50.000

Pcs 1
Kg  5,9
mc  0,06

NEW LOT/REMO400
R50.115

Pcs 1
Kg  6,5
mc  0,07

825

480

REMO500 GINO500GINO400REMO400

Ø 60
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LARGE SIZE
EKTOR/REMO 400

0mt

EK
TO

R
 2

50
0

-3
00

0
-3

50
0

-4
00

0

1mt

2mt

3mt

4mt

5mt

R50.371.A30

R50.364.A20

Pag.364
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LARGE SIZE
EKTOR/REMO 400

EKTOR 3500 MIDIPILAR/REMO400 2L EKTOR 4000 MIDIPILAR/REMO400 2L

R50.367.A20 R50.371.A20
Pcs 1
Kg  48,5
mc  0,37

Pcs 1
Kg  51,5
mc  0,397

Pcs 1
Kg  35,5
mc  0,318

Pcs 1
Kg  45,5
mc  0,344

EKTOR 2500 MIDIPILAR/REMO400 2L EKTOR 3000 MIDIPILAR/REMO400 2L

R50.361.A20 R50.364.A20

3800
3300

1220

4800
4300

1220

EKTOR 2500 MIDIPILAR/REMO400 3L EKTOR 3000 MIDIPILAR/REMO400 3L

R50.361.A30 R50.364.A30
Pcs 1
Kg  43,3
mc  0,515

Pcs 1
Kg  53,3
mc  0,541

EKTOR 3500 MIDIPILAR/REMO400 3L EKTOR 4000 MIDIPILAR/REMO400 3L

R50.367.A30 R50.371.A30
Pcs 1
Kg  56,3
mc  0,568

Pcs 1
Kg  59,3
mc  0,594

3800
3300

1120

4800
4300

1120

REMO500 GINO500GINO400REMO400
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LARGE SIZE
AKILLE/REMO 400

0mt

A
K

IL
LE

 3
00

0
-3

50
0

-4
00

0

1mt

2mt

3mt

4mt

5mt

R50.414.C6L

R50.414.A20

Pag.364
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LARGE SIZE
AKILLE/REMO 400

480

3600

4100

480

4600

Pcs 1
Kg  35,9
mc  0,241

Pcs 1
Kg  38,9
mc  0,268

Pcs 1
Kg  41,8

mc  0,294

AKILLE 3000/REMO400

AKILLE 3500/
REMO400

AKILLE 4000/
REMO400

R50.414.000

R50.417.000 R50.421.000

AKILLE 3500 MIDIPILAR/
REMO400 2L

AKILLE 4000 MIDIPILAR/
REMO400 2L

R50.417.A20 R50.421.A20
Pcs 1
Kg  48,5
mc  0,37

Pcs 1
Kg  51,5

mc  0,397

Pcs 1
Kg  45,5
mc  0,344

AKILLE 3000 MIDIPILAR/REMO400 2L
R50.414.A20

3800

1220

4800
4300

1220

AKILLE 3000 MIDIPILAR/REMO400 3L
R50.414.A30

Pcs 1
Kg  53,3
mc  0,541

AKILLE 3500 MIDIPILAR/
REMO400 3L

AKILLE 4000 MIDIPILAR/
REMO400 3L

R50.417.A30 R50.421.A30
Pcs 1
Kg  56,3
mc  0,568

Pcs 1
Kg  59,3

mc  0,594

3800

1120

4800
4300

1120

REMO500 GINO500GINO400REMO400
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LARGE SIZE
GINO 400

Modern luminaries made in shockproof 
resin material, UV rays stabilized, rust 
and corrosion-free. Moulded colours 
in paste, no maintenance or painting 
required. Provided with aluminium 
re  ector to optimize the light distribution 
and equipped with base prepared for 
ballast and breaklight  xation. Modular 
construction suitable for post top and wall 
installation. Insulation class II, Protection 
rating IP65.

Diffusore moderno realizzato in resina 
antiurto, stabilizzato ai raggi UV, 
inattaccabile da ruggine e corrosione. 
Colore stampato in pasta, non necessita 
di verniciatura. Provvisto di parabola 
ri  ettente in alluminio e di base 
predisposta per il  ssaggio dei reattori e 
del frangiluce. Idoneo per il montaggio 
a palo e a parete. Classe di isolamento 
II, grado di protezione IP65.

- 190 -
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LARGE SIZE
GINO 400

GINO 400

F50.000

715

Dimensions and weight
Height: 715 mm
Width: 480 mm
Depth: 480 mm
Weight: 5,7 Kg (excluding electrical components)

Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,157

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

GINO 400 E27 - E40 VERSION - COMPONENTS

Parabolic REFLECTOR made in anodized aluminium and 
 xed under the luminaries roof, to optimize the light ef  ciency 
performance and to allow a uniform light distribution.

PARABOLA ri  ettente realizzata in alluminio anodizzato  ssata 
sotto il tetto del diffusore per ottimizzare il rendimento luminoso e 
permettere una uniforme distribuzione della luce.

Decorative connection RING to be  xed on the luminaries 
diffuser.

ANELLO decorativo di connessione da  ssare sul diffusore 
dell’apparecchio.

Luminaries DIFFUSER of UV rays stabilized polymethylmethacrilate 
(PMMA), one piece only, available in clear or opal colour.

DIFFUSORE realizzato in polimetilmetacrilato (PMMA) 
stabilizzato ai raggi UV, un pezzo unico, disponibile in colore 
trasparente o opale.

Luminaries BASE, made in shockproof resin material, UV rays 
stabilized, rust and corrosion-free, consisting of a support and 
of a cover suitable for electrical accessories  xation on its lower 
side and provided with E27 or E40 lampholder on its upper 
side. A rubber gasket warranties the protection of the electrical 
accessories seat from external agents.

BASE dell’apparecchio, realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine e corrosione. Composta da 
un supporto e da un coperchio nella cui parte inferiore possono 
essere  ssati gli accessori elettrici e nella cui parte superiore 
si trova l’alloggiamento per il portalampada E27 o E40 
(incluso). Una guarnizione in gomma garantisce la protezione 
dell’alloggiamento degli accessori elettrici dagli agenti esterni.

Chrome aluminium BREAKLIGHT with a laminar symmetrical 
optic system to direct the lighting output and to get a lower dazzle 
(optional).

FRANGILUCE in alluminio cromato con sistema ottico lamellare 
a ripartizione simmetrica per orientare il fascio di luce e ridurre 
l’abbagliamento (opzionale).

REMO500 GINO500GINO400REMO400

GLS
SL
CFL

MBF

*WITH
  BALLAST

chrome breaklight

*WITHOUT
  BALLAST

SON

HQI

100W
25W
23W

E27
E27
E27

.E27

.E27

.E27

50W
80W
125W

E27
E27
E27

.M50

.M80

.M12

50W
70W

100W

E27
E27
E40

.S50

.S70

.S10

70W
100W

E27
E40

.H70

.H10

H.FC6

Lampholder Ref. Code

AVAILABLE LAMPS

POST WALL

PUBLIC

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

PHOTOMETRIC DATA SAMPLE

GINO 400 clear HQI 100W.

POST height 3,5mt
10x10mt area: average 15 lux

The photometric data for all the versions are 
available upon request or on our website.

480

Ø 60

CHROME ALUMINIUM 
BREAKLIGHT

H.FC6

Ø 90

220

7

7

10

10

10

10

10

10

10

10

10

1010

10

13

13

13
13

13

13

13

13
13

13

16

16

16

16

16

16

16
16

16

19

19

19

19

19

1919

22

22

22

22

2222

25

25

25

25

ROOF complete with decorative pinnacle made in shockproof 
resin material, UV rays stabilized, rust and corrosion-free.

TETTO completo di pinnacolo decorativo, realizzato in resina 
antiurto, stabilizzato ai raggi UV, inattaccabile da ruggine e 
corrosione.
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LARGE SIZE
GINO 400 LED

Modern luminaries made in shockproof 
resin material, UV rays stabilized, rust and 
corrosion-free. Moulded colours in paste, no 
maintenance or painting required. Equipped 
with long-life, powerful and ef  cient LED system 
available in 2 different wattage versions, to 
allow a uniform light distribution for a safer 
and more enjoyable night atmosphere. 
Modular construction suitable for post top and 
wall installation. Insulation class II, Protection 
rating IP65.

Diffusore moderno realizzato in resina 
antiurto, stabilizzato ai raggi UV, inattaccabile 
da ruggine e corrosione. Colore stampato 
in pasta, non necessita di verniciatura. 
Provvisto di sistema a LED di lunga durata 
ed alta potenza disponibile in 2 diversi 
wattaggi, per permettere un’uniforme 
distribuzione della luce ed 
un’atmosfera notturna sicura 
e gradevole. Idoneo per il 
montaggio a palo e a parete. 
Classe di isolamento II, 
grado di protezione IP65.

- 192 -
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715

Dimensions and weight
Height: 715 mm
Width: 480 mm
Depth: 480 mm
Weight: 5,7 Kg (excluding electrical components)

Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,157

LARGE SIZE
GINO 400 LED

GINO 400 LED

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

REMO500 GINO500GINO400REMO400

*CEILING WITH
6 GX53 LED LAMPS 

INCLUDED

6 x 7W
42W

4200 lm
GX53 .C6L

6 x 10W
60W

6000 lm
GX53 .D6L

Lampholder Ref. Code

*CEILING WITH
6 GX53 LED LAMPS 

INCLUDED

AVAILABLE LAMPS

POST WALL

PUBLIC

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

4.200 20.000

HoursKelvinLumen100 lm/W

Power

42
6x7W

Watt

Ø 100mm

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

6.000 20.000

HoursKelvinLumen100 lm/W

Power

60
Watt

Ø 100mm

6x10W

GX53 LED VERSIONS

NEW

Lampholder GX53

GINO 400 LED VERSION - COMPONENTS

ROOF complete with decorative pinnacle made in shockproof 
resin material, UV rays stabilized, rust and corrosion-free.

TETTO completo di pinnacolo decorativo, realizzato in resina 
antiurto, stabilizzata ai raggi UV, inattaccabile da ruggine e 
corrosione.

Decorative connection RING to be  xed on the luminaries 
diffuser.

ANELLO decorative di connessione da  ssare sul diffusore 
dell’apparecchio.

Luminaries DIFFUSER of UV rays stabilized polymethylmethacrilate 
(PMMA), one piece only, available in clear or opal colour.

DIFFUSORE realizzato in polimetilmetacrilato (PMMA) 
stabilizzato ai raggi UV, disponibile in colore trasparente o 
opale.

Luminaries BASE made in shockproof resin material consisting 
of a support for post top installation and of a white resin CONE 
REFLECTOR, to direct downwards the lighting output. A rubber 
gasket warranties the protection from external agents.

BASE dell’apparecchio realizzata in resina antiurto composta 
da un supporto per permettere il  ssaggio dell’apparecchio a 
palo e da un CONO ri  ettente in resina bianca per indirizzare 
verso il basso il  usso luminoso. Una guarnizione in gomma 
siliconica garantisce la protezione dagli agenti esterni.

High temperature resistant CEILING made in shockproof resin 
material and equipped with SIX long-life, powerful and ef  cient 
GX53 LED LAMPS available in 2 different wattage versions, 
for a total luminous  ux of 4.200 lm and 6.000 lm. Each lamp 
works independently and can be replaced individually, making 
very easy the luminaries maintenance.

SOFFITTO in resina antiurto ad alta resistenza al calore 
completo di SEI LAMPADINE A LED GX53 di lunga durata 
ed alta potenza disponibile in 2 diversi wattaggi, per un 
 usso luminoso totale dell’apparecchio di 4.200 lm e 6.000 
lm. Ogni lampadina lavora in maniera indipendente e può 
essere singolarmente sostituita rendendo molto semplice la 
manutenzione dell’apparecchio.

F50.000.C6L
F50.000.D6L

42W
60W

480

Ø 60

4

4

8

8

8

8

8

8

8

8

8

88

8

8

12

12

12
12

12

12

12

12

12

12

12

16

16

16

16

16

16

16

16

16

16

20

20

20

20

20

20

2020

20

24

24

24

24

24

24

24

24

28

28 28

28

28

28

28

32

32

32

32

32
32

36 36

36

36
36

PHOTOMETRIC DATA SAMPLE - GINO 400 LED

6x7W GX53 LED

42W
(power consumption)

Area: 10x10mt
Height: 3,5mt

17 lux

HQI 100W

115W
(power consumption)

Area: 10x10mt
Height: 3,5mt

15 lux

GINO 400 E40

=

SAVE

-63%
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LARGE SIZE
EKTOR/GINO 400

0mt

EK
TO

R
 2

50
0

-3
00

0
-3

50
0

-4
00

0

1mt

2mt

3mt

4mt

5mt

F50.364.000

F50.115

F50.254.C6L

Pag.364

modern range.indd   194 17/03/2012   10:49:07



- 195 -

C
O

M
PA

N
Y

G
A

RD
EN

U
RB

A
N

 C
LA

SS
IC

U
RB

A
N

 M
O

D
ER

N
RE

FE
RE

N
C

ES
BU

LK
H

EA
D

PO
ST

BO
LL

A
RD

S
RE

C
ES

SE
D 

&
 S

U
RF

AC
E

LARGE SIZE
EKTOR/GINO 400

EKTOR 2500/GINO400

EKTOR 4000/GINO400

F50.361.000
Pcs 1
Kg  25,9
mc  0,21

Pcs 1
Kg  35,9
mc  0,24

Pcs 1
Kg  38,9
mc  0,26

EKTOR 3000/GINO400

EKTOR 3500/GINO400

F50.364.000

F50.367.000

Pcs 1
Kg  41,9
mc  0,29

F50.371.000

3600

480

4600

480

480

3100

4100

480

940

615

MIDIPILAR/GINO400
F50.254

Pcs 1
Kg  7,5
mc  0,09

NEW LOT/GINO400
F50.115

Pcs 1
Kg  6,5
mc  0,07

825

480

480

480

GINO400
F50.000

Pcs 1
Kg  5,7
mc  0,06

REMO500 GINO500GINO400REMO400
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LARGE SIZE
EKTOR/GINO 400

0mt

EK
TO

R
 2

50
0

-3
00

0
-3

50
0

-4
00

0

1mt

2mt

3mt

4mt

5mt

F50.371.A30

F50.364.A20

Pag.364
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LARGE SIZE
EKTOR/GINO 400

EKTOR 3500 MIDIPILAR/REMO400 2L EKTOR 4000 MIDIPILAR/REMO400 2L

F50.367.A20 F50.371.A20
Pcs 1
Kg  48,5
mc  0,37

Pcs 1
Kg  51,5
mc  0,397

Pcs 1
Kg  35,5
mc  0,318

Pcs 1
Kg  45,5
mc  0,344

EKTOR 2500 MIDIPILAR/GINO400 2L EKTOR 3000 MIDIPILAR/GINO400 2L

F50.361.A20 F50.364.A20

3800
3300

1220

4800
4300

1220

EKTOR 2500 MIDIPILAR/GINO400 3L EKTOR 3000 MIDIPILAR/GINO400 3L

F50.361.A30 F50.364.A30
Pcs 1
Kg  43,3
mc  0,515

Pcs 1
Kg  53,3
mc  0,541

EKTOR 3500 MIDIPILAR/GINO400 3L EKTOR 4000 MIDIPILAR/GINO400 3L

F50.367.A30 F50.371.A30
Pcs 1
Kg  56,3
mc  0,568

Pcs 1
Kg  59,3
mc  0,594

3800
3300

1120

4800
4300

1120

REMO500 GINO500GINO400REMO400
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LARGE SIZE
AKILLE/GINO 400

0mt

A
K

IL
LE

 3
00

0
-3

50
0

-4
00

0

1mt

2mt

3mt

4mt

5mt

F50.414.000

F50.414.A20.C6L

Pag.364
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LARGE SIZE
AKILLE/GINO 400

3600

480

4100

480

4600

Pcs 1
Kg  35,9
mc  0,24

Pcs 1
Kg  38,9
mc  0,26

Pcs 1
Kg  41,9
mc  0,29

AKILLE 3000/GINO400

AKILLE 3500/
GINO400

AKILLE 4000/
GINO400

F50.414.000

F50.417.000 F50.421.000

AKILLE 3500 MIDIPILAR/
GINO400 2L

AKILLE 4000 MIDIPILAR/
GINO400 2L

F50.417.A20 F50.421.A20
Pcs 1
Kg  48,5
mc  0,37

Pcs 1
Kg  51,5

mc  0,397

Pcs 1
Kg  45,5
mc  0,344

AKILLE 3000 MIDIPILAR/GINO400 2L
F50.414.A20

3800

1220

4800
4300

1220

AKILLE 3000 MIDIPILAR/GINO400 3L
F50.414.A30

Pcs 1
Kg  53,3
mc  0,541

AKILLE 3500 MIDIPILAR/
GINO400 3L

AKILLE 4000 MIDIPILAR/
GINO400 3L

F50.417.A30 F50.421.A30
Pcs 1
Kg  56,3
mc  0,568

Pcs 1
Kg  59,3

mc  0,594

3800

1120

4800
4300

1120

REMO500 GINO500GINO400REMO400
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GRAND SIZE
ECOVIVI 500

Modern luminaries made in shockproof 
resin material, uv rays stabilized, rust and 
corrosion-free.  Moulded colours in paste, no 
maintenance or painting required. Supplied 
with  at diffuser granting NO upward light 
emission. Suitable for post, wall and hanging 
installation.
Designed according to the international 
regulations against light pollution (standard 
UNI 10819 - Installation area: ZONE 1).
Insulation class II, protection rating IP65, 
ceramic lampholder with metal spring, 
horizontal bulb.

Diffusore moderno realizzato in resina 
antiurto, stabilizzato ai raggi uv, inattaccabile 
da ruggine e corrosione, colore stampato in 
pasta, non necessita di verniciatura. Fornito 
con diffusore piatto per garantire ZERO 
emissioni di luce verso l’alto. Idoneo per il 
montaggio a palo, a sospensione o a parete.
Progettato in ottemperanza alle norme 
internazionali contro l’inquinamento luminoso 
(standard UNI 10819 - Area di installazione: 
ZONA 1).
Classe di isolamento II, grado di protezione 
IP65, portalampada in ceramica con 
squadretta in metallo, lampadina orizzontale.

- 200 -
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ECOVIVI 500 - LANTERN COMPONENTS ECOVIVI 500

EV6.000

300

Dimensions and weight
Height: 300 mm
Width: 600 mm
Depth: 600 mm
Weight: 4,6 Kg (excluding electrical components)

Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,0982

GRAND SIZE
ECOVIVI 500

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear

ECOVIVI 500 E27 - E40 VERSION - COMPONENTS

ROOF made in shockproof resin material, one piece only, UV rays 
stabilized, rust and corrosion-free.

TETTO in un unico pezzo, realizzato in resina antiurto, 
stabilizzata ai raggi UV, inattaccabile da ruggine e corrosione.

Clear DIFFUSER with  at shape to avoid the skyward dispersion 
of the luminous  ux.

DIFFUSORE trasparente con con  gurazione piatta per evitare 
la dispersione verso il cielo del  usso luminoso.

Parabolic REFLECTOR made in anodized aluminium and 
 xed under the luminaries roof, to optimize the light ef  ciency 
performance and to allow a uniform light distribution.

PARABOLA ri  ettente realizzata in alluminio anodizzato  ssata 
sotto il tetto del diffusore per ottimizzare il rendimento luminoso e 
permettere una uniforme distribuzione della luce.

Decorative connection RING to be  xed on the luminaries 
diffuser.

ANELLO decorativo di connessione da  ssare sul diffusore 
dell’apparecchio.

VIVI500VIVI400 ECOVIVI500

GLS
SL
CFL

MBF

*WITH
  BALLAST

*WITHOUT
  BALLAST

SON

HQI

100W
25W
23W

E27
E27
E27

.E27

.E27

.E27

50W
80W
125W

E27
E27
E27

.M50

.M80

.M12

50W
70W

100W
150W

E27
E27
E40
E40

.S50

.S70

.S10

.S15

70W
100W
150W

E27
E40
E40

.H70

.H10

.H15

Lampholder Ref. Code

AVAILABLE LAMPS

POST HANGINGWALL

PUBLIC ZONE 1
1

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

480

Ø 60

High temperature resistant CEILING made in white polycarbonate 
(PC),UV rays stabilized, suitable for ballast  xation on its upper 
side and provided with E27 or E40 lampholder on its lower side, 
suitable to  x the bulb in horizontal position.

SOFFITTO realizzato in policarbonato bianco (PC) ad alta 
resistenza al calore, stabilizzato ai raggi UV, nella cui parte 
superiore vengono  ssati i reattori. 
Fornito completo di portalampada E27 o E40 atto a sostenere la 
lampadina in posizione orizzontale.

HORIZONTAL BULB

AGAINST LIGHT POLLUTION

E27 - E40 VERSION

PHOTOMETRIC DATA SAMPLE

ECOVIVI 500 clear HQI 150W.

POST height 5mt
10x10mt area: average 38 lux

The photometric data for all the versions are 
available upon request or on our website.
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GRAND SIZE
ECOVIVI 500 LED

Modern luminaries made in shockproof resin material, 
UV rays stabilized, rust and corrosion-free. Moulded 
colours in paste, no maintenance or painting required. 
Supplied with  at diffuser granting NO upward light 
emission. Equipped with long-life, powerful and 
ef  cient LED system available in 2 different wattage 
versions, to allow a uniform light distribution for a 
safer and more enjoyable night atmosphere. Modular 
construction suitable for post top, wall and hanging 
installation. Designed according to the international 
regulations against light pollution (standard UNI 
10819 - Installation area: ZONE 1). Insulation class 
II, Protection rating IP65.

Diffusore moderno realizzato in resina antiurto, 
stabilizzato ai raggi UV, inattaccabile da ruggine 
e corrosione. Colore stampato in pasta, non 
necessita di verniciatura. Fornito con diffusore piatto 
per garantire ZERO emissioni di luce verso l’alto. 
Provvisto di sistema a LED di lunga durata ed alta 
potenza disponibile in 2 diversi wattaggi, per 
permettere un’uniforme distribuzione della luce ed 
un’atmosfera notturna sicura e gradevole. Idoneo per 
il montaggio a palo, a sospensione o a parete. 
Progettato in ottemperanza alle norme internazionali 
contro l’inquinamento luminoso (standard UNI 
10819 - Area di installazione: ZONA 1).  
Classe di isolamento II, grado di protezione 
IP65.

- 202 -
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ECOVIVI 500 LED

Dimensions and weight
Height: 300 mm
Width: 600 mm
Depth: 600 mm
Weight: 4,6 Kg (excluding electrical components)

Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,0982

300

GRAND SIZE
ECOVIVI 500 LED

Grey

 Moulded colours: 

Glass: 
Black White

Clear

ECOVIVI 500 - LANTERN COMPONENTSECOVIVI 500 LED VERSION - COMPONENTS

High temperature resistant CEILING made in shockproof resin 
material and equipped with NINE long-life, powerful and ef  cient 
GX53 LED LAMPS available in 2 different wattage versions, 
for a total luminous  ux of 6.300 lm and 9.000 lm. Each lamp 
works independently and can be replaced individually, making 
very easy the luminaries maintenance.

SOFFITTO in resina antiurto ad alta resistenza al calore 
completo di NOVE LAMPADINE A LED GX53 di lunga 
durata ed alta potenza disponibile in 2 diversi wattaggi, 
per un  usso luminoso totale dell’apparecchio di 6.300 lm e 
9.000 lm. Ogni lampadina lavora in maniera indipendente e 
può essere singolarmente sostituita rendendo molto semplice la 
manutenzione dell’apparecchio.

ROOF made in shockproof resin material one piece only, UV rays 
stabilized, rust and corrosion-free.

TETTO in un unico pezzo, realizzato in resina antiurto, 
stabilizzata ai raggi UV, inattaccabile da ruggine e corrosione.

Decorative connection RING to be  xed on the luminaries 
diffuser.

ANELLO decorative di connessione da  ssare sul diffusore 
dell’apparecchio.

Clear DIFFUSER with  at shape to avoid the skyward dispersion 
of the luminous  ux.

DIFFUSORE trasparente con con  gurazione piatta per evitare 
la dispersione verso il cielo del  usso luminoso.

VIVI500VIVI400 ECOVIVI500

*CEILING WITH
9 GX53 LED LAMPS 

INCLUDED

9 x 7W
63W

6300 lm
GX53 .C9L

9 x 10W
90W

9000 lm
GX53 .D9L

Lampholder Ref. Code

*CEILING WITH
9 GX53 LED LAMPS 

INCLUDED

AVAILABLE LAMPS

POST HANGINGWALL

PUBLIC

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

6.300 20.000

HoursKelvinLumen100 lm/W

Power

63
9x7W

Watt

Ø 100mm

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

9.000 20.000

HoursKelvinLumen100 lm/W

Power

90
Watt

Ø 100mm

9x10W

GX53 LED VERSIONS

NEW

Lampholder GX53

EV6.000.C9L
EV6.000.D9L

63W
90W

10

20

20

20

20

20

20

20

20

20

20
20

20

20

30

30

30

30

30

30

30

30
30

30

40

40
40

40

40

40

40
40

40

50

50
50

50

50

50

50

60

60

60

60

6060

70
70

70

70

70

80
80

80
80

90

90

600

Ø 60

PHOTOMETRIC DATA SAMPLE - ECOVIVI 500 LED

9x10W GX53 LED

90W
(power consumption)

Area: 10x10mt
Height: 5mt

37 lux

HQI 150W

165W
(power consumption)

Area: 10x10mt
Height: 5mt

38 lux

ECOVIVI 500 E40

=

ZONE 1
1

SAVE

-45%
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0mt

A
K

IL
LE

 3
00

0
-3

50
0

-4
00

0

1mt

2mt

3mt

4mt

5mt

EV6.371.P10.D9L

EV6.371.P10

GRAND SIZE
EKTOR/ECOVIVI 500

EV6.129.D9L
0mt

EK
TO

R
 3

50
0

-4
00

0
-4

50
0

-5
00

0

1mt

2mt

3mt

4mt

5mt

Pag.364
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1030

4220
3720

1030

5220
4720

300

300

EKTOR 4500 
PILAR/ECOVIVI500 1L

EKTOR 5000 
PILAR/ECOVIVI500 1L

EV6.374.P10 EV6.377.P10
Pcs 1

Kg  51
mc  0,39

Pcs 1
Kg  48
mc  0,37

EKTOR 3500 
PILAR/ECOVIVI500 1L

EKTOR 4000 
PILAR/ECOVIVI500 1L

EV6.367.P10 EV6.371.P10
Pcs 1

Kg  45
mc  0,35

Pcs 1
Kg  42
mc  0,33

GRAND SIZE
EKTOR/ECOVIVI 500

VIVI500VIVI400 ECOVIVI500

ECOVIVI 500
EV6.000

Pcs 1
Kg  4,9
mc  0,06

600

410

600

410

*rope not included

NEW LOT/ECOVIVI500

MARIO/ECOVIVI500

EV6.115

EV6.129

Pcs 1
Kg  4,9
mc  0,09

Pcs 1
Kg  4,9
mc  0,09

4720
5220

1800

EKTOR 4500 PILAR/
ECOVIVI500 2L

EKTOR 5000 PILAR/
ECOVIVI500 2L

EV6.374.P20 EV6.377.P20
Pcs 1

Kg  58
mc  0,49

Pcs 1
Kg  55
mc  0,47

EKTOR 4000 
PILAR/ECOVIVI500 2L

EKTOR 3500 
PILAR/ECOVIVI500 2L

EV6.371.P20EV6.367.P20

1800

4220
3720

Pcs 1
Kg  49
mc  0,43

Pcs 1
Kg  52

mc  0,45

Ø 60
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GRAND SIZE
AKILLE/ECOVIVI 500

0mt

A
K

IL
LE

 3
50

0
-4

00
0

-4
50

0
-5

00
0

1mt

2mt

3mt

4mt

5mt

EV6.421.P10.D9L

EV6.421.P20

EV6.253.D9L
Pag.364
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GRAND SIZE
AKILLE/ECOVIVI 500

VIVI500VIVI400 ECOVIVI500

4720
5220

1800

1030

4220

1030

5220
4720

AKILLE 4500 PILAR/
ECOVIVI500 2L

AKILLE 4500 
PILAR/ECOVIVI500 1L

AKILLE 5000 PILAR/
ECOVIVI500 2L

AKILLE 5000 
PILAR/ECOVIVI500 1L

EV6.424.P20EV6.424.P10 EV6.427.P20EV6.427.P10
Pcs 1

Kg  58
mc  0,49

Pcs 1
Kg  51

mc  0,39

Pcs 1
Kg  55
mc  0,47

Pcs 1
Kg  48
mc  0,37

Pcs 1
Kg  49
mc  0,43

Pcs 1
Kg  45

mc  0,35

Pcs 1
Kg  52

mc  0,45

AKILLE 3500 
PILAR/ECOVIVI500 1L

AKILLE 4000 
PILAR/ECOVIVI500 1L

AKILLE 4000 
PILAR/ECOVIVI500 2L

AKILLE 3500 
PILAR/ECOVIVI500 2L

EV6.417.P10 EV6.421.P10 EV6.421.P20EV6.417.P20
Pcs 1
Kg  42
mc  0,33

920

400

PILAR/ECOVIVI500
EV6.253

Pcs 1
Kg  7,7
mc  0,11

1800

4220
4220
3720

4220
3720
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GRAND SIZE
VIVI 500

Modern luminaries made in shockproof 
resin material, UV rays stabilized, rust and 
corrosion-free. Moulded colours in paste, no 
maintenance or painting required. Provided 
with high temperature resistant ceiling suitable 
for ballast  xation and with aluminium re  ector 
to optimize the light distribution. Modular 
construction suitable for post top, wall and 
hanging installation. 
Designed according to the international 
regulations against light pollution (standard 
UNI 10819). 
Insulation class II, Protection rating IP65.

Diffusore moderno realizzato in resina 
antiurto, stabilizzato ai raggi UV, inattaccabile 
da ruggine e corrosione. Colore stampato in 
pasta, non necessita di verniciatura. Fornito 
con sof  tto ad alta resistenza al calore per il 
 ssaggio dei reattori e provvisto di parabola 
ri  ettente in alluminio. Idoneo per il montaggio 
a palo, a sospensione o a parete. 
Progettato in ottemperanza alle norme 
internazionali contro l’inquinamento luminoso 
(standard UNI 10819). 
Classe di isolamento II, grado 
di protezione IP65.

- 208 -
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VIVI 500

V60.000

Dimensions and weight
Height: 600 mm
Width: 600 mm
Depth: 600 mm
Weight: 7,1 Kg (excluding electrical components)

Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,1932

600

GRAND SIZE
VIVI 500

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSVIVI 500 E27 - E40 VERSION - COMPONENTS

Parabolic REFLECTOR made in anodized aluminium and 
 xed under the luminaries roof, to optimize the light ef  ciency 
performance and to allow a uniform light distribution.

PARABOLA ri  ettente realizzata in alluminio anodizzato  ssata 
sotto il tetto del diffusore per ottimizzare il rendimento luminoso e 
permettere una uniforme distribuzione della luce.

Decorative connection RING to be  xed on the luminaries 
diffuser.

ANELLO decorativo di connessione da  ssare sul diffusore 
dell’apparecchio.

ROOF made in shockproof resin material, one piece only, 
UV rays stabilized, rust and corrosion-free.

TETTO in un unico pezzo, realizzato in resina antiurto, 
stabilizzata ai raggi UV, inattaccabile da ruggine e corrosione.

Luminaries DIFFUSER of UV rays stabilized polymethylmethacrilate 
(PMMA), one piece only, available in clear or opal colour.

DIFFUSORE realizzato in polimetilmetacrilato (PMMA), 
stabilizzato ai raggi UV, un pezzo unico, disponibile in colore 
trasparente o opale.

VIVI500VIVI400 ECOVIVI500

GLS
SL
CFL

MBF

*WITH
  BALLAST

*WITHOUT
  BALLAST

SON

HQI

100W
25W
23W

E27
E27
E27

.E27

.E27

.E27

50W
80W
125W

E27
E27
E27

.M50

.M80

.M12

50W
70W

100W
150W

E27
E27
E40
E40

.S50

.S70

.S10

.S15

70W
100W
150W

E27
E40
E40

.H70

.H10

.H15

Lampholder Ref. Code

AVAILABLE LAMPS

POST HANGINGWALL

PUBLIC

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

600

Ø 60

High temperature resistant CEILING made in white polycarbonate 
(PC),UV rays stabilized, suitable for ballast  xation on its upper 
side and provided with E27 or E40 lampholder on its lower side, 
suitable to  x the bulb in horizontal position.

SOFFITTO realizzato in policarbonato bianco (PC) ad alta 
resistenza al calore, stabilizzato ai raggi UV, nella cui parte 
superiore vengono  ssati i reattori. 
Fornito completo di portalampada E27 o E40 atto a sostenere la 
lampadina in posizione orizzontale.

HORIZONTAL BULB

AGAINST LIGHT POLLUTION

E27 - E40 VERSION

PHOTOMETRIC DATA SAMPLE

VIVI 500 clear HQI 150W.

POST height 5mt
10x10mt area: average 35 lux

The photometric data for all the versions are 
available upon request or on our website.
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Modern luminaries made in shockproof 
resin material, UV rays stabilized, rust and 
corrosion-free. Moulded colours in paste, no 
maintenance or painting required. Equipped 
with long-life, powerful and ef  cient LED system 
available in 2 different wattage versions, to 
allow a uniform light distribution for a safer 
and more enjoyable night atmosphere. 
Modular construction suitable for post top, 
wall and hanging installation.
Designed according to the international 
regulations against light pollution (standard 
UNI 10819). 
Insulation class II, Protection rating IP65.

Diffusore moderno realizzato in resina 
antiurto, stabilizzato ai raggi UV, inattaccabile 
da ruggine e corrosione. Colore stampato in 
pasta, non necessita di verniciatura. Provvisto 
di sistema a LED di lunga durata ed alta 
potenza disponibile in 2 diversi wattaggi, 
per permettere un’uniforme distribuzione 
della luce ed un’atmosfera notturna sicura 
e gradevole. Idoneo per il montaggio a 
palo, a sospensione o a parete. Progettato 
in ottemperanza alle norme internazionali 
contro l’inquinamento luminoso (standard 
UNI 10819). 
Classe di isolamento II, grado 
di protezione IP65.

GRAND SIZE
VIVI 500 LED

- 210 -
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VIVI 500 LED

Dimensions and weight
Height: 600 mm
Width: 600 mm
Depth: 600 mm
Weight: 7,1 Kg (excluding electrical components)

Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,1932

600

GRAND SIZE
VIVI 500 LED

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSVIVI 500 LED VERSION - COMPONENTS

High temperature resistant CEILING made in shockproof resin 
material and equipped with NINE long-life, powerful and ef  cient 
GX53 LED LAMPS available in 2 different wattage versions, 
for a total luminous  ux of 6.300 lm and 9.000 lm. Each lamp 
works independently and can be replaced individually, making 
very easy the luminaries maintenance.

SOFFITTO in resina antiurto ad alta resistenza al calore 
completo di NOVE LAMPADINE A LED GX53 di lunga 
durata ed alta potenza disponibile in 2 diversi wattaggi, 
per un  usso luminoso totale dell’apparecchio di 6.300 lm e 
9.000 lm. Ogni lampadina lavora in maniera indipendente e 
può essere singolarmente sostituita rendendo molto semplice la 
manutenzione dell’apparecchio.

ROOF made in shockproof resin material one piece only, UV rays 
stabilized, rust and corrosion-free.

TETTO in un unico pezzo, realizzato in resina antiurto, 
stabilizzata ai raggi UV, inattaccabile da ruggine e corrosione.

Decorative connection RING to be  xed on the luminaries 
diffuser.

ANELLO decorativo di connessione da  ssare sul diffusore 
dell’apparecchio.

Luminaries DIFFUSER of UV rays stabilized polymethylmethacrilate 
(PMMA), one piece only, available in clear or opal colour.

DIFFUSORE realizzato in polimetilmetacrilato (PMMA) 
stabilizzato ai raggi UV, disponibile in colore trasparente o 
opale.

VIVI500VIVI400 ECOVIVI500

*CEILING WITH
9 GX53 LED LAMPS 

INCLUDED

9 x 7W
63W

6300 lm
GX53 .C9L

9 x 10W
90W

9000 lm
GX53 .D9L

Lampholder Ref. Code

*CEILING WITH
9 GX53 LED LAMPS 

INCLUDED

AVAILABLE LAMPS

POST HANGINGWALL

PUBLIC

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

6.300 20.000

HoursKelvinLumen100 lm/W

Power

63
9x7W

Watt

Ø 100mm

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

9.000 20.000

HoursKelvinLumen100 lm/W

Power

90
Watt

Ø 100mm

9x10W

GX53 LED VERSIONS

NEW

Lampholder GX53

V60.000.C9L
V60.000.D9L

63W
90W

10

20

20

20

20

20

20

20

20

20

20
20

20

20

30

30

30

30

30

30

30

30
30

30

40

40
40

40

40

40

40
40

40

50

50
50

50

50

50

50

60

60

60

60

6060

70
70

70

70

70

80
80

80
80

90

90

600

Ø 60

PHOTOMETRIC DATA SAMPLE - VIVI 500 LED

9x10W GX53 LED

90W
(power consumption)

Area: 10x10mt
Height: 5mt

34 lux

HQI 150W

165W
(power consumption)

Area: 10x10mt
Height: 5mt

35 lux

VIVI 500 E40

=

ZONE 2
2

SAVE

-45%
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GRAND SIZE
EKTOR/VIVI 500

V60.371.P20.D9L

V60.371.P10

0mt

EK
TO

R
 3

50
0

-4
00

0
-4

50
0

-5
00

0

1mt

2mt

3mt

4mt

5mt

Pag.364
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EKTOR 4500 
PILAR/VIVI500 1L

EKTOR 5000 
PILAR/VIVI500 1L

V60.374.P10 V60.377.P10
Pcs 1
Kg  54,3
mc  0,43

Pcs 1
Kg  51,3
mc  0,40

EKTOR 4000 PILAR/VIVI500 1L
V60.371.P10

Pcs 1
Kg  48,3
mc  0,37

1030

4220

1030

5220
4720

GRAND SIZE
EKTOR/VIVI 500

VIVI500VIVI400 ECOVIVI500

EKTOR 4500 PILAR/
VIVI500 2L

EKTOR 5000 PILAR/
VIVI500 2L

V60.374.P20 V60.377.P20
Pcs 1

Kg  63,2
mc  0,60

Pcs 1
Kg  60,2
mc  0,57

Pcs 1
Kg  57,2
mc  0,54

EKTOR 4000 PILAR/VIVI500 2L
V60.371.P20

1800

4220

1800

5220
4720

600

600

VIVI500
V60.000

Pcs 1
Kg  7,1
mc  0,10

Ø 60
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GRAND SIZE
AKILLE/VIVI 500

V60.421.P20

V60.115.D9L

V60.129.D9L

V60.253

0mt

A
K

IL
LE

 4
00

0
-4

50
0

-5
00

0

1mt

2mt

3mt

4mt

5mt

Pag.364
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GRAND SIZE
AKILLE/VIVI 500

VIVI500VIVI400 ECOVIVI500

AKILLE 4500 PILAR/
VIVI500 2L

AKILLE 4500 
PILAR/VIVI500 1L

AKILLE 5000 PILAR/
VIVI500 2L

AKILLE 5000 
PILAR/VIVI500 1L

V60.424.P20V60.424.P10 V60.427.P20V60.427.P10
Pcs 1

Kg  63,2
mc  0,60

Pcs 1
Kg  54,3
mc  0,43

Pcs 1
Kg  60,2
mc  0,57

Pcs 1
Kg  51,3
mc  0,40

Pcs 1
Kg  57,2
mc  0,54

AKILLE 4000 PILAR/VIVI500 1L AKILLE 4000 PILAR/VIVI500 2L
V60.421.P10 V60.421.P20

Pcs 1
Kg  48,3
mc  0,37

4720
5220

1800

1030

4220

1030

5220
4720

1800

4220

920

650

PILAR/VIVI500
V60.253

Pcs 1
Kg  12,3
mc  0,15

600

710

600

600

*rope not included

NEW LOT/VIVI500

MARIO/VIVI500

V60.115

V60.129

Pcs 1
Kg  8,7
mc  0,13

Pcs 1
Kg  7,5
mc  0,11
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GRAND SIZE
BEPPE 500

Modern luminaries made in shockproof 
resin material, UV rays stabilized, rust and 
corrosion-free. Moulded colours in paste, no 
maintenance or painting required. Provided 
with high temperature resistant ceiling suitable 
for ballast  xation and with aluminium 
re  ector to optimize the light distribution. 
Modular construction suitable for post top and 
wall installation.
Designed according to the international 
regulations against light pollution (standard 
UNI 10819). 
Insulation class II, Protection rating IP65.

Diffusore moderno realizzato in resina 
antiurto, stabilizzato ai raggi UV, inattaccabile 
da ruggine e corrosione. Colore stampato in 
pasta, non necessita di verniciatura. Fornito 
con sof  tto ad alta resistenza al calore per il 
 ssaggio dei reattori e provvisto di parabola 
ri  ettente in alluminio. Idoneo per il montaggio 
a palo e a parete. 
Progettato in ottemperanza alle norme 
internazionali contro l’inquinamento 
luminoso (standard UNI 10819). 
Classe di isolamento II, grado 
di protezione IP65.

- 216 -
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BEPPE 500

P60.000

Dimensions and weight
Height: 850 mm
Width: 600 mm
Depth: 600 mm
Weight: 8,9 Kg (excluding electrical components)

Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,246

850

GRAND SIZE
BEPPE 500

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSBEPPE 500 E27 - E40 VERSION - COMPONENTS

CAGE for post top installation and connection ring with 
aerodynamic properties to be  xed on the luminaries diffuser.

BIPODE completo di anello decorativo di connessione con 
proprietà aerodinamiche, su cui viene  ssato il diffusore 
dell’apparecchio.

Parabolic REFLECTOR made in anodized aluminium and 
 xed under the luminaries roof, to optimize the light ef  ciency 
performance and to allow a uniform light distribution.

PARABOLA ri  ettente realizzata in alluminio anodizzato  ssata 
sotto il tetto del diffusore per ottimizzare il rendimento luminoso e 
permettere una uniforme distribuzione della luce.

Luminarie DIFFUSER of UV rays stabilized polymethylmethacrilate 
(PMMA), one piece only, available in clear or opal colour.

DIFFUSORE realizzato in polimetilmetacrilato (PMMA), 
stabilizzato ai raggi UV, un pezzo unico, disponibile in colore 
trasparente o opale.

BEPPE500

GLS
SL
CFL

MBF

*WITH
  BALLAST

*WITHOUT
  BALLAST

SON

HQI

100W
25W
23W

E27
E27
E27

.E27

.E27

.E27

50W
80W
125W

E27
E27
E27

.M50

.M80

.M12

50W
70W

100W
150W

E27
E27
E40
E40

.S50

.S70

.S10

.S15

70W
100W
150W

E27
E40
E40

.H70

.H10

.H15

Lampholder Ref. Code

AVAILABLE LAMPS

POST WALL

PUBLIC

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

600

Ø 60
High temperature resistant CEILING made in white polycarbonate 
(PC),UV rays stabilized, suitable for ballast  xation on its upper 
side and provided with E27 or E40 lampholder on its lower side, 
suitable to  x the bulb in horizontal position.

SOFFITTO realizzato in policarbonato bianco (PC) ad alta 
resistenza al calore, stabilizzato ai raggi UV, nella cui parte 
superiore vengono  ssati i reattori. 
Fornito completo di portalampada E27 o E40 atto a sostenere la 
lampadina in posizione orizzontale.

PHOTOMETRIC DATA SAMPLE

BEPPE 500 clear HQI 150W.

POST height 5mt
10x10mt area: average 31 lux

The photometric data for all the versions are 
available upon request or on our website.

10

15

20

25

25

25

30

30

30

30

35

35

35

35

35

35

35

35
35

35

40

40 40

40

40

40

40
40

40

45

45 45

45

45

4545

45

50
50 50

50

50

50

50

55 55
55

55

55

55

60

60

60

60

ZONE 2
2

HORIZONTAL BULB

AGAINST LIGHT POLLUTION

E27 - E40 VERSION

ROOF complete with decorative pinnacle made in shockproof 
resin material, UV rays stabilized, rust and corrosion-free.

TETTO completo di pinnacolo decorativo, realizzato in resina 
antiurto, stabilizzato ai raggi UV, inattaccabile da ruggine e 
corrosione.
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GRAND SIZE
BEPPE 500 LED

Modern luminaries made in shockproof resin 
material, UV rays stabilized, rust and corrosion-
free. Moulded colours in paste, no maintenance 
or painting required. Equipped with long-life, 
powerful and ef  cient LED system available in 2 
different wattage versions, to allow a uniform light 
distribution for a safer and more enjoyable night 
atmosphere. Modular construction suitable for post 
top and wall installation.
Designed according to the international regulations 
against light pollution (standard UNI 10819). 
Insulation class II, Protection rating IP65.

Diffusore moderno realizzato in resina antiurto, 
stabilizzato ai raggi UV, inattaccabile da ruggine 
e corrosione. Colore stampato in pasta, non 
necessita di verniciatura. Provvisto di sistema a 
LED di lunga durata ed alta potenza disponibile 
in 2 diversi wattaggi, per permettere un’uniforme 
distribuzione della luce ed un’atmosfera notturna 
sicura e gradevole. Idoneo per il montaggio a 
palo o a parete. Progettato in ottemperanza alle 
norme internazionali contro l’inquinamento 
luminoso (standard UNI 10819). 
Classe di isolamento II, grado 
di protezione IP65.
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BEPPE 500 LED

Dimensions and weight
Height: 850 mm
Width: 600 mm
Depth: 600 mm
Weight: 8 Kg (excluding electrical components)

Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,246

850

BEPPE 500 LED - LANTERN COMPONENTS

GRAND SIZE
BEPPE 500 LED

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSBEPPE 500 LED VERSION - COMPONENTS

CAGE for post top installation complete with connection ring 
(one piece only) to be  xed on the luminaries diffuser.

BIPODE in un unico pezzo completo di anello di connessione 
da  ssare sul diffusore dell’apparecchio.

High temperature resistant CEILING made in shockproof resin 
material and equipped with NINE long-life, powerful and ef  cient 
GX53 LED LAMPS available in 2 different wattage versions, 
for a total luminous  ux of 6.300 lm and 9.000 lm. Each lamp 
works independently and can be replaced individually, making 
very easy the luminaries maintenance.

SOFFITTO in resina antiurto ad alta resistenza al calore 
completo di NOVE LAMPADINE A LED GX53 di lunga 
durata ed alta potenza disponibile in 2 diversi wattaggi, 
per un  usso luminoso totale dell’apparecchio di 6.300 lm e 
9.000 lm. Ogni lampadina lavora in maniera indipendente e 
può essere singolarmente sostituita rendendo molto semplice la 
manutenzione dell’apparecchio.

ROOF complete with decorative pinnacle made in shockproof 
resin material one piece only, UV rays stabilized, rust and 
corrosion-free.

TETTO completo di pinnacolo decorativo  in un unico 
pezzo, realizzato in resina antiurto, stabilizzata ai raggi UV, 
inattaccabile da ruggine e corrosione

Luminaries DIFFUSER of UV rays  stabilized polymethylmethacrilate 
(PMMA), one piece only, available in clear or opal colour.

DIFFUSORE realizzato in polimetilmetacrilato (PMMA) 
stabilizzato ai raggi UV, disponibile in colore trasparente o 
opale.

BEPPE500

*CEILING WITH
9 GX53 LED LAMPS 

INCLUDED

9 x 7W
63W

6300 lm
GX53 .C9L

9 x 10W
90W

9000 lm
GX53 .D9L

Lampholder Ref. Code

*CEILING WITH
9 GX53 LED LAMPS 

INCLUDED

AVAILABLE LAMPS

POST WALL

PUBLIC

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

6.300 20.000

HoursKelvinLumen100 lm/W

Power

63
9x7W

Watt

Ø 100mm

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

9.000 20.000

HoursKelvinLumen100 lm/W

Power

90
Watt

Ø 100mm

9x10W

GX53 LED VERSIONS

NEW

Lampholder GX53

P60.000.C9L
P60.000.D9L

63W
90W

15

15

15

20

20

20

20

20

20

20

20

20

25

25

25

25

25

25

25

25

25

25

25

30

30

30

30

30

30

30

30

30

30

35

35

35

35

35

35

35

35

35

40

40

40

40

40

40

4040

40

45

45
45

45

45

4545

50

50

50

50

50

50

50

50

600

Ø 60

PHOTOMETRIC DATA SAMPLE - BEPPE 500 LED

9x10W GX53 LED

90W
(power consumption)

Area: 10x10mt
Height: 5mt

31 lux

HQI 150W

165W
(power consumption)

Area: 10x10mt
Height: 5mt

31 lux

BEPPE 500 E40

=

ZONE 2
2

SAVE

-45%
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GRAND SIZE
EKTOR/BEPPE 500

P60.371

P60.371.D9L

P60.115.D9L

0mt EK
TO

R
 3

00
0

-3
50

0
-4

00
0

-4
50

0
-5

00
0

1mt

2mt

3mt

4mt

5mt

Pag.364
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5235

600

4235

600

EKTOR 3000/
BEPPE500

EKTOR 3500/
BEPPE500

EKTOR 4000/
BEPPE500

EKTOR 4500/
BEPPE500

EKTOR 5000/BEPPE500

P60.364.000 P60.367.000P60.371.000 P60.374.000
P60.377.000

Pcs 1
Kg  39,8
mc  0,38

Pcs 1
Kg  42,8
mc  0,40

Pcs 1
Kg  45,8
mc  0,43

Pcs 1
Kg  48,8
mc  0,46

Pcs 1
Kg  51,8
mc  0,48

5735

600

GRAND SIZE
EKTOR/BEPPE 500

BEPPE500

600

850

BEPPE500
P60.000

Pcs 1
Kg  8,9
mc  0,20

600

960

NEW LOT/BEPPE500
P60.115

Pcs 1
Kg  9,1
mc  0,21

4235

3735

5235

4735

Ø 60
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GRAND SIZE
AKILLE/BEPPE 500

P60.417

P60.253.D9L

0mt A
K

IL
LE

 3
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0
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4235

600

5235

600

AKILLE 3000/
BEPPE500

AKILLE 3500/
BEPPE500

AKILLE 4000/
BEPPE500

AKILLE 4500/
BEPPE500

AKILLE 5000/BEPPE500

P60.414.000 P60.417.000P60.421.000 P60.424.000
P60.427.000

Pcs 1
Kg  39,8
mc  0,38

Pcs 1
Kg  42,8
mc  0,40

Pcs 1
Kg  45,8
mc  0,43

Pcs 1
Kg  48,8
mc  0,46

Pcs 1
Kg  51,8
mc  0,48

5735

600

GRAND SIZE
AKILLE/BEPPE 500

BEPPE500

1250

920

PILAR/BEPPE500
P60.253

Pcs 1
Kg  11,4
mc  0,24

4235

3735

5235

4735
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GRAND SIZE
REMO 500

Modern luminaries made in shockproof 
resin material, UV rays stabilized, rust 
and corrosion-free. Moulded colours 
in paste, no maintenance or painting 
required. Provided with aluminium 
re  ector to optimize the light distribution 
and equipped with base prepared for 
ballast and breaklight  xation. Modular 
construction suitable for post top and 
wall installation. 
Insulation class II, Protection rating IP65.

Diffusore moderno realizzato in resina 
antiurto, stabilizzato ai raggi UV, 
inattaccabile da ruggine e corrosione. 
Colore stampato in pasta, non necessita 
di verniciatura. Provvisto di parabola 
ri  ettente in alluminio e di base 
predisposta per il  ssaggio dei reattori e 
del frangiluce. Idoneo per il montaggio 
a palo e a parete. Classe di isolamento 
II, grado di protezione IP65.

- 224 -
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REMO 500

R60.000

Dimensions and weight
Height: 850 mm
Width: 600 mm
Depth: 600 mm
Weight: 8,5 Kg (excluding electrical components)

Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,238

850

GRAND SIZE
REMO 500

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSREMO 500 E27 - E40 VERSION - COMPONENTS

Parabolic REFLECTOR made in anodized aluminium and 
 xed under the luminaries roof, to optimize the light ef  ciency 
performance and to allow a uniform light distribution.

PARABOLA ri  ettente realizzata in alluminio anodizzato  ssata 
sotto il tetto del diffusore per ottimizzare il rendimento luminoso e 
permettere una uniforme distribuzione della luce.

Decorative connection RING to be  xed on the luminaries 
diffuser.

ANELLO decorativo di connessione da  ssare sul diffusore 
dell’apparecchio.

Luminaries DIFFUSER of UV rays stabilized polymethylmethacrilate 
(PMMA), one piece only, available in clear or opal colour.

DIFFUSORE realizzato in polimetilmetacrilato (PMMA), 
stabilizzato ai raggi UV, un pezzo unico, disponibile in colore 
trasparente o opale.

Luminaries BASE, made in shockproof resin material, UV rays 
stabilized, rust and corrosion-free, consisting of a support and 
of a cover suitable for electrical accessories  xation on its lower 
side and provided with E27 or E40 lampholder on its upper 
side. A rubber gasket warranties the protection of the electrical 
accessories seat from external agents.

BASE dell’apparecchio, realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine e corrosione. Composta da 
un supporto e da un coperchio nella cui parte inferiore possono 
essere  ssati gli accessori elettrici e nella cui parte superiore 
si trova l’alloggiamento per il portalampada E27 o E40 
(incluso). Una guarnizione in gomma garantisce la protezione 
dell’alloggiamento degli accessori elettrici dagli agenti esterni.

Chrome aluminium BREAKLIGHT with a laminar symmetrical 
optic system to direct the lighting output and to get a lower 
dazzle (optional).

FRANGILUCE in alluminio cromato con sistema ottico lamellare 
a ripartizione simmetrica per orientare il fascio di luce e ridurre 
l’abbagliamento (opzionale).

REMO500 GINO500GINO400REMO400

GLS
SL
CFL

MBF

*WITH
  BALLAST

*WITHOUT
  BALLAST

SON

HQI

100W
25W
23W

E27
E27
E27

.E27

.E27

.E27

50W
80W
125W

E27
E27
E27

.M50

.M80

.M12

50W
70W

100W
150W

E27
E27
E40
E40

.S50

.S70

.S10

.S15

70W
100W
150W

E27
E40
E40

.H70

.H10

.H15

Lampholder Ref. Code

chrome breaklight H.FC6

AVAILABLE LAMPS

POST WALL

PUBLIC

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

CHROME ALUMINIUM 
BREAKLIGHT

H.FC6

Ø 90

220

600

Ø 60

PHOTOMETRIC DATA SAMPLE

REMO 500 clear HQI 150W.

POST height 5mt
10x10mt area: average 19 lux

The photometric data for all the versions are 
available upon request or on our website.

13

13

15

15

15
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15

18

18

18
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18

18

20

20

20
20

20

20

20

20

20

23

23 23

23
23

23

23

23
23

25

25

ROOF complete with decorative pinnacle made in shockproof 
resin material, UV rays stabilized, rust and corrosion-free.

TETTO completo di pinnacolo decorativo, realizzato in resina 
antiurto, stabilizzato ai raggi UV, inattaccabile da ruggine e 
corrosione.

modern range.indd   225 20/03/2012   14:56:55



- 226 -

C
O

M
PA

N
Y

G
A

RD
EN

U
RB

A
N

 C
LA

SS
IC

U
RB

A
N

 M
O

D
ER

N
RE

FE
RE

N
C

ES
BU

LK
H

EA
D

PO
ST

BO
LL

A
RD

S
RE

C
ES

SE
D 

&
 S

U
RF

AC
E

GRAND SIZE
REMO 500 LED

Modern luminaries made in shockproof 
resin material, UV rays stabilized, rust and 
corrosion-free. Moulded colours in paste, no 
maintenance or painting required. Equipped 
with long-life, powerful and ef  cient LED system 
available in 2 different wattage versions, to 
allow a uniform light distribution for a safer 
and more enjoyable night atmosphere. 
Modular construction suitable for post top and 
wall installation. 
Insulation class II, Protection rating IP65.

Diffusore moderno realizzato in resina 
antiurto, stabilizzato ai raggi UV, inattaccabile 
da ruggine e corrosione. Colore stampato in 
pasta, non necessita di verniciatura. Provvisto 
di sistema a LED di lunga durata ed alta 
potenza disponibile in 2 diversi wattaggi, per 
permettere un’uniforme distribuzione della 
luce ed un’atmosfera notturna sicura e 
gradevole. Idoneo per il montaggio 
a palo e a parete. Classe di 
isolamento II, grado 
di protezione IP65.
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REMO 500 LED

Dimensions and weight
Height: 850 mm
Width: 600 mm
Depth: 600 mm
Weight: 8,5 Kg (excluding electrical components)

Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,238

850

GRAND SIZE
REMO 500 LED

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSREMO 500 - COMPONENTSECOVIVI 500 - LANTERN COMPONENTSREMO 500 LED VERSION - COMPONENTS

REMO500 GINO500GINO400REMO400

*CEILING WITH
9 GX53 LED LAMPS 

INCLUDED

9 x 7W
63W

6300 lm
GX53 .C9L

9 x 10W
90W

9000 lm
GX53 .D9L

Lampholder Ref. Code

*CEILING WITH
9 GX53 LED LAMPS 

INCLUDED

AVAILABLE LAMPS

POST WALL

PUBLIC

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

6.300 20.000

HoursKelvinLumen100 lm/W

Power

63
9x7W

Watt

Ø 100mm

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

9.000 20.000

HoursKelvinLumen100 lm/W

Power

90
Watt

Ø 100mm

9x10W

GX53 LED VERSIONS

NEW

Lampholder GX53

ROOF complete with decorative pinnacle made in shockproof 
resin material, UV rays stabilized, rust and corrosion-free.

TETTO completo di pinnacolo decorativo, realizzato in resina 
antiurto, stabilizzata ai raggi UV, inattaccabile da ruggine e 
corrosione.

Decorative connection RING to be  xed on the luminaries 
diffuser.

ANELLO decorativo di connessione da  ssare sul diffusore 
dell’apparecchio.

Luminaries DIFFUSER of UV rays stabilized polymethylmethacrilate 
(PMMA), one piece only, available in clear or opal colour.

DIFFUSORE realizzato in polimetilmetacrilato (PMMA) 
stabilizzato ai raggi UV, disponibile in colore trasparente o 
opale.

Luminaries BASE made in shockproof resin material consisting 
of a support for post top installation and of a white resin 
CONE REFLECTOR, to direct downwards the lighting output. 
A rubber gasket warranties the protection from external agents.

BASE dell’apparecchio realizzata in resina antiurto composta 
da un supporto per permettere il  ssaggio dell’apparecchio a 
palo e da un CONO ri  ettente in resina bianca per indirizzare 
verso il basso il  usso luminoso. Una guarnizione in gomma 
siliconica garantisce la protezione dagli agenti esterni.

High temperature resistant CEILING made in shockproof resin 
material and equipped with NINE long-life, powerful and 
ef  cient GX53 LED LAMPS available in 2 different wattage 
versions, for a total luminous  ux of 6.300 lm and 9.000 
lm. Each lamp works independently and can be replaced 
individually, making very easy the luminaries maintenance.

SOFFITTO iin resina antiurto ad alta resistenza al calore 
completo di NOVE LAMPADINE A LED GX53 di lunga 
durata ed alta potenza disponibile in 2 diversi wattaggi, 
per un  usso luminoso totale dell’apparecchio di 6.300 lm e 
9.000 lm. Ogni lampadina lavora in maniera indipendente e 
può essere singolarmente sostituita rendendo molto semplice 
la manutenzione dell’apparecchio.

R60.000.C9L
R60.000.D9L

63W
90W

15

15

15

20

20

20

20

20

20

20

20

20

25

25

25

25

25

25

25

25

25

25

25

30

30

30

30

30

30

30

30

30

30

35

35

35

35

35

35

35

35

35

40

40

40

40

40

40

4040

40

45

45
45

45

45

4545

50

50

50

50

50

50

50

50

600

Ø 60

PHOTOMETRIC DATA SAMPLE - REMO 500 LED

9x7W GX53 LED

63W
(power consumption)

Area: 10x10mt
Height: 5mt

20 lux

HQI 150W

165W
(power consumption)

Area: 10x10mt
Height: 5mt

19 lux

REMO 500 E40

=

SAVE

-62%
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GRAND SIZE
EKTOR/REMO 500

R60.371.D9L

R60.374.D9L

0mt EK
TO

R
 3

00
0

-3
50

0
-4

00
0

-4
50

0
-5

00
0

1mt

2mt

3mt

4mt

5mt

Pag.364
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600

5735

600

5235

600

4235

EKTOR 3000/
REMO500

EKTOR 3500/
REMO500

EKTOR 4000/
REMO500

EKTOR 4500/
REMO500

EKTOR 5000/REMO500

R60.364.000 R60.367.000R60.371.000 R60.374.000
R60.377.000

Pcs 1
Kg  38,5
mc  0,28

Pcs 1
Kg  41,5
mc  0,31

Pcs 1
Kg  44,5
mc  0,33

Pcs 1
Kg  47,5
mc  0,36

Pcs 1
Kg  50,5
mc  0,39

GRAND SIZE
EKTOR/REMO 500

REMO500 GINO500GINO400REMO400

920

850

REMO500
R60.000

Pcs 1
Kg  11,5
mc  0,14

4235

3735

5235

4735

Ø 60
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GRAND SIZE
AKILLE/REMO 500

R60.421.D9L

R60.253

R60.115

0mt A
K

IL
LE

 3
00

0
-3

50
0

-4
00

0
-4

50
0

-5
00

0

1mt

2mt

3mt

4mt

5mt

Pag.364
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600

5735

600

5235

600

4235

AKILLE 3000/
REMO500

AKILLE 3500/
REMO500

AKILLE 4000/
REMO500

AKILLE 4500/
REMO500

AKILLE 5000/REMO500

R60.414.000 R60.417.000R60.421.000 R60.424.000
R60.427.000

Pcs 1
Kg  38,5
mc  0,28

Pcs 1
Kg  41,5
mc  0,31

Pcs 1
Kg  44,5
mc  0,33

Pcs 1
Kg  47,5
mc  0,36

Pcs 1
Kg  50,5
mc  0,39

GRAND SIZE
AKILLE/REMO 500

REMO500 GINO500GINO400REMO400

1250

920

PILAR/REMO500
R60.253

Pcs 1
Kg  11,5
mc  0,14

4235

3735

5235

4735

960

600

NEW LOT/REMO500
R60.115

Pcs 1
Kg  9,2
mc  0,12
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GRAND SIZE
GINO 500

Modern luminaries made in shockproof 
resin material, UV rays stabilized, rust 
and corrosion-free. Moulded colours 
in paste, no maintenance or painting 
required. Provided with aluminium 
re  ector to optimize the light distribution 
and equipped with base prepared for 
ballast and breaklight  xation. Modular 
construction suitable for post top and 
wall installation. 
Insulation class II, Protection rating IP65.

Diffusore moderno realizzato in resina 
antiurto, stabilizzato ai raggi UV, 
inattaccabile da ruggine e corrosione. 
Colore stampato in pasta, non necessita 
di verniciatura. Provvisto di parabola 
ri  ettente in alluminio e di base 
predisposta per il  ssaggio dei reattori e 
del frangiluce. Idoneo per il montaggio 
a palo e a parete. Classe di isolamento 
II, grado di protezione IP65.

- 232 -
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GINO 500

F60.000

Dimensions and weight
Height: 850 mm
Width: 600 mm
Depth: 600 mm
Weight: 8,5 Kg (excluding electrical components)

Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,262

850

GRAND SIZE
GINO 500

Grey

 Moulded colours: 

Diffuser PMMA: 

Diffuser PMMA:

Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSGINO 500 E27 - E40 VERSION - COMPONENTS

Parabolic REFLECTOR made in anodized aluminium and 
 xed under the luminaries roof, to optimize the light ef  ciency 
performance and to allow a uniform light distribution.

PARABOLA ri  ettente realizzata in alluminio anodizzato  ssata 
sotto il tetto del diffusore per ottimizzare il rendimento luminoso e 
permettere una uniforme distribuzione della luce.

Decorative connection RING to be  xed on the luminaries 
diffuser.

ANELLO decorativo di connessione da  ssare sul diffusore 
dell’apparecchio.

Luminaries DIFFUSER of UV rays stabilized polymethylmethacrilate 
(PMMA), one piece only, available in clear or opal colour.

DIFFUSORE realizzato in polimetilmetacrilato (PMMA), 
stabilizzato ai raggi UV, un pezzo unico, disponibile in colore 
trasparente o opale.

Luminaries BASE, made in shockproof resin material, UV rays 
stabilized, rust and corrosion-free, consisting of a support and 
of a cover suitable for electrical accessories  xation on its lower 
side and provided with E27 or E40 lampholder on its upper 
side. A rubber gasket warranties the protection of the electrical 
accessories seat from external agents.

BASE dell’apparecchio, realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine e corrosione. Composta 
da un supporto e da un coperchio nella cui parte inferiore 
possono essere  ssati gli accessori elettrici e nella cui parte 
superiore si trova l’alloggiamento per il portalampada E27o E40 
(incluso). Una guarnizione in gomma garantisce la protezione 
dell’alloggiamento degli accessori elettrici dagli agenti esterni.

Chrome BREAKLIGHT with a laminar symmetrical optic system 
to direct the lighting output and to get a lower dazzle (optional).

FRANGILUCE in alluminio cromato con sistema ottico lamellare 
a ripartizione simmetrica per orientare il fascio di luce e ridurre 
l’abbagliamento (opzionale).

REMO500 GINO500GINO400REMO400

GLS
SL
CFL

MBF

*WITH
  BALLAST

*WITHOUT
  BALLAST

SON

HQI

100W
25W
23W

E27
E27
E27

.E27

.E27

.E27

50W
80W
125W

E27
E27
E27

.M50

.M80

.M12

50W
70W

100W
150W

E27
E27
E40
E40

.S50

.S70

.S10

.S15

70W
100W
150W

E27
E40
E40

.H70

.H10

.H15

Lampholder Ref. Code

chrome breaklight H.FC6

AVAILABLE LAMPS

POST WALL

PUBLIC

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

CHROME ALUMINIUM 
BREAKLIGHT

H.FC6

600

Ø 60

PHOTOMETRIC DATA SAMPLE

Ø 90

220

GINO 500 clear HQI 150W.

POST height 5mt
10x10mt area: average 19 lux

The photometric data for all the versions are 
available upon request or on our website.
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20
20

20

20
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20

23

23 23

23
23

23

23

23
23

25

25

ROOF complete with decorative pinnacle made in shockproof 
resin material, UV rays stabilized, rust and corrosion-free.

TETTO completo di pinnacolo decorativo, realizzato in resina 
antiurto, stabilizzato ai raggi UV, inattaccabile da ruggine e 
corrosione.
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GRAND SIZE
GINO 500 LED

Modern luminaries made in shockproof 
resin material, UV rays stabilized, rust and 
corrosion-free. Moulded colours in paste, no 
maintenance or painting required. Equipped 
with long-life, powerful and ef  cient LED system 
available in 2 different wattage versions, to 
allow a uniform light distribution for a safer 
and more enjoyable night atmosphere. 
Modular construction suitable for post top and 
wall installation. 
Insulation class II, Protection rating IP65.

Diffusore moderno realizzato in resina 
antiurto, stabilizzato ai raggi UV, inattaccabile 
da ruggine e corrosione. Colore stampato in 
pasta, non necessita di verniciatura. Provvisto 
di sistema a LED di lunga durata ed alta 
potenza disponibile in 2 diversi wattaggi, 
per permettere un’uniforme distribuzione 
della luce ed un’atmosfera notturna sicura 
e gradevole. Idoneo per il montaggio 
a palo e a parete. Classe di 
isolamento II, grado di 
protezione IP65.
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GINO 500 LED

Dimensions and weight
Height: 850 mm
Width: 600 mm
Depth: 600 mm
Weight: 8,5 Kg (excluding electrical components)

Junction to support: diameter 60 mm
Area expose to wind pressure:
CxS = m2 0,262

850

GRAND SIZE
GINO 500 LED

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Clear Opal

ECOVIVI 500 - LANTERN COMPONENTSGINO 500 LED VERSION - COMPONENTS

ROOF complete with decorative pinnacle made in shockproof 
resin material, UV rays stabilized, rust and corrosion-free.

TETTO completo di pinnacolo decorativo, realizzato in resina 
antiurto, stabilizzata ai raggi UV, inattaccabile da ruggine e 
corrosione.

Decorative connection RING to be  xed on the luminaries 
diffuser.

ANELLO decorative di connessione da  ssare sul diffusore 
dell’apparecchio.

Luminaries DIFFUSER of UV rays stabilized 
polymethylmethacrilate (PMMA), one piece only, available in 
clear or opal colour.

DIFFUSORE realizzato in polimetilmetacrilato (PMMA) 
stabilizzato ai raggi UV, disponibile in colore trasparente o 
opale.

Luminaries BASE made in shockproof resin material consisting 
of a support for post top installation and of a white resin CONE 
REFLECTOR, to direct downwards the lighting output. A rubber 
gasket warranties the protection from external agents.

BASE dell’apparecchio realizzata in resina antiurto composta 
da un supporto per permettere il  ssaggio dell’apparecchio a 
palo e da un CONO ri  ettente in resina bianca per indirizzare 
verso il basso il  usso luminoso. Una guarnizione in gomma 
siliconica garantisce la protezione dagli agenti esterni.

High temperature resistant CEILING made in shockproof resin 
material and equipped with NINE long-life, powerful and 
ef  cient GX53 LED LAMPS available in 2 different wattage 
versions, for a total luminous  ux of 6.300 lm and 9.000 
lm. Each lamp works independently and can be replaced 
individually, making very easy the luminaries maintenance.

SOFFITTO in resina antiurto ad alta resistenza al calore 
completo di NOVE LAMPADINE A LED GX53 di lunga 
durata ad alta potenza disponibile in 2 diversi wattaggi, per 
un  usso luminoso totale dell’apparecchio di 6.300 lm e 9.000 
lm. Ogni lampadina lavora in maniera indipendente e può 
essere singolarmente sostituita rendendo molto semplice la 
manutenzione dell’apparecchio.

REMO500 GINO500GINO400REMO400

*CEILING WITH
9 GX53 LED LAMPS 

INCLUDED

9 x 7W
63W

6300 lm
GX53 .C9L

9 x 10W
90W

9000 lm
GX53 .D9L

Lampholder Ref. Code

*CEILING WITH
9 GX53 LED LAMPS 

INCLUDED

AVAILABLE LAMPS

POST WALL

PUBLIC

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

6.300 20.000

HoursKelvinLumen100 lm/W

Power

63
9x7W

Watt

Ø 100mm

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

9.000 20.000

HoursKelvinLumen100 lm/W

Power

90
Watt

Ø 100mm

9x10W

GX53 LED VERSIONS

NEW

Lampholder GX53

F60.000.C9L
F60.000.D9L

63W
90W

15

15

15

20

20

20

20

20

20

20

20

20

25

25

25

25

25

25

25

25

25

25

25

30

30

30

30

30

30

30

30

30

30

35

35

35

35

35

35

35

35

35

40

40

40

40

40

40

4040

40

45

45
45

45

45

4545

50

50

50

50

50

50

50

50

600

Ø 60

PHOTOMETRIC DATA SAMPLE - GINO 500 LED

9x7W GX53 LED

63W
(power consumption)

Area: 10x10mt
Height: 5mt

20 lux

HQI 150W

165W
(power consumption)

Area: 10x10mt
Height: 5mt

19 lux

GINO 500 E40

=

SAVE

-62%
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GRAND SIZE
EKTOR/GINO 500

F60.371.D9L

F60.374

0mt EK
TO

R
 3

00
0

-3
50

0
-4

00
0

-4
50

0
-5

00
0

1mt

2mt

3mt

4mt

5mt

Pag.364
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EKTOR 3000/
GINO500

EKTOR 3500/
GINO500

EKTOR 4000/
GINO500

EKTOR 4500/
GINO500

EKTOR 5000/GINO500

F60.364.000 F60.367.000F60.371.000 F60.374.000
F60.377.000

Pcs 1
Kg  38,5
mc  0,28

Pcs 1
Kg  41,5
mc  0,31

Pcs 1
Kg  44,5
mc  0,33

Pcs 1
Kg  47,5
mc  0,36

Pcs 1
Kg  50,5
mc  0,39

600

5735

GRAND SIZE
EKTOR/GINO 500

REMO500 GINO500GINO400REMO400

600

850

GINO500
F60.000

Pcs 1
Kg  8,5
mc  0,20

600

4235
4235

3735

600

5235
5235

4735

Ø 60
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GRAND SIZE
AKILLE/GINO 500

F60.421.D9L

F60.253

F60.115

0mt A
K

IL
LE

 3
00

0
-3

50
0

-4
00

0
-4

50
0

-5
00

0

1mt

2mt

3mt

4mt

5mt

Pag.364
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600

5735

600

5235

600

4235

AKILLE 3000/
GINO500

AKILLE 3500/
GINO500

AKILLE 4000/
GINO500

AKILLE 4500/
GINO500

AKILLE 5000/GINO500

F60.414.000 F60.417.000F60.421.000 F60.424.000
F60.427.000

Pcs 1
Kg  38,5
mc  0,28

Pcs 1
Kg  41,5
mc  0,31

Pcs 1
Kg  44,5
mc  0,33

Pcs 1
Kg  47,5
mc  0,36

Pcs 1
Kg  50,5
mc  0,39

GRAND SIZE
AKILLE/GINO 500

REMO500 GINO500GINO400REMO400

1250

920

PILAR/GINO500
F60.253

Pcs 1
Kg  11,5
mc  0,14

4235

3735

5235

4735

600

960

NEW LOT/GINO500
F60.115

Pcs 1
Kg  9,2
mc  0,12
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LARGE SIZE
GLOBE 400 MODERN

400mm PMMA globe, complete with 
modern base made in shockproof resin 
material, provided with E27 lampholder 
and prepared for ballast and breaklight 
 xation. Suitable for post top, hanging 
and wall installation.

Globo diam. 400 in polimetilmetacrilato 
(PMMA) completo di base moderna 
realizzata in resina antiurto, fornita con 
portalampada E27 e predisposta per il 
 ssaggio dei reattori e del frangiluce. 
Apparecchio idoneo per il montaggio a 
palo, a sospensione o a parete.

- 240 -
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LARGE SIZE
GLOBE 400  MODERN

GLOBE 400 MODERN

G41.B40

530

Dimensions and weight
Height: 530 mm
Width: 400 mm
Depth: 400 mm
Weight: 2,7 Kg (excluding electrical components)

Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,122

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

GLOBE 400 MODERN E27 - COMPONENTS

400 mm GLOBE in polymethylmethacrylate (PMMA) one 
piece only, UV rays stabilized, available in 3 different colours 
options: clear, opal or smoked.

GLOBO Ø 400 mm in polimetilmetacrilato (PMMA) resistente 
all’ingiallimento ed ai raggi UV, realizzato in un unico pezzo, 
disponibile in 3 varianti di colore: trasparente, bianco o fumè.

GLS
SL
CFL

MBF

*WITH
  BALLAST

*WITHOUT
  BALLAST

SON

HQI

100W
25W
23W

E27
E27
E27

.E27

.E27

.E27

50W
80W

E27
E27

.M50

.M80

50W
70W

E27
E27

.S50

.S70

H.FC1
H.FC6

70W E27 .H70

Ref. CodeLampholder

chrome breaklight

AVAILABLE LAMPS

POST WALL

PUBLIC

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

400

Ø 60

Luminaries BASE, made in shockproof resin material, UV rays 
stabilized, rust and corrosion-free, consisting of a support and 
of a cover suitable for electrical accessories  xation on its lower 
side and provided with E27 lampholder on its upper side. 
A rubber gasket warranties the protection of the electrical 
accessories seat from external agents.

BASE dell’apparecchio, realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine e corrosione. Composta 
da un supporto e da un coperchio nella cui parte inferiore 
possono essere  ssati gli accessori elettrici e nella cui parte 
superiore si trova l’alloggiamento per il portalampada E27  
(incluso). Una guarnizione in gomma garantisce la protezione 
dell’alloggiamento degli accessori elettrici dagli agenti esterni.

Chrome aluminium BREAKLIGHT with a laminar symmetrical 
optic system to direct the lighting output and to get a lower 
dazzle (optional).

FRANGILUCE in alluminio cromato con sistema ottico lamellare 
a ripartizione simmetrica per orientare il fascio di luce e ridurre 
l’abbagliamento (opzionale).

ELECTRICAL 
EQUIPMENT SEAT

CHROME ALUMINIUM 
BREAKLIGHT

H.FC1 H.FC6

Ø 90

220

Ø 90

220

Smoked

AVAILABLE COLOURS

CLEAR DIFFUSER OPAL DIFFUSER SMOKED DIFFUSER

PHOTOMETRIC DATA SAMPLE

GLOBE 400 opal HQI 70W.

POST height 3,5mt
10x10mt area: average 7 lux

The photometric data for all the versions are 
available upon request or on our website.

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN

4

4

4

4

5

5

5 5

5

5

5

5

5

5

5

5

6

6

6

6

6

6

6

6

6

6

6

7

7

7

7

7

7

7

7

7

7

8

8
8

8

8

8

8

8

8
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9
9

9

9

9
9

9

10

10

10

10

10
10

10

10
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11
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LARGE SIZE
GLOBE 400 MODERN

0mt

EK
TO

R
 2

50
0

-3
00

0
-3

50
0

-4
00

0

1mt

2mt

3mt

4mt

5mt

G41.364

G41.364.A10

Pag.364

modern range.indd   242 17/03/2012   10:52:09



- 243 -

C
O

M
PA

N
Y

G
A

RD
EN

U
RB

A
N

 C
LA

SS
IC

U
RB

A
N

 M
O

D
ER

N
RE

FE
RE

N
C

ES
BU

LK
H

EA
D

PO
ST

BO
LL

A
RD

S
RE

C
ES

SE
D 

&
 S

U
RF

AC
E

3900

400

4400

400

400

530

2915

400

3400

400

G41.B40
Pcs 2
Kg  6
mc  0,17

GLOBE 400

EKTOR 2500/GLOBE400
G41.361.000

Pcs 1
Kg  23
mc  0,15

Pcs 1
Kg  33
mc  0,17

Pcs 1
Kg  36
mc  0,19

EKTOR 3000 /GLOBE400 EKTOR 3500/GLOBE400

G41.364.000 G41.367.000

EKTOR 4000/GLOBE400
G41.371.000

Pcs 1
Kg  39

mc  0,21

LARGE SIZE
GLOBE 400  MODERN

3255

705

2755

705

4255

705

705

4255

EKTOR 3500 MIDIPILAR/GLOBE400 1LEKTOR 2500 MIDIPILAR/GLOBE400 1L

EKTOR 4000 MIDIPILAR/GLOBE400 1LEKTOR 3000 MIDIPILAR/GLOBE400 1L

G41.367.A10G41.361.A10

G41.371.A10G41.364.A10

Pcs 1
Kg  37,8
mc  0,26

Pcs 1
Kg  28,8
mc  0,24

Pcs 1
Kg  40,8
mc  0,30

Pcs 1
Kg  34,8
mc  0,26

Ø 60

3755

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN
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LARGE SIZE
EKTOR/GLOBE 400 MODERN

0mt

EK
TO

R
 2

50
0

-3
00

0
-3
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0

-4
00

0

1mt

2mt

3mt

4mt

5mt

G41.371.A30

G41.364.A20

Pag.364
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3255
2755

705

3615
3115

1040

4255
3755

1140 1040

4255
3755

EKTOR 3500
MIDIPILAR/GLOBE400 2L

EKTOR 3500
MIDIPILAR/GLOBE400 3L

EKTOR 2500
MIDIPILAR/GLOBE400 2L

EKTOR 2500
MIDIPILAR/GLOBE400 3L

EKTOR 4000
MIDIPILAR/GLOBE400 2L

EKTOR 4000
MIDIPILAR/GLOBE400 3L

EKTOR 3000
MIDIPILAR/GLOBE400 2L

EKTOR 3000
MIDIPILAR/GLOBE400 3L

G41.367.A20 G41.367.A30

G41.361.A20 G41.361.A30

G41.371.A20 G41.371.A30

G41.364.A20 G41.364.A30

Pcs 1
Kg  42,7
mc  0,47

Pcs 1
Kg  47,6
mc  0,55

Pcs 1
Kg  29,7
mc  0,42

Pcs 1
Kg  34,6
mc  0,51

Pcs 1
Kg  45,7
mc  0,49

Pcs 1
Kg  50,6
mc  0,57

Pcs 1
Kg  39,7
mc  0,45

Pcs 1
Kg  44,6
mc  0,53

LARGE SIZE
EKTOR/GLOBE 400  MODERN

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN
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LARGE SIZE
AKILLE/GLOBE 400 MODERN

0mt

A
K
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0
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1mt

2mt

3mt

4mt

5mt

G41.115

G41.254

G41.414
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3255

716

3755
4255

716

705

3755

LARGE SIZE
AKILLE/GLOBE 400  MODERN

3900

400

3400

400

AKILLE 3000/GLOBE400

AKILLE 3500/GLOBE400

G41.414.000

G41.417.000

Pcs 1
Kg  33
mc  0,17

Pcs 1
Kg  36
mc  0,19

4415

400

AKILLE 4000/GLOBE400
G41.421.000

Pcs 1
Kg  39
mc  0,21

AKILLE 3500 MIDIPILAR/GLOBE400 1L AKILLE 4000 MIDIPILAR/GLOBE400 1L

AKILLE 3000 MIDIPILAR/GLOBE400 1L

G41.417.A10 G41.421.A10

G41.414.A10

Pcs 1
Kg  37,8
mc  0,26

Pcs 1
Kg  40,8
mc  0,30

Pcs 1
Kg  34,8
mc  0,22

640

590

G41.254
MIDIPILAR/GLOBE 400

Pcs 2
Kg  3,2
mc  0,09

650

400

G41.115
Pcs 1
Kg  3,2
mc  0,07

NEW LOT/GLOBE 400

4255

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN
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LARGE SIZE
EKTOR/GLOBE 400 MODERN

0mt
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R
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1mt
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3750
3250

1300

2900
3400

1300

4250
3750

1220

2750
3250

1220

EKTOR 4000 ELI/
GLOBE400 3L

EKTOR 2500 ELI/
GLOBE400 3L

EKTOR 4000 ELI/
GLOBE400 2L

EKTOR 3000 ELI/
GLOBE400 3L

EKTOR 3000 ELI/
GLOBE400 2L

EKTOR 3500 ELI/
GLOBE400 3L

EKTOR 3500 ELI/
GLOBE400 2L

EKTOR 2500 ELI/
GLOBE400 2L

G41.371.L30

G41.361.L30

G41.371.L20

G41.364.L30G41.364.L20

G41.367.L30G41.367.L20

G41.361.L20

Pcs 1
Kg  48
mc  0,51

Pcs 1
Kg  43
mc  0,43

Pcs 1
Kg  46

mc  0,46

Pcs 1
Kg  42
mc  0,46

Pcs 1
Kg  45

mc  0,48

Pcs 1
Kg  51

mc  0,54

Pcs 1
Kg  40

mc  0,40

Pcs 1
Kg  37
mc  0,37

LARGE SIZE
EKTOR/GLOBE 400  MODERN

780

600

G41.251
ILIO/GLOBE 400

Pcs 1
Kg  4,3
mc  0,10

4140
4640

1220

EKTOR 4000 ELI/
GLOBE400 3+1L

EKTOR 3500 ELI/
GLOBE400 3+1L

G41.371.L31G41.367.L31
Pcs 1
Kg  51,5
mc  0,60

Pcs 1
Kg  54,5
mc  0,63

4140
4640

1220

EKTOR 4000 ELI/
GLOBE400 2+1

EKTOR 3500 ELI/
GLOBE400 2+1

G41.371.L21G41.367.L21
Pcs 1
Kg  47
mc  0,51

Pcs 1
Kg  50

mc  0,54

3140
3640

1300

EKTOR 3000 
ELI/GLOBE400 2+1L

EKTOR 2500 ELI/
GLOBE400 2+1L

G41.364.L21G41.361.L20

1300

EKTOR 2500 ELI/
GLOBE400 3+1L

EKTOR 3000 ELI/
GLOBE400 3+1L

G41.361.L31 G41.364.L31
Pcs 1
Kg  45
mc  0,54

Pcs 1
Kg  48,5
mc  0,57

Pcs 1
Kg  44

mc  0,49

Pcs 1
Kg  41
mc  0,46

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN
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500mm PMMA globe, complete with 
modern base made in shockproof resin 
material, provided with E27 lampholder 
and prepared for ballast and breaklight 
 xation. Suitable for post top hanging 
and wall installation.

Globo diam. 500 in polimetilmetacrilato 
(PMMA) completo di base moderna 
realizzata in resina antiurto, fornita con 
portalampada E27 e predisposta per il 
 ssaggio dei reattori e del frangiluce. 
Apparecchio idoneo per il montaggio a 
palo, a sospensione o a parete. 

GRAND SIZE
GLOBE 500 MODERN

- 250 -
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GLOBE 500 MODERN E27 - COMPONENTS GLOBE 500

G51.B50

640

Dimensions and weight
Height: 640 mm
Width: 500 mm
Depth: 500 mm
Weight: 2,9 Kg (excluding electrical components)

Junction to support: diameter 60 mm 
Area expose to wind pressure:
CxS = m2 0,181

500 mm GLOBE in polymethylmethacrilate (PMMA), one piece 
only, UV rays stabilized, available in 3 different colour options: 
clear, opal or smoked.

GLOBO Ø 500 mm in polimetilmetacrilato (PMMA), 
stabilizzato ai raggi UV, realizzato in un unico pezzo, disponibile 
in colore trasparente, opale o fumè.

GRAND SIZE
GLOBE 500 MODERN

Grey

 Moulded colours: 

Diffuser PMMA: 
Black White

Clear Opal

GLS
SL
CFL

MBF

*WITH
  BALLAST

*WITHOUT
  BALLAST

SON

HQI

100W
25W
23W

E27
E27
E27

.E27

.E27

.E27

50W
80W
125W

E27
E27
E27

.M50

.M80

.M12

50W
70W

100W

E27
E27
E40

.S50

.S70

.S10

70W
100W

E27
E40

.H70

.H10

Lampholder Ref. Code

H.FC1
H.FC6

chrome breaklight

AVAILABLE LAMPS

POST WALL

PUBLIC

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

500

Ø 60

Luminaries BASE, made in shockproof resin material, UV rays 
stabilized, rust and corrosion-free, consisting of a support and 
of a cover suitable for electrical accessories  xation on its lower 
side and provided with E27 - E40 lampholder on its upper side. 
A rubber gasket warranties the protection of the electrical 
accessories seat from external agents.

BASE dell’apparecchio, realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine e corrosione. Composta 
da un supporto e da un coperchio nella cui parte inferiore 
possono essere  ssati gli accessori elettrici e nella cui parte 
superiore si trova l’alloggiamento per il portalampada E27 - E40 
(incluso). Una guarnizione in gomma garantisce la protezione 
dell’alloggiamento degli accessori elettrici dagli agenti esterni.

Chrome aluminium BREAKLIGHT with a laminar symmetrical 
optic system to direct the lighting output and to get a lower 
dazzle (optional).

FRANGILUCE in alluminio cromato con sistema ottico lamellare 
a ripartizione simmetrica per orientare il fascio di luce e ridurre 
l’abbagliamento (opzionale).

CHROME ALUMINIUM 
BREAKLIGHT

H.FC1 H.FC6

Ø 90

220

Ø 90

220

Smoked

AVAILABLE COLOURS

CLEAR DIFFUSER OPAL DIFFUSER SMOKED DIFFUSER

PHOTOMETRIC DATA SAMPLE

GLOBE 500 opal HQI 100.

POST height 4,5mt
10x10mt area: average 9 lux

The photometric data for all the versions are 
available upon request or on our website.

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN

6

6

7

7

7

7

7

7

7

7

7

8

8

8

8

8

8

8

8

8

8

8

8

8

9

9

9

9

9

9

9

9
9

9

9

9

10

10

10

10

10

10

10

10

10

10

10

11

11

11

11

11

11

11

11

11

11

12

12

12

12

12

12

12

12

12

12

13

13

ELECTRICAL 
EQUIPMENT SEAT
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GRAND SIZE
EKTOR/GLOBE 500

G51.371.P10

G51.253

G51.115

G51.371

0mt

EK
TO

R
 3

50
0

-4
00

0
-4

50
0

-5
00

0

1mt

2mt

3mt

4mt

5mt

Pag.364
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3990

500

4990

500

EKTOR 3500/
GLOBE500

EKTOR 4000/
GLOBE500

EKTOR 4500/
GLOBE500

EKTOR 5000/
GLOBE500

G51.367.000 G51.371.000

G51.374.000 G51.377.000

Pcs 1
Kg  37,7
mc  0,34

Pcs 1
Kg  40,7
mc  0,37

Pcs 1
Kg  43,7
mc  0,39

Pcs 1
Kg  46,7
mc  0,42

GRAND SIZE
EKTOR/GLOBE 500

500

630

GLOBE500
G51.B50

Pcs 2
Kg  2,9
mc  0,29

740

500

NEW LOT/GLOBE500
G51.115

Pcs 1
Kg  5,4
mc  0,15

4220

982

4720
5220

982

EKTOR 4500 
PILAR/GLOBE500 1L

EKTOR 5000 
PILAR/GLOBE500 1L

G51.374.P10 G51.377.P10
Pcs 1

Kg  51
mc  0,45

Pcs 1
Kg  48
mc  0,42

EKTOR 4000 PILAR/
GLOBE500 1L
G51.371.P10

Pcs 1
Kg  45
mc  0,39

4220

1700

1700

5220
4720

EKTOR 4500 PILAR/
GLOBE500 2L

EKTOR 5000 PILAR/
GLOBE500 2L

G51.374.P20 G51.377.P20
Pcs 1

Kg  57,6
mc  0,64

Pcs 1
Kg  54,6
mc  0,61

Pcs 1
Kg  51,6
mc  0,58

EKTOR 4000 PILAR/GLOBE500 2L
G51.371.P20

750

850

PILAR/GLOBE500
G51.253

Pcs 1
Kg  9
mc  0,17

Ø 60

5490
4990

4490
3990

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN
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GRAND SIZE
AKILLE/GLOBE 500

G51.421.P20

G51.424

0mt

A
K

IL
LE

 3
50

0
-4

00
0

-4
50

0
-5

00
0

1mt

2mt

3mt

4mt

5mt

Pag.364
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4990

500

3990

500

AKILLE 3500/
GLOBE500

AKILLE 4000/
GLOBE500

AKILLE 4500/
GLOBE500

AKILLE 5000/
GLOBE500

G51.417.000 G51.421.000

G51.424.000 G51.427.000

Pcs 1
Kg  37,7
mc  0,34

Pcs 1
Kg  40,7
mc  0,37

Pcs 1
Kg  43,7
mc  0,39

Pcs 1
Kg  46,7
mc  0,42

GRAND SIZE
AKILLE/GLOBE 500

AKILLE 4500 
PILAR/GLOBE500 1L

AKILLE 5000 
PILAR/GLOBE500 1L

G51.424.P10 G51.427.P10
Pcs 1
Kg  51
mc  0,45

Pcs 1
Kg  48
mc  0,42

4720
5220

982

AKILLE 4000 PILAR/GLOBE500 1L
G51.421.P10

Pcs 1
Kg  42
mc  0,37

4220

982

Pcs 1
Kg  51,6
mc  0,58

AKILLE 4000 PILAR/GLOBE500 2L
G51.421.P20

4220

1700

G51.424.P20 G51.427.P20
Pcs 1
Kg  57,6
mc  0,64

Pcs 1
Kg  54,6
mc  0,61 1700

5220
4720

AKILLE 4500 PILAR/
GLOBE500 2L

AKILLE 5000 PILAR/
GLOBE500 2L

5490
4990

4490
3990

GLOBE 500
MODERN

GLOBE 400
MODERN

GLOBE 300
MODERN
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- 256 -- 256 -

ROUND CLASSIC
RITA

274

SQUARE
STUCCHI

266

RECTANGULAR
CECCHI

270

OVAL
DANZI range

262

ROUND
GELMI range

258
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- 257 -

BULKHEAD
ROUND & BRACKET
REMI/LUCIA range

282

OVAL & BRACKET
REMI/MADDI range

288

ROUND
LUCIA range

278

OVAL
MADDI range

284
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ROUND SHAPE
GELMI RANGE

2G3.000

Round bulkhead lamp made in 
shockproof resin material, UV-rays 
stabilized, rust and corrosion-free. Ring, 
eyelid and grid cover versions available. 
Suitable for wall and ceiling installation. 
Insulation class II, Protection rating IP66.

Plafoniera circolare realizzata in 
resina antiurto stabilizzata ai raggi UV 
inattaccabile da ruggine e corrosione. 
Cover disponibile nella versione ad 
anello, a palpebra e a griglia. Idonea 
per il montaggio a parete e a sof  tto. 
Classe di isolamento II, grado di 
protezione IP66.

- 258 -

GELMI
1G3.000

GELMI-EL
2G3.000

GELMI-GR
3G3.000
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ROUND SHAPE
GELMI RANGE

GELMI COMPONENTS - E27 VERSION GELMI

Lampholder Ref. Code
GELMI COMPONENTS - LED VERSION (Technical details Pag.290)

9W

POWER

900 lm

PCB
LUMINOUS

FLUX
110/240v
50/60 Hz

VOLTAGE 
RANGE

Dimensions and weight
Height: 300 mm
Width: 300 mm
Depth: 90 mm
Weight: 1 Kg

300

1G3.000

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

300

GELMI-GRGELMI-ELGELMI

COVER made in shockproof resin material UV rays stabilized. 
Ring, eyelid and grid versions available.

COVER in resina antiurto stabilizzata ai raggi UV, disponibile 
nella versione ad anello, a palpebra e a griglia.

Opal DIFFUSER of UV stabilized Polimethylmethacrilate 
(PMMA), one piece only, provided with high quality silicone 
rubber gasket.

DIFFUSORE opale in un pezzo unico realizzato in 
polimetilmetacrilato (PMMA) stabilizzato ai raggi UV, completo 
di guarnizione in gomma ad alta qualità.

 PRINTED CIRCUIT BOARD with round shape provided with 
150 LED x 6 lm each to allow a uniform light distribution. 
Total luminous  ux of 900 lm.

CIRCUITO STAMPATO circolare con alloggiati 150 LED da 6 
lm ciascuno per permettere un’uniforme distribuzione della luce. 
Flusso luminoso totale di 900 lm.

Highly heat resistant REFLECTIVE PLATE made by shockproof 
resin material, UV rays stabilized.

PIATTO RIFLETTENTE ad alta resistenza al calore in resina 
antiurto stabilizzata ai raggi UV.

BASE made in shockproof resin material, UV rays stabilized, 
suitable for the electrical devices  xation. Provided with E27 
lampholder.

BASE realizzata in resina antiurto, stabilizzata ai raggi UV, 
adatta ad alloggiare gli accessori elettrici. Fornita completa di 
portalampada E27.

BASE made in shockproof resin material, UV 
rays stabilized, provided with 150mA constant 
current driver. 
Input: 100-240V, 50-60Hz

BASE realizzata in resina antiurto, stabilizzata 
ai raggi UV, completa di alimentatore 150mA 
a corrente costante. 
Input: 100-240V, 50-60Hz

CEILINGWALL

RESIDENTIAL PUBLIC

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

4000K

COLOR TEMP.
KELVIN

bulkhead.indd   259 19/03/2012   17:59:46
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ROUND SHAPE
GELMI RANGE

1G3.000

3G3.0002G3.000
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ROUND SHAPE
GELMI RANGE

2G3.000

1G3.000

3G3.000

GELMI-EL

GELMI

GELMI-GR

GELMI-GRGELMI-ELGELMI

Pcs 1
Kg  1
mc  0,012

Pcs 1
Kg  1
mc  0,012

Pcs 1
Kg  1
mc  0,012
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OVAL SHAPE
DANZI RANGE

Oval bulkhead lamp made in shockproof 
resin material, UV-rays stabilized, rust 
and corrosion-free. Ring, eyelid and grid 
cover versions available. Suitable for 
wall and ceiling installation. Insulation 
class II, Protection rating IP66.

Plafoniera ovale realizzata in resina 
antiurto stabilizzata ai raggi UV 
inattaccabile da ruggine e corrosione. 
Cover disponibile nella versione ad 
anello, a palpebra e a griglia. Idonea 
per il montaggio a parete e a sof  tto. 
Classe di isolamento II, grado di 
protezione IP66.

OVAL SHAPE
DANZI RANGE

1D3.000

- 262 -

DANZI
1D3.000

DANZI-VE
2D3.000

DANZI-GR
3D3.000
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OVAL SHAPE
DANZI RANGE

DANZI

Dimensions and weight
Height: 330 mm
Width: 230 mm
Depth: 90 mm
Weight: 1 Kg

330

1D3.000

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

230

DANZI-GRDANZI-VEDANZI

DANZI COMPONENTS - E27 VERSION

DANZI COMPONENTS - LED VERSION (Technical details Pag.290)
Lampholder Ref. Code

CEILINGWALL

RESIDENTIAL PUBLIC

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

COVER made in shockproof resin material UV rays stabilized. 
Ring, eyelid and grid versions available.

COVER in resina antiurto stabilizzata ai raggi UV, disponibile 
nella versione ad anello, a palpebra e a griglia.

Opal DIFFUSER of UV stabilized Polimethylmethacrilate 
(PMMA), one piece only, provided with high quality silicone 
rubber gasket.

DIFFUSORE opale in un pezzo unico realizzato in 
polimetilmetacrilato (PMMA) stabilizzato ai raggi UV, completo 
di guarnizione in gomma ad alta qualità.

Highly heat resistant REFLECTIVE PLATE made by shockproof 
resin material, UV rays stabilized.

PIATTO RIFLETTENTE ad alta resistenza al calore in resina 
antiurto stabilizzata ai raggi UV.

BASE made in shockproof resin material, UV rays stabilized, 
suitable for the electrical devices  xation. Provided with E27 
lampholder.

BASE realizzata in resina antiurto, stabilizzata ai raggi UV, 
adatta ad alloggiare gli accessori elettrici. Fornita completa di 
portalampada E27.

9W

POWER

900 lm

PCB
LUMINOUS

FLUX
110/240v
50/60 Hz

VOLTAGE 
RANGE

4000K

COLOR TEMP.
KELVIN

 PRINTED CIRCUIT BOARD with oval shape provided with 
150 LED x 6 lm each to allow a uniform light distribution. 
Total luminous  ux of 900 lm.

CIRCUITO STAMPATO ovale con alloggiati 150 LED da 6 lm 
ciascuno per permettere un’uniforme distribuzione della luce. 
Flusso luminoso totale di 900 lm.

BASE made in shockproof resin material, UV 
rays stabilized, provided with 150mA constant 
current driver. 
Input: 100-240V, 50-60Hz

BASE realizzata in resina antiurto, stabilizzata 
ai raggi UV, completa di alimentatore 150mA 
a corrente costante. 
Input: 100-240V, 50-60Hz
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OVAL SHAPE
DANZI RANGE

2D3.000

3D3.0001D3.000
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OVAL SHAPE
DANZI RANGE

2D3.000

1D3.000

3D3.000

DANZI-VE

DANZI

DANZI-GR

DANZI-GRDANZI-VEDANZI

Pcs 1
Kg  1
mc  0,012

Pcs 1
Kg  1
mc  0,012

Pcs 1
Kg  1
mc  0,012
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SQUARE SHAPE
STUCCHI

Square bulkhead lamp made in 
shockproof resin material, UV-rays 
stabilized, rust and corrosion-free. 
Coloured backlit version available. 
Suitable for wall and ceiling installation. 
Insulation class II, Protection rating IP66.

Plafoniera quadra realizzata in resina 
antiurto stabilizzata ai raggi UV 
inattaccabile da ruggine e corrosione. 
Disponibile anche nella versione con 
retroilluminazione colorata . Idonea per 
il montaggio a parete e a sof  tto. Classe 
di isolamento II, grado di protezione 
IP66.

1U3.000.BU1

- 266 -

STUCCHI
1U3.000
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SQUARE SHAPE
STUCCHI

STUCCHI

Dimensions and weight
Height: 310 mm
Width: 310 mm
Depth: 90 mm
Weight: 1 Kg

BACKLIT COLOURS

Backlit Colours

Polycarbonate base available 
in 5 different colours to create a 
coloured effect on wall or ceiling, 
for an elegant and customized 
ambience.

.PK1
Pink

.BU1
Blue

.GN1
Green

.OR1
Orange

.CL1
Clear

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

1U3.000

310

310

STUCCHI

STUCCHI COMPONENTS - E27 VERSION

STUCCHI COMPONENTS - LED VERSION (Technical details Pag.290)

Lampholder Ref. Code

CEILINGWALL

RESIDENTIAL PUBLIC

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

COVER made in shockproof resin material UV rays stabilized. 

COVER in resina antiurto stabilizzata ai raggi UV.

Opal DIFFUSER of UV stabilized Polimethylmethacrilate 
(PMMA), one piece only, provided with high quality silicone 
rubber gasket.

DIFFUSORE opale in un pezzo unico realizzato in 
polimetilmetacrilato (PMMA) stabilizzato ai raggi UV, completo 
di guarnizione in gomma ad alta qualità.

Highly heat resistant REFLECTIVE PLATE made by shockproof 
resin material, UV rays stabilized.

PIATTO RIFLETTENTE ad alta resistenza al calore in resina 
antiurto stabilizzata ai raggi UV.

BASE made in shockproof resin material, UV rays stabilized, 
suitable for the electrical devices  xation. Provided with E27 
lampholder.

BASE realizzata in resina antiurto, stabilizzata ai raggi UV, 
adatta ad alloggiare gli accessori elettrici. Fornita completa di 
portalampada E27.

9W

POWER

900 lm

PCB
LUMINOUS

FLUX
110/240v
50/60 Hz

VOLTAGE 
RANGE

4000K

COLOR TEMP.
KELVIN

 PRINTED CIRCUIT BOARD with round shape provided with 
150 LED x 6 lm each to allow a uniform light distribution. 
Total luminous  ux of 900 lm.

CIRCUITO STAMPATO circolare con alloggiati 150 LED da 6 
lm ciascuno per permettere un’uniforme distribuzione della luce. 
Flusso luminoso totale di 900 lm.

BASE made in shockproof resin material, UV 
rays stabilized, provided with 150mA constant 
current driver. 
Input: 100-240V, 50-60Hz

BASE realizzata in resina antiurto, stabilizzata 
ai raggi UV, completa di alimentatore 150mA 
a corrente costante. 
Input: 100-240V, 50-60Hz
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SQUARE SHAPE
STUCCHI

1U3.000.PK1

1U3.000
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SQUARE SHAPE
STUCCHI

1U3.000
STUCCHI

STUCCHI

Pcs 1
Kg  1
mc  0,012
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Rectangular bulkhead lamp made 
in shockproof resin material, UV-rays 
stabilized, rust and corrosion-free. 
Coloured backlit version available. 
Suitable for wall and ceiling installation. 
Insulation class II, Protection rating IP66.

Plafoniera rettangolare realizzata in 
resina antiurto stabilizzata ai raggi UV 
inattaccabile da ruggine e corrosione. 
Disponibile anche nella versione con 
retroilluminazione colorata. Idonea per il 
montaggio a parete e a sof  tto. Classe 
di isolamento II, grado di protezione 
IP66.

CECCHI
RECTANGULAR SHAPE

1H3.000.CL1

- 270 -

CECCHI
1H3.000

bulkhead.indd   270 19/03/2012   18:00:46



- 271 -

C
O

M
PA

N
Y

G
A

RD
EN

U
RB

A
N

 C
LA

SS
IC

U
RB

A
N

 M
O

D
ER

N
RE

FE
RE

N
C

ES
BU

LK
H

EA
D

PO
ST

BO
LL

A
RD

S 
RE

C
ES

SE
D 

&
 S

U
RF

AC
E

RECTANGULAR SHAPE
CECCHI

CECCHI

Dimensions and weight
Height: 338 mm
Width: 245 mm
Depth: 90 mm
Weight: 1 Kg

BACKLIT COLOURS

Backlit Colours

Polycarbonate base available 
in 5 different colours to create a 
coloured effect on wall or ceiling, 
for an elegant and customized 
ambience.

.PK1
Pink

.BU1
Blue

.GN1
Green

.OR1
Orange

.CL1
Clear

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

1H3.000

338

245

CECCHI

CECCHI COMPONENTS - E27 VERSION

CECCHI COMPONENTS - LED VERSION (Technical details Pag.290)

Lampholder Ref. Code

CEILINGWALL

RESIDENTIAL PUBLIC

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

COVER made in shockproof resin material UV rays stabilized. 

COVER in resina antiurto stabilizzata ai raggi UV.

Opal DIFFUSER of UV stabilized Polimethylmethacrilate 
(PMMA), one piece only, provided with high quality silicone 
rubber gasket.

DIFFUSORE opale in un pezzo unico realizzato in 
polimetilmetacrilato (PMMA) stabilizzato ai raggi UV, completo 
di guarnizione in gomma ad alta qualità.

Highly heat resistant REFLECTIVE PLATE made by shockproof 
resin material, UV rays stabilized.

PIATTO RIFLETTENTE ad alta resistenza al calore in resina 
antiurto stabilizzata ai raggi UV.

BASE made in shockproof resin material, UV rays stabilized, 
suitable for the electrical devices  xation. Provided with E27 
lampholder.

BASE realizzata in resina antiurto, stabilizzata ai raggi UV, 
adatta ad alloggiare gli accessori elettrici. Fornita completa di 
portalampada E27.

9W

POWER

900 lm

PCB
LUMINOUS

FLUX
110/240v
50/60 Hz

VOLTAGE 
RANGE

4000K

COLOR TEMP.
KELVIN

 PRINTED CIRCUIT BOARD with oval shape provided with 
150 LED x 6 lm each to allow a uniform light distribution. 
Total luminous  ux of 900 lm.

CIRCUITO STAMPATO ovale con alloggiati 150 LED da 6 lm 
ciascuno per permettere un’uniforme distribuzione della luce. 
Flusso luminoso totale di 900 lm.

BASE made in shockproof resin material, UV 
rays stabilized, provided with 150mA constant 
current driver. 
Input: 100-240V, 50-60Hz

BASE realizzata in resina antiurto, stabilizzata 
ai raggi UV, completa di alimentatore 150mA 
a corrente costante. 
Input: 100-240V, 50-60Hz
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RECTANGULAR SHAPE
CECCHI

1H3.000

1H3.000

1H3.000
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CECCHI
RECTANGULAR SHAPE

1H3.000
CECCHI

CECCHI

Pcs 1
Kg  1
mc  0,012

bulkhead.indd   273 19/03/2012   18:01:03



- 274 -

C
O

M
PA

N
Y

G
A

RD
EN

U
RB

A
N

 C
LA

SS
IC

U
RB

A
N

 M
O

D
ER

N
RE

FE
RE

N
C

ES
BU

LK
H

EA
D

PO
ST

BO
LL

A
RD

S
RE

C
ES

SE
D 

&
 S

U
RF

AC
E

Round bulkhead lamp in classic style 
made in shockproof resin material, UV-
rays stabilized, rust and corrosion-free. 
Suitable for wall and ceiling installation. 
Insulation class II, Protection rating IP66.
 

Plafoniera circolare in stile classico 
realizzata in resina antiurto stabilizzata 
ai raggi UV inattaccabile da ruggine e 
corrosione. Idonea per il montaggio a 
parete e a sof  tto. Classe di isolamento 
II, grado di protezione IP66.

RITA
CLASSIC ROUND

1T3.000

RITA
1T3.000

- 274 -
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CLASSIC ROUND
RITA

RITA

Dimensions and weight
Height: 355 mm
Width: 355 mm
Depth: 90 mm
Weight: 1 Kg

355

355

1T3.000

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White Green

Antique
green

Antique
bronze

Opal

RITA

RITA COMPONENTS - E27 VERSION

RITA COMPONENTS - LED VERSION (Technical details Pag.290)
Lampholder Ref. Code

CEILINGWALL

RESIDENTIAL PUBLIC

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

9W

POWER

900 lm

PCB
LUMINOUS

FLUX
110/240v
50/60 Hz

VOLTAGE 
RANGE

COVER made in shockproof resin material UV rays stabilized.

COVER in resina antiurto stabilizzata ai raggi UV.

Opal DIFFUSER of UV stabilized Polimethylmethacrilate 
(PMMA), one piece only, provided with high quality silicone 
rubber gasket.

DIFFUSORE opale in un pezzo unico realizzato in 
polimetilmetacrilato (PMMA) stabilizzato ai raggi UV, completo 
di guarnizione in gomma ad alta qualità.

Highly heat resistant REFLECTIVE PLATE made by shockproof 
resin material, UV rays stabilized.

PIATTO RIFLETTENTE ad alta resistenza al calore in resina 
antiurto stabilizzata ai raggi UV.

BASE made in shockproof resin material, UV rays stabilized, 
suitable for the electrical devices  xation. Provided with E27 
lampholder.

BASE realizzata in resina antiurto, stabilizzata ai raggi UV, 
adatta ad alloggiare gli accessori elettrici. Fornita completa di 
portalampada E27.

4000K

COLOR TEMP.
KELVIN

 PRINTED CIRCUIT BOARD with round shape provided with 
150 LED x 6 lm each to allow a uniform light distribution. 
Total luminous  ux of 900 lm.

CIRCUITO STAMPATO circolare con alloggiati 150 LED da 6 
lm ciascuno per permettere un’uniforme distribuzione della luce. 
Flusso luminoso totale di 900 lm.

BASE made in shockproof resin material, UV 
rays stabilized, provided with 150mA constant 
current driver. 
Input: 100-240V, 50-60Hz

BASE realizzata in resina antiurto, stabilizzata 
ai raggi UV, completa di alimentatore 150mA 
a corrente costante. 
Input: 100-240V, 50-60Hz
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RITA
CLASSIC ROUND

1T3.000
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CLASSIC ROUND
RITA

1T3.000
RITA

 Pcs 1
Kg 1
mc 0,014

RITA
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ROUND SHAPE
LUCIA

1R3.000.OR1

ROUND SHAPE
LUCIA RANGE

Round bulkhead lamp made in 
shockproof resin material, UV-rays 
stabilized, rust and corrosion-free. 
Ring, eyelid and guard cover versions 
available. Suitable for wall, ceiling and 
post installation. Coloured backlit base 
available as optional. Insulation class II, 
Protection rating IP66.

Plafoniera circolare realizzata in 
resina antiurto stabilizzata ai raggi UV 
inattaccabile da ruggine e corrosione. 
Cover disponibile nella versione ad 
anello, a palpebra e a manubrio. 
Idonea per il montaggio a parete, a 
sof  tto e a palo, anche nella versione 
con retroilluminazione colorata. 
Classe di isolamento II, grado 
di protezione IP66.

- 278 -

LUCIA
1R3.000

REMI/LUCIA
1R3.602

LUCIA-EL
2R3.000

REMI/LUCIA-EL
2R3.602

LUCIA-GD
3R3.000

REMI/LUCIA-GD
3R3.602
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ROUND SHAPE
LUCIA RANGE

BACKLIT COLOURS

Backlit Colours

Polycarbonate base available 
in 5 different colours to create a 
coloured effect on wall or ceiling, 
for an elegant and customized 
ambience.

 LUCIA

.PK1
Pink

.BU1
Blue

.GN1
Green

.OR1
Orange

.CL1
Clear

Dimensions and weight
Height: 300 mm
Width: 300 mm
Depth: 90 mm
Weight: 1 Kg

1R3.000

300

300

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

LUCIA-GDLUCIA-ELLUCIA

LUCIA COMPONENTS - E27 VERSION

LUCIA COMPONENTS - LED VERSION (Technical details Pag.290)

Lampholder Ref. Code

CEILINGWALL

RESIDENTIAL PUBLIC

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

POST

COVER made in shockproof resin material UV rays stabilized. 
Ring, eyelid and guard versions available.

COVER in resina antiurto stabilizzata ai raggi UV, disponibile 
nella versione ad anello, a palpebra e a manubrio.

Opal DIFFUSER of UV stabilized Polimethylmethacrilate 
(PMMA), one piece only, provided with high quality silicone 
rubber gasket.

DIFFUSORE opale in un pezzo unico realizzato in 
polimetilmetacrilato (PMMA) stabilizzato ai raggi UV, completo 
di guarnizione in gomma ad alta qualità.

Highly heat resistant REFLECTIVE PLATE made by shockproof 
resin material, UV rays stabilized.

PIATTO RIFLETTENTE ad alta resistenza al calore in resina 
antiurto stabilizzata ai raggi UV.

BASE made in shockproof resin material, UV rays stabilized, 
suitable for the electrical devices  xation. Provided with E27 
lampholder.

BASE realizzata in resina antiurto, stabilizzata ai raggi UV, 
adatta ad alloggiare gli accessori elettrici. Fornita completa di 
portalampada E27.

9W

POWER

900 lm

PCB
LUMINOUS

FLUX
110/240v
50/60 Hz

VOLTAGE 
RANGE

4000K

COLOR TEMP.
KELVIN

 PRINTED CIRCUIT BOARD with round shape provided with 
150 LED x 6 lm each to allow a uniform light distribution. 
Total luminous  ux of 900 lm.

CIRCUITO STAMPATO circolare con alloggiati 150 LED da 6 
lm ciascuno per permettere un’uniforme distribuzione della luce. 
Flusso luminoso totale di 900 lm.

BASE made in shockproof resin material, UV 
rays stabilized, provided with 150mA constant 
current driver. 
Input: 100-240V, 50-60Hz

BASE realizzata in resina antiurto, stabilizzata 
ai raggi UV, completa di alimentatore 150mA 
a corrente costante. 
Input: 100-240V, 50-60Hz
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ROUND SHAPE
LUCIA RANGE

2R3.000

3R3.000 1R3.000
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ROUND SHAPE
LUCIA RANGE

2R3.000

1R3.000

3R3.000

LUCIA-EL

LUCIA

LUCIA-GD

GABRI/
LUCIA 1L

GABRI/
LUCIA-EL 1L

GABRI/
LUCIA-GD 1L

GABRI/
LUCIA 2L

GABRI/
LUCIA-EL 2L

GABRI/
LUCIA-GD 2L

1R3.613.010

2R3.613.010

3R3.613.010

1R3.613.020

2R3.613.020

3R3.613.020

Pcs 1
Kg  4
mc  0,097

Pcs 1
Kg  1
mc  0,01

Pcs 1
Kg  1
mc  0,01

Pcs 1
Kg  1
mc  0,01

Pcs 1
Kg  4
mc  0,097

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Pcs 1
Kg  4
mc  0,097

Pcs 1
Kg  5
mc  0,097

Pcs 1
Kg  5
mc  0,097

Pcs 1
Kg  5
mc  0,097

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  4,5
mc  0,065

Pcs 1
Kg  4,5
mc  0,065

Pcs 1
Kg  4,5
mc  0,065

MINIGABRI/
LUCIA 1L

MINIGABRI/
LUCIA-EL 1L

MINIGABRI/
LUCIA-GD 1L

MINIGABRI/
LUCIA 2L

MINIGABRI/
LUCIA-EL 2L

MINIGABRI/
LUCIA-GD 2L

1R3.612.010

2R3.612.010

3R3.612.010

1R3.612.020

2R3.612.020

3R3.612.020

LUCIA-GDLUCIA-ELLUCIA

Pa
g.

34
0

BU
LK

H
EA

D 
PO

ST
S 

D
ET

A
ILS
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REMI/LUCIA RANGE
ROUND SHAPE

1R3.602

3R3.602 2R3.602
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ROUND SHAPE
REMI/LUCIA RANGE

2R3.602

1R3.602

3R3.602

REMI/LUCIA-EL

REMI/LUCIA

REMI/LUCIA-GD

GABRI 
REMI/LUCIA 1L

GABRI
REMI/LUCIA-EL 1L

GABRI
REMI/LUCIA-GD 1L

GABRI 
REMI/LUCIA 2L

GABRI
REMI/LUCIA-EL 2L

GABRI
REMI/LUCIA-GD 2L

1R3.613.X10

2R3.613.X10

3R3.613.X10

1R3.613.X20

2R3.613.X20

3R3.613.X20

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

MINIGABRI
REMI/LUCIA 1L

MINIGABRI
REMI/LUCIA-EL 1L

MINIGABRI
REMI/LUCIA-GD 1L

MINIGABRI
REMI/LUCIA 2L

MINIGABRI
REMI/LUCIA-EL 2L

MINIGABRI
REMI/LUCIA-GD 2L

1R3.612.X10

2R3.612.X10

3R3.612.X10

1R3.612.X20

2R3.612.X20

3R3.612.X20

Pcs 1
Kg  4,5
mc  0,097

Pcs 1
Kg  4,5
mc  0,097

Pcs 1
Kg  4,5
mc  0,097

Pcs 1
Kg  5
mc  0,065

Pcs 1
Kg  5
mc  0,065

Pcs 1
Kg  5
mc  0,065

LUCIA-GDLUCIA-ELLUCIA

Pcs 1
Kg  1
mc  0,01

Pcs 1
Kg  1
mc  0,01

Pcs 1
Kg  1
mc  0,01

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240
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ROUND SHAPE
LUCIA

1V3.000

OVAL SHAPE
MADDI RANGE

Oval bulkhead lamp made in shockproof 
resin material, UV-rays stabilized, rust 
and corrosion-free. Ring, vertical eyelid 
and horizontal eyelid cover versions 
available. Suitable for wall, ceiling and 
post installation. Coloured backlit base 
available as optional. Insulation class II, 
Protection rating IP66.

Plafoniera ovale realizzata in resina 
antiurto stabilizzata ai raggi UV 
inattaccabile da ruggine e corrosione. 
Cover disponibile nella versione ad 
anello e a palpebra (orizzontale e 
verticale). Idonea per il montaggio a 
parete, a sof  tto e a palo, anche nella 
versione con retroilluminazione colorata. 
Classe di isolamento II, grado di 
protezione IP66.

- 284 -

MADDI
1V3.000

REMI/MADDI
1V3.602

MADDI-VE
2V3.000

REMI/MADDI-VE
2V3.602

MADDI-HL
3V3.000

REMI/MADDI-HL
3V3.602
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OVAL SHAPE
MADDI RANGE

BACKLIT COLOURS

Backlit Colours

Polycarbonate base available 
in 5 different colours to create a 
coloured effect on wall or ceiling, 
for an elegant and customized 
ambience.

MADDI

.PK1
Pink

.BU1
Blue

.GN1
Green

.OR1
Orange

.CL1
Clear

Dimensions and weight
Height: 330 mm
Width: 230 mm
Depth: 90 mm
Weight: 1 Kg

330

230

1V3.000

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

MADDI-HLMADDI-VEMADDI

MADDI COMPONENTS - E27 VERSION

MADDI COMPONENTS - LED VERSION (Technical details Pag.290)

Lampholder Ref. Code

CEILINGWALL

RESIDENTIAL PUBLIC

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

POST

COVER made in shockproof resin material UV rays stabilized. 
Ring, vertical eyelid and horizontal eyelid versions available.

COVER in resina antiurto stabilizzata ai raggi UV, disponibile 
nella versione ad anello, a palpebra (orizzontale e verticale)

Opal DIFFUSER of UV stabilized Polimethylmethacrilate 
(PMMA), one piece only, provided with high quality silicone 
rubber gasket.

DIFFUSORE opale in un pezzo unico realizzato in 
polimetilmetacrilato (PMMA) stabilizzato ai raggi UV, completo 
di guarnizione in gomma ad alta qualità.

Highly heat resistant REFLECTIVE PLATE made by shockproof 
resin material, UV rays stabilized.

PIATTO RIFLETTENTE ad alta resistenza al calore in resina 
antiurto stabilizzata ai raggi UV.

BASE made in shockproof resin material, UV rays stabilized, 
suitable for the electrical devices  xation. Provided with E27 
lampholder.

BASE realizzata in resina antiurto, stabilizzata ai raggi UV, 
adatta ad alloggiare gli accessori elettrici. Fornita completa di 
portalampada E27.

9W

POWER

900 lm

PCB
LUMINOUS

FLUX
110/240v
50/60 Hz

VOLTAGE 
RANGE

4000K

COLOR TEMP.
KELVIN

 PRINTED CIRCUIT BOARD with oval shape provided with 
150 LED x 6 lm each to allow a uniform light distribution. 
Total luminous  ux of 900 lm.

CIRCUITO STAMPATO ovale con alloggiati 150 LED da 6 lm 
ciascuno per permettere un’uniforme distribuzione della luce. 
Flusso luminoso totale di 900 lm.

BASE made in shockproof resin material, UV 
rays stabilized, provided with 150mA constant 
current driver. 
Input: 100-240V, 50-60Hz

BASE realizzata in resina antiurto, stabilizzata 
ai raggi UV, completa di alimentatore 150mA 
a corrente costante. 
Input: 100-240V, 50-60Hz

bulkhead.indd   285 19/03/2012   18:01:47



- 286 -

C
O

M
PA

N
Y

G
A

RD
EN

U
RB

A
N

 C
LA

SS
IC

U
RB

A
N

 M
O

D
ER

N
RE

FE
RE

N
C

ES
BU

LK
H

EA
D

PO
ST

BO
LL

A
RD

S
RE

C
ES

SE
D 

&
 S

U
RF

AC
E

OVAL SHAPE
MADDI RANGE

1V3.000.GN1

2V3.000 3V3.000
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OVAL SHAPE
MADDI RANGE

750

240230

2V3.000

1V3.000

3V3.000

MADDI-VE

MADDI

MADDI-HL

GABRI/
MADDI 1L

GABRI/
MADDI-VE 1L

GABRI/
MADDI 2L

GABRI/
MADDI-VE 2L

1V3.613.010

2V3.613.010

1V3.613.020

2V3.613.020

MINIGABRI/
MADDI 1L

MINIGABRI/
MADDI-VE 1L

MINIGABRI/
MADDI 2L

MINIGABRI/
MADDI-VE 2L

1V3.612.010

2V3.612.010

1V3.612.020

2V3.612.020

MADDI-HLMADDI-VEMADDI

Pcs 1
Kg  4
mc  0,097

Pcs 1
Kg  1
mc  0,01

Pcs 1
Kg  1
mc  0,01

Pcs 1
Kg  1
mc  0,01

Pcs 1
Kg  4
mc  0,097

Pcs 1
Kg  5
mc  0,097

Pcs 1
Kg  5
mc  0,097

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  4,5
mc  0,065

Pcs 1
Kg  4,5
mc  0,065

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240
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REMI/MADDI RANGE
OVAL SHAPE

1V3.602

3V3.602

2V3.602
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OVAL SHAPE
REMI/MADDI RANGE

2V3.602

1V3.602

3V3.602

REMI/MADDI-VE

REMI/MADDI

REMI/MADDI-HL

GABRI 
REMI/MADDI 1L

GABRI
REMI/MADDI-VE 1L

GABRI 
REMI/MADDI-HL 1L

GABRI 
REMI/MADDI 2L

GABRI
REMI/MADDI-VE 2L

GABRI
REMI/MADDI-HL 2L

1V3.613.X10

2V3.613.X10

3V3.613.X10

1V3.613.X20

2V3.613.X20

3V3.613.X20

MINIGABRI
REMI/MADDI 1L

MINIGABRI
REMI/MADDI-VE 1L

MINIGABRI
REMI/MADDI-HL 1L

MINIGABRI
REMI/MADDI 2L

MINIGABRI
REMI/MADDI-VE 2L

MINIGABRI
REMI/MADDI-HL 2L

1V3.612.X10

2V3.612.X10

3V3.612.X10

1V3.612.X20

2V3.612.X20

3V3.612.X20

MADDI-HLMADDI-VEMADDI

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  4,5
mc  0,097

Pcs 1
Kg  4,5
mc  0,097

Pcs 1
Kg  4,5
mc  0,097

Pcs 1
Kg  5
mc  0,065

Pcs 1
Kg  5
mc  0,065

Pcs 1
Kg  5
mc  0,065

Pcs 1
Kg  1
mc  0,01

Pcs 1
Kg  1
mc  0,01

Pcs 1
Kg  1
mc  0,01

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Pa
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Led version available on 
the whole round bulkhead 
collection.
REFERENCE CODES:

Led version available on 
the whole oval bulkhead 
collection.
REFERENCE CODES:

 High energy ef  ciency :  the LED versions of “Fumagalli” bulkheads supplies an increased amount of light with 
reduced consumption compared to traditional light sources.

 All the data are referred to the performance of the light sources once  xed inside a bulkhead with opal diffuser.

9W
150 LED

23W
 uorescent

100W
incandescent

LUMEN WITH 
OPAL DIFFUSER 586 lm 584 lm 584 lm

ENERGY COST BIG SAVE +150% +880%

LIFE TIME 50.000 h 10.000 h 1.000 h

CO2
POLLUTION NO YES YES

LED VERSION - REFERENCE CODES

LED VERSION - REFERENCE CODES

LUCIA LED 1R3.000.L11
LUCIA-EL LED 2R3.000.L11
LUCIA-GD LED 3R3.000.L11

GELMI LED 1G3.000.L11
GELMI-EL LED 2G3.000.L11
GELMI-GR LED 3G3.000.L11

STUCCHI LED 1U3.000.L11

RITA  1T3.000.L11

MADDI LED 1V3.000.L11
MADDI-VE LED 2V3.000.L11
MADDI-HL LED 3V3.000.L11

DANZI LED 1D3.000.L11
DANZI-VE LED 2D3.000.L11
DANZI-GR LED 3D3.000.L11

CECCHI LED 1H3.000.L11

Product    Code

Product    Code

LED VERSION
BULKHEAD RANGE

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

 PRINTED CIRCUIT BOARD with oval shape provided 
with 150 LED x 6 lm each to allow a uniform light 
distribution. Total luminous  ux of 900 lm.

CIRCUITO STAMPATO ovale dotato di 150 LED da 6 
lm ciascuno per permettere un’uniforme distribuzione della 
luce. Flusso luminoso totale di 900 lm.

 PRINTED CIRCUIT BOARD with round shape provided 
with 150 LED x 6 lm each to allow a uniform light 
distribution. Total luminous  ux of 900 lm.

CIRCUITO STAMPATO circolare dotato di 150 LED da 
6 lm ciascuno per permettere un’uniforme distribuzione 
della luce. Flusso luminoso totale di 900 lm.

BASE made in shockproof resin material, 
UV rays stabilized, provided with 150mA 
constant current driver. 
Input: 100-240V, 50-60Hz

BASE realizzata in resina antiurto, 
stabilizzata ai raggi UV, completa di 
alimentatore 150mA a corrente costante. 
Input: 100-240V, 50-60Hz

BASE made in shockproof resin material, 
UV rays stabilized, provided with 150mA 
constant current driver. 
Input: 100-240V, 50-60Hz

BASE realizzata in resina antiurto, 
stabilizzata ai raggi UV, completa di 
alimentatore 150mA a corrente costante. 
Input: 100-240V, 50-60Hz

9W

POWER

9W

POWER

900 lm

PCB
LUMINOUS

FLUX

900 lm

PCB
LUMINOUS

FLUX

110/240v
50/60 Hz

VOLTAGE 
RANGE

110/240v
50/60 Hz

VOLTAGE 
RANGE

4000K

COLOR TEMP.
KELVIN

4000K

COLOR TEMP.
KELVIN
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EMERGENCY VERSION

Motion Sensor version 
available on the whole 
bulkhead collection.
REFERENCE CODES:

Emergency version available 
on the whole bulkhead 
collection.
REFERENCE CODES:

DETECTION ANGLE
30° - 150°

FIELDS OF DETECTION
1 - 5 MT (adjustable)

BATTERY LIFETIME
3 HOURS

AVAILABLE FROM END 2012
MAINTAINED EMERGENCY AND EMERGENCY ONLY VERSION

Printed circuit board provided with 150 
LED x 6 lm each for a total luminous  ux of 
900 lm.  In case of black-out  the luminaries 
is automatically switched to “emergency 
mode”, irrespective of the current position 
of the switch. On “emergency mode” the 
battery supplies power for 3 hours to the 
led plate. The same  tting can be used 
also as “emergency only” luminaries.

Circuito stampato dotato di 150 LED da 6 lm 
ciascuno per un  usso luminoso totale di 900 lm. 
Indipendentemente dalla posizione dell’interruttore, 
in caso di black-out la batteria mantiene alimentato 
per 3 ore il piatto led (“modalità emergenza”). Il 
medesimo apparecchio può offrire anche il servizio 
di sola emergenza.

Lithium battery kit with fast terminal 
connectors for easy installation. 

Kit batteria al litio con morsetto automatico per 
semplice installazione.

Driver /Alimentatore 650mA: 
input  100-240V 50-60Hz / output 24V 

BULKHEAD RANGE

SENSOR VERSION 

LUCIA LED 1R3.000.LS1
LUCIA-EL LED 2R3.000.LS1
LUCIA-GD LED 3R3.000.LS1

GELMI LED 1G3.000.LS1
GELMI-VE LED 2G3.000.LS1
GELMI-GR LED 3G3.000.LS1

STUCCHI LED 1U3.000.LS1

RITA  1T3.000.LS1

MADDI LED 1V3.000.LS1
MADDI-VE LED 2V3.000.LS1
MADDI-HL LED 3V3.000.LS1

DANZI LED 1D3.000.LS1
DANZI-VE LED 2D3.000.LS1
DANZI-GR LED 3D3.000.LS1

CECCHI LED 1H3.000.LS1

LUCIA LED 1R3.000.LE1
LUCIA-EL LED 2R3.000.LE1
LUCIA-GD LED 3R3.000.LE1

DANZI LED 1D3.000.LE1
DANZI-VE LED 2D3.000.LE1
DANZI-GR LED 3D3.000.LE1

STUCCHI LED 1U3.000.LE1

RITA 1T3.000.LE1

MADDI LED 1V3.000.LE1
MADDI-VE LED 2V3.000.LE1
MADDI-HL LED 3V3.000.LE1

GELMI LED 1G3.000.LE1
GELMI-EL LED 2G3.000.LE1
GELMI-GR LED 3G3.000.LE1

CECCHI LED 1H3.000.LE1

Product  Code

Product  Code

 DAYLIGHT AND MOTION SENSOR VERSION

 Printed circuit board provided with 150 
LED x 6 lm each to allow a uniform light 
distribution. Total luminous  ux 900lm. 

Circuito stampato dotato di 150 LED da 
6 lm ciascuno per permettere un’uniforme 
distribuzione della luce. Flusso luminoso totale 
di 900 lm.

 Daylight and motion microwave 
sensor. Field of detection 1-5mt radial 
adjustable. Detection angle 30°-150°.
Sensor operating voltage: 220-240V
(120V version available on demand).

Sensore di movimento e crepuscolare a 
microonde. Campo di rivelazione 1-5mt con 
regolazione radiale. Angolo di rivelazione 30°-
150°. Tensione operativa del sensore: 220-240V
(versione 120V disponibile su richiesta).

9W

POWER

900 lm

PCB
LUMINOUS

FLUX

SENSOR OPERATIVESENSOR OPERATIVE
TEMPERATURETEMPERATURE

4000K

COLOR TEMP.
KELVIN

9W

POWER

900 lm

PCB
LUMINOUS

FLUX
110/240v
50/60 Hz

VOLTAGE 
RANGE

4000K

COLOR TEMP.
KELVIN

SENSOR & EMERGENCY VERSIONS
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- 292 -- 292 -

RECESSED
LETI 300

306

RECESSED
LETI 100 square

298

RECESSED
LETI 200

302

RECESSED
LETI 100 round

294

recessed & surface.indd   292 17/03/2012   09:04:47



NOME
CATEGORIA C

O
M

PA
N

Y
G

A
RD

EN
U

RB
A

N
 C

LA
SS

IC
U

RB
A

N
 M

O
D

ER
N

RE
FE

RE
N

C
ES

BU
LK

H
EA

D
PO

ST
BO

LL
A

RD
S

RE
C

ES
SE

D 
&

 S
U

RF
AC

E

RECESSED & SURFACE

- 293 -

SURFACE
EXTRALETI 100 square 

314

SURFACE
EXTRALETI 300

322

SURFACE
EXTRALETI 100 round

310

SURFACE
EXTRALETI 200

318
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Recessed wall lamp with round shape, 
made in shockproof resin material, UV 
rays stabilized, rust and corrosion-free. 
Supplied as standard with GX53 LED lamp 
3W-300lm included. Available in 4 different 
cover options to get a diffuse or downwards 
directed light emission. Insulation class II, 
Protection rating IP66.

Lampada ad incasso a muro con forma 
circolare, realizzata in resina antiurto, 
stabilizzata ai raggi UV, inattaccabile 
da ruggine e corrosione. Fornita nella 
versione standard  con lampadina a LED 
GX53 3W-300lm inclusa. Disponibile 
in 4 differenti versioni di cover per 
permettere un’emissione della luce 
diffusa o diretta verso il basso. 
Classe di isolamento II, grado 
di protezione IP66.

RECESSED LAMP
LETI 100 ROUND

2C1.000.G1L

- 294 -

LETI 100 ROUND
2C1.000.G1L

LETI 100 ROUND-GR
2C2.000.G1L

LETI 100 ROUND-EL
2C3.000.G1L

LETI 100 ROUND-ST
2C4.000.G1L
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LETI LED 100 ROUND - COMPONENTS LETI 100 ROUND

Opal DIFFUSER with  at shape made in polimethylmethacrilate 
(PMMA).

DIFFUSORE con forma piatta fabbricato in metacrilato (PMMA) 
opale.

Supplied as standard with GX53 LED LAMP 
3W - 300 lm included.

Forniti nella versione standard con LAMPADINA A LED GX53 
3W - 300 lm inclusa.

HOUSING made in shockproof resin material, UV rays stabilized, rust 
and corrosion free, provided complete with GX53 lampholder.

CASSA realizzata in resina antiurto, stabilizzata ai raggi 
UV, inattacabile da ruggine e corrosione, fornita completa di 
portalampada GX53.

INSTALLATION HOUSING made in resin material to be cemented 
into the wall before installing the luminaries. Provided with double 
cable entry with silicone cable gland.

CONTRO-CASSA in resina da cementare nel muro prima 
dell’installazione degli apparecchi., completa di doppia entrata per il 
cavo elettrico e passacavo in gomma.

COVER made in shockproof resin material, UV rays stabilized, rust 
and corrosion free. Different shapes available allowing a diffuse or a 
downwards light emission.

COVER realizzata in resina antiurto, stabilizzata ai raggi UV, 
inattacabile da ruggine e corrosione. Disponibile in diverse versioni per 
permettere un’emissione della luce diffusa  o diretta verso il basso.

Dimensions and weight
Diameter: Ø 134 mm
Installation housing depth: 62 mm
Weight: 0,5 Kg

RECESSED LAMP
LETI 100 ROUND

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

134

134

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

High quality silicone rubber GASKET to ensure high protection against 
external agents. 

GUARNIZIONE in gomma siliconica per garantire un alto livello di 
protezione contro gli agenti esterni.

Lampholder Ref. Code

LED
3W GX53 .G1L

LAMP
INCLUDED

PUBLIC

WALL

RESIDENTIAL

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000 20.000
HoursKelvin

Light
Source

50
smd LED

Power

3 Watt

      3W =      40W

Luminous Flux

300
Lumen100 lm/W

Ø 75mm

LED VERSION WITH GX53 LED LAMP INCLUDED
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2C2.000.G1L2C4.000.G1L2C1.000.G1L

2C3.000.G1L

RECESSED LAMP
LETI 100 ROUND
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2C2.000.G1L

2C4.000.G1L

2C1.000.G1L

2C3.000.G1L

LETI 100 ROUND-GR

LETI 100 ROUND-ST

LETI 100 ROUND

LETI 100 ROUND-EL

RECESSED LAMP
LETI 100 ROUND

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

GX53 LED LAMP
INCLUDED

GX53 LED LAMP 
INCLUDED

GX53 LED LAMP
INCLUDED

GX53 LED LAMP
INCLUDED

GX53 LED LAMP (INCLUDED)

50 smd LED
300 Lumen
3 Watt 
4000K (daylight white)
20.000 h
110/240V
50/60 Hz

GX53 Lamp Code: H.LED.G53

      3W =      40W

 Pcs 48
Kg 24
mc 0,12

 Pcs 48
Kg 24
mc 0,12

 Pcs 48
Kg 24
mc 0,12

 Pcs 48
Kg 24
mc 0,12
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Recessed wall lamp with square shape, 
made in shockproof resin material, UV 
rays stabilized, rust and corrosion-free. 
Supplied as standard with GX53 LED lamp 
3W-300lm included. Available in 4 different 
cover options to get a diffuse or downwards 
directed light emission. Insulation class II, 
Protection rating IP66. 

Lampada ad incasso a muro con forma 
quadra, realizzata in resina antiurto 
stabilizzata ai raggi UV inattaccabile da 
ruggine e corrosione. Fornita nella versione 
standard  con lampadina a LED GX53 
3W-300lm inclusa. 
Disponibile in 4 differenti versioni di cover 
per permettere un’emissione della luce 
diffusa o diretta verso il basso. 
Classe di isolamento II, grado 
di protezione IP66.

3C1.000.G1L

RECESSED LAMP
LETI 100 SQUARE

- 298 -

LETI 100 SQUARE
3C1.000.G1L

LETI 100 SQUARE-GR
3C2.000.G1L

LETI 100 SQUARE-EL
3C3.000.G1L

LETI 100 SQUARE-ST
3C4.000.G1L
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LETI LED 100 SQUARE - COMPONENTS LETI 100 SQUARE

RECESSED LAMP
LETI 100 SQUARE

Dimensions and weight
Height: 115 mm
Width: 115 mm
Installation housing depth: 62 mm
Weight: 0,5 Kg

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

115

115

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

Lampholder Ref. Code

LED
3W GX53 .G1L

LAMP
INCLUDED

PUBLIC

WALL

RESIDENTIAL

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

Opal DIFFUSER with  at shape made in polimethylmethacrilate 
(PMMA).

DIFFUSORE con forma piatta fabbricato in metacrilato (PMMA) 
opale.

Supplied as standard with GX53 LED LAMP 
3W - 300 lm included.

Forniti nella versione standard con LAMPADINA A LED GX53 
3W - 300 lm inclusa.

HOUSING made in shockproof resin material, UV rays stabilized, rust 
and corrosion free, provided complete with GX53 lampholder.

CASSA realizzata in resina antiurto, stabilizzata ai raggi 
UV, inattacabile da ruggine e corrosione, fornita completa di 
portalampada GX53.

INSTALLATION HOUSING made in resin material to be cemented 
into the wall before installing the luminaries. Provided with double 
cable entry with silicone cable gland.

CONTRO-CASSA in resina da cementare nel muro prima 
dell’installazione degli apparecchi., completa di doppia entrata per il 
cavo elettrico e passacavo in gomma.

COVER made in shockproof resin material, UV rays stabilized, rust 
and corrosion free. Different shapes available allowing a diffuse or a 
downwards light emission.

COVER realizzata in resina antiurto, stabilizzata ai raggi UV, 
inattacabile da ruggine e corrosione. Disponibile in diverse versioni per 
permettere un’emissione della luce diffusa  o diretta verso il basso.

High quality silicone rubber GASKET to ensure high protection against 
external agents. 

GUARNIZIONE in gomma siliconica per garantire un alto livello di 
protezione contro gli agenti esterni.

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000 20.000
HoursKelvin

Light
Source

50
smd LED

Power

3 Watt

      3W =      40W

Luminous Flux

300
Lumen100 lm/W

Ø 75mm

LED VERSION WITH GX53 LED LAMP INCLUDED
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RECESSED LAMP
LETI 100 SQUARE

3C2.000.G1L

3C4.000.G1L

3C3.000.G1L

3C1.000.G1L
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RECESSED LAMP
LETI 100 SQUARE

3C2.000.G1L

3C4.000.G1L

3C1.000.G1L

3C3.000.G1L

LETI 100 SQUARE-GR

LETI 100 SQUARE-ST

LETI 100 SQUARE

LETI 100 SQUARE-EL

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

GX53 LED LAMP
INCLUDED

GX53 LED LAMP 
INCLUDED

GX53 LED LAMP
INCLUDED

GX53 LED LAMP
INCLUDED

GX53 LED LAMP (INCLUDED)

 Pcs 48
Kg 24
mc 0,12

 Pcs 48
Kg 24
mc 0,12

 Pcs 48
Kg 24
mc 0,12

 Pcs 48
Kg 24
mc 0,12

50 smd LED
300 Lumen
3 Watt 
4000K (daylight white)
20.000 h
110/240V
50/60 Hz

GX53 Lamp Code: H.LED.G53

      3W =      40W
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Recessed wall lamp with rectangular shape, made 
in shockproof resin material, UV rays stabilized, 
rust and corrosion-free. Supplied as standard with 
GX53 LED lamp 3W-300lm included. Available 
in 5 different cover options to get a diffuse or 
downwards directed light emission. Insulation class 
II, Protection rating IP66.

Lampada ad incasso a muro con forma 
rettangolare, realizzata in resina antiurto 
stabilizzata ai raggi UV inattaccabile da ruggine 
e corrosione. Fornita nella versione standard  con 
lampadina a LED GX53 3W-300lm inclusa. 
Disponibile in 5 differenti versioni di cover per 
permettere un’emissione della luce diffusa o diretta 
verso il basso. Classe di isolamento II, grado di 
protezione IP66.

RECESSED LAMP
LETI 200

4C4.000.G1L

- 302 -

LETI 200
4C1.000.G1L

LETI 200-GL
4C2.000.G1L

LETI 200-RS
4C3.000.G1L

LETI 200-HS
4C4.000.G1L

LETI 200-VP
4C5.000.G1L
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LETI LED 200 - COMPONENTS LETI 200

Opal DIFFUSER with  at shape made in polimethylmethacrilate 
(PMMA).

DIFFUSORE con forma piatta fabbricato in metacrilato (PMMA) 
opale.

HOUSING made in shockproof resin material, UV rays stabilized, rust 
and corrosion free, provided as standard with GX53 lampholder.

CASSA realizzata in resina antiurto, stabilizzata ai raggi UV, 
inattacabile da ruggine e corrosione fornita nella versione standard 
completa di portalampada GX53.

INSTALLATION HOUSING made in resin material to be cemented 
into the wall before installing the luminaries. Provided with double 
cable entry with silicone cable gland.

CONTRO-CASSA in resina da cementare nel muro prima 
dell’installazione degli apparecchi., completa di doppia entrata per il 
cavo elettrico e passacavo in gomma.

Dimensions and weight
Height: 113 mm
Width: 188 mm
Installation housing depth: 98 mm
Weight: 0,7 Kg

RECESSED LAMP
LETI 200

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

113

188

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

COVER made in shockproof resin material, UV rays stabilized, rust 
and corrosion free. Different shapes available allowing a diffuse or a 
downwards light emission.

COVER realizzata in resina antiurto, stabilizzata ai raggi UV, 
inattacabile da ruggine e corrosione. Disponibile in diverse versioni per 
permettere un’emissione della luce diffusa  o diretta verso il basso.

Lampholder Ref. Code

LED
3W GX53 .G1L

9W E14 .E14

LAMP
INCLUDED

PUBLIC

WALL

RESIDENTIAL

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

Supplied as standard with GX53 LED LAMP 
3W - 300 lm included.

Forniti nella versione standard con LAMPADINA A LED GX53 
3W - 300 lm inclusa.

High quality silicone rubber GASKET to ensure high protection against 
external agents. 

GUARNIZIONE in gomma siliconica per garantire un alto livello di 
protezione contro gli agenti esterni.

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000 20.000
HoursKelvin

Light
Source

50
smd LED

Power

3 Watt

      3W =      40W

Luminous Flux

300
Lumen100 lm/W

Ø 75mm

LED VERSION WITH GX53 LED LAMP INCLUDED
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4C2.000.G1L

4C5.000.G1L4C3.000.G1L 4C4.000.G1L

4C1.000.G1L

RECESSED LAMP
LETI 200
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4C2.000.G1L4C1.000.G1L

4C4.000.G1L4C3.000.G1L

4C5.000.G1L

LETI 200-GLLETI 200

LETI 200-HSLETI 200-RS

LETI 200-VP

RECESSED LAMP
LETI 200

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

GX53 LED LAMP
INCLUDED

GX53 LED LAMP 
INCLUDED

GX53 LED LAMP 
INCLUDED

GX53 LED LAMP
INCLUDED

GX53 LED LAMP
INCLUDED

GX53 LED LAMP (INCLUDED)

 Pcs 36
Kg 25
mc 0,12

 Pcs 36
Kg 25
mc 0,12

 Pcs 36
Kg 25
mc 0,12

 Pcs 36
Kg 25
mc 0,12

 Pcs 36
Kg 25
mc 0,12

50 smd LED
300 Lumen
3 Watt 
4000K (daylight white)
20.000 h
110/240V
50/60 Hz

GX53 Lamp Code: H.LED.G53

      3W =      40W
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Recessed wall lamp with rectangular shape, made 
in shockproof resin material, UV rays stabilized, 
rust and corrosion-free. Supplied as standard 
with 2 x GX53 LED lamps 6W-600lm included. 
Available in 5 different cover options to get a 
diffuse or downwards directed light emission. 
Insulation class II, Protection rating IP66.

Lampada ad incasso a muro con forma 
rettangolare, realizzata in resina antiurto 
stabilizzata ai raggi UV inattaccabile da ruggine 
e corrosione. Fornita nella versione standard  con 
2 lampadine a LED GX53 incluse per un totale 
di 6W-600lm. Disponibile in 5 differenti versioni 
di cover per permettere un’emissione della 
luce diffusa o diretta verso il basso. Classe di 
isolamento II, grado di protezione IP66.

RECESSED LAMP
LETI 300

5C4.000.G2L

- 306 -

LETI 300
5C1.000.G2L

LETI 300-GL
5C2.000.G2L

LETI 300-RS
5C3.000.G2L

LETI 300-HS
5C4.000.G2L

LETI 300-VP
5C5.000.G2L
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LETI LED 300 - COMPONENTS LETI 300

Dimensions and weight
Height: 113 mm
Width: 293 mm
Installation housing depth: 98 mm
Weight: 1 Kg

RECESSED LAMP
LETI 300

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

113

293

Lampholder Ref. Code

LED

2 x 3W GX53 .G2L
2 LAMPS

INCLUDED

PUBLIC

WALL

RESIDENTIAL

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

Opal DIFFUSER with  at shape made in polimethylmethacrilate 
(PMMA).

DIFFUSORE con forma piatta fabbricato in metacrilato (PMMA) 
opale.

HOUSING made in shockproof resin material, UV rays stabilized, rust 
and corrosion free, provided as standard with 2 x GX53 lampholders.

CASSA realizzata in resina antiurto, stabilizzata ai raggi UV, 
inattacabile da ruggine e corrosione fornita nella versione standard 
completa di 2 portalampada GX53.

INSTALLATION HOUSING made in resin material to be cemented 
into the wall before installing the luminaries. Provided with double 
cable entry with silicone cable gland.

CONTRO-CASSA in resina da cementare nel muro prima 
dell’installazione degli apparecchi., completa di doppia entrata per il 
cavo elettrico e passacavo in gomma.

COVER made in shockproof resin material, UV rays stabilized, rust 
and corrosion free. Different shapes available allowing a diffuse or a 
downwards light emission.

COVER realizzata in resina antiurto, stabilizzata ai raggi UV, 
inattacabile da ruggine e corrosione. Disponibile in diverse versioni per 
permettere un’emissione della luce diffusa  o diretta verso il basso.

Supplied as standard with 2 x GX53 LED LAMPS
2 x 3W - 600 lm included.

Forniti nella versione standard con 2 LAMPADINE A LED GX53 
2 x 3W - 600 lm incluse.

High quality silicone rubber GASKET to ensure high protection against 
external agents. 

GUARNIZIONE in gomma siliconica per garantire un alto livello di 
protezione contro gli agenti esterni.

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000 20.000
HoursKelvin

Power

62X3W

Watt

      2 x 3W =     75W

Ø 75mm

Light
Source

100
smd LED

Luminous Flux

600
Lumen100 lm/W

LED VERSION WITH 2 x GX53 LED LAMPS INCLUDED
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RECESSED LAMP
LETI 300

5C4.000.G2L 5C5.000.G2L5C2.000.G2L

5C3.000.G2L

5C1.000.G2L
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5C2.000.G2L5C1.000.G2L

5C4.000.G2L5C3.000.G2L

5C5.000.G2L

LETI 300-GLLETI 300

LETI 300-HSLETI 300-RS

LETI 300-VP

RECESSED LAMP
LETI 300

LETI 300LETI 200
LETI 100 
SQUARE

LETI 100 
ROUND

2 x GX53 LED LAMPS
INCLUDED

2 x GX53 LED LAMPS
INCLUDED

2 x GX53 LED LAMPS
INCLUDED

2 x GX53 LED LAMPS
INCLUDED

2 x GX53 LED LAMPS
INCLUDED

GX53 LED LAMPS (INCLUDED)

 Pcs 24
Kg 28
mc 0,12

 Pcs 24
Kg 28
mc 0,12

 Pcs 24
Kg 28
mc 0,12

 Pcs 24
Kg 28
mc 0,12

 Pcs 24
Kg 28
mc 0,12

50 smd LED
300 Lumen x 2= 600 Lumen
3 Watt x 2= 6W 
4000K (daylight white)
20.000 h
110/240V
50/60 Hz

      2 x 3W =      75W

GX53 Lamp Code: H.LED.G53
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Surface wall lamp with round shape, made in 
shockproof resin material, UV rays stabilized, 
rust and corrosion-free. Supplied as standard 
with GX53 LED lamp 3W-300lm included. 
Available in 4 different cover options to get a 
diffuse or downwards directed light emission. 
Insulation class II, Protection rating IP66.

Lampada a muro con forma circolare, realizzata 
in resina antiurto, stabilizzata ai raggi UV, 
inattaccabile da ruggine e corrosione. Fornita 
nella versione standard  con lampadina a 
LED GX53 3W-300lm inclusa. Disponibile in 
4 differenti versioni di cover per permettere 
un’emissione della luce diffusa o diretta verso 
il basso. Classe di isolamento II, grado di 
protezione IP66.

2S3.000.G1L

SURFACE LAMP
EXTRALETI 100 ROUND

- 310 -

EXTRALETI 100 SQUARE
2S1.000.G1L

EXTRALETI 100 SQUARE-GR
2S2.000.G1L

EXTRALETI 100 SQUARE-EL
2S3.000.G1L

EXTRALETI 100 SQUARE-ST
2S4.000.G1L
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EXTRALETI LED 100 ROUND - COMPONENTS EXTRALETI 100 ROUND

Opal DIFFUSER with  at shape made in polimethylmethacrilate 
(PMMA).

DIFFUSORE con forma piatta fabbricato in metacrilato (PMMA) 
opale.

BODY made in shockproof resin material, UV rays stabilized, rust and 
corrosion free, provided complete with GX53 lampholder.

CORPO in resina antiurto, stabilizzato ai raggi UV, inattacabile da 
ruggine e corrosione, fornito completo di portalampada GX53.

Dimensions and weight
Diameter: Ø 140 mm
Depth: 64/85 mm
Weight: 0,5 Kg

SURFACE LAMP
EXTRALETI 100 ROUND

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

EXTRALETI 300EXTRALETI 200
EXTRALETI 

100 SQUARE
EXTRALETI 

100 ROUND

Supplied as standard with GX53 LED LAMP 
3W - 300 lm included.

Forniti nella versione standard con LAMPADINA A LED GX53
3W - 300 lm inclusa.

140

140

COVER made in shockproof resin material, UV rays stabilized, rust 
and corrosion free. Different shapes available allowing a diffuse or a 
downwards light emission..

COVER realizzata in resina antiurto, stabilizzata ai raggi UV, 
inattacabile da ruggine e corrosione. Disponibile in diverse versioni per 
permettere un’emissione della luce diffusa  o diretta verso il basso.

Lampholder Ref. Code

LED
3W GX53 .G1L

LAMP
INCLUDED

PUBLIC

WALL

RESIDENTIAL

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

High quality silicone rubber GASKET to ensure high protection against 
external agents. 

GUARNIZIONE in gomma siliconica per garantire un alto livello di 
protezione contro gli agenti esterni.

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000 20.000
HoursKelvin

Light
Source

50
smd LED

Power

3 Watt

      3W =      40W

Luminous Flux

300
Lumen100 lm/W

Ø 75mm

LED VERSION WITH GX53 LED LAMP INCLUDED
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SURFACE LAMP
EXTRALETI 100 ROUND

2S3.000.G1L

2S1.000.G1L

2S2.000.G1L2S4.000.G1L
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SURFACE LAMP
EXTRALETI 100 ROUND

2S2.000.G1L

2S4.000.G1L

2S1.000.G1L

2S3.000.G1L

EXTRALETI 100 ROUND-GR

EXTRALETI 100 ROUND-ST

EXTRALETI 100 ROUND

EXTRALETI 100 ROUND-EL

EXTRALETI 300EXTRALETI 200
EXTRALETI 

100 SQUARE
EXTRALETI 

100 ROUND

GX53 LED LAMP
INCLUDED

GX53 LED LAMP 
INCLUDED

GX53 LED LAMP
INCLUDED

GX53 LED LAMP
INCLUDED

GX53 LED LAMP (INCLUDED)

 Pcs 48
Kg 24
mc 0,12

 Pcs 48
Kg 24
mc 0,12

 Pcs 48
Kg 24
mc 0,12

 Pcs 48
Kg 24
mc 0,12

50 smd LED
300 Lumen
3 Watt 
4000K (daylight white)
20.000 h
110/240V
50/60 Hz

GX53 Lamp Code: H.LED.G53

      3W =      40W
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Surface wall lamp with square shape, made in 
shockproof resin material, UV rays stabilized, rust 
and corrosion-free. Supplied as standard with 
GX53 LED lamp 3W-300lm included. Available 
in 4 different cover options to get a diffuse or 
downwards directed light emission. Insulation class 
II, Protection rating IP66.

Lampada a muro con forma quadra, realizzata in 
resina antiurto stabilizzata ai raggi UV inattaccabile 
da ruggine e corrosione. Fornita nella versione 
standard  con lampadina a LED GX53 3W-300lm 
inclusa. Disponibile in 4 differenti versioni di cover 
per permettere un’emissione della luce diffusa 
o diretta verso il basso. Classe di isolamento II, 
grado di protezione IP66.

3S4.000.G1L

SURFACE LAMP
EXTRALETI 100 SQUARE

- 314 -

EXTRALETI 100 SQUARE
3S1.000.G1L

EXTRALETI 100 SQUARE-GR
3S2.000.G1L

EXTRALETI 100 SQUARE-EL
3S3.000.G1L

EXTRALETI 100 SQUARE-ST
3S4.000.G1L
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EXTRALETI 100 SQUARE

SURFACE LAMP
EXTRALETI 100 SQUARE

Dimensions and weight
Height: 120 mm
Width: 120 mm
Depth: 64/85 mm
Weight: 0,5 Kg

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

EXTRALETI 300EXTRALETI 200
EXTRALETI 

100 SQUARE
EXTRALETI 

100 ROUND

120

120

Lampholder Ref. Code

LED
3W GX53 .G1L

LAMP
INCLUDED

PUBLIC

WALL

RESIDENTIAL

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

EXTRALETI LED 100 SQUARE - COMPONENTS

Opal DIFFUSER with  at shape made in polimethylmethacrilate 
(PMMA).

DIFFUSORE con forma piatta fabbricato in metacrilato (PMMA) 
opale.

BODY made in shockproof resin material, UV rays stabilized, rust and 
corrosion free, provided complete with GX53 lampholder.

CORPO in resina antiurto, stabilizzato ai raggi UV, inattacabile da 
ruggine e corrosione, fornito completo di portalampada GX53.

Supplied as standard with GX53 LED LAMP 
3W - 300 lm included.

Forniti nella versione standard con LAMPADINA A LED GX53
3W - 300 lm inclusa.

COVER made in shockproof resin material, UV rays stabilized, rust 
and corrosion free. Different shapes available allowing a diffuse or a 
downwards light emission..

COVER realizzata in resina antiurto, stabilizzata ai raggi UV, 
inattacabile da ruggine e corrosione. Disponibile in diverse versioni per 
permettere un’emissione della luce diffusa  o diretta verso il basso.

High quality silicone rubber GASKET to ensure high protection against 
external agents. 

GUARNIZIONE in gomma siliconica per garantire un alto livello di 
protezione contro gli agenti esterni.

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000 20.000
HoursKelvin

Light
Source

50
smd LED

Power

3 Watt

      3W =      40W

Luminous Flux

300
Lumen100 lm/W

Ø 75mm

LED VERSION WITH GX53 LED LAMP INCLUDED
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SURFACE LAMP
EXTRALETI 100 SQUARE

3S4.000.G1L 3S2.000.G1L

3S3.000.G1L

3S1.000.G1L

SURFACE LAMP
EXTRALETI 100 SQUARE
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SURFACE LAMP
EXTRALETI 100 SQUARE

3S2.000.G1L

3S4.000.G1L

3S1.000.G1L

3S3.000.G1L

EXTRALETI 100 SQUARE-GR

EXTRALETI 100 SQUARE-ST

EXTRALETI 100 SQUARE

EXTRALETI 100 SQUARE-EL

EXTRALETI 300EXTRALETI 200
EXTRALETI 

100 SQUARE
EXTRALETI 100 

ROUND

GX53 LED LAMP
INCLUDED

GX53 LED LAMP 
INCLUDED

GX53 LED LAMP
INCLUDED

GX53 LED LAMP
INCLUDED

GX53 LED LAMP (INCLUDED)

 Pcs 48
Kg 24
mc 0,12

 Pcs 48
Kg 24
mc 0,12

 Pcs 48
Kg 24
mc 0,12

 Pcs 48
Kg 24
mc 0,12

50 smd LED
300 Lumen
3 Watt 
4000K (daylight white)
20.000 h
110/240V
50/60 Hz

GX53 Lamp Code: H.LED.G53

      3W =      40W
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SURFACE LAMP
EXTRALETI 200

4S1.000.G1L

Surface wall lamp with rectangular shape, made 
in shockproof resin material, UV rays stabilized, 
rust and corrosion-free. Supplied as standard with 
GX53 LED lamp 3W-300lm included. Available in 5 
different cover options to get a diffuse or downwards 
directed light emission. Insulation class II, Protection 
rating IP66.

Lampada a muro con forma rettangolare, realizzata in 
resina antiurto stabilizzata ai raggi UV inattaccabile 
da ruggine e corrosione. Fornita nella versione 
standard  con lampadina a LED GX53 3W-300lm 
inclusa. Disponibile in 5 differenti versioni di cover 
per permettere un’emissione della luce diffusa o 
diretta verso il basso. Classe di isolamento II, grado 
di protezione IP66.

- 318 -

EXTRALETI 200
4S1.000.G1L

EXTRALETI 200-GL
4S2.000.G1L

EXTRALETI 200-RS
4S3.000.G1L

EXTRALETI 200-HS
4S4.000.G1L

EXTRALETI 200-VP
4S5.000.G1L
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EXTRALETI 200

Dimensions and weight
Height: 120 mm
Width: 200 mm
Depth: 65/85 mm
Weight: 0,7 Kg

 Moulded colours: 

Diffuser PMMA:
Black White Grey

Opal

SURFACE LAMP
EXTRALETI 200

EXTRALETI 300EXTRALETI 200
EXTRALETI 

100 SQUARE
EXTRALETI 

100 ROUND

120

200

Lampholder Ref. Code

LED
3W GX53 .G1L

9W E14 .E14

LAMP
INCLUDED

PUBLIC

WALL

RESIDENTIAL

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

Opal DIFFUSER with  at shape made in polimethylmethacrilate 
(PMMA).

DIFFUSORE con forma piatta fabbricato in metacrilato (PMMA) 
opale.

BODY made in shockproof resin material, UV rays stabilized, rust and 
corrosion free, provided as standard with GX53 lampholder.

CORPO in resina antiurto, stabilizzato ai raggi UV, inattacabile da 
ruggine e corrosione, fornito nella versione standard completo di 
portalampada GX53.

Supplied as standard with GX53 LED LAMP 
3W - 300 lm included.

Forniti nella versione standard con LAMPADINA A LED GX53
3W - 300 lm inclusa.

COVER made in shockproof resin material, UV rays stabilized, rust 
and corrosion free. Different shapes available allowing a diffuse or a 
downwards light emission.

COVER realizzata in resina antiurto, stabilizzata ai raggi UV, 
inattacabile da ruggine e corrosione. Disponibile in diverse versioni per 
permettere un’emissione della luce diffusa  o diretta verso il basso.

High quality silicone rubber GASKET to ensure high protection against 
external agents. 

GUARNIZIONE in gomma siliconica per garantire un alto livello di 
protezione contro gli agenti esterni.

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000 20.000
HoursKelvin

Light
Source

50
smd LED

Power

3 Watt

      3W =      40W

Luminous Flux

300
Lumen100 lm/W

Ø 75mm

EXTRALETI LED 200 - COMPONENTS

LED VERSION WITH GX53 LED LAMP INCLUDED
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SURFACE LAMP
EXTRALETI 200

4S3.000.G1L 4S5.000.G1L4S4.000.G1L

4S1.000.G1L

4S2.000.G1L
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4S2.000.G1L4S1.000.G1L

4S4.000.G1L4S3.000.G1L

4S5.000.G1L

EXTRALETI 200-GLEXTRALETI 200

EXTRALETI 200-HSEXTRALETI 200-RS

EXTRALETI 200-VP

SURFACE LAMP
EXTRALETI 200

EXTRALETI 300EXTRALETI 200
EXTRALETI 

100 SQUARE
EXTRALETI 

100 ROUND

GX53 LED LAMP
INCLUDED

GX53 LED LAMP 
INCLUDED

GX53 LED LAMP
INCLUDED

GX53 LED LAMP
INCLUDED

GX53 LED LAMP
INCLUDED

GX53 LED LAMP (INCLUDED)

 Pcs 36
Kg 22
mc 0,12

 Pcs 36
Kg 22
mc 0,12

 Pcs 36
Kg 22
mc 0,12

 Pcs 36
Kg 22
mc 0,12

 Pcs 36
Kg 22
mc 0,12

50 smd LED
300 Lumen
3 Watt 
4000K (daylight white)
20.000 h
110/240V
50/60 Hz

GX53 Lamp Code: H.LED.G53

      3W =      40W
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SURFACE LAMP
EXTRALETI 300

5S1.000.G2L

Surface wall lamp with rectangular shape, made in 
shockproof resin material, UV rays stabilized, rust 
and corrosion-free. Supplied as standard with 2 x 
GX53 LED lamps 6W-600lm included. Available in 5 
different cover options to get a diffuse or downwards 
directed light emission. Insulation class II, Protection 
rating IP66.

Lampada a muro con forma rettangolare, realizzata in 
resina antiurto stabilizzata ai raggi UV inattaccabile da 
ruggine e corrosione. Fornita nella versione standard  
con 2 lampadine a LED GX53 incluse per un totale 
di 6W-600lm. Disponibile in 5 differenti versioni di 
cover per permettere un’emissione della luce diffusa 
o diretta verso il basso. Classe di isolamento II, grado 
di protezione IP66.

- 322 -

EXTRALETI 300
5S1.000.G2L

EXTRALETI 300-GL
5S2.000.G2L

EXTRALETI 300-RS
5S3.000.G2L

EXTRALETI 300-HS
5S4.000.G2L

EXTRALETI 300-VP
5S5.000.G2L
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EXTRALETI LED 300 - COMPONENTS EXTRALETI 300

Dimensions and weight
Height: 132 mm
Width: 313 mm
Depth: 93/113 mm
Weight: 1 Kg

SURFACE LAMP
EXTRALETI 300

Grey

 Moulded colours: 

Diffuser PMMA:
Black White

Opal

EXTRALETI 300EXTRALETI 200
EXTRALETI 

100 SQUARE
EXTRALETI 

100 ROUND

132

313

Lampholder Ref. Code

LED

2 x 3W GX53 .G2L
2 LAMPS

INCLUDED

PUBLIC

WALL

RESIDENTIAL

AVAILABLE LAMPS

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

Opal DIFFUSER with  at shape made in polimethylmethacrilate 
(PMMA).

DIFFUSORE con forma piatta fabbricato in metacrilato (PMMA) 
opale.

BODY made in shockproof resin material, UV rays stabilized, rust and 
corrosion free, provided as standard with 2 x GX53 lampholders.

CORPO in resina antiurto, stabilizzato ai raggi UV, inattacabile da 
ruggine e corrosione, fornito nella versione standard completo di 2 
portalampada GX53.

Supplied as standard with 2 x GX53 LED LAMPS 
2 x 3W - 600 lm included.

Forniti nella versione standard con 2 LAMPADINE A LED GX53
2 x 3W - 600 lm incluse.

COVER made in shockproof resin material, UV rays stabilized, rust 
and corrosion free. Different shapes available allowing a diffuse or a 
downwards light emission.

COVER realizzata in resina antiurto, stabilizzata ai raggi UV, 
inattacabile da ruggine e corrosione. Disponibile in diverse versioni per 
permettere un’emissione della luce diffusa  o diretta verso il basso.

High quality silicone rubber GASKET to ensure high protection against 
external agents. 

GUARNIZIONE in gomma siliconica per garantire un alto livello di 
protezione contro gli agenti esterni.

LED VERSION WITH 2 x GX53 LED LAMPS INCLUDED

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000 20.000
HoursKelvin

Power

62X3W

Watt

      2 x 3W =     75W

Ø 75mm

Light
Source

100
smd LED

Luminous Flux

600
Lumen100 lm/W
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5S3.000.G2L 5S5.000.G2L5S2.000.G2L

5S4.000.G2L

5S1.000.G2L

SURFACE LAMP
EXTRALETI 300
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5S2.000.G2L5S1.000.G2L

5S4.000.G2L5S3.000.G2L

5S5.000.G2L

EXTRALETI 300-GLEXTRALETI 300

EXTRALETI 300-HSEXTRALETI 300-RS

EXTRALETI 300-VP

SURFACE LAMP
EXTRALETI 300

EXTRALETI 300EXTRALETI 200
EXTRALETI 

100 SQUARE
EXTRALETI 

100 ROUND

2 x GX53 LED LAMPS
INCLUDED

2 x GX53 LED LAMPS
INCLUDED

2 x GX53 LED LAMPS
INCLUDED

2 x GX53 LED LAMPS
INCLUDED

2 x GX53 LED LAMPS
INCLUDED

 Pcs 16
Kg 21
mc 0,12

 Pcs 16
Kg 21
mc 0,12

 Pcs 16
Kg 21
mc 0,12

 Pcs 16
Kg 21
mc 0,12

 Pcs 16
Kg 21
mc 0,12

GX53 LED LAMPS (INCLUDED)

50 smd LED
300 Lumen x 2= 600 Lumen
3 Watt x 2= 6W 
4000K (daylight white)
20.000 h
110/240V
50/60 Hz

      2 x 3W =      75W

GX53 Lamp Code: H.LED.G53
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- 326 -- 326 -

WALL BOLLARD
MIRELLA LED

328

CLASSIC BOLLARD
SAURO LED range

328

WALL BOLLARD
MIRELLA E27

332

CLASSIC BOLLARD
SAURO E27 range

332
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BOLLARDS

- 327 -

CITY BOLLARD
ERMON-IAFET BOLLARD

338

MODERN BOLLARD
GABRI

340

MODERN BOLLARD
MINIGABRI

346

CITY BOLLARD
CHAIN BOLLARD

336
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Classic hexagonal lanterns made by 
shockproof resin material, uv rays 
stabilized, rust and corrosion-free.  
Modular construction in two design 
options suitable for post top, hanging 
and wall installation.

Lanterna esagonale classica realizzata 
in resina antiurto, stabilizzata ai 
raggi uv, inattaccabile da ruggine e 
corrosione. Disponibile in due varianti 
decorative, idonea per il montaggio a 
palo, a sospensione o a parete. 

SAURO LED
CLASSIC BOLLARD

Bollard range in classic style made in shockproof resin 
material, UV rays stabilized, rust and corrosion-free. Equipped 
with long-life, powerful and ef  cient LED system available in 3 
different wattage versions, to allow a uniform light distribution 
for a safer and more enjoyable night atmosphere. Insulation 
class II, protection rating IP55.

Gamma di bollard in stile classico, realizzata in resina 
antiurto, stabilizzata ai raggi UV, inattaccabile da ruggine 
e corrosione. Provvisto di sistema a LED di lunga durata ed 
alta potenza disponibile in 3 diversi wattaggi, per permettere 
un’uniforme distribuzione della luce ed un’atmosfera notturna 
sicura e gradevole. Classe di isolamento II, grado di 
protezione IP55.

D15.555.D1LCRB

- 328 -
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CLASSIC BOLLARD
SAURO LED

SAURO LED COMPONENTS SAURO LED

COVER made in shockproof resin material, locked to the diffuser 
and equipped with GX53 lampholder. To be removed for relamping 
by the supplied hexagonal key for locking screws.

CALOTTA  ssata al diffusore, realizzata in resina antiurto e 
completa di portalampada GX53. Removibile tramite vite di 
sicurezza per permettere il cambio della lampadina.

Long-life, powerful and ef  cient GX53 LED LAMP available in 
three different wattage versions, for a total luminous  ux of 300 lm, 
700 lm or 1.000 lm.

LAMPADINA a LED GX53 di lunga durata ed alta potenza 
disponibile in tre diversi wattaggi, per un  usso luminoso totale 
rispettivamente di 300 lm, 700 lm o 1.000 lm.

DISK made in UV rays stabilized PMMA to spread the light and to 
get a lower dazzle.

DISCO in polimetilmetacrilato (PMMA) per diffondere la luce e 
ridurre l’abbagliamento. 

DIFFUSER of UV stabilized polymethylmethacrilate (PMMA) 
available in clear or opal colour. 

DIFFUSORE in polimetilmetacrilato (PMMA) resistente 
all’ingiallimento ed ai raggi UV, disponibile in colore trasparente o 
opale.

CONE re  ector to direct downwards the lighting output. Available in 
white resin (standard version) or brushed aluminium (optional).

CONO ri  ettente per indirizzare verso il basso il  usso luminoso. 
Disponobile nella versione in resina bianca (standard) o in alluminio 
satinato (optional).

CONNECTION RING made in shockproof resin material, UV rays 
stabilized, rust and corrosion-free.

GHIERA di raccordo realizzata in resina antiurto, stabilizzata ai 
raggi UV, inattaccabile da ruggine e corrosione. 

LED
3W

300 lm
GX53 .G1L

LED
7W

700 lm
GX53 .C1L

LED
10W

1000 lm
GX53 .D1L

Lampholder Ref. Code

LAMP
INCLUDED

LAMP
INCLUDED

LAMP
INCLUDED

AVAILABLE LAMPS

CONE REFLECTOR
WHITE RESIN
REFLECTOR
(H.CRB)

BRUSHED ALUMINIUM
REFLECTOR
(H.CMS)

150

PHOTOMETRIC DATA SAMPLE

POST WALL

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

RESIDENTIALPUBLIC

SAURO LED SAURO E27

2

2

2
2

2

2

2

2

22

2

2

5

5

5

5

5

5

5
5

5

10

10

10

10

10

10

10

20

20

20

20

20

20

30

30

30

30
30

40
40

40

40

50

50

5050

60

60

60

60

70

70

70

80

80

80

90

90

90

100

100

110

110

120

120

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

300 20.000
HoursKelvinLumen100 lm/W

Power

3 Watt

Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

700 20.000
HoursKelvinLumen100 lm/W

Power

7
Voltage 
Range

110/240V
50/60 Hz

Life TimeColour 
Temperature

4.000

Luminous 
Flux

1000 20.000

Power

10

Watt

HoursKelvinLumen
Ø 100mm

100 lm/WWatt

Ø 100mm

Ø 75mm

NEW
SAURO LED VERSIONS WITH GX53 LED LAMP INCLUDED

Lampholder GX53

GX53 LED

10W
(power consumption)

Area: 6x6mt
Height: 1,1mt

20 lux

SON 70W

84W
(power consumption)

Area: 6x6mt
Height: 1,1mt

23 lux

E27 VERSION

Dimensions
Height: 500/1100 mm

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Green

Antique
green

Antique
bronze

Opal

Grey

Clear

=

SAVE

-88%
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CLASSIC BOLLARD
SAURO LED

D15.554.D1LCRB

D15.505.D1LCRB

D15.553.D1LCRB
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CLASSIC BOLLARD
SAURO LED

D15.555.G1LCRB D15.554.G1LCRB D15.505.G1LCRB

D15.553.G1LCRB

D15.555.C1LCRB D15.554.C1LCRB D15.505.C1LCRB

D15.553.C1LCRB

D15.555.D1LCRB

*To order the aluminium chrome cone version use the CMS (instead of CRB) suf  x at the end of the code

D15.554.D1LCRB D15.505.D1LCRB

D15.553.D1LCRB

SAURO 1100 LED SAURO 800 LED MIRELLA LED

SAURO 500 LED

Pcs 1
Kg  4,5
mc  0,068

Pcs 1
Kg  3,6
mc  0,05

Pcs 1
Kg  2,2
mc  0,032

Pcs 1
Kg  3,2
mc  0,032

3W 3W 3W

3W

7W 7W 7W

7W

10W 10W 10W

10W

SAURO LED SAURO E27

GX53 LED LAMP
INCLUDED

GX53 LED LAMP
INCLUDED

GX53 LED LAMP
INCLUDED

GX53 LED LAMP
INCLUDED
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Classic hexagonal lanterns made by 
shockproof resin material, uv rays 
stabilized, rust and corrosion-free.  
Modular construction in two design 
options suitable for post top, hanging 
and wall installation.

Lanterna esagonale classica realizzata 
in resina antiurto, stabilizzata ai 
raggi uv, inattaccabile da ruggine e 
corrosione. Disponibile in due varianti 
decorative, idonea per il montaggio a 
palo, a sospensione o a parete. 

Bollard range in classic style made in shockproof resin material, 
UV rays stabilized, rust and corrosion-free.  Provided with E27 
lampholder and metal plate suitable to  x the ballast kit for SON, 
HQI or MBF lamps, if required. Resin wall bracket and resin post 
(3 sizes available) made in one piece only without joints. Insulation 
class II, protection rating IP55.

Gamma di bollard in stile classico, realizzata in resina antiurto, 
stabilizzata ai raggi UV, inattaccabile da ruggine e corrosione. 
Fornito con portalampada E27 e piastra metallica per il  ssaggio 
dei reattori, se richiesto. Braccio a muro e palo in resina (disponibile 
in 3 diverse altezze) fabbricati in un unico pezzo senza giunzioni. 
Classe di isolamento II, grado di protezione IP 55.

SAURO E27
CLASSIC BOLLARD

D15.554.FC1

- 332 -
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SAURO COMPONENTS SAURO

CLASSIC BOLLARD
SAURO E27

Dimensions
Height: 500/1100 mm

 Moulded colours: 

Painted colours: 

Diffuser PMMA:

Black White

Green

Antique
green

Antique
bronze

Opal

Grey

150
COVER locked to the diffuser, made in shockproof resin material. 
To be removed for relamping by the supplied hexagonal key for 
locking screws.

CALOTTA Calotta  ssata al diffusore e realizzata in resina 
antiurto. Removibile tramite vite di sicurezza per permettere il 
cambio della lampadina.

DIFFUSER of UV stabilized polymethylmethacrilate (PMMA) 
available in clear or opal colour. 

DIFFUSORE in polimetilmetacrilato (PMMA) resistente 
all’ingiallimento ed ai raggi UV, disponibile in colore trasparente 
o opale.

BREAKLIGHT (Optional) with a laminar symmetrical optic 
system, to direct the  lighting output and to get  a lower dazzle. 
Available in white resin material or in chrome aluminium. 
Recommended use with clear diffuser bollard. 

FRANGILUCE (Optional) con sistema ottico lamellare a 
ripartizione simmetrica, per orientare il fascio di luce e ridurre 
l’abbagliamento, disponibile nella versione in resina bianca 
o in alluminio  cromato (utilizzo raccomandato con diffusore 
trasparente).

CONNECTION RING provided with E27 lampholder seat in 
its upper side and equipped with metal plate suitable for ballast 
 xation on its lower side.

GHIERA di raccordo nella cui parte superiore si trova 
l’alloggiamento del portalampada E27e nella cui parte inferiore 
possono essere  ssati gli ausiliari elettrici su apposita piastra 
metallica (in dotazione).

GLS
SL
CFL

MBF

*WITH
  BALLAST

*WITHOUT
  BALLAST

SON

HQI

100W
25W
23W

E27
E27
E27

.E27

.E27

.E27

50W
80W

E27
E27

.M50

.M80

50W
70W

E27
E27

.S50

.S70

70W E27 .H70

Ref. CodeLampholder

AVAILABLE LAMPSPHOTOMETRIC DATA SAMPLE

POST WALL

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

RESIDENTIALPUBLIC

A louvre (BREAKLIGHT) with a 
laminar symmetrical optic system can 
be  xed on the connection ring, to 
direct the lighting output and to get a 
lower dazzle (optional).

Possibilità di applicare alla ghiera 
di raccordo un FRANGILUCE con 
sistema ottico lamellare a ripartizione 
simmetrica per orientare il fascio 
di luce e ridurre l’abbagliamento 
(opzionale).CLOSED BREAKLIGHT (upward)

WHITE RESIN

H.FRA.D15 H.FC1

CLOSED BREAKLIGHT (upward)
ALUMINIUM CHROME

AVAILABLE BREAKLIGHT REFLECTOR (OPTIONAL)

SAURO LED SAURO E27

Clear

10

10

10

10

15

15

15
15

15

15

15

15

1515

15

20

20

20

20

20

20

20

20
20

20

25

25 25

25

25

25

25

25

25

30

30

30

30

30

30
30

30
30

35

35

35

35

35

3535

35

40

40

40 40

40

40

40

40

40

50

50

50

50

50
5060

SAURO1110 clear SON 70W.

Sauro height 1,1mt
Area: 6x6 mt - average 23 lux

The photometric data for all the versions 
are available upon request or on our 
website.
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D15.554

D15.554.FC1

D15.553.FRA

SAURO E27
CLASSIC BOLLARD
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D15.555 D15.554 D15.505

D15.553

SAURO 1100 SAURO 800 MIRELLA

SAURO 500

CLASSIC BOLLARD
SAURO E27

Pcs 1
Kg  4
mc  0,068

Pcs 1
Kg  3,1
mc  0,05

Pcs 1
Kg  1,7
mc  0,037

Pcs 1
Kg  2,7
mc  0,032

SAURO LED SAURO E27
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Classic hexagonal lanterns made by 
shockproof resin material, uv rays 
stabilized, rust and corrosion-free.  
Modular construction in two design 
options suitable for post top, hanging 
and wall installation.

Lanterna esagonale classica realizzata 
in resina antiurto, stabilizzata ai 
raggi uv, inattaccabile da ruggine e 
corrosione. Disponibile in due varianti 
decorative, idonea per il montaggio a 
palo, a sospensione o a parete. 

CITY BOLLARDS
CHAIN & CLASSIC BOLLARDS

Bollards complete with chain or with classic luminaries made 
in shockproof resin material, UV rays stabilized, rust and 
corrosion-free. Available in different sizes and design options.

Bollard a catena o completi di diffusori in stile classico 
realizzati in resina antiurto, stabilizzata ai raggi UV, 
inattaccabile da ruggine e corrosione. Disponibili in diverse 
altezze e in diverse varianti decorative.

000.515

- 336 -
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CHAIN BOLLARDS
CITY BOLLARDS

Pcs 1
Kg  1,6
mc  0,054

Pcs 1
Kg  1,2
mc  0,040

Catena opzionale per bollard - Misura 
1000mm fornita con due anelli aperti con 
sistema di chiusura alle estremità.

Optional resin chain for Bollard - Size 
1000mm. Supplied with 2 open rings with 
closing system at the end.

ESAÚ.R
000.190

Pcs 1
Kg  4,3
mc  0,075

BOLLARD CHAIN (OPTIONAL)

Z00.CAT

NARDO.R 900
000.515

NARDO.R 600
000.514

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

RESIDENTIALPUBLIC

CHAIN BOLLARDS
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Q43.195

U43.195

G30.162

U23.162

CITY BOLLARDS
ERMON - IAFET BOLLARDS
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Pcs 1
Kg  9
mc  0,175

Pcs 1
Kg  8,5
mc  0,212

Pcs 1
Kg  12,8
mc  0,250

Pcs 1
Kg  12,8
mc  0,250

ERMON.R/ELIA
Q43.195 resin

ERMON.R/PIETRO
U43.195 resin

ERMON.R/CANA 500
C50.195 resin

ERMON.R/G500
G50.195 resin

1200

Ø 190

330

IAFET.R/NOEMI
E35.162 resin

Pcs 2
Kg  11,7
mc  0,153

IAFET.R/SIMON
U33.162 resin

Pcs 2
Kg  12,1
mc  0,179

IAFET.R/TOBIA IAFET.R/SILOE
Q33.162 resin K35.162 resin

Pcs 2
Kg  12,1
mc  0,179

Pcs 2
Kg  12,1
mc  0,179

Pcs 2
Kg  7,3
mc  0,117

IAFET.R/GLOBE 300
G30.162 resin

Pcs 2
Kg  6,9
mc  0,092

Pcs 2
Kg  7
mc  0,092

Pcs 2
Kg  7
mc  0,092

IAFET.R/GLOBE 250
G25.162 resin

IAFET.R/CEFA
U23.162 resin

IAFET.R/GOLIA
Q23.162 resin

Pcs 2
Kg  7,3
mc  0,086

Pcs 2
Kg  7,3
mc  0,086

IAFET.R/SALEM
K26.162 resin

IAFET.R/RUT
E26.162 resin

ERMON - IAFET BOLLARDS
CITY BOLLARDS 

ERMON BOLLARDS IAFET BOLLARDS
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MODERN BOLLARDS
GABRI - MINIGABRI RANGE

1R3.613.X10

Bollard range in modern style, made 
in shockproof resin material, UV rays 
stabilized, rust and corrosion-free. Poles 
available in two different sizes. Modular 
system for single or double luminaries 
installation. To be combined with LUCIA 
and MADDI bulkhead range 
(pag. 278 - 291). Insulation class II, 
protection rating IP66. 

Gamma di bollard in stile moderno, 
realizzata in resina antiurto, stabilizzata 
ai raggi UV, inattaccabile da ruggine e 
corrosione. Palo disponibile in due diverse 
misure. Sistema modulare per permettere 
l’ installazione singola o doppia dei 
corpi illuminanti. Da combinarsi con la 
gamma di plafoniere LUCIA e MADDI 
(pag. 278 - 291). Classe di isolamento 
II, grado di protezione IP66.

- 340 -
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MODERN BOLLARDS
GABRI - MINIGABRI RANGE

GABRI - MINIGABRI POST - COMPONENTS GABRI

MINIGABRI

000.613

000.612
Dimensions 
and weight
Height: 500 mm
Width: 240 mm
Depth: 240 mm
Weight: 1,2 Kg

Dimensions 
and weight
Height: 800 mm
Width: 240 mm
Depth: 240 mm
Weight: 1,6 Kg

 Moulded colours: 

Black White Grey

SUITABLE BULKHEADS FOR POST INSTALLATION

800

Ø 240

Ø 240

500

POST made in shockproof resin material, UV rays stabilized, rust 
and corrosion-free. Moulded colours in paste, no maintenance 
or painting required. Post and base are made of one piece only 
without joints to withstand the most strong stress. Provided with 
screws for ground  xation.

PALO realizzato in resina antiurto, stabilizzato ai raggi UV, 
inattaccabile da ruggine e corrosione. Colore stampato in pasta, 
non necessita di verniciatura. Palo e basamento sono fabbricati 
in un unico pezzo senza giunzioni per resistere alle più forti 
sollecitazioni. Provvisto di viti per il  ssaggio a terra.  

MODULAR SYSTEM for single or double luminaries installation. LUCIA 
and MADDI bulkheads can be  xed straight on the post or angled at 35° 
by adding the REMI bracket.

SISTEMA MODULARE per permettere l’installazione singola o doppia 
dei corpi illuminanti. Le plafoniere LUCIA e MADDI possono essere  ssate 
direttamente a palo o angolate a 35° aggiungendo il braccio REMI.

More detailed 
information about 
LUCIA range:
see pag. 278
(BULKHEAD section)

Informazioni piu 
dettagliate sui prodotti 
della serie LUCIA a 
pag. 278
(BULKHEAD section)

More detailed 
information about 
MADDI range:
see pag. 284 
(BULKHEAD section)

Informazioni piu 
dettagliate sui prodotti 
della serie MADDI a 
pag. 284
(BULKHEAD section)

Removable top CLOSING CUP with slot for 
terminal block for easy electri  cation and 
maintenance.

COPERCHIO di chiusura removibile 
provvisto di connettore elettrico per 
facilitare le operazioni di elettri  cazione e 
manutenzione.

LUMINARIES INSTALLATION
Lampholder Ref. Code

AVAILABLE LAMPS

POST

UV-TREATED

ANTI-SHOCKRECYCLABLE

DOUBLE
INSULATION

TEMPERATURE

RESIDENTIALPUBLIC

1R3.000
LUCIA

1V3.000
MADDI

2R3.000
LUCIA-EL

2V3.000
MADDI-VE

3R3.000
LUCIA-GD

3V3.000
MADDI-HL

BU
LK

H
EA

D
BU

LK
H

EA
D

GABRI
LUCIA

GABRI
MADDI

MINIGABRI
LUCIA

MINIGABRI
MADDI

with REMI bracket only
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GABRI/LUCIA RANGE
MODERN BOLLARD

1R3.613.010

2R3.613.010

3R3.613.020
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GABRI/LUCIA RANGE

1R3.613.010
GABRI/LUCIA 1L

2R3.613.010
GABRI/LUCIA-EL 1L

3R3.613.010
GABRI/LUCIA-GD 1L

1R3.613.020
GABRI/LUCIA 2L

2R3.613.020
GABRI/LUCIA-EL 2L

3R3.613.020
GABRI/LUCIA-GD 2L

1R3.613.X10
GABRI REMI/LUCIA 1L

2R3.613.X10
GABRI REMI/LUCIA-EL 1L

3R3.613.X10
GABRI REMI/LUCIA-GD 1L

2R3.613.X20
GABRI REMI/LUCIA-EL 2L

3R3.613.X20
GABRI REMI/LUCIA-GD 2L

1R3.613.X20
GABRI REMI/LUCIA 2L

MODERN BOLLARD
GABRI
LUCIA

GABRI
MADDI

MINIGABRI
LUCIA

MINIGABRI
MADDI

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Pcs 1
Kg  5
mc  0,097

Pcs 1
Kg  5
mc  0,097

Pcs 1
Kg  5
mc  0,097

Pcs 1
Kg  4
mc  0,097

Pcs 1
Kg  4
mc  0,097

Pcs 1
Kg  4
mc  0,097

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  4,5
mc  0,097

Pcs 1
Kg  4,5
mc  0,097

Pcs 1
Kg  4,5
mc  0,097
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GABRI/MADDI RANGE

2V3.613.X10

2V3.613.020

1V3.613.X20

MODERN BOLLARD
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GABRI/MADDI RANGE

1V3.613.010
GABRI/MADDI 1L

2V3.613.010
GABRI/MADDI-VE 1L

1V3.613.020
GABRI/MADDI 2L

2V3.613.020
GABRI/MADDI-VE 2L

1V3.613.X201V3.613.X10
GABRI REMI/MADDI 2LGABRI REMI/MADDI 1L

2V3.613.X202V3.613.X10
GABRI REMI/MADDI-VE 2LGABRI REMI/MADDI-VE 1L

3V3.613.X203V3.613.X10
GABRI REMI/MADDI-HL 2LGABRI REMI/MADDI-HL 1L

GABRI
LUCIA

GABRI
MADDI

MINIGABRI
LUCIA

MINIGABRI
MADDI

MODERN BOLLARD

Pcs 1
Kg  5
mc  0,097

Pcs 1
Kg  5
mc  0,097

Pcs 1
Kg  4
mc  0,097

Pcs 1
Kg  4
mc  0,097

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  6
mc  0,097

Pcs 1
Kg  4,5
mc  0,097

Pcs 1
Kg  4,5
mc  0,097

Pcs 1
Kg  4,5
mc  0,097

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240
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MINIGABRI/LUCIA RANGE

2R3.612.010

2R3.612.X10

3R3.612.010

MODERN BOLLARD
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MINIGABRI/LUCIA RANGE

1R3.612.0201R3.612.010
MINIGABRI/LUCIA 1L MINIGABRI/LUCIA 2L

2R3.612.0202R3.612.010
MINIGABRI/LUCIA-EL 2LMINIGABRI/LUCIA-EL 1L

3R3.612.0203R3.612.010
MINIGABRI/LUCIA-GD 2LMINIGABRI/LUCIA-GD 1L

1R3.612.X10 1R3.612.X20
MINIGABRI REMI/LUCIA 2LMINIGABRI REMI/LUCIA 1L

2R3.612.X202R3.612.X10
MINIGABRI REMI/LUCIA-EL 2LMINIGABRI REMI/LUCIA-EL 1L

3R3.612.X203R3.612.X10
MINIGABRI REMI/LUCIA-GD 2LMINIGABRI REMI/LUCIA-GD 1L

GABRI
LUCIA

GABRI
MADDI

MINIGABRI
LUCIA

MINIGABRI
MADDI

MODERN BOLLARD

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  5
mc  0,065

Pcs 1
Kg  5
mc  0,065

Pcs 1
Kg  5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  4,5
mc  0,065

Pcs 1
Kg  4,5
mc  0,065

Pcs 1
Kg  4,5
mc  0,065

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240
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MINIGABRI/MADDI RANGE

1V3.612.020

2V3.612.010

1V3.612.X10

MODERN BOLLARD
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MINIGABRI/MADDI RANGE

750

240230

2V3.612.0202V3.612.010
MINIGABRI/MADDI-VE 2LMINIGABRI/MADDI-VE 1L

1V3.612.010 1V3.612.020
MINIGABRI/MADDI 2LMINIGABRI/MADDI 1L

1V3.612.X10 1V3.612.X20
MINIGABRI REMI/MADDI 2LMINIGABRI REMI/MADDI 1L

2V3.612.X202V3.612.X10
MINIGABRI REMI/MADDI-VE 2LMINIGABRI REMI/MADDI-VE 1L

3V3.612.X203V3.612.X10
MINIGABRI REMI/MADDI-HL 2LMINIGABRI REMI/MADDI-HL 1L

GABRI
LUCIA

GABRI
MADDI

MINIGABRI
LUCIA

MINIGABRI
MADDI

MODERN BOLLARD

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  5
mc  0,065

Pcs 1
Kg  5
mc  0,065

Pcs 1
Kg  5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  3,5
mc  0,065

Pcs 1
Kg  4,5
mc  0,065

Pcs 1
Kg  4,5
mc  0,065

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240

Ø 240
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POST

- 351 -

MODERN POST
360

CLASSIC POST
352
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OUR COLLECTION
CLASSIC POSTS

CLASSIC lighting poles of a single 
piece without joints, made in shockproof 
composite material (steel-expanse-resin), 
UV rays stabilized, rust and corrosion-free. 
Moulded colours in paste, no maintenance 
or painting required. Insulation class II. 
Available in many design options and 
different sizes from  0,7mt up to 5mt high. 
Provided with suitable cage for ground 
 xation.

Pali in stile CLASSICO  fabbricati in un 
unico pezzo senza giunzioni. Realizzati in 
materiale composito antiurto (ferro-resina-
poliuretano), stabilizzato ai raggi UV, 
inattaccabile da ruggine e corrosione. 
Colore stampato in pasta, non necessita 
di verniciatura. Classe di isolamento II. 
Disponibili in numerose varianti decorative 
e in diverse altezze da mt. 0,7 a mt. 5. 
Provvisti di gabbia per il  ssaggio a terra.

- 352 -
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THE EXCLUSIVE TECHNOLOGY
CLASSIC POSTS

STEEL POST COVERED BY RESIN

FULLY MODULAR POST COLOURS

ANTI CORROSION

UV-RAYS STABILIZED

NO MAINTENANCE

DOUBLE INSULATION

NOT AFFECTED BY 
CHEMICAL FERTILIZES

Ø 60mm

The unique 60mm 
hub designed into all 
Fumagalli luminaries 

and poles allows 
yet more  exibility 

in design and 
assembly of a host 

of thousands lighting 
solutions.

BLACK WHITE

ANTIQUE
GREEN
(painted)

ANTIQUE
BRONZE
(painted)

GREEN

OUTER RESIN. 
Pole of a single piece, 
made of shockproof 
polymer. Moulded 
colours in paste, UV-
rays stabilized, self 
extinguishing on  re, 
no chemical agents 
corrosion.

EXPANSE. 
Rigid polyurethane 
provides lightweight 
and durable  lling 
between post and resin 
outer 

STEEL STRUCTURE. 
Hot dip galvanized 
inside and outside by 
zinc bath immersion.

The EXCLUSIVE technology of Fumagalli posts grants to the structure the same strength 
features of a steel post, with all the ADVANTAGES that a maintenance-free resin material 
can offer.

L’ESCLUSIVA tecnologia dei pali Fumagalli assicura alla struttura le madesime 
caratteristiche di solidità di un palo in ferro, con tutti i VANTAGGI che un materiale 
plastico può offrire.
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240

370

550

400

400

240

for KARMEL posts

for NEBO TABOR HOREB posts

for GIONA posts

The inspection 
door can be 
personalized with 
your own logo 
(available only for 
KARMEL posts)

La porta di 
ispezione può essere 
personalizzata con il 
vostro LOGO
(disponibile solo per i 
pali KARMEL)

Duble Insulation
4 x 16 mm2
3 - WAY

Fuse holder Ifo electric cc.10

300
81

55

VERY EASY MAINTENANCE: IT’S 
ENOUGHW TO CLEAN THE POST 
WITH SOME OIL TO KEEP IT AS 
BRIGHT AS NEW.

INSPECTION DOORS
CLASSIC POSTS

Inspection door 
opening:
320 x 60 mm

Inspection door 
opening:
185 x 80 mm

Inspection door 
opening:
340 x 80 mm
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A = 400
B = 400
C = 500
D = 600
E = 800

A = Ø 10
B = Ø 10
C = Ø 14
D = Ø 18
E = Ø 18

A = 400
B = 400
C = 500
D = 600
E = 800

A = 300
B = 300
C = 400
D = 500
E= 700

CLASSIC POST - FOUNDATION SYSTEM

SUGGESTED SIZES FOR CONCRETE FOUNDATION

All Fumagalli poles are supplied with suitable cages 
for  xing into concrete foundations. The size of the 
cages and the size of the concrete foundation varies 
according to the high of the post.

Tutti i pali Fumagalli sono forniti complete di gabbie per il 
 ssaggio a terra. Le dimensioni della gabbia e del plinto di 
cemento variano a secondo dell’altezza del palo.

The  xation  system with two triangles allows the 
anchor bolts to be cemented perpendicularly to 
the ground. The second triangle has to be removed 
before installing the pole.

TIl sistema di  ssaggio con due triangoli assicura che i tiranti 
vengano affogati nel cemento in maniera perfettamente 
perpendicolare rispetto al terreno. Il secondo triangolo deve 
essere rimosso prima di procedere al  ssaggio del palo.

CAGE - A CAGE - D CAGE - E

CAGE - B

CAGE - C
H.GAB.10.A H.GAB.18.D H.GAB.18.E

H.GAB.10.B

H.GAB.14.C

FOUNDATION
CLASSIC POSTS

123 182 182 325

182
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WITHOUT DOOR

WITH DOOR AND BOX

WITH DOOR

MIZAR.R GIGIERMON.R

MINILOT

ALOE’.R RICU

LOT

ARTU’IAFET.R

MIKROLOT

000.151 000.156000.195

H.111

resin

000.163 000.157

H.113

000.158

resin exp.resin & steelresin exp.resin & steelexp.resin & steel

000.162

H.110

resin

CAGE - A

SCREWS

CAGE -BSCREWSCAGE - C

SCREWS

CAGE - BCAGE - A

SCREWS

CAGE - B

Pcs 2
Kg  8,5
mc  0,057

Pcs 2
Kg  12
mc  0,151

Pcs 5
Kg  10
mc  0,61

Pcs 1
Kg  4,3
mc  0,075

Pcs 2
Kg  15,2
mc  0,182

Pcs 2
Kg  9,7
mc  0,086

Pcs 2
Kg  15,6
mc  0,214

CAGE - A

CAGE - D CAGE - E

CAGE - B CAGE - C

H.GAB.10.A

H.GAB.18.D H.GAB.18.E

H.GAB.10.B H.GAB.14.C

CLASSIC POST COLLECTION
CLASSIC POSTS

DOOR NOT AVAILABLEDOOR NOT AVAILABLE

Each post is supplied with the suitable cage or screws for 
 xation.
Colours available for the CLASSIC range are the following:

Moulded colours: Black - White - Green 
Painted Colours:  Ancient Green - Ancient Bronze
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TABOR KARMEL 3500 GIONA 4500HOREB KARMEL 4000 GIONA 5000NEBO KARMEL 3000 GIONA 4000

000.204 000.234 000.224000.207 000.237 000.227000.201 000.231 000.221

000.206 000.236 000.226000.209 000.239 000.229000.203 000.233 000.223

000.205 000.235 000.225000.208 000.238 000.228000.202 000.232 000.222

CAGE - C CAGE - ECAGE - CCAGE - C CAGE - ECAGE - CCAGE - C CAGE - ECAGE - D

Pcs 1
Kg  22
mc  0,135

Pcs 1
Kg  51
mc  0,744

Pcs 1
Kg  23,5
mc  0,167

Pcs 1
Kg  25,5
mc  0,164

Pcs 1
Kg  54
mc  0,871

Pcs 1
Kg  25
mc  0,193

Pcs 1
Kg  29
mc  0,190

Pcs 1
Kg  57
mc  0,968

Pcs 1
Kg  28,5
mc  0,220

CLASSIC POST COLLECTION
CLASSIC POSTS

expanse, resin & steel

DOOR IS OPTIONAL

expanse, resin & steel

DOOR IS OPTIONAL

expanse, resin & steel

DOOR IS OPTIONAL
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CLASSIC POST TOP SYSTEMS

BISSO SYSTEM

 OFIR SYSTEM

ADAM SYSTEM

ARON SYSTEM
ARON SYSTEM 1L

000.000.N10
ARON SYSTEM 2L

000.000.N20
ARON SYSTEM 4L

000.000.N40

BISSO SYSTEM 2L
000.000.S20

BISSO SYSTEM 2 + 1
000.000.S21

BISSO SYSTEM 3L
000.000.S30

BISSO SYSTEM 3 + 1
000.000.S31

OFIR SYSTEM 2L
000.000.R20

OFIR SYSTEM 2 + 1
000.000.R21

OFIR SYSTEM 3L
000.000.R30

OFIR SYSTEM 3 + 1
000.000.R31

ADAM SYSTEM 2L
000.000.M20

ADAM SYSTEM 2 + 1
000.000.M21

ADAM SYSTEM 3L
000.000.M30

ADAM SYSTEM 3 + 1
000.000.M31

CLASSIC POSTS

550

650

1050

950 1900 1900

1050 900 900

550

650

470

560

470

560
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CANA 500
C50.000

A
M

P
H

O
R

A
E

CLASSIC DIFFUSERS

SMALL SIZE

H
EX

A
G

O
N

A
L 

LA
N

TE
R
N

S
SQ

U
A

R
E 

LA
N

TE
R
N

S
H

A
LF

 L
A

N
TE

R
N

S
G

LO
B

ES

MEDIUM SIZE LARGE SIZE GRAND SIZE

GOLIA TOBIA

DARIA

GLOBE 400 CLASSICGLOBE 300 CLASSIC

IESSE

GLOBE 250 CLASSIC

PIETRO
Q23.000 Q33.000

M28.000

G40.B40G30.B30

M22.000

G25.B25

U43.000
CEFA SIMON

GLOBE 500 CLASSIC

ELIA
U23.000 U33.000

G50.B50

Q43.000

ANNA
E22.000

RUT
E26.000

NOEMI
E35.000

SABA
K22.000

SALEM
K26.000

SILOE
K35.000

Ø 400

220

220

260 350

280

230 330 430

Ø400

Ø300Ø250 Ø400 Ø500

23
0

33
0 43
0

CLASSIC POSTS

260 260

350 350

230

330 330

430 430

230
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OUR COLLECTION
MODERN POSTS

MODERN lighting poles of a single piece without 
joints, made in shockproof composite material 
(steel-expanse-resin), UV rays stabilized, rust and 
corrosion-free. Insulation class II. Moulded colours 
in paste, no maintenance or painting required. 
Insulation class II. Available in many design options 
and different sizes from  0,7mt up to 5mt high. 
Provided with suitable cage for ground  xation.

Pali in stile MODERNO fabbricati in un unico pezzo 
senza giunzioni. Realizzati in materiale composito 
antiurto (ferro-resina-poliuretano), stabilizzato ai 
raggi UV, inattaccabile da ruggine e corrosione. 
<colore stampato in pasta, non necessita di 
verniciatura. Classe di isolamento II. Disponibili in 
numerose varianti decorative e in diverse altezze da 
mt. 0,7 a mt. 5. Provvisti di gabbia per il  ssaggio 
a terra.

- 360 -

post.indd   360 17/03/2012   11:23:28



- 361 -

U
RB

A
N

 C
LA

SS
IC

G
A

RD
EN

U
RB

A
N

 M
O

D
ER

N
RE

FE
RE

N
C

ES
C

O
M

PA
N

Y
BU

LK
H

EA
D

PO
ST

BO
LL

A
RD

S
RE

C
ES

SE
D 

&
 S

U
RF

AC
E

THE EXCLUSIVE TECHNOLOGY
MODERN POSTS

STEEL POST COVERED BY RESIN

MODULAR SYSTEM POST COLOURS

ANTI CORROSION

UV-RAYS STABILIZED

NO MAINTENANCE

DOUBLE INSULATION

Ø 60mm

GREY BLACK WHITE

The EXCLUSIVE technology of Fumagalli posts grants to the structure the same strength 
features of a steel post, with all the ADVANTAGES that a maintenance-free resin material 
can offer.

L’ESCLUSIVA tecnologia dei pali Fumagalli assicura alla struttura le madesime 
caratteristiche di solidità di un palo in ferro, con tutti i VANTAGGI che un materiale 
plastico può offrire.

OUTER RESIN. 
Pole of a single piece, 
made of shockproof 
polymer. Moulded 
colours in paste, UV-
rays stabilized, self 
extinguishing on  re, 
no chemical agents 
corrosion.

EXPANSE. 
Rigid polyurethane 
provides lightweight 
and durable  lling 
between post and resin 
outer 

STEEL STRUCTURE. 
Hot dip galvanized 
inside and outside by 
zinc bath immersion.

The unique 60mm 
hub designed into all 
Fumagalli luminaries 

and poles allows 
yet more  exibility 

in design and 
assembly of a host 

of thousands lighting 
solutions.

NOT AFFECTED BY 
CHEMICAL FERTILIZES
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220

400

510

400

for EKTOR2500 post

for EKTOR and AKILLE posts

The inspection door 
can be personalized 
with your own logo 
(available for EKTOR 
and AKILLE posts)

La porta di ispezione può 
essere personalizzata con 
il vostro LOGO
(disponibile per i pali 
EKTOR e AKILLE)

Duble Insulation
4 x 16 mm2
3 - WAY

Fuse holder Ifo electric cc.10

Inspection door 
opening:
340 x 80 mm

Inspection door 
opening:
340 x 80 mm

300
81

55

VERY EASY MAINTENANCE: IT’S 
ENOUGHT TO CLEAN THE POST 
WITH SOME OIL TO KEEP IT AS 
BRIGHT AS NEW.

INSPECTION DOORS
MODERN POSTS
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MODERN POST - FOUNDATION SYSTEM

SUGGESTED SIZES FOR CONCRETE FOUNDATIONS

FOUNDATION

CAGE - A CAGE - DCAGE - C
H.GAB.10.A H.GAB.18.DH.GAB.14.C

MODERN POSTS

All Fumagalli poles are supplied with suitable cages 
for  xing into concrete foundations. The size of the 
cages and the size of the concrete foundation varies 
according to the high of the post.

Tutti i pali Fumagalli sono forniti complete di gabbie per il 
 ssaggio a terra. Le dimensioni della gabbia e del plinto di 
cemento variano a secondo dell’altezza del palo.

The  xation  system with two triangles allows the 
anchor bolts to be cemented perpendicularly to 
the ground. The second triangle has to be removed 
before installing the pole.

TIl sistema di  ssaggio con due triangoli assicura che i tiranti 
vengano affogati nel cemento in maniera perfettamente 
perpendicolare rispetto al terreno. Il secondo triangolo deve 
essere rimosso prima di procedere al  ssaggio del palo.

123 182 182
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ARGO FEBO 1500

ENEA 2400

FEBO 500

ENEA 2800

FEBO 1000

ENEA 2000

000.241

Each post is supplied with the suitable cage or screws for 
 xation.

Colours available for the MODERN range are the following:

Moulded colours: Black - White - Grey 

000.263

000.265

000.261

000.266

000.262

resin exp.resin & steelresin resin

000.264

CAGE - ACAGE - ASCREWS CAGE - ACAGE - ACAGE - A CAGE - A

Pcs 2
Kg  17,3
mc  0,111

Pcs 4
Kg  9,3
mc  0,086

Pcs 10
Kg  5,0
mc  0,060

Pcs 2
Kg  21,2
mc  0,132

Pcs 4
Kg  19,6
mc  0,118

Pcs 4
Kg  6,7
mc  0,057

Pcs 2
Kg  25,3
mc  0,151

EKTOR 3000EKTOR 2500

000.364000.361

000.366000.363

000.365000.362

CAGE - C CAGE - C

Pcs 1
Kg  30
mc  0,159

Pcs 1
Kg  30
mc  0,159

WITHOUT DOOR

WITH DOOR AND BOX

WITH DOOR

MODERN POST COLLECTION
MODERN POSTS

CAGE - A CAGE - DCAGE - C

H.GAB.10.A H.GAB.18.DH.GAB.14.C

expanse, resin & steel

DOOR NOT AVAILABLE

DOOR NOT AVAILABLE

expanse, resin & steel

DOOR IS OPTIONAL
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AKILLE 3000 AKILLE 4500AKILLE 3500 AKILLE 5000AKILLE 4000

000.414 000.424000.417 000.427000.421

000.416 000.426000.419 000.429000.423

000.415 000.425000.418 000.428000.422

CAGE - D CAGE - DCAGE - C CAGE - DCAGE - C

Pcs 1
Kg  36
mc  0,212

Pcs 1
Kg  39
mc  0,238

Pcs 1
Kg  30
mc  0,159

Pcs 1
Kg  42
mc  0,265

Pcs 1
Kg  33
mc  0,185

CAGE - D CAGE - D CAGE - DCAGE - C

Pcs 1
Kg  36
mc  0,212

Pcs 1
Kg  39
mc  0,238

Pcs 1
Kg  42
mc  0,265

Pcs 1
Kg  33
mc  0,185

EKTOR 4500 EKTOR 5000EKTOR 3500 EKTOR 4000

000.374 000.377000.367 000.371

000.376 000.379000.369 000.373

000.375 000.378000.368 000.372

MODERN POST COLLECTION
MODERN POSTS

expanse, resin & steel expanse, resin & steel

DOOR IS OPTIONAL DOOR IS OPTIONAL
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PILAR SYSTEM 1L
000.000.P10

PILAR SYSTEM 2L
000.000.P20

MIDIPILAR SYSTEM 1L
000.000.A10

MIDIPILAR SYSTEM 2L
000.000.A20

MIDIPILAR SYSTEM 3L
000.000.A30

ELI SYSTEM 2L
000.000.L20

ELI SYSTEM 2 + 1
000.000.L21

ELI SYSTEM 3L
000.000.L30

ELI SYSTEM 3 + 1
000.000.L31

610 1210

470 830 650

MODERN POST TOP SYSTEMS

 MIDIPILAR SYSTEM

PILAR SYSTEM

 ELI SYSTEM

MODERN POSTS

960 960 820 820
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LARGE SIZE GRAND SIZE

Ø 60

715

480

Ø 60

480

715

Ø 60

850

600

600

850

Ø 60

Ø 500

Ø 60

630

300

600

Ø 60

Ø 60

600

850

Ø 60

600

600

Ø 60

480

420

Ø 400

Ø 60

530

MODERN DIFFUSERS

GINO 400 GINO 500 BEPPE 500

REMO 400 REMO 500

VIVI 400 VIVI 500

GLOBE 500 MODERN

ECOVIVI 500

GLOBE 400 MODERN

F50.000 F60.000 P60.000

R50.000 R60.000

V50.000 V60.000

G51.B50

EV6.000

G41.B40

Ø600

Ø600

Ø600Ø480

Ø480

Ø480

Ø500Ø400

Ø600

Ø600

MODERN POSTS
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REFERENCES

- 369 - RE
FE

RE
N

C
ES
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- 370 -

IT
A

LY
SE

R
B

IA
PO

R
TU

G
A

L

Belgrad - City Centre

Praia del Rey Golf Club - Oeste

Porto Covo
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- 371 -

 
EN

G
LA

N
D

 
IR

EL
A

N
D

references.indd   371 17/03/2012   11:30:36



C
O

M
PA

N
Y

G
A

RD
EN

U
RB

A
N

 C
LA

SS
IC

U
RB

A
N

 M
O

D
ER

N
RE

FE
RE

N
C

ES
BU

LK
H

EA
D

PO
ST

BO
LL

A
RD

S
RE

C
ES

SE
D 

&
 S

U
RF

AC
E

- 372 -

M
A

LT
A

Radisson SAS Hotel

Valletta Port
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Sheraton Hotel - Tunisi
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Jieh Marina Resort

Beirut - City Centre
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Dubai - The Palm
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Doha - Cornice

Sheraton Hotel - Doha

House of Minister of Education
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Ministry of Justice - Muscat
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Al Bustan Palace - MuscatMinistry of Justice - Muscat
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Roxas Boulevard - Manila

Elementary school - Kaohsiung

Intramuros - Manila
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