
QUICKTRONIC INTELLIGENT DALI DIM T8

ECG dimmable DALI for FL 26 mm

Product name Lamp group Nominal
current

Nominal wattage + Power
loss

Luminous flux at 35 °C Number of
lighting
outlets

QTi DALI 1X18 DIM DULUX F 18 W 0.08 A 18.00 W 1100 lm 1

DULUX L 18 W 0.08 A 18.00 W 1200 lm 1

L 18 W 0.08 A 18.30 W 1350 lm 1

L 18 W XT 0.08 A 18.30 W 1350 lm 1

L 18 W XXT 0.08 A 18.30 W 1350 lm 1

Product name Lamp group Nominal
current

Nominal wattage + Power
loss

Luminous flux at 35 °C Number of
lighting
outlets

QTi DALI 1X36 DIM DULUX F 36 W 0.16 A 36.00 W 2900 lm 1

DULUX L 36 W 0.16 A 36.00 W 2900 lm 1

DULUX L 36 W XT 0.16 A 36.00 W 2900 lm 1

L 30 W 0.16 A 36.00 W 2250 lm 1

L 32 W C 0.16 A 36.00 W 2300 lm 1

L 36 W -1 0.16 A 36.00 W 2700 lm 1

L 36 W 0.16 A 36.00 W 2700 lm 1

Lamp-ECG combination (System)

__
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Product name Lamp group Nominal
current

Nominal wattage + Power
loss

Luminous flux at 35 °C Number of
lighting
outlets

L 36 W XT 0.16 A 36.00 W 3300 lm 1

L 36 W XXT 0.16 A 36.00 W 3300 lm 1

L 38 W 0.16 A 36.00 W 3300 lm 1

Product name Lamp group Nominal
current

Nominal wattage + Power
loss

Luminous flux at 35 °C Number of
lighting
outlets

QTi DALI 1X58 DIM L 58 W 0.25 A 56.00 W 5000 lm 1

L 58 W XT 0.25 A 56.00 W 5000 lm 1

L 58 W XXT 0.25 A 56.00 W 5000 lm 1

Product name Lamp group Nominal
current

Nominal wattage + Power
loss

Luminous flux at 35 °C Number of
lighting
outlets

QTi DALI 2X18 DIM DULUX F 18 W 0.16 A 37.00 W 1100 lm 2

DULUX L 18 W 0.16 A 37.00 W 1200 lm 2

L 18 W 0.16 A 36.50 W 1350 lm 2

L 18 W XT 0.16 A 36.50 W 1350 lm 2

L 18 W XXT 0.16 A 36.50 W 1350 lm 2

Lamp-ECG combination (System)

__
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Product name Lamp group Nominal
current

Nominal wattage + Power
loss

Luminous flux at 35 °C Number of
lighting
outlets

QTi DALI 2X36 DIM DULUX F 36 W 0.31 A 69.00 W 2900 lm 2

DULUX L 36 W 0.31 A 69.00 W 2900 lm 2

DULUX L 36 W XT 0.31 A 69.00 W 2900 lm 2

L 30 W 0.31 A 69.00 W 2250 lm 2

L 32 W C 0.31 A 69.00 W 2300 lm 2

L 36 W -1 0.31 A 69.00 W 2700 lm 2

L 36 W 0.30 A 69.00 W 2700 lm 2

L 36 W XT 0.31 A 37.00 W 3300 lm 2

L 36 W XXT 0.31 A 37.00 W 3300 lm 2

L 38 W 0.31 A 69.00 W 3300 lm 2

Product name Lamp group Nominal
current

Nominal wattage + Power
loss

Luminous flux at 35 °C Number of
lighting
outlets

QTi DALI 2X58 DIM L 58 W 0.47 A 108.00 W 5000 lm 2

L 58 W XT 0.47 A 108.00 W 5000 lm 2

L 58 W XXT 0.47 A 108.00 W 5000 lm 2

Product name Lamp group Nominal
current

Nominal wattage + Power
loss

Luminous flux at 35 °C Number of
lighting
outlets

QTi DALI 3X18 DIM DULUX F 18 W 0.24 A 53.60 W 1100 lm 3

Lamp-ECG combination (System)

__
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Product name Lamp group Nominal
current

Nominal wattage + Power
loss

Luminous flux at 35 °C Number of
lighting
outlets

DULUX L 18 W 0.24 A 53.60 W 1200 lm 3

L 18 W 0.24 A 53.60 W 1350 lm 3

L 18 W XT 0.24 A 53.60 W 1350 lm 3

L 18 W XXT 0.24 A 53.60 W 1350 lm 3

Product name Lamp group Nominal
current

Nominal wattage + Power
loss

Luminous flux at 35 °C Number of
lighting
outlets

QTi DALI 4X18 DIM DULUX F 18 W 0.31 A 69.30 W 1100 lm 4

DULUX L 18 W 0.31 A 69.30 W 1200 lm 4

L 18 W 0.31 A 69.30 W 1350 lm 4

L 18 W XT 0.31 A 69.30 W 1350 lm 4

L 18 W XXT 0.31 A 69.30 W 1350 lm 4

Lamp-ECG combination (System)

__
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