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Industrial Clay Tools

Handmade with Carbon Steel

P40 - ¼" 

P40 - ½" 

P40 - 1" 

P40 - 1 ½"

JN4 - 1 ½" 

P38 - 1 ¼" 

P38 - 2" 

B52 - 1" 

P51 - 1 ½" 

P51 - 2" 

TOOL "SETS"
AVAILABLE
See Price Sheet

Published Separately

Starter Kit Includes
(8 Pieces)

3" Straight, 3" Curve, P38 - 1 ¼",
P40 - ½", B51 - 1 ½", B52 - 1", 

F18-1¾", SE .010 x 7       

FINISHERS

3 sizes

available:

F�� / � ¼"

F�� / � ¾"

F�� / � ½" 

*zoomed in for detail 

RAKES

 Round hardened wire is
shaped and hand ground to
half moon with flat side on
outside edge
Wire is brazed together and
inserted 2" into pre-drilled
wooden handle
Wire is epoxied in place with
brass ferrule

Chavant Industrial Clay
Tool Wires Construction

STEELS

SA .005" x 5" 

SB .007" x 4" 

SC .010" x 10" 

SD .003" x 6" 

SE .010" x 7" 

Other 
Rectangular Steels 

.005" x 2" x 3"

.005" x 2" x 6"

.0!0" x 2.5" x 6"

.0!0" x 2.5" x �"

.0!5" x 2.5" x 6"

.0!5" x 2.5" x �"

.020" x 2.5" x �"

.020" x 2.5" x !2"

.025" x 2.,5" x �"

.025" x 2.,5" x !2"

.030" x 2.,5" x �"

.030" x 2.,5" x !2" 

WIRES (Double Ended)

Make Your Own Steels!

Blue Tempered spring steel assortment consisting of six 6"x12" sheets of various thickness (0.005,

0.010, 0.015, 0.020, 0.025, and 0.032) inches. Set includes templates for making your own steels.
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NSD-120 Clay 	ecycling / �xtruding Machine

Extrusion and Deairing unit for recycling used clay chips. Air

and moisture are removed by vacuum. A billet is extruded.

Custom dies can be installed for various profile shapes.

G75D Modeling Clay �xtruder / 	ecycling Machine

Specifications:

Length: 83.5" (2120 mm)

Width: 20.5" (520mm)

Height: 42.5" (1083 mm)

Weight: 830 lbs. (375 �g)

Capacity: 200.:-lbs.:hr.

(different clays have different

results)

Clam 5hell Design

for easy

maintenance and

cleaning

The G75D extruder uses a Duplex

construction. �t is fitted with a

vacuum chamber and high

performance pump to deair modeling

clay as it passes through the unit.

The G75D can reclaim clay scraps


returning them to a billet form. The

clay extrusion can actually be used

for applying the material to an

armature.

Dies can be fitted for profile shapes.

G75D

De-airing extruder shown

with optional auto-cutter.

Manufactured in Japan

Manufactured in 
n��and
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